
DATE OF LEASE 

Whose address is: 10900 Hefner Pointe Drive, Suite 200 
Oklahoma City, OK 73120 

And whose interest in the property hereinafter described is that of OWNER, 

Hereinafter called the Lessor, and the UNITED STATES OF AMERICA, hereinafter called the Government: 

WITNESSETH: The parties hereto for the consideration hereinafter mentioned, covenant and agree as follows: 
1. 

A facility to be constructed on a pre-selected site of a 10.0 acre tract of land contained in a parcel h o r n  as the 
Anselmo Pru(e) Survey No. 20., Abstract 574 San Antonio, Bexar County, Texas, and described in the 
ASSIGNABLE OPTION TO PURCHASE AGREEMENT in the Solicitation For Oer s .  Paragraph 17.12. The 
facility will be constructed in accordance with the Design Intent Drawings and Solicitation for Offers (SFO) 
2TX0254 and its Amendments and will consist of approximately 145,000 rentable square feet. Premises shall 
yield approximately 130,773 square feet of office area space. 

Lessor shall provide parking in accordance with Amendment 5 to the Solicitation for Offers 2TX0254. 

The Lessor hereby leases to the Government the following described premises: 

2. TO HAVE AND TO HOLD the said premises with their appurtenances for the tern beginning on the 
Date of Acceotance bv the Government for a period of fourteen Years subject to termination and renewal 
rights as may be hereinafter set forth. 

3. The Government shall pay the Lessor annual rent of $4.723,000.00 for the fourteen years or $32.57 per 
rentable square foot at the rate of $393,583.33 per month for fourteen years to be paid in arrears. Rent for a 
lesser period shall be prorated. Rent checks shall be made payable to: 

4. The Government or Lessor may not terminate this lease at any time during the fourteen year term. 

5. 

This paragraph is deleted without substitution 
ieflals 
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6. The lessor shall furnish to the Government, as part of the rental consideration, the following: 
a. Such facilities, utilities, services, maintenance, janitorial services and tenant improvements shall 

be provided in accordance with the terms of the attached Solicitation for Offers 2TX0254, its 
Amendments, and the Government’s SF-2 (US. Govemnment Lease for Real Property). 

i. The lessor shall be responsible for the preparation of the shell and core layout in 
accordance with paragraph 3.16 of the SFO. The core and layout drawings will be 
reviewed but shall not relieve the lessor of the obligation to meet the terms of the 
Solicitation for Offers. The Government does not assume the risk .For the accuracy of 
the core and layout drawings. It is the responsibility of the lessor and his architect to 
incorporate all aspects of the Solicitation for Offers into the core and layout drawings. 
The Government shall have ninety (90) days to prepare Design Intent Drawings. The 
lessor shall obtain approval &om both GSA and FBI for any and all proposed variations 
from the Design Intent Drawings prior to incorporating such variations into any 
submission of the construction drawings. Construction drawings are the responsibility 
of the lessor. 

ii. The lessor shall provide daytime cleaning during normal building hours of 8:30 a.m. and 
4:30 p.m. 

iii. The tenant improvement costs of $4,620,000.00 will be amortized for 300 months 
beginning when the space is accepted for occupancy at the rate of . The 
annual costs of tenant improvements is $  payable in the rent at the rate of 
$  per month. 

In the event that the agency vacates the premises after the fourteern year firm term of the lease 
the agency will not be obligated for any unamortized portion of the Tenant Improvements. 

7. The following are attached and made a part hereof: 

a. Standard Form 2, U S .  Government Lease for Real Property (5 pages) 
b. SFO 2TX0254 dated 11/14/04 (pages 1 - 78) 
c. Specific Room Requirements (pages 79 - 160) 
d. Forms title pages sent with solicitation not needed for lease document (pages 156 (miss 

enumerated) - 175) 
e.  Amendments 1 - 9 
f. Metes and Bounds Description - ALTA survey (2 pages with two (ody 2) site plans, please 

return both for signatures) 
g. GSA Form 35 17B, General Clauses dated 12/03 (28 pages) 
h. GSA Form 3518, Representations and Certifications dated 07/04 (7 pages) 
i. Assignable Option and addendum (7 pages and 4 pages) 
j. Wage and Hour Determinations for Bexar County (8 pages) dated 03/04/05 (Phase I1 offers 

received 05/03/05 with rental consideration) 
k. Unit Cost for Adjustments (2 pages) 
1. Lump Sum Costs for Adjustments (2 pages) 
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The following are made a part of this lease by referencc: 
a. Phase I Proposal dated January 3 1,2005 
b. Phase II Proposal (Books 1 & 2 ) dated May 3,2005 
c. Best and Final Proposal (Books I & 2) dated July 28,2005 
d. Second Best and Final Offer (Books 1 - 3) dated September 29,2005 

8. The following changes were made in this lease prior to its execution: A one time lump sum 
payment or rent reduction of $50,000 will he accepted from the offeror for the following 
fdeviations from the General Clauses as described below: 

552.270-5 - SUBLE'ITING AND ASSIGNMENT (SEP 1999) 

a. The Government may sublet any part of 
under this lease by reason of any such assignpent or sublettmg. Any assi 
subject to pnor written consent of Lessor, whch shall not he unreasonab $". y wthheld . Should $e Lessor 
not consent to an assignment or sublet, sad  portion of space shall be returned to the Lessor wth no 
rental a c c m g  d e r  its return. 

required *der this il ease are mterdependent. In the event of any &lure % y the Lessor to provide an 
contract or o % .  erwise, perform il e r wrement and d 2l uct from any paylnent or pavents ?der &IS 

premises but shall not be relieved from an obligations 
ent or suglet shall be 

15.552.270-10 -FAILURE IN PERFORMANCE (SEP 1999) 

b. The covenant to pa rent and the covenant to provide any service, utili 

service, utili 

lease then or thereafter due, the res3ing cost tq the Government, mcludmg all a m s t r a t w e  costs. If 
the doveqen t  elects to perform any such requirement, +e Government q d  each of its contractors 
shall he entitld to access to an and all areas of the buildmg, access to whch is necessary to perform 
any such requiremen& and the Lssor shall afford and facilitate such access. Alternatively, the 
Government may deduct from any payments under this lease, then or thereafter due, an amount which 
reflects the reduced value of the contract requirement not performed. No deduction from,rent pursuant 
to t3usclause shall consptptc a default by the Goveeent  under t h ~ s  lease. These remedm are not 
exclusive and are in addihon to any other remedies whtcb may be available under t3us lease or at law. 

maintenance, or repair 
i; maintenance, re a r  or replacement r uired under t3us lease the Government may, , y 

Is modified by the addition of the following: 

c. "Before exercising any right to offset rent or terminate this lease as may be provided for or allowed 
under the lease, the Government shall rovide the Lessor and the first mortgagee wth notice and a 
reasonable opportu~ty to cure ven x) e nature and circumstances of the default. It shall be the 
Lessor's resoonsibilitv to nrovi 2 e the Government with the urouer name and address of thc first 
mortgagee. 'In the ev&t ttie default in question can not be &re& within a reasonablc cure period as 
determmed bv the Contracting Office or h ~ s  designated rcprcscntativc. rhe Lessor or the fist mortaagce 
shall be entitled to such additional time as mav re reasoniblv necess* to cure such default. uro%ie 
the Lessor begins to cffcctuate such cure durihg the initial cure period &nd proceeds diligentcithercaficr 
to complete such cure. Notwthstandmcr, the forcgoina. the Lcssor has a maximum cure pcriod of 120 
d e n &  davs. urovided that such uerioa mav be%xteEded in the reasonable discretion of the 
Contraeting'6ficcr. lfthe default' is not cuied *thin the extended cure period, the Govemmcnt may 
correct the dcficiency and deduct the cat ,  including admmistration costs, from the rcntal due. 

552.270-7 - FIRE AND CASUALTY DAMAGE (SEP 1999) 
CI. ifthe entire premises are destroyed by fire or other casualty, thjs lease will immediately terminate. In 

case of partial destruction or to render the prenuses untenanahle, as reasonably 
detemned by the Contracting 0 cer or hs designated representative the Lessor or the first 
mortgagw shall he allowed a reasonable amount,of time, not to exceed 270 c!ays, &om the date of 
occurrence of %e destruction or damaae, to repair or restore the leas4 premises to a tenanable 
coxhtion, considenag the nature aqd t e extent of the partial destrugion or damage, and provided the 
Lessor or the first mortgagee submts to the Contracting Office or hts designated representative a 

so 
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schedule showing the work can be complepd within reasonable amount of time not to exceed 270 days 
from the date of occurrence of the destruction or damage, If @e Lessor or the drst mortsagee fals to 
timely sub@t a schedule for complqg the work or fa@ to diligently pursue such repar or restore @e 
lease premses w i t h  the scheduled tune, or fails to ddigengy such repar or restolation, the destrucQon or 
damage until such time as the affect@ s ace has been reparred or resored. N o h  m t h ~ s  lepe shall be 
construed as rehevm Lessor from habiity for damage to or destruction of property of the Umted States of 
America caused by &e willful or negligent iLct or ormssion of Lessor. 

9. This lease is subject to operating cost adjustments in accordance with the provisions of paragraph 3.8 of 
the SFO 2TX0254. The tunes of operations are from 8:30 a.m. to 4:30 p.m. The base for operating cost 
escalation is established at  

 

10. This lease is subject to real estate tax escalations in accordance with the provisions of Paragraph 3.7 of 
the SFO Phase II. The Government occupies 100% of the building for purposes of tax escalation. The 
base year for taxes is the first year of full assessment. 

11. This lease is subject to adjustments for vacant space in accordance with the provisions of Paragraph 3.12 
of the SFO Phase 11. The adjustment will be $1.25 per rentable square foot. 

12. Per Amendment 3 to the SFO 2TX0254, the Government will take a rental deduction of $3000.00 to 
fund an ALTA Survey on the site chosen of approximately 10.0840 acres of vacant land out of a 148 
acre tract described by Deed recorded in volume 7451 page 2087 of the official public records of real 
property of Bexar County Texas and being out of the Anselmo Pru original survey No. 20. Abstract 
574.NCB. 14861, City of San Antonio, Bexar County Texas. The successful offeror will expect a rental 
reduction on his first month rent. 

13. Per Amendment 2 to the SFO 2TX0254 each offeror will allocate $24,877.56 to fund an Environmental 
Assessment on the site chosen of appmximately 10.0840 acres of vacant land out of a 148 acre tract 
described by Deed recorded in volume 745 1 page 2087 of the official public records of real property of 
Bexar County Texas and being out of the Anselmo Pru original survey No. 20. Abstract 
574.NCB. 14861, City of San Antonio, Bexar County Texas. The successful offeror will expect a rental 
reduction on his first month rent. 

14. The common area factor (CAF) is established at 1.10879% 

15. If ordered and authorized by the Contracting Officer or his designated representative, the lessor shall 
provide use of the W A C  system beyond the normal building hours of 8:3O am and 4:30 pm at the rate 
of $.0006 per rentable square foot per hour with a minimum charge of $50.00. 

Lessor Gov't 
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16. All questions to this lease shall be referred to the Contracting Officer of the General Services 
Adminjstration or their designee. The Govement occupant is not authorized to administer this 
lease and the General Services Administration assumes no responsibility for any costs incurred by 
the Lessor except as provided by the term of this lease or authorized in Writing by the Contracting 
Officer or their designee. 

IN WITNESS WHEREOF, the parties hereto have hereunto subscribed their names as of the date 
first above Written. 

IN PRESENCE OF: 

(Signature) (Address) 

DAPHNE HADLEY, CONTRACTING OFFICER 
GENERAL SERVICES ADMINISTRATION 
819 TAYLOR STREET, RM 126100 
FORT WORTH. TEXAS 76102 
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I 

FEDERAL BUREAU OF INVESTIGATION 
FIELD OFFICE 

SOLICITATION FOR OFFERS 

THE GENERAL SERVICES ADMINISTRATION 

FOR 

THE FEDERAL BUREAU OF INVESTIGATION 

IN 

San Antonio, Texas 

I The information wliection requirements contained in this Soiicitation/Contrad, that are not required by the regulation, 
have been approved by the Office of Management and Budget pursuant to the Paperwork Redudion Act and assigned 
the OMB Control No. 3090-0163. 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE INITIALS: 
1 LESSOR GOVT 
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- 
1.1 GENERAL PROVISIONS 

Unless otherwise noted, ail references to "provide" and "install" shall be the responsibility of the Lessor. Likewise, the ''provide" or 
"instail" reference, when used by Itself, shall require BOTH provision and installation of said item. 

1.2 DESIGN EXCELLENCE 
A. This projed is an opportunity in design and construction excellence. The design must integrate the building into the fabric of the 

surrounding community and balance the following: 

1. An efficient working environment that can accommodate ongoing technological innovation and allow for a technologically 
state-of-the-art workplace throughout the project's useful life; 

design, wnstrudion, and ongoing operation of the project that minimizes the impact on the environment and the utilization 
of energy and other scarce and non-renewable resources: 

innovative design approachesthat express the FBI's purpose and identity; 

design that exemplifles accessibility within the context of a publidprivate sector project; and 

a competitive best value lease procurement 

2. 

3. 

4. 

5. 

B. GSA's goal is to maximize the above factors in the design and construdion of the facility while maintaining an operating lease. 
Refer to subparagraph C.11 in the "How To Offer paragraph in the OFFER EVALUATiON sedion of this SFO. 

1.3 AMOUNT AND TYPE OF SPACE 
A. The General Sewices Administration (GSA) is interested in leasing approximately 145,000 rentable square feet of space to house 

the Federal Bureau of Investigation (FBI) Field Office. The rentable space must yield a minimum of 126,MlOAmerican National 
Standards InstiiutelBuilding Owners and Managers Association (ANSI/BOMA) Ofiice Area (previously Usable) square feet, as 
defined elsewhere in this Solicitation for Offers (SFO), to a maximum of 132,300 ANSllBOMA Office Area square feet, available 
for use by tenant for personnel, furnishings, and equipment. 

8. Ail space shall be contiguous both horizontally and vertically with a minimum Roorpiate of 25,000 ANSIIBOMA Omce Area square 
feet to a maximum Roorplate of 35.000 ANSNBOMA Ofiice Area square feet. Column spacing within the office shall be a mlnimum 
30 feet, 0 inches on center (O.C.) each way to a maximum of 40 feet, 0 inches O.C. each way. 

c. 
1 Amount and Type. 

a. The Lessor shall provide a minimum of 209 inside secured parking spaces arid 22 outside secured parking spaces for 
omcial Government vehicles. These spaces shall be available on site and shall be secured as described below. The 
spaces shall be non-tandem (no stacked) parking spaces, capable of accommodating fuil-size passenger vehicles, 
utility vehicles, and light trucks. 

One additional reserved parking space shall be provided at a separate. service/non-public entrance for suspect 
drop-off and for deliveries. This parking space shall be near the building Service elevator to facilitate deliveries and 
the movement of furniture, etc. 

in addition to parking for the 231 official Government fleet vehicles referenced in the above 1.a. supbaragraph, the 
Lessor shali provide parking as normally furnished in accordance with local codes and based on the square footage to 
be occupied by the Government. The Lessor shall provide no l e a  than 1.5 parking spaces per 1,000 square feet. A 
minimum of 20 visitor parking spaces shall be provided 

Signs shaii be provided and installed in the visitors parking area to aleti the public to stringent towing policies and the 
removal of unauthorized vehicles. Signs shall indicate the following: "A $50 to $300 fine will be imposed for 
violations." 

Refer to the "Ceilings" paragraph in the ARCHITECTURAL ELEMENTS AND FlNiSHES section of this SFO. 

Ail parking shall afford 24-hour access and egress 7 days a week, including holidays. The Government shall reserve 
the right to park any number of official vehicles within the secured area at no additional cost. 

All parking spaces shall be newly striped and numbered. Ventilation and exhaust of carbon monoxide shall be in 
accordance with federal and local codes. Travel paths and edting arrangements shall be in accordance with National 
Fire Protection Association (NFPA) to ailow adequate ingress to and egress from and within the parking area. 
Parking spaces for official vehicles shall be a minimum 10'0" wide x 18-6" long with a 24-foot, Dinch wide hvo-way 
drive aisle. The size of mde-required and visitor parking spaces shall mmply with mde requirements 

b. 

c 

d. 

e. 

2. General. 
a. 

b. 
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1.4 

1.6 

3. Security. 
a. if secured parking is to be provided in the office building, the building shall have a minimum of two 

12-0" wide x 11'Q high electrically-operated roll-up doors to ailow for adequate ingress and egress from the parking 
area. Separate ramps shall be provided for access and egress from the basement parking area, if provided. 

Roll-up door operating mechanisms shall be heavy-duty, 70,000 cycles minimum per year, equipped with manual by- 
pass, and designed for high frequency use. Doors shall be solid-type construction, heavyduty wmmeraallindustrial 
grade for high frequency use 

All rollvp doors shall be 1) lockable, 2) equipped with safety sensors, 3) automatic with manual override, and 
4) placed on the FBI's emergency generator system. Ground loop detectors Shall be embedded in the driveway at 
exit door for exiting purposes. 

Inside, Onsite, Secured Paking. Parking shall be provided within the single-tenant building or in an adjacent parking 
structure to be occupied solely by the FBI. If located in an adjacent parklng structure, rollvp doors, safety sensors, 
and loop detectors shall be provided as described previously. Entrances and exits and exterior portion beween 
parking decks shall be wmpleteiy endosed either with solid masonry mnstruction or, at a minimum, wilh slab-to-siab 
fencing, #Il-gauge, with top and bottom rails on fencing and all gates, vehicular and pedestrian. The Lessor shall 
provide an average of 10 footcandles of lighting at all times in the inside secured parking area. 

Outside, Onsite, Secured Parldng. Surface parking shall be provided adjacent to the single-tenant building or in an 
adjacent paridng structure to be occupied solely by the Government. Secured surface parking, as a minimum, shall 
consist of #Il-gauge fencing, 8 feet, 0 inchesminimum height, with 3 strands of barbed wire, and top and bottom rails 
on fendng and all gates. Entrances and exits and exterior portion between parking decks shall be wmpletely 
enclosed either with solid masonry construction or, at a minimum, with siab-to-slab fencing, #Il-gauge, with top and 
bottom rails on fencing and all gates, vehicular and pedestrian. All vehicle gates shall be 1) heavy-duty commercial 
grade, 2) lockable, 3) equipped with safety sensors, 4) automatic with manual override, and 5) placed on the FBI's 
emergency generator system. Ground loop detectors shall be embedded in the driveway at each exit gate for exiting 
purposes. A minimum of Zpedestrian gates with locking hardware shall be provided. The Lessor shall provide an 
average of 2 footcandles of lighting at ail times in the outside secured parking area. 

In addition, only the FBI shall have access to any parking structure within or attached to the building to be occupied by 
the FBI. Access to Government parklng areas shall be limited to Government vehides and personnel. The FBI will 
provide and install a separate access control system for the secured Government parking area. Refer to the "Access 
Control" subparagraph in the "Interior ConduiT' paragraph of the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBING section of this SFO. 

b. 

c. 

d. 

e. 

f. 

D. Approximately 240 square feet of the ANSI/BOMA Office Area space mentioned in subparagraph A will be used for the operation 
of a vending fadlity(ies) by the blind under the provisions of the Randolph-Sheppard Act (United States Code 
20 USC 107 et. seq.). The Government will wntroi the number, kind, and locations of vending facilities and will wntrol and 
receive inwme from all automatic vending machines. The Lessor is required to provide necessary utilities and to make related 
alterations. The wst ofthe improvements will be negotiated, and payment will be made by the Government either on a lump-sum 
basis or a rental increase. The Government will a w r e  that the faciliky(ies) does not wmpete with other facilities having exclusive 
rights In the building. Offerors mu& advise the Government if such rights exist. 

E. Unless otherwise noted, all references in this SFO to square feet Shall mean ANSllBOMA ORice Area square feet. For purposes 
ofthis SFO, the definition of ANSVBOMA Office Area square feet is in the "ANSI/BOMA Office Area Square Feet" paragraph in the 
ADMINISTRATION section of this SFO. 

EXPANSION CAPABILITY 
The Lessor shall be capable of providing no less than 25 percent contiguous expansion space and 25 percent of the total secured 
parking spaces over the life of the Governmenf's entire lease term. The expansion space shall not compromise the established 
perimeter security setback. Provision of the expansion space shall be accomplished with minimal disruption to the tenant. All 
structural reinforcements required to accommodate the Lessor's expansion proposal must be inciuded in the Offerofs initial wst 
proposal. 

LOCATION IN M E  COMMUNITYBITE OPTION AGREEMENT 
A. The locations selected for the FBI Fieid Offices must be easily awxssibie to major highway arteries. The space shall be located in 

surroundingsthat are wnduwe to a professional business area or a campu~like environment with buildings of a similar nature. 

B. The Field Office will be constructed on a site of approximately 10 acres (5542 Hausman Road) in the City of San Antonio, Texas. 
See the attached Assignable Option to Purchase Agreement. The site wnsists of unimproved land to which the utilities and 
infrastructure and all OK-site improvements (excluding sidewalks and driveways) are available. it is the sole responsibility of the 
successful Offeror to obtain and wnned the necessry services from the local utility companies. The successful Offeror agrees 
to be bound by the Memorandum of Understanding and Real Property Conveyance Agreement. Refer to the FORMS section of 
this SFO. 

C. The FBI shall not be located near Public Defenders, US Customsllmmigration and Naturalization Service, Social Services, 
Probation Offices, or other businesses or facilities deemed unacceptable by the FBI for security purposes. 
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D. LOCATION AMENITIES: 
Adequate eating facilities are to be located within % mile and other employee services, such as retail shops, cleaners. banks, etc. 
shall be located within % mile. 

E. Accessibility to public transportation and public parking is required 

1.6 SITE SECURITY 
A. For security purposes, the office shall be located in a single-tenant, stand-alone building. The FBI shall have exclusive use of the 

site, unlessothewise agreed to by the FBI. 

8. Where applicable, multiple-tenant buildings or existing buildings which meet the below criteria may be wnsidered by the 
Government. In the event a multiple-tenant building is offered and/or wnsidered, the office shall be located on the second Roor or 
above. First floor space wili be considered by the Government only when no other space is available. 

C. The office building shall be 1) surrounded by a perimeter vehicle barrier that is imide the property line and 2) a minimum of 
100 feet, 0 inches from the nearest facade of the building. The perimeter barrier may be composed of natural, mechanical, and 
fixed means and shall comply with FBI requirements. Where space is being solicited for an Annex Facility in wnjunction with this 
requirements package, the 100-foot, 0-inch setback shaii include the entire Annex Facility. Alternate proposals for the perimeter 
vehicle resistant barrier shall consist of a detailed design and accompanying calculations from a registered professional engineer. 
Proposed substitutions will be evaluated to determine if their acceptance would be beneficial to the FBI. Only proposals that are, 
in the opinion of the Government, clearly beneficial to ttm FBi will be approved. Refer to the "Security: Conceptual Fence Detail" 
diagrams in the DIAGRAMS AND SPECIFICATIONS section of this SFO. The perimeter barrier shall also be compatible with the 
design of the building and shall be aesthetically compatible with the building and the Annex, if applicable. Unsightly elements, if 
any, shall be concealed. In addition, the barrier shall be capable of preventing a 10,000-pound Ob.) vehicle traveling at 50 miles 
per hour from penetrating more than 10 feet, 0 inches beyond the perimeter barrier. In all cases, terrain and arrangement of the 
entrances to the site shall be used to limit the speed of approaching vehicles. 

D. Secured parking and employee parking must be located imide the above perimeter barrier, but they have no minimum distance 
requirement from the barrier. Visitor parking must be located outside the barrier. Trash dumpsters may be located within the 
barrier but shall be placed as far away from the buildings as practicable 

E. All areas designated for future expansion must also wmply with the perimeter barrier requirements. Detailed proposals and 
calculations for the barrier shaii be submitted to the FBI for review and approval at or before the 65percent submission of 
construction documents. The wmplete barrier is required for acceptance of the project's substantial completion. 

F. The site shall provide 2 separate means of direct vehicular access to a throughstreet or throughstreek. For security purposes, the 
points of ingreskgress will require physical separation. This separation shall be maximized based upon both the configuration of 
the site offered and final approval of the proposed site plan by the FBI. 

G. The Lessor shall provide direct pedestrian access into the building from the streetkidewalk. 

H. Access to parking areas and driveways wiihin the area of the established setback shall be restflcted with a hydraulic barricade 
system. with 2 barricades per each entrance required. The barricade system shall be Delta Scientific Corporation Model 
#Nv2015. Telephone 805-257-1800; Nasatka NMSB Xi, Telephone 301-8680301; or an equivalent pre-approved by the GSA 
Contracting Officer, herein called Contracting Officer. Substitutions must be made known at the initial Phase 2 offer stage and 
approved by the Contracting Officer. All barrioades shall be provided with an auto-close option. The Lessor shall provide and 
maintain the hydraulic barricade system. The Lessor shall be required to provide proper operation and sequencing of barricades 
per FBi requirements. The FBI access control system will provide only the starting signal. The barricade system shall be tied into 
the essential power system. The barricade system shall have a manual and remote operation option. An override wntroi shall be 
provided in Room 91. Refer to the "Security: FBI Typical Vehicle Entrance Plan" diagram and spdfications in the DIAGRAMS 
AND SPEClFlCATiONS section ofthis SFO. 

The Lessor shall provide a guard booth and median at the site entrance used by the public. The guard booth shall reflect and 
mmplement the appearance and construction of the exterior facade of the main building. The final design, induding the location 
of the guard booth, must be reviewed and approved by the FBI. Heating, ventilation, and air wnditioning (HVAC), lighting, and all 
convenience receptacles and branch circuits for gates and vehicle barricades shall be connected to the FBi's essential power 
system. Refer to the "Exterior/Site Conduit" paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 
PLUMBiNG section and the "Guard Booth" paragraph in the SPECiFiC ROOM REQUIREMENTS section of this SFO. 

I. 

1.7 LEASETERM 
The lease term is for 14 vears. GSA may terminate this lease at anv time afler the initial term on 120 days written notice to the 
Lessor. 

1.8 OCCUPANCY DATE 
A. Occupancy isrequired within 22 months from the date of award ofthe lease. 
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8. EARLY ACCESS: 
1. In order to facilitate the FBI's occupancy of this space, the Government shall be allowed early a m s s  for the purposes of 

delivery and installation of specialized cabling, furniture, and equipment. The FBI will require accessto the entire space and 
ceiling systems to pull telephone. alarm, and fiber optic cabling prior to the contractor's installation of the ceiling grid system. 
The FBl's complete cable traytwireway system shall be installed and available for use at this time. This work Will be 
coordinated with the wntractom and the FBI vendors to avoid wnRict in wmpletion of the buildout. In addition, the 
Government shall require that the FBI's communications and systems furniture contractors be afforded access to Specific 
rooms prior to scheduled aooeptance of the space. The Lessor shall have the HVAC systems functional at this time. 

Areas requiring 45 days early access are: 

a. Room88 

2. 

b. 

c. Room96 

d. Room% 

e. Room 99 

f. 

g. systems Furniture Areas 

h. Loading Dock 

i. Setvice Elevator 

j. 

Room 93 and Room 94 

Room 100 and Room 101 and Room 102 

The above rooms shall be completed early, to indude dedicated 24-hour HVAC and essential power systems, and the 
wntractor will not be allowed a m s s  to these rooms alter aoceptance by the FBI. The systems furniture areas, 
loading dock, and service elevator will not be restricted as far as access by the contractors. 

3. Areas requiring 15 days early aocess to allow installation of Space Saver systems are: 

a. Room87. 

1.9 BUILDING SHELL DEFINED 
A. It is the intent of the Government to lease a building shell with a space buildout cost. All improvements required for the building 

shell, lobbies, wmmon areas, and wre areas shall be provided by the Lessor, at the Lessor's expense. The following definition of 
"Building Shell" is provided to assist in wmpletion of GSA Form 351 7, General Clauses. 

B. The building shell rental rate shall indude all owner expenses induding, but not limited to, basic building systems and wmmon 
area buitd-out including 1) base building lobbies, 2) common areas, and 3) core areas, etc., exclusive of the ANSVBOMA ORice 
Area space offered as required in this SFO. The Lessor's buildout obligations in providing a building shell include all costs of 
demolition to the offered usable square feet including the base building, lobbies, common areas, and core areas as required in this 
SFO. 

C. The following building shell systems and finishes shall be provided in accordance with specifications provided In this SFO and 
shall be installed and coordinated with the space improvements defined below: 

1. Building. The building exterior shall be wmplete, induding the installation of all 1) windows, 2) fireproofing. and 3) finished 
slab, smooth and level (in accordance with the highest industry standards but not less than the American Cement Institute 
ACI-80 Standards) wncrete Roors ready to receive carpet or resilient Roor tiling. Means of fire egress areas, induding 
staiweilsand exterior exits, shall be completed and operational. 

Passenger and Service Bevafors. The elevators shall be wmpleted and operational. The elevator lobbies on the main 
floor and ail floors that the Government occupies shall be complete with 1 )  finished ceiling, finished lighting, and Roor 
coverings; 2)fire/smoke doors, which will be finished, recessed double doors, solidare wood doors installed with 
hardware; 3) walls, completed with wall wverings and base in accordance with this SFO; 4) elevator doors and frames, 
which will be painted metal, and call burton and hall lantern face plates, which will be stainless steel; and 5) an evacuation 
plan. Refer to the "E1evators"paragraph in the GENERAL ARCHITECTURE section ofthis SFO. 

Building Common Area Restrooms. The building's wmmon area restrooms shall be completed and operational in 
accordance with the "Toilet Rooms" paragraph and the "Toilet Rooms: Fixture Schedule" paragraph in the MECHANICAL, 
ELECTRICAL, TELECOMMUNICATIONS, PLUMBiNG section of this SFO. 

plumbing. The Mferor must indude cost of plumbing in wmmon areas, such as for toilet rooms, as part of shell wst. The 
plumbing required in the Government-occupied area will be considered a space buildout cost. However, the hot and cold 
water risers and domedic waste and vent risers installed and ready for wnnedions required for space improvements shaii 
be included in the shell rent. 

2. 

3. 

4. 
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5. 

6. 

7. 

8. 

9. 

10. 

11. 

12. 

13. 

14. 

15. 

16. 

HVAC. Complete air conditioning and heating system and associated temperature control system throughout the 
Governmentdemised areas shall be installed and operational. Controls in tenant areas will be attached to walls during 
space improvements. All HVAC equipment and distribution such as main lines, branch lines, variable air volume (VAV) 
units, dampers, f le~ble wnnections, and diffusers for an open office layout are to be installed and operational, Conditioned 
air through medium pressure ductwork at a rate of .75 cubic feet per minute (cfm)lsquare foot of ANSVBOMA Office Area 
Square foot area shall be provided. 

Doors. Exterior building doors and doors necessary to access the lobbies, wmmon areas, and core areas, including ail 
associated framing, hardware, and locksets, shall be installed and operational. This does not indude suite entry doors and 
interior doorsspecificto tenant alterations. Related hardware shall be installed per specifications. 

Parbtions. Permanent, perimeter, and demising slab-to-slab partitions (induding all wlumns) shall be finished with paint 
and base, Perimeter walls are defined as wails between tenants and/or walls defining the public corridor. Permanent 
partitions must be provided as necessary to suwound stairs, wnidorr, elevator shafls, toilet rooms, janitor closets, and the 
Government-occupied premises from other tenants on the floor 

Lighting. The offeror must indude the wst of the lighling in the wmmon areas as part of the shell wst. The lighting 
required in the ANSI/BOMA Office Area square foot area will be wnsidered a space buildout cost. Parabolic type 
2-0" wide x 2-0" deep fluorescent lighting fidures shall be imtalled in the ceiling grid for an open office plan at the rate of 1 
fixture per 80 ANSllBOMA Office Area square feet. 

Floor Finishes. The Offeror must indude wst of floor covering in wmmon areas as part of shell wst. Carpet or resilient 
flooring shall be installed and coordinated with tenant buildout alterations. Floor finishes required in the ANSI/BOMA Office 
Area square foot area will be wnsidered a spaw buildout cost. 

Ceiling. The Lessor shall provide and instali a wmplete acoustical ceiling system (which includes grid and tegular 
2-0" wide x 2-0" long lay-in tiles) throughout the Governmentdemised areas and all wmmon areas accedble to 
Government tenants. Refer to the "Ceilings" paragraph in the ARCHITECTURAL ELEMENTS AND FiNlSHES section of 
this SFO. The awustical ceiling system shall be furnished, imtailed. and wordinated with space improvements. 

Mecb~nical/Bec~n~l~~lecommunicsfion Rooms, Mechanical/eledrical/teleccmmunication rooms shaii be wmpleted, 
operational. and ready for space improvements. The telephone and eledrical dosets will include a telephone backboard 
and electrical distribution paneiboards, respectively. Conduit shall be installed from the electrical closet to individual ceiling 
junction boxes. 

Janitors Closet. The janitor's closet shall be completed with painted walls, floor coverings, resilient base, and plumbing. 

Bedrica. The Lessor will be responsible for providing primary power sUfficient to operate Class-A downtown office space 
in each premises which the Government will occupy to the building's main electrical distribution panel located in the 
electrical room. The Lessor will be responsible for satisfying all eledrical requirements per wde in all wmmon areas. The 
wsl of distributing secondary power within the Government-occupied space will be included in the space buildout costs. 
The eledrical power disfribution panels and circuit breakers available in the electrical doset(s) shall have a minimum 
capacity of 2771480 V and 1201208 V, 3-phase, 4-wire system providing 7 watts ON) per ANSIIBOMA Office Area square 
foot. 

Safety and Environmental Management. Complete safety and environmental management throughout the 
Government-demised areas shall be at the expense of the Lessor. The safety and environmental management throughout 
the building shall be in accordance with federal, state, and local wdes, ordinances. and laws. 

Fire and Safety Systems. All building standard fire and safety systems typical of Class-A downtown office space shall be 
installed and operational, This indudes sprinklers, fire detedion and alarm, essential power or generator systems, fire 
control. and other code requirements. In no instance shall such fire safety systems required by code be charged to the 
space buildout wst. All building-standard fire and safety systems shall be UFAS and ADAAGwmpliant. Where the UFAS 
and ADAAG conflict, the more stringent shall apply. Sprinklers are required in the Government-demised areas. The Lessor 
shall provide and install the sprinkler main and distribution piping in a "protedion" layout (open plan) with heads turned 
down and escutcheon or trim plates. 

Builahg SbeN. All Mferofs administrative, overhead, design wsts, and other amciated projed fees necessary bo prepare 
wnstrudion documents to wmplete the building shell shaii be included as part of the base shell rental rate. It is the 
sumssful Offeror's responsibility lo prepare all doannentation (wortdng drawings, etc.) required to receive wnstrudion 
permits. 

1.10 LUMP SUM PAYMENT ALTERNATIVE 
The Government reserves the right to make cash payments for any or all work performed by the Lessor. Prior to occupancy, the 
Government, at its sole discretion, may choose to pay lump sum for a portion of the wnstrudion costs. If the Government eleds to 
pay a lump sum payment for a portion of the construction costs, the payment of the construction cvsts by the Government will result in 
a decrease in the rent. 

\ 
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1.11 PHYSICAL CONSTRUCTION SECURITY 
A. Prior to the start of mnstrudion at the ate, the Lessofs contractor shall provide a minimum of 400 square feet of office space for 

multi-tenant or existing buildings or one 50-0"long x 20-0" wide trailer for dedicated us? by the FBI where new construction is 
provided. The location of the office space or trailer@) shall be determined in coordination with the Lessor and the FBI. The 
trailer@) shall be fully equipped with operating HVAC systems, lighting, electricity, and a unisex toilet facility. The office space or 
trailer shall be made available for the FBI's use up to occupancy of the building. In the event the trailer must be removed from the 
site to accommodate site work or construction progress, the Lessor shall provide similar acwmmodations within the new building, 
to include aazssto the building'stoilet fadliies. 

B. The contractor shall provide adequate security to the entire construction site and the building(s), to include a temporary 
mnstrudion fence, throughout the entire consrmdion period. 

C. The FBI will be permitted access to the construction site at all times and at all stages of construction. The FBI shall be permitted 
to perform security reviews and checks at any time and unannounced. 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE INlTiAL 
12 LESSOR 

(b) (6)



2.1 OFFER DUE DATE 
Final Revised Offers are due by May 1, 2005 and must remain open until lease award. 

2.2 HOW TO OFFER 
A. Offers are to be submilted to the Contracting Officer at: 

General Services Administration 
Daphne Hadley, Contracting Officer 
819Taylor Street, Room 128100 (7PWB) 
Fort Worth, TX 76102 

B. OVERVIEW OF TECHNICAL EVALUATION AND SELECTION PROCESS: 
1. This lease wiii be competitively negotiated using the best value tradeoff process and the Two-Phase Design-Buiid Selection 

procedures in Subpart 36.3 of the Federal Acquisition Regulation (FAR). The best value tradeoff process permits tradeoffs 
among price and technical evaluation factors, allowing the Government to make an award to other than the lowest priced 
Offeror or other than the highest technically rated Offeror 

in Phase 1, Offerors are required to submit proposals that include information on the Offeror's technical approach and 
technical qualifications; detailed price proposals are not required. Ai%% evaluating Phase 1 proposals based on the Phase 1 
minimum requirements and the Phase 1 evaluation factors, GSA will select, not to exceed, the five most highly qualified 
Offerors. Only those Offerorswill be requested to submit Phase 2 proposals. 

The Government does not intend to conduct discussions with Offerors during Phase 1. Therefore, it is imperative that 
offerors e w r e  that their proposals comply in all respects with the submittal requirements set forth in this SFO. A Phase 1 
proposal that fails to satisfy any Phase 1 minimum requirement will not be considered for inclusion in Phase 2. 

In Phase 2, Offerors are required to submit fechnical proposals (ioduding detailed design information) and prlce proposals. 
The Phase 2 proposals will be evaluated based on the Phase 2 minimum requirements and the Phase 2 technical 
evaluation fadors and price. 

This lease will be awarded in accordance with the negotiation procedures in FAR Part 15. Award will be made to the 
responsible Phase2 Offeror whose proposal represents the best value to the Government, considering price and the 
Phase 2 technical evaluation factors For this SFO, the Phase 2 technical evaluation factors, when combined, are 
significantly more important than price. However, price will become more important as the technical proposals become 
more equal. The Phase 1 and Phase 2 evaluation factors are listed in the "Other Award Factors" paragraph in the OFFER 
EVALUATION s%tion ofthis SFO. 

The Government reserves the right to incorporate this proposal into the contract to the extent that it is not inconsistent with 
or does not conflict with the terms of this SFO and/or contract. In cases of connict. the latest written change to the language 
of the SFO and/or contract by the Government shall prevail. 

GSA Form 1364, Proposal to Lease Space (enclosed) and Attachment to the GSA Form 1364 or similar form which clearly 
structures the rental as follows: 

2. 

3. 

4. 

5. 

6. 

C. The following documents shall be submitted as part of the pricing package in Phase 2: 
1. 

a. 

b. 

C. 

d. 

e. 

f. 

SFO NO. ZTX0254 
11/24/04 

A lease rate per square foot for the building shell. including fixed wsts but excluding variable costs from line 27 of 
GSA Form 1217, Lessor's Annual Cost Statement. It Is the intent of the Government to lease a fully-serviced taulily. 
All improvements in the base building, lobbies, common areas, and core areas shall be provided by the Lessor. at the 
Lessors expense. The snell will ais0 include all owner expenses. properly financing (except space buildout cost 
finandng). insurance, management. profit. architectural fees. and any other fees. Refer to the "Building Shell 
Defined'paragraph in the SUMMARY section of this SFO. 

m e  annual cost per square foot for the cost of variable services and utilities 

me annual percentage interest rate to be used by the Lessor to amortize only the space buildout cost over the firm 
term of the lease Refer to the "Building Shell Defined" paragraph in the SUMMARY section of this SFO. 

The annual cost per square foot of the space buildout for the Governmenb ANSilBOMA Office Area square footage, 
above the building shell asdescribed in the "Building Shell Defined" paragraph in the SUMMARY section ofthis SFO. 

A fully-serviced lease rate per square foot as a summation of the amounts broken oul in the above subparagraphs a. 
b. and c. 

Ail costs for overhead, profit. general contractors' fees, architectural-engineering fees, brokerage lees, land 
acquisition, ste work, perm&. and regulatory fees as well as state and local exuse taxes and all miscellaneous fees 
for all shell and space improvement work shall be factored into olfers submitted for shell rates, space buildout costs. 
and unit m a  Items 
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2. 

3. 

4. 

5. 

6. 

7. 

8. 

9. 

IO.  

11. 

12. 

13. 

Unit price list (form enclosed). Refer to the "Unit Costs for Adjustments" paragraph in the ADMINISTRATION section of this 
SFO. 

Lump sum price list (form enclosed). Refer to the "Lump Sum Costs for Adjustments" form in the FORMS section of this 
SFO. 

GSA Form 1217, Lessor's Annual Cost Statement (form enclosed). 

GSA Form 351 7. General Clauses (form enclosed). 

GSA Form 3518, Representations and Certifications (form enclosed). 

An hourly oveItime rate for overtime use of heating and cooling. 
SERVICES, UTILITIES, MAINTENANCE section ofthis SFO. 

Refer to the "Overtime Usage" paragraph in the 

A Plan for Subwntraoting with Small, Small Disadvantaged. Women Owned Small Businesses. and HUBZone Small 
Businesses (if applicable). 

Evidence of existence of the offering entity (corporate resolution, partnership agreement, etc.). 

Evidence of financial capability. including an exercised Option Agreement on the site 

Calculations which demonstrate that the present value of the net operating income over the life of the lease does not 
exceed 90 percent of the fair market value of the asset. Net operating income is derived by subtracting operating expenses, 
taxes, insurance. Lessofs management and building maintenance, and reserves for replacement msts from the gross 
annual rent. 

A percentage mark-up rate to be applied to change orders performed under the lease. Only the total estimated mark-up 
shall be provided, not the total estimated equitable adjustment. This rate must include a11 prime and fi~4 tier submntrador 
overheads, general and administrative costs, bonds, insurance, commission, profit, and all other indirect costs which may 
be associated with work performed under this lease. Upon award of the lease. the mark-up rate offered by the award shall 
be used in determining all equitable adjustments, additive or deductive, which may be negotiated under the lease. The 
mark-up rate shall be used, when applicable, in determining only entitlement claimed by award under the Disputes clause. 
Refer to GSA Form 3517, General Clauses, 52.233-1, Disputes (DEC 1998). Evaluation of a mark-up rate shall not obligate 
the Government to incfease the value of the lease work. Failure to offer a mark-up rate shall result in rejection ofthe offer. 

A dollar-sum daily rate for compensable delays to which the Offeror may be entitled subsequent to award of the lease. The 
rate must include all msts which the Offeror may claim for wmpensable delays, including general contractor and 
subwntractor field and home office overheads. Upon award of the lease, the rate offered by the award shall be used in 
determining the awardee's entitlement for Governmentcaused delays, if any, by multiplying the rate by the total number of 
compensable work days. Evaluation of estimated delay costs shall not obligate the Government to relieve the Lessor of its 
burden to establish enfiHement to compensation for delays which may occur on the project. Failure to offer a mntrad delay 
rate shall result in rejection of the offer. 

D. The following documents shall be submitted as part of the technical package in Phase 2. Failure to provide plans and/or 
specifications in accordance with these requirements may cause the offer to be deemed unacceptable and rejected accordingly. 

1. Ten sets of drawings of dimensioned design concepts, to include the following: 

a. Eievations of all facades (with proposed exterior materials noted). 

b. Detailed site plan (with proposed exterior materials noted): 

i. indicating the 1) footprint of the building, 2) area of the available setback, and 3) all paved areas including curb 
cuts, dfiveway entrances. patking areas, pedestrian wallorrays for the proposed property and areas designated 
for future expansion of the building and parklng, property lines, easements, buffers, required set backs, 
mmplete vehicle banier, fences, guard bwth. retention ponds, and proposed outdoor mechanical and electrical 
equipment to support the building(+ 

c. 

d. 

Aerial photos of the entire site. 

Interior and exterior two-point perspectives which convey the salient features of the Offeror's solution. 
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e. Floor plans and building sections: 

E. 

F. 

i. Scale: I/%= 7'-0". 
ii. that clearly and accurately convey the 1) proposed wlumn spacing and bay configuration; 2) wre space 

location; 3) use and wnfiguration; 4) location and number of elevators, shans, and stallwells; 5) location, sire. 
and configuration of fire corridors, lobbies, and similar areas; 6) location, nature, and proposed use of all 
building space not to be owupled by the Government; and 7) patterns of public, Government, and other tenant 
ingress and egress as weli as travel through the building. 

Ill. that reflect the proposed wrridor pattern for a typical full (single-tenant) floor. The proposed wrridors shall 
meet local wde requirements for issuance of occupancy permits. GSA will review the proposed wrridor pattern 
to make sure that these achieve an amptable level of safety as well as to ensure that these wrridors provide 
public access to all essential building elements. The Offeror will be advised of any adjustments that are 
required to the wrridors for the purpose of determining the ANSI/BOMA offce &a space. The required 
wrridors shall be defined by siab-to-slab partitions. Actual corridors in the approved layout for the successhll 
Offerors' space may differ from the wrridors used in determining the ANSllBOMA offce Area square foot area 
for the lease award. 

iv. wlth identification of major building systems such as structural, mechanical, electrical, telephone, and data 
typical distribution, etc. 

v. with a list of finish materials for core areas ofthe building, specifically elevator cabs, lobbies, and restrooms. 

f. 

g. 

h. 

Net usable and gmss area calculations shall be shown on the drawings). 

A concept for the physical perimeter barrier, hydraulic barricade system, and guard booth 

All archiiedural feahlres of the space mUSt be accurately shown. If requested, more Informative plans must be 
provided within 10 days. 

2. 

3. 

A fully-wlored architectural exterior rendering. 

One color board with exampies/sampies showing quality of floor and wail coverings, window treatments, lighting fixtures 
(building standard and upgraded), and hardware (building standard and upgraded). 

Design wncept narrative which shall be used by the Government in the evaluation of offers 

a. 

4. 

The narrative statement shall conceptually describe and analyze the nature of the building and Its systems and 
features in relation to the Governmenfs space program and other requirements of this SFO to indicate how the design 
would satisfv those requirements. 

Each area which is intended to be upgraded above the minimum requirements of the SFO, is required to be fully 
explained and highllgMed In the narrative and shall Include the type of materialdequipment to be used. Samples may 
be provided to supplement the narrative. The Government reserves the right to incorporate this proposal into the 
contract to the extent it is not Inconsistent with or does not wntlict with terms of this SFO and/or contract. In cases of 
wnnlct, the latest written change to the language ofthe SFO and/or contract by the Government shall prevail 

Offerors shall provide a spreadsheet dearly identifying SFO standard, proposed upgrades, value added and impact to 
the project. The Offeror shall certify that all proposed upgrades will be Included upon award and are Included In the 
project wst. 

b. 

c. 

5. 

6. 

7. 

8. 

Certification of a registered professional engineer that the design meets the seismic standards set out in this SFO. 

Compiianw with local zoning laws or evidence of variances, if any, approved by the proper local authority. 

Schedule of major milestones showing projected startlwmpletion dates beginning with lease award. 

All plans submitted for consideration must have been generated by a Computer Aided Design (CAD) program which is 
wmpatible wlth Wndows AutoCAD release 3.3, Architectural Desktop (herein called AutoCAD). The required file extension 
is .DWG. Ail clean and purged files are to be submitted on %l/Z-inch double sided, high density diskettes, zip disk, or, if 
appmved by the Contracting O h r ,  on CD-ROM. 

Refer to GSA Form 3516, Sollcitation Provisions, for instructions. If additional information is needed, the Contracting Officer shall 
be contacted. 

There will be no public opening of offers, and all offers will be wnfidentlal until the lease has been awarded; however, the 
Government may reiease proposals outside the Government to a Governrnent-support contractor to assist in the evaluation of 
offers. Such Government wntractors shall be required to protect the data from unauthorized disclosure. Offerors who desire to 
maximize protection of information in their offers may apply the restridion notice to their offers as described in the FAR pmvision 
52.2151(e), "Restriction on Disclosure and Use of Data." 

2.3 TECHNICAL PROPOSAL EVALUATION CRITERIA 
A The information In Phase 1 shall oe submined no tater than the close of business on the offer due date 
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B. PHASE1: 
Phase I evaluates the Offeror's team (developer, architect, and professional engineers general contractor, and management 
team), key personnel, and management and technical approaches based on a number of factors. These factors include previous 
experience with 3 similar projeds, (defined as projects of comparable size. smpe, requirements, and technical wmplexity 
completed within the past loyears, at least one of which was a designlbuild project), quality of past designs, key personnel 
qualifications, past performance. and management and technical appmaches to cost control, projed management, energy 
efficiency, and lease management. Refer to the "Other Award Factors" paragraph in the OFFER EVALUATiON section of this 
SFO and to the 'Past Perfmance"ques8onnaire dtached to this SFO. 

1, Past Performance. 
a. Factor Description: 

i. This factor considers the quality of the Offeror's past performance in carrying out work of a similar nature with 
respect to design, construction. and/or design-build. Consideration will be given to success in areas of 
technical quality. delivery. timeliness, and budget maintenance. The definition of "similar projects" for evaiuation 
purposes is described above. Each projed evaluated need not have all the elements of similarity to be considered. 
However, the Offeror must demonstrate, through a combination of projects, similar experience in design, 
comtrudion, and/or design.build. 

ii. Past performance information to be evaluated include timeliness of deilvery/performance, including adherence 
to contract schedules and timely submission or performance of required tests and submittals; resolution of 
disputes and delays, number of "show cause" letters and cure notices issued, number of contract extensions 
resulting kom contractor-caused delays; conformance to contract requirements, including quality of 
workmanship, timeliness, and adequacy of correction of deficiencies, number and extent to warranty problems; 
on-the-job safety performance record including the number of lost or restricted workdays due to occupational 
injuries in comparison to the national average; compliance with key contract provisions (e.g., subcontracting 
program, labor standards, safety standards, reporting requirements, etc.); the Offeror's history for reasonable 
and cooperative behavior and commitment to customer Satisfadion; and generally, the Offeror's businesslike 
concern for the interest of the customer. 

iii. Evaluators will wntact 5 projeds that have similar smpe, requirements, and/or complexity to the projects 
addressed by this SFO. if a joint venture, the Offeror shall submit both design and construction projects 
showing all required experience. Evaluators may consider performance on conha& which are not submitted 
by Offeror if they have knowledge of them. The Same basic questions shall be asked of each reference 
contaded. Refer to the attached "Past Performance" questionnaire. The interviews shall be documented to 
indicate who called for GSA, who was interviewed. questions asked, and anwers provided. The 
docclmentation must be reviewed by all evaluators. 

iv. References. The Government intends to contact those individuals and firms that are listed as references by the 
Offeror to 1) verify that the Offeror's characterization of its involvement is accurate and 2) solicit their 
assessments of the quality of those services that were provided. it is the Offeror's responsibility to verify that ail 
references can be reached by telephone. If a reference cannot be located based upon the information provided 
by the Offeror, the Government is not required to consider the listed project. If the Government cannot obtain 
past performance information kom a sufficient number of sources, then the Government may find a proposal 
unacceptable. The Government is not required to contact all references provided but will contact a sufficient 
number of references from each Offeror to awrtain a reasonable determination of the Offeror's Past 
Experience and Past Performance. ORerors will be required to sign an Authorization and Release to Obtain 
Past Performance Information Statement. Refer to the FORMS &on of this SFO. The Government reserves 
the right to contact references not listed in the Offeror's proposal. 

v. Confidentiality of Past Pertorrmance Information. The Government reserves the right to maintain the 
confidentiality of the past performance information provided by the references listed by the Offeror, as weii as 
references obtained by other means. By submitting a proposal for consideration under this solicllation, the 
Offeror agrees that it shall not seek to discover from any source the contents of such communications. The 
Offeror shall retain the right to be debriefed by the Government on its general findings as to its past 
performance bul releases the Government from any obligation to divulge the source of any information relied 
upon its evaluation. 

vi. Completeness of Past Performance Information. Failure to list any projed which qualifies for inclusion under 
the past performance aiteria stated above may be grounds for drawing a negative inference as to an Offeror's 
qualifications or responsibility and may result in a determination that the proposal is not acceptable. 

i. All of the Offeror's key personnel must submit projects in which they have had a primary role in the performance 
of services within their respedive disciplines in 3 multi-story commercial office buildings, involving 
approximateiy 100.000 gross square feet or more per building, within the past 10 years. At least 1 of the 
submitted buildings must have been a design-build project within the last 10 years. Failure to submit the 
required project information will result in the Offeror being considered unresponsive. Each Offeror's key 
personnel must have performed on jprojeds, and each shall submit the information on their projed 
individually. Each of the projects submitted must include the completed "Past Performance" questionnaire 
attached to this SFO and a narrative of not more than Ztypewritten, single-spaced pages, one 
8"wide x lo" long photograph, and project references with current contacts and telephone numbers for each 
project discussed. The narrative must 1) indude sufficient information to show that the project discussed had 
similar smpe. requirements, and/or complexity to the project described in this SFO and 2) address the 
questions posed in the '"Past Performance" questionnaire. 

b. Submittal Requirement: 
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2. Principal Team Member QuaMficaflons. 
a. Factor Desciiption: 

i. This factor considers design and construction experience, education, knowledge, and expertise of all the 
Principal Team Members (PTM). For the purpose of this section, PTM is defined as the prinapals ofthe: 
(a) Offerorideveioper, 
(b) General wntractor, 
(c) Architect of Record, 
(d) 
(e) Structural engineer, 
(9 Mechanical engineer, 

Design architect (if different from the architect of rewrd), 

(g) Electrical engineer, and 
ii. Consideration will be given to the following: 1) currently heid positiomitle, 2) proposed project positiorftitfe, 3) 

education. 4) Drofessionai iicensina and awards. and 5) relevant work experience over the past 10 Years of 
PTM whowii be assigned directly t;, the project. 

b. Submittal Requirement: 
i. m e  develoDer/lessor, architect of rewrd, engineers, design architect (if diflerent than principal), and general 

contractor shall each submit a 2-page resum; stating responsibility for the proposed project: ResUmes shall 
also desciibe 1) currently held positionRille, 2) proposed projed positionltitle, 3) education. 4) professional 
licensing and awards, and 5) relevant work experience over the past 10 years. In addition, the resume shall 
include a brief summary of the roles of the team member for the referenced projects. If role statements are not 
provided, it wiii be assumed that there is no significant project involvement. The Offeror's key personnel defined 
as the principals of the Offeror/developer, contractor or construction manager, and design architect and 
engineer (mechanicai, electrical, plumbing, and structural), can not change afler receipt of Phase 1 offers 
without the written approval of the Contracting Officer. Notification and submittal of a change in the Offeror3 
key personnel must be timely to allow for proper evaluation by the Government. 

3. Pre/irninary Building and Site Configuratfon. 
a~ Factor Description: 

i. This fador considers the preliminary building and site wnfiguration, to include the most effedive utilization of 
the site as far as 1) siting of proposed public and employee entrances to the property from the street@); 2) the 
proposed size, shape, and placement of the building@) on the site; and 3) the tentative layout of all required 
parking. it shall also include a preliminary proposal for the future expansion of the building. H will consider the 
size and shape of the site being proposed. along with the incorporation of environmentallyfriendly approaches 
toward the use of the site such as the retention of mature trees, natural land wnfigurations such as ponds or 
berms or proposed retention ponds, or other proposed alternatives. 

ii. Site plans shall transform the philosophical idea into a design solution. The site plans shall demonstrate 1) a 
general understanding of the programmatic requirements and 2) the architectural whesiveness of the 
3 distinctive elements of the project (office, parking, and where applicable, the Annex Facility. The design shall 
demonstrate a plan for energy conservation and an environment-friendly methodology. 

iii. The site plan shall demonstrate an efficient use of the site. The design shall incorporate the tenant's security 
requirements while reilecbng the openness and amessibility of the federal Government. The design shall 
demonstrate a respect for energy conservation and offer an environmentally-friendly design. Emphasis shall be 
placed on originality of design, which does not duplicate that of existing FBI Field Ofiices throughout the 
wuntry, along with a smooth blending of the new building with the surrounding neighborhood and identification 
wilh that parlicular state. 

i. The Offeror must submit a preliminary site and building wnfiguration proposal (drawings). The submission 
must inciude a site plan with building placements, layout of building entries, parking in relationship to building 
entry(ies). and expansion proposals. The proposal shall show at a minimum the wmmon area and wre space 
such as lobby, restrooms, stairwelis, and elevators along with window placements for a typical floor. 

ii. Drawings The Offeror shall submit a site plan showing the cohesive design of the programmalic efemeiits 
(main building, secured parking, and, where applicable. the Annex Facility) in relationship with the 
coderequired parking, visitor parking, and expansion proposals. The offeror shall also submit floor plans and 
elevations of the building (all facades) 

h. Submittal Requirement: 

4. Dea'gn PhNosuphy. 
a. Factor Description: 

i. This factor considers the OReror's design philosophy relating to the proposal. The philosophy statement shall 
address the lead designer's philosophical approach towards design in general and speciiicaliy how the designer 
will approach this project, including the unique aspects of this site as it relatesto the surrounding mmmunity. 
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b. Submittal Requirement: 
i. Philosophy Statement: The Lead Designer shall submit a narrative, using a maxjmum of 2 typewritten pages 

stating his or her approach towards design in general and specifically how the designer will approach this 
projed, including the unique aspects of this site as it relates to the sunounding community. The narrative Shall 
include the Lead Designer's 1) overail design philosophy, 2) approach to the challenge of resolving design 
issues within the PTM for this projed, 3) the Lead Designer's level of ongoing involvement in the project through 
its completion, 4) important parameters/elements of the design that relate to this project, and 5) the philosophy 
of Heating an attradive commercial office buiiding that relates to its surroundings and presents a professional 
and impressive appearance. The narrative shall also include the designets philosophy of creating an 
architectural design that smoothly incorporates the tenant's high level of security requirements yet reflects the 
openness and accessibility of the federal Government. 

5. Management Plan. 
a. Factor Description: 

i. This factor considers a narrative desaibing the management during 1) the construction of the building and 
2) the term of the lease. it shall include operations, property management and maintenance, responsiveness to 
and resolution of problems, quality and mst control methods, and ownership retention plans affer the tenant 
takes occupancy 

b: Submittal Requirement: 
i. Construction technical proposals shall include a narrative of no more than I O  typewritten pages, 1) identifying 

those quality-oriented features and procedures applied to projects listed under the "Past Petforrnance" factor 
and 2) addressing how similar features will be applied to the proposed project. Statements regarding design 
excellence, construction quality, mst and schedule control methods and plans for effective communication must 
relate to proposed project requirements. An organizational chart highlighting personnel directly involved In this 
project shall be provided. In addition to the narrative, photographs, catalog cuts, and manufacturers' published 
documentation may be used as reference exhibits, provided they do not exceed 10 sheets. The Offeror shall 
indicate on a timeline all major adionslphases to deliver the project within the proposed completion time, 
complete with major interactionslinspectionslapprovals by the Government and other organizations not under 
the Offeroh control. The OITeror is responsible for establishing reasonable time allowances, induding 
contingencies, for all project members' work and for involvement by outside organizations. The selection of a 
proposal by the Government does not constitute approval of the schedule induded in this Management Pian. 
The proposal shall alw address plans for ownership retention, property management after occupancy, and 
awnerltenant relationships. other topics of disarssion shall include partnering. value engineering, Potential 
Small Business outreach, safety, and "green"and environmental design 

C PHASE 2 DESIGN CON.GEP2 
Tne Phase 2 proposals wtli be base0 on the lollowlng technlcai evaluation factors 

1. Design Excellence. 
a. Factor Description: 

i. This factor considers the overall quality of the design solution. It includes the following subfactors 
(a) Building Configuration and Expansion. 

(i) Factor Description: This factor considers building placement on the site, tentative layout of building 
entries, parking in relationship to building entries, floor loading, window placement, location of 
restrooms, stainnrells, loading dock, service and pastienger elevators, and property management 
offices. This factor also considers the expansion pian including how the expansion will be 
accomplished, the impact of the expansion on the original building design, estimated timeframes for 
delivery of the expansion space, and the plan to minimize disruption to the occupants during 
construction of the expansion space. 

(i) Factor Description: This factor considers the quality of the building systems throughout the 
buildings, including but not limited to: HVAC, electrical, lighting, elevator systems, plumbing, and 
Strudural systems. 

Exterior and interior Design (including Materials). 
(i) Factor Desaiption: This factor considers the quality of the overall building architecture. It 

considers both the aesthetic and the functional requirements of this SFO. The design shall reflect 
the dignity, dedication, and openness of the FBI and of the federal Government as a whole. This 
factor also considers the quality of the finishes proposed, including but not limited to: site materials, 
exlerior building materiak and interior building materials (such as lobbies, resVooms. executive 
areas, conference rooms, elevators, and general office space). and features which enhance the 
aesthetics of the interior space. 

(b) Wilding Systems, 

(c) 
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b. Submittal Requirement: 
i. Design Concept. 

(a) 

(b) 

The Design Concept will consist of a narrative describing the building features and systems and a set of 
concept drawings. Please note that alter the submittal of the Design Concept, no supplemental drawings 
or information will be evaluated. The Design Concept must be complete at submission. 
Design Narrative. m e  ksign Narrative will be no more than l O  typewritten pages and will consist of a 
concise but comprehensive concept narrative describing the basic design intent and all involved building 
systems/equipmenvmaterials. At a minimum, the narrative shall address the below topic9. Special 
emphasis shall be made for features, which are innovative and/or exceed minimum requirements. 
Special emphasis shall also be directed at aitical functional issues of tenant producfbvity, energy 
conservation, indoor air quality, a m -  to natural light, environmental safety. water conservation, 
accessibilii. security. maintenance, taking madmum advantage of the natural features and strengths of 
the site and space flexibility. This outline is NOT listed in order of importance. 
(i) Urban Design: 

(A) Streetscape. 
(6) 
(C) 

(A) Site use and planning. 
(6) Landscape concept. 
(C) Building concept. 
(D) 
(E) 
(F) Expansion. 
(G) Public spaces. 
(H) 
(I) Conveyance systems. 

(A) Type of structural system: Le., concrete or steel. Two-way or one-way slab. Steel beams 
with bar joists etc. 

(6) Bay size. 
(C) Lateral resistance system: Shearwalls, moment resisting frames, etc. 
(0) Provisions for seismic loadings. 
(E) Floor ioading per Rwr and/or area. 
(F) Preliminaly geotechnical data. 
(G) Proposed foundation system. 

(A) 
(6) Heating and cooling equipment. 
(C) Air handling equipment. 
(D) Air distribution system. 
(E) Control system. 
(F) Utilities. 
(G) Equipment aocea. 
(H) 
(I) Building controls. 

(A) Electrical SeNiCes: transformer. distribution, primary and secondary voltage. phases, 

(6) 
(C) Load calculation. 
(0) Emergency power distribution. 
(E) Normal emergency distribution routing. 
(F) Equipment am=.  
(G) Distribution system. 
(H) Specialty lighting. 
(I) Office lighting. 
(J) Fire alarm system. 
1Kl Liahtnina Drotection. 

Relationship to surrounding Structures and uses. 
Coordination with community plans for neighborhood. 

(ii) Architecture: 

Exterior conceptual design and finishes. 
Net square feet and ANSVBOMA Office Area square feet. 

interior conceptual design and finishes. 

(iii) Structural System: 

(iv) Mechanical Systems: 
Design conditions and loads, including outside air quantities and control method. 

Fire protection and smoke control. 

(v) Electrical Systems: 

conductor, and conduit types 
Illumination: fixture type, lamp type, footcandles, edUemergency. 

i L j  &king ioi lighting and control. 
(Mj Hazardousareas 
(N) Energy management control system 

(vi) Miscelianeous: 
(A) Green building materialdsystems. 
(6) Energy efficiency. 
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2.4 

2.5 

2.6 

(c) Concept Drawings. Ten sets of drawings plus 2 colored renderings of interior and exterior Perspective 
views shall be provided. Drawing sets are to indude: 

(if Site Plan. Scale: 1" = 30'6". The wntextuai site plan shall illustrate the relationship between the 
proposed building and neighboring structures/elements. The site plan shall show vehicular and 
pedestrian access and circulation. 

(ii) Floor Plans. Scale: 1/8" = 1'0". The drawings shall indude all levels of the building and shall 
clearly illustrate the locations of all wre areas, building system, and common areas. The structural 
grid and planning module shall be indicated. 

(iii) Elevations. Scale: 1/8" = 1'-0. The exterior building elevations shall identify all building materials 
and include a maximum of 2 drawings. Elevations shall inciude any adjacent structures (and may 
include elements such as people, automobiies, and trees to provide scale). 

(iv) Exterior Perspective. This drawing shall show a major view of the building exterior including trees, 
people, and automobiles, as appropriate. One rendered exterior perspective mounted on a 
presentation board shall be provided. Appropriate scale and colors shall be used to accurately 
illustrate proposed soiution. 

(v) Interior Perspective. This drawing shall show a major view of the interior of the building's main 
lobby. One rendered interior perspective mounted on a presentation board shall be provided. 
Appropriate sale and wlors shall be used to accurately illustrate proposed solution. 

OTHER AWARD FACTORS 
A. The lease will be awarded to the Offeror whose offer will be most advantageous to the Government, price and other award factors 

considered. The mmbination of factors below are significantly more important than price. and price will bewme more important 
as the technical proposals bewme more equal. The Government resetves the right to award to other than the highest ranking 
offer or other than the lowest bid in accordance with the greatest value concept of award. 

B. In Phase 1, the following factors are listed in descending order of importance. 
1. Past Performance. 
2. Principal Team Member Qualitications. 
3. 
4. Design Philosophy. 
5. Management Plan. 

C. in Phase 2, these factors consider the technical excellence and appropriateness of the design in meeting program needs and 
goals. These factors are listed in descending order of importance. 
1. Building Configuration and Expansion. 
2. Building Systems. 
3. 

Preliminary Building and Site Configuration. 

Exterior and Interior Design (including Materials). 

NEGOTlAllONS (SEP 2000) 
A. Negotiations will be conducted on behalf of the Government by the Contracting Officer (or the Contrading Officer's designated 

representative. The Contrading Officer is named on the wver of this SFO. GSA will negotiate rental price for the initial term, any 
renewal periods, and any other aspect of the offer as deemed necessary. 

B. The Offeror shall not enter into negotiations wncerning the space leased, or to be leased. with representatives of federal agencies 
other than the Contracting Mlicer or designee. 

C. The Contracting Officer will condud oral or written negotiations with all Offerors that are within the wmpetitive range. The 
competitive range will be established by the Contracting O(ficer on the basis of wst or price and other factors (if any) that are 
stated in this SFO and will indude all of the most highly rated proposals. unless the range is further reduced for purposes of 
efficiency. 

0. All Offerors will be provided a reasonable opportunity to submit any cost or price. technical, or other revisions to their offers that 
may resuit from the negotiations. Negotiations wilt be closed with submission of final proposal revisions ("Best and Final" offers). 

PRICE EVALUATION (PRESENT VALUE) 
A. If annual CPI adjustments in operating expenses are included, the Offeror shall be required to submit the offsr with the total 

"gross" annual price per rentable square foot and a breakout of the "base" price per rentable square foot for sewices and utilities 
(operating expenses) to be provided by the Lessor. The "gross" price shall include the "base" price. 

B. The Offeror shall be required to submit plans and any other information to demonstrate that the rentable space yields ANSUBOMA 
Office Area space within the required ANSllBOMA offlce Area range. The Government will verify the amount of ANSVBOMA 
Office Area square foot area and will convert the rentable prices offered to ANSUBOMA Office Area prices. which will 
subsequently be used in the price evaluation. 

C. If the offer includes annual adjustments in operating expenses, the base price per ANSVBOMA Office Area square foot from which 
adjustmentsare made will be the base price for the term ofthe lease, including any option periods. 

0. Evaluation of offered prices will be on Ule basis of the annual price per ANSVBOMA Office Area square foot, induding any option 
periods. The Government will perform present value price evaluation by reducing the prices per ANSVBOMA Office Area square 
foot to a composite annual ANSllBOMA Office Area square foot price, as follows 
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1. Parking and wareyard areas will be excluded from the total square footage but not from the price. For different types of 
space. the gross annual per square foot price will be determined by dividing the total annual rental by the total square 
footage minus these areas. 

If annual adjustments in operating expenses will not be made, the gross annual per square foot price will be dismunted 
annually at S percent to yield a gross present value cost (PVC) per square foot. 

If annual adjustments in operating expemes will be made, the annual per square foot price. minus the base cost of 
operating expenses, will be discounted annually at 8 percent to yield a net PVC per square foot. The operating expenses 
will be both escalated at 4 percent compounded annually and dismunted annually at 8 percent, then added to the net PVC 
to yield the gross PVC. 

To the gross PVC will be added 

a. 

2. 

3. 

4. 

The cost of Government-provided services not included in the rental escalated at 4 percent compounded annually and 
diswunted annually at 8 percent. 

The annualized (over the full term) per ANSi/BOMA Office Area square foot cost of any items which are to be 
reimbuwd in a lump sum payment. (The cost of these items is present value; therefore, it will not be diswunted.) 

The cost of relocation of furniture and telecommunications, if applicable. 

b. 

c. 

The sum of either subparagraphs 2 and 4 or subparagraphs 3 and 4, will be the per ANSllBOMA ORce Area square foot 
present value of the offer for price evaluation purposes. 

5. 

2.7 ACCESSIBILITY 
A. The building. leased space, and areas serving the leased space shall be accessibie to persons with disabilities. Ail offers received 

in response to this SFO will be evaluated to determine whether the offers fully meet the accessibility requirements for new 
construction of the Americans With Disabilities Act Accessibility Guidelines (ADAAG) (Code of Federal Regulations 36 CFR 
Part 1191. App. A) and the Uniform Federal Accessibility Standards (UFAS) (Federal Register VoI. 49. No. 153, August7. 1984, 
reissued as FED. STD. 795, dated April 1, 1988, and amended by Federal Property Management Regulations 41 CFR Subpart 
101-19.6, Appendix A, 54 FR 12628, March28. 1989). If any offers are received which fully meet aocessibility requirements of 
new construction, then other offers which do not fully meet these requirements will not be considered. Where standards conflict. 
the more stringent shall apply. 

B. The following UFAS provisions are clearly more stringent than the ADAAG- 

1. Woa Areas. The UFAS requires that all areas be accessible where there may be employment of persons with disabilities. 
The ADAAG requires only that people with disabilities be abie to approach, enter, and exit a work area. (UFAS 4.1.4; 
ADAAG 4.1.1(3)] 

Worti Surface Scoping. The UFAS requires that 5 percent of all flxed or built-in employee work surfaces be accessible. The 
ADAAG does not require work surhfaces in work areas to be accessible. Both the UFAS and the ADAAG require that 
5percent of fixed tables in public or common use areas be accessible. [UFAS4.1.2(17) and 4.32; ADAAG4.1.1(3) and 
4.1.3(18)] 

No Elevator Exception. The UFAS has no exception to the elevator requirement in ail multi-story buildings and facilities. 
The ADAAG provides an exception to the elevator requirement in certain buildings that are under three stories or have less 
than 3,000 square feet per story. [UFAS 4.1.2(5); ADAAG 4.1.3(5) Exceptbn 11 

Enfrancesifl Multi-Grade BuUdflgs. The UFAS requires at least one principle entrance at each grade floor to a building to 
be accessible. The ADAAG requires that 1) at least 50 percent of all public entrances be accessible and 2) the number of 
exits required by the applicable buildingnire code be used in determining the total number of accessible entrances required 
in a building or facility. The UFAS requires more accessible entrances in certain multi-grade buildings. [UFAS 4.1.2.(8); 
ADAAG 4.1.3(8)] 

Uevator Confro1s. The UFAS requires elevator controls to be mounted no higher than 48 inches "unless there is a 
substantial inmase in cost," in which case 54 inches is allowed. The ADAAG allows 54 inches whenever a parallel 
appmach is provided. [UFAS 4.10.12(3): ADAAG 4.10.12(3)] 

2. 

3. 

4. 

5. 

C. FULL COMPLIANCE: 
"Fully meets" as used herein with regard to the accessibility requirements means the offer fully complies with both the ADAAG and 
the UFAS requirements for new construction, including b u  not limited to: Parking and Panenger Loading Zones, Accessible 
Route, Entrance and Egress, Ramps, Stairs, Handrails, Doors, Elevators, Telephones, Controls, Signage, Alarms, Drinking 
Fountains, Storage Fadliies, Seating and Workstations, Aaembly Areas, and Toilet Rooms. Where standards conflict, the more 
stringent shall apply. 

D. If no offer is received which meets the minimum accessibility requirements described above, offers will not be considered unless a 
waiver of accessibility requirements is requested by the Contracting Mfcer and granted by the GSA Public Buildings Service 
Commissioner. 
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2.8 SEISMIC SAFETY 
A. All offers received in response to this SFO will be evaluated to determine whether the offers fully meet National ImUtUte of 

Standards and Technology (NIST) NlSTlR 5382. Interagency Committee on Seismic Safety in Construction (ICSSC) RP4, 
Sandards of Seismic Safety for Existing Federally Owned or Leased Bui/dngs, as modified below. Where standards wntlld, the 
more stringent shall apply. If any offersare received which fully meet seismic safety requirements, then other offers, which do not 
fully meet these requirements, will not be wnstdered. 

E. FULL COMPLIANCE: 
1. "Fully meets" as used herein with regard to the seismic safety requirements means that the Offeror has provided a written 

certification (example available for the Contracting Officer) from a licensed structural engineer certifying that both the 
building design and wnstmdion are in full wmpliance with the life-safety performance level of NlSTlR 5382. ICSSC RP 4. 
Standards of Seismic Safety for Eyisting Federally Owned or Leased Bui/dings, AS MODIFIED HEREIN: 

a. FEMA-178. N€HRP Handbouk for the Seismic Evaluation of Edstng Bui/din& shall be replaced with FEMA-310, 
Handbook for the Seismic Evaluation of Buildings: A Prestandard. 

Section 1.3.1, Post-Benchmark Buildings (Table 1: Advisory Benchmark Years) shall be replaced with the below 
table. 

b. 

' Building Type refers to one of the Common Building Types defined in Table 2-2 of FEMAdlO 
Buildings on hillside sites shall not be considered Benchma& Buildinos. 
Flat Slab Buildings shall not be wnsidered Benchmark Buildings. 
Steel Moment-Resisting Frames shall mmply with Section 221 3.7.1.2 of the Uniform Building Code. 
URM bUildlngSevaluated using the ABK Methodology (ABK, 1984) may be wnsidered Benchmark Buildings. 

' 
Refers to theUBCB Section of the UBC. 
Oniv buildinas desluned and wnstructed or evaluated In acwrdance with FEMAdlO and being evaluated to the 
Lifekatety Performince level may be mnsidered Benchmark Buildings 
No Benchmark year, blrilding shall be evaluated using FEMA-310 
Local provisionsshall be wmpared with the UBC 

. '. 
BOCA 
SBCCI 
UBC 

c 

Building Offiaals and Code Administrators. National Building Code 
Southem Building Code Congress International. Srandard Building Code 
International Conference of Builaing Oificials. Uniform Building Code 

Section 1 3 2, Leased Buildings, shall be revised as follows: 

I Buildings leased by the federal Government are exempt from these standards if both of the following apply 
(a) 
(b) 

The leased space is less than 10,000 square feet AND 
The building is located in Regions of Low Seismicity in acwrdance wlh FEMA-310 According to 
FEMA-310, buildings located on sites for which the deslgn short-period response acceleration, SS, IS less 
than 0 167 gravily (g), or lor which the design one-sewnd period response acceleration, S,, IS less than 
0.067 g, shall be wnsidered to be located wdhin Regions of Low Seismicity. 

FEMA-310. Handbook for the Seismic Evaluation of Buildings. A Prestandard, can be obtained by calling the Federal 
Emergency Managemem Agency (FEMA) DistribJlion Center at (800) 480-2520 

NlSTlR 5382, ICSSC RP 4, Standards of Seismic Safety for Exlshng Federally Owned or Leased Buildings, can be 
obtained from the Building and Fire Research Laboratory. National Institute 01 Standards and Technology. 
Gaithersburg MD 20899 

d 

e 
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C. SUBSTANTIAL COMPLIANCE: 
1. "Substantially meets as used herein with regard to the seismic safely requirements will be determined by the Government 

based upon the Offeror's evaluation by a licensed structural engineer that specifiaiiy describes all exceptions to full 
compliance wilh the Model Building Seismic Design Provisions as shown in the Benchmark Buildings table above. The 
Offeror shall evaluate the building by using FEMA-310 and shall identify all deRckncies. Based upon the evaluation, the 
Contrading Mfcer will make an award to the Offeror which best meets both the seismic safety requirements and the other 
requirements of this SFO. Documentation of this evaluation shall be made available to the Government. 

2.9 EVIDENCE OF CAPABILITY TO PERFORM 
A. AT THE TIME OF SUBMISSION OF OFFERS. THE O F F E R ~ H A _ L ~ U E M ~ O T I - I E C O . ~ T R A C T I N ~ - o ~ C E R :  

1. Satisfadory evidence of at least a conditional commitment of funds in an amount necessary to prepare the space Such 
wmmitments must be signed by an authorized loan oficer and at a minimum must stale 1)  amount of loan. 2) term in years, 
3) annual percentage rate. and 4) length of loan commitment. 

The name of the proposed construction contractor, as well as evidena of the contracto<s experience wmpetency, and 
pefformance capabilities with wnstnrdion similar in swpe to that which is rquired herein. 

The license or certification to pradice in the state where the fac114y IS located from rhe mdividual(s) andIor firm@) providing 
architedural and engineering deslgn serwices. 

Compliance wlh local zoning laws or evidence of variances. i f  any, approved ~y the proper local authority 

Evidence of ownership or control of site 

Other information as deemed appropriate by the Offeror or as requested by the Government 

2. 

3 

4. 

5. 

6. 

B. AFTER AWARD 

1. WBthin 30 days aRer award, the suaessful OfferodLessor shall provide lo the Contracting Officer evidence of 

a. 

Within 45 days after the design intent drawings are issued by the Government, the Lessor shall provide to the Contracting 
Officer evidence of: 

a 

Q 

A firm wmmilment of funds in an amount suMdenl lo perform the work 

2. 

Award of a wnstrudion contrad wilh a firm completion date; and 

Issuance of a building permit wvering wnstructlon of the improvements 

2.10 AWARD 
A. After wndusion of negotiations, the Contracting Offtcer will require the Offeror selected for award to execute the proposed lease 

prepared by GSA which reiledsthe proposed agreement of the parties. 

B. The proposed lease shall consist of: 

1. 

2. 

3. 

4. 

5. 

C. The acceotana of the offer and award ofthe lease bv the Government occurs uDon notification of unconditional acceatance of the 

Standard Form 2, US. Government Lease for Real Property, 

GSA Form 3517, General Clauses, 

GSA Form 3518, Representations and Certifications, 

The pertinent provisionsof the offer, and 

The pertinent provisions of the SFO. 

offer or execution of the lease by the Contrading &cer and mailing or otheMiise furnishing written notification or ihe executed 
lease to the successful Offeror. 
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3.1 RENTABLE SPACE 
A. Rentabie space is the area for which a tenant is charged rent. it is determined by the buiiding owner and may vary by city or by 

building within the same city. The rentable space may include a share of building supporUmmmon areas such as elevator 
lobbies, buiiding corridors, and floor service areas. Floor service areas typically include restrooms, janitor rooms, telephone 
closets, electrical closets, and mechanical rooms. The rentable space does not include veltical building penetrations and their 
enclosing walls, such as stairs, elevator shafts, and vertical ducts. 

E. Space to accommodate any proposed on-site property manager's office shall not be considered rentable or usable space for the 
Government's purposes. Location of the property manager's office shall be coordinated with the Government% design intent 
drawings. 

3.2 ANSIlBOMA OFFICE AREA SQUARE FEET 
A. For the purposes of this SFO, the Government recognizes the ANSUEOMA international standard (ANSVEOMA265.1-1996) 

definition for Office Area, which means "the area where a tenant normally houses personnel andlor furniture, for which a 
measurement is to be computed." Refer to the "GSA Space Measurement Guidelines" drawing in the DIAGRAMS AND 
SPECIFICATIONS section of this SFO. This GSA drawing demonstrates how space measurement is to be computed. 

E. ANSIlBOMA office Area square feet shall be computed by measuring the area enclosed by the finished surface of the room side 
of corridors, passageways (corridors in piace as well as those corridors required by local codes and ordinances, and 5'-0' means 
of egress mnneding all building common spaces requiring access required to provide an acceptable level of safety andlor to 
provide access to essential buiiding elements) and other permanent walls, the dominant portion (see 265.1) of building exterior 
walls, and the center of tenant-separating partitions. Where alcoves, recessed entrances, or similar deviations from the corridor 
are present, ANSVBOMA Office Area square feet shall be computed as if the deviation were not present. 

C. The following areas shall not be considered as Office Area space: 1) building mre common areas and 2) code-required 5'4" 
means of egress to conned all to fire stairwells and buiiding common spaces requiring access. 

3.3 COMMON AREA FACTOR (SEP 2000) 
If applicable, the Offeror shall provide the Common Area Factor (a conversion factor($ determined by the building owner and applied 
by the owner to the ANSI/BOMA office Area square feet to determine the rentable square feet for the offered space). 
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3.4 UNIT COSTS FOR ADJUSTMENTS 
A. Several paragraphs in this SFO specify means for determining quantities of materials. These are Government projections to 

assist the Offeror in cost estimating. Actual quantities may not be determined until aRer the lease is awarded and the space 
layout completed. To enable an equitable settlement if the Government layout departs from the projection, the Offeror must list a 
unit cost for each of these materials. GSA will use each unit cost to make a lump sum payment or rental increase if the amount of 
material required by the layout is more than specified or lake credR from rental if the amount is less than specified. OfferOrS are 
required to state in the offeror in an attachment the following: 

3-1/2-inoh sound attenuation blanket extendin0 from structural floor slab to 3 inches 

extendingirori struciural Roor slab lo structural E!!!! slab 1 -  
T - d o ? i y e r  linear foot of I-inch PVC conduit with pull-st* 

____ 

. 

~ 

~~ 1 cab control pankl and the elevator machine 6om. Cable shall be for FBI use only. I 
lighting fixture I 

3.6 ALTERATIONS 5100,000 OR LESS 
A. The Lessor may be requested to provide alterations during the term of the lease. Alterations will be ordered by issuance of GSA 

Form 276, Supplemental Lease Agreement, GSA Form 300, Order for supplies or Services, or a Tenant Agency-approved form. 
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3.6 

3.7 

The two clauses from GSA Form 3517, General Clauses, 552.232-25, Prompf Payment (Deviation FAR 52.232-251, and 
552.232-70. lnvolce Requiremenfs, apply to ordem for alterations. All orders are subject to the terms and wnditions of this lease. 

B. Orders may be placed by the 1) Contracting Officer, 2) GSA Buildings Manager, or 3) Tenant Agency officials when specifically 
authorized to do so by the Contrading Officer. The Contrading Officer will provide the Lessor with a list of Tenant Agency officials 
authorized to place orders and will specify any limitations on the authority delegated to Tenant Agency officials. The Tenant 
Agency officials are not authorized to deal with the Lessor on any other matters. 

C. Payments for alterations ordered by the Tenant Agency will be made directly by the Tenant Agency placing the order. 

ALTERNATE PROPOSALS 
A. This SFO may specify certain items for which alternate proposals are required. For evaluation and negotiation, the offer shall 

state: 

1. 

2. 

5. The Offeror must provide costs for both methods of evaluation on GSA Form 1364, Proposal to Lease Space. in order to be 
mnsidered for award. GSA may elect the option it deems most favorable. 

Itemized costs for lump sum payment not to be induded in the rental rate and 

A rental rate which includes the costs of these items. 

A. 

B. 

C. 

D. 

E. 

TAX ADJUSTMENT 
Real estate taxes, as referred to in this paragraph, are only those taxes which are assessed against the building and/or the land 
upon which the building is located. without regard to benefit to the property, for the purpose of funding general Government 
services. Real estate taxes shall not Include. without limitation. oeneral and/or suecial assessments. business imurovement 
district assessmenls. or any other present or future taxes or governmental chargesthat are imposed upon the Lessor 0; assessed 
against the building andlor the land upon which the building is located 

Ease year taxes as referred to in this paragraph are 1)the real estate taxes for the first 12-month period coincident with full 
assessment or 2) may be an amount negotiated by the parties that reflects an agreed upon base for a fully assessed value of the 

The term "full assessment" as referred to in this paragraph means that the taxing jurisdiction has wnsldered all wntemplated 
improvements to the assessed property in the valuation of the same. Partial assessments for newly construded projects or for 
projects under mnstruclion, conversion. or renovation will not be used for establishing the Government's base year lor taxes. If 
the property is dnder a tax abatement, the base year shal be established as the 6rst full year assessment alier the abatement 
period ends 

The Lessor shall furnish the Contrading Officer with wpies of all notices which may affed the valuation of said land and buildings 
lor real estale taxes thereon. as well as all notices of a tax credit. all tax bills, and all paid tax receipts, or where tax receipts are 
not given, other slmilar evidence of payment acceptable to the Contracting Officer (hereinafter. evidence of payment). and a 
proper invoice (as described GSA Form 3517. General Clauses, 552.232-75. Prompt Paymeno of the tax adjustment including the 
calculation thereof. for each year that real estate taxes are incurred during the lease term or any extension thereof. All such 
dowments are due within 10 calendar days of receipt except that the proper invoice and evidence of payment shall be submined 
within 60 calendar days after the date the tax payment is due from the Lessor to the tawng authority. Failure to submit the proper 
invoice and evidence of payment within such time frame shall be a waiver of the right to receive payment resulting from an 
increased tax adjustment under this paragraph 

The Government shall 1) make a angle annual lump sum payment to the Lessor for its share of any increase in real estate taxes 
during the lease term over the amount eslablished as the b a s  year taxes or 2) receive a rental credit or lump sum payment for its 
share of anv decreases in real estate taxes durino the lease term below the amount established as the base Year taxes The 

property. 

amount of lump sum payment or rental aedd shall-be based upon evidence of valuation and payment submitted'by the Lessor to 
the Contracting Oflicer in acmrdance with subparagraph D 

1. In the event of an increase in taxes over the base year, the Lessor shall submit a proper invoice of the tax adjustment 
including the calculation thereof together with evidence of payment to the Contracting Officer. The Government shall be 
responsible for payment of any tax inaease over the base year taxes only if the proper invoice and evidence of payment is 
submitted by the Lessor within 60 calendar days alier the date the tax payment is due from the Lessor to the taxing 
authority. The due date for makjng payment shall be the 3Olh calendar day alier receipt of evidence of payment by the 
Contracting Officer or the 30*calendar day after the anniversary date of the lease. whichever is later. If the lease 
terminates before the end of a tax year, payment for the tax increase due as a result of this section for the tax year will be 
prorated based on the number of days that the Government omupied the space. No inaease will be paid, due, or owing 
unless all evidence of valuation and payment has been previously submitted to the Contrading Officer. The Government's 
payment for its share of real estate taxes shall not include any late charges, interest, or penalties imposed by the taxing 
authority as a result of the Lessors delinquency in paying such taxes or charges 

In the event of a decrease in taxes from the base year, or in the event of any refund or tax deduction, the Lessor shall notify 
the Contacting Officer in acmrdance with subparagraph D. The Government shall be entitled to and shall receive a credit 
for the prorata reduction in taxes applicable to the premises encumbered by this lease, regardless of whether the 
Government has made a tax payment for that year. The Government's share of the credit will be determined in acwrdance 
with subparagraph F and shall be taken as a deduction from the rent. Any credit due the Government alier the expiration or 

2. 
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earlier termination of the lease (including, but not limited to, credits resulting from a decrease in taxes pursuant to a tax 
wed% due the Lessor; a reduction in the tax assessment; or a tax appeal proceeding for a year of the lease, or portion 
thereof) shall be made by a lump sum payment to the Government or as a rental credit to any succeeding lease as 
determined by the Contracting Officer. The Lessor shall remit any lump sum payment to the Government within 15 calendar 
days of payment by the taxing authority to the Lessor or the Lemr's designee. if the credit due to the Government is not 
paid by the due Uate, interest shall amue on the late payment at the rate established by the Secretary of the Treasury 
under Section 12 of the Contract Disputes Act of 1978 (United States Code 41 USC 61 1) that is in effect on the day alter the 
due date. The interest penalty shall a w e  daily on the amount of the credit and be compounded in 3 M a y  increments 
inclusive from the first day after the due date through the payment date. The Government shall have the right to pursue the 
outstanding balance of any tax credil wing all such colledion methods as are available to the United States to collect debts. 
Such collection rights shall survive the expiration of this lease. 

F. The Government shall pay Its share of tax increass or shall receive its share of any tax deaease based on the ratio of the 
rentable square feet occupied by the Government to the total rentable square feet in the building or complex (percentage of 
ocarpancy). For the purpose of this lease, the Government's percentage of occupancy as of the date hereof is 

percent based upon an occupancy of rentable square 
feet. This percentage shall be subject to adjustment to take into account additions or reductions of the amount of space as may 
be contemplated in this lease or amendments hereto. The block and IoVparcel or other identification numbers for the properly, 
building@), and paridng areas@) oaupied under this lease are 

G. The Government may direct the Lessor upon reasonable notice to initiate a tax appeal, or the Government may decide to contest 
the tax assessment on behalf of the Government and the Lessor or for the Government alone. The Lessor shall furnish to the 
Government information necessary for appeal of the tax assement in accordance with the filing requirements of the taxing 
authority. If the Government decides to contest the tax assessment on its own behalf or on behalf of the Government and the 
Lessor, the Lessor shall cooperate and use all reasonable efforts induding, but not limited to, affirming the accuracy of the 
documents, executing documents required for any legal proceeding, and taklng such other actions as may be required. If the 
Lessor initiates an appeal on behalf of the Government, the Government and the Lessor will enter into an agreement to establish 
a method for sharing expenses and tax savings. 

rentable square feet in a building of 

3.8 OPERATING COSTS (SEP 2000) 
A. Beginning with the second year of the lease and each year therealter. the Government shall pay adjusted rent for changes in 

costs for cleaning services, supplies, materials, maintenance, trash removal. landscaping, water, sewer charges. heating, 
electricity, and certain administrative expenses attributable to occupancy. Applicable msts listed on GSA Form 1217, Lessor's 
Annual Cost Statement, when negotiated and agreed upon, will be used to determine the base rate for operating costs 
adjustment. 

B. The amount of adjustment will be determined by muttiplylng the base rate by the percent of change in the Cost of Living Index. 
The percent change will be computed by comparing the index figure published in the month of the lease commencement date with 
the index figure published in the month which begins each suaesdve 12month period. For example, a lease which commences 
in June of 1995 would use the index published in June of 1995, and that figure would be compared with the index published in 
June of 1996. June of 1997, and so on, to determine the percent change. The Cost of Living Index will be measured by the 
Department of Labor revised Consumer Price index for wage earners and clerical workers, US. city average, all items figure, 
(1982 to 1984 = 100) published by the Bureau of Labor Statistics. Payment will be made with the monthly installment of fixed rent. 
Rental adjustments wiii be effective on the anniversary date of the lease. 

C. If the Government exercises an option to extend the lease term at the same rate as that of the original term, the option price will 
be based on the adjustment during the original term. Annual adjustments will continue. 

D. In the event of any decreases in the Cost of Living Index occurring during the term of the occupancy under the lease, the rental 
amount will be reduced accordingly. The amount of such reductions will be determined in the same manner as increases in rent 
provided under this paragraph 

E. The offer shall clearly state whether the rental is firm throughout the term of the lease or if It is subject to annual adjustment of 
operating costs as indicated above. If operating costs will be subjed to adjustment, those costs shall be specified on GSA 
Form 1364, Proposal to Lease Space, contained elsewhere in this SFO. 

OPERATING COSTS BASE (SEP 2000) 
The base for the operating costs adjustment will be established during negotiations based upon ANSliBOMA Office Area square feet. 

3.9 

3.10 APPURTENANT AREAS 
A. The right to use appurtenant areas and facilities is included. The Government reserves the right to post Government rules and 

regulations where the Government leases space. 

The Government shall have the rigM to install, maintain. service, and repair all equipment related to reception of 
telecommunications signals. Such equipment would included, but is not limited to, audio, visual, digital, satellite, and microwave 
systems. The Government reserves the right to locate such equipment on the rooftop of the building and to utilize building walls, 
parapet mounts and alternate mounting, as well as the area above the building ceiling line and office space at no additional costs 
to the Government. The Government may make modifications to the building necessary for installation of a microwave dish or 
similar receiving device, cable runs, and cable connections. The Government shall have the right to use pathways as necessary 
to have cable between the rooftop equipment and specific office areas. The Government shall have the right to do such work 

8. INSTALLATION OF ELECTRONiC SIGNAL EQUiPMENT: 
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starting 45days before occupancy and at any time during the term of the lease. The Government shall also have the right to 
inspect all such equipment. The Government resewes the right to require capability of transmission and reception of additional 
types of radio frequency and microwave signals. The Lessor shall provide the Government access to the premises and any other 
buildings areas neceaafy to exercise its rigMs hereunder. "Government" as Used above shall include representatives of the 
tenant, GSA, and their contractors. if the Government is not the sole occupant of the property, the Government will cooperate 
with the Lessor in determining placement ofthe equipment to minimin? interference with any oftier tenant's equipment positions. 

LIQUIDATED DAMAGES, GSAR 662.27042 
Based upon the Contracting OKlcer's determination, in case of failure on the part of the Lessor to complete the work within the time 
fixed in the lease contra& or letter of award, the Lessor shall pay the Government as fixed and agreed liquidated damages, pursuant 
to this dause, the sum of ACTUAL DAMAGES for each and every calendar day that the delivery is delayed beyond the date specified 
for delivery of all the space ready for occupancy by the Government. This remedy is not exclusive and is in addition to any other 
remedieswhich may be available under this lease or at law. 

3.11 

3.12 

3.13 

3.14 

3.16 

ADJUSTMENT FOR VACANT PREMISES, GSAR 662.270-16 (VARIATION) (SEP ISSS) 
A. If the Government fails to occupy any portion of the leased premises or vacates the premises in whole or In part prior to expiration 

ofthe term of the lease, the rental rate will be reduced. 

6. The rate will be reduced by that portion of the costs per ANSilBOMA OKlce Area square foot of operating expenses not required 
to maintain the space. Said reduction must occur after the Government gives 30 calendar days prior notice to the Lessor and 
must continue in effect until either the Government occupiesthe premises or the lease expires or is terminated. 

CHANGE OF OWNERSHIP 
A. For national security reasons, the Government reserves the right to approve the Sale or transfer of the leased premises by the 

Lessor, or change of interest or ownership in any entity under which Lessor operates to control or own the leased premises. Said 
approval shall not be unreasonably withheld. The following information on the proposed assignee or transferee is required before 
the Government will approve a sale or bansfer ofthe leased premises, or a change of interest or ownership in Lessor's entity: 

1. A completed GSA Form 527, Contractor's Qualifications and Financial Information, a copy of which may be found in the 
FORMS section of this SFO. NOTE: This form fakes approm'mately 6 weeks to process. 

2. A contact person's name, address, and phone number for at least 5previous locations developed and managed by the 
proposed assignee or transferee. 

3. The name, birth date (including year), and social security number of all principle owners of the proposed assignee or 
transferee. All principle owners shall submit to a background investigation conducted by the FBI as outlined in the "Security 
Clearances" paragraph in the ADMINISTRATION section of this SFO. 

B. If the Government appmves the sale or transfer of the leased premises, or change of interest or ownership in Lessor's entii, 
before the Government will change the payee for rent or other payments, it must be provided with the following: 

1. A letter from the assignee stating that the assignee is willing to assume, approve, and adopt the lease and agrees to be 
bound by itsterms. 

2. A letter horn the prior Lessor (assignor) waiving all rights under the lease as against the Unites States of America, except 
unpaid rent through a specified date, usually the date of the ownership transfer. 

The IRS Tax Identification Number for the assignee. 

Evidence of transfer of title. 

If the leased premises is assigned or transferred by reason of death of Lessor, a copy of the letters of administration where 
there is no will, showing the new Lessor@), is required. Unless an interim court order is received. rents will be accrued and 
paid lo the new owner@) upon final settlement of the estate. 

3. 

4. 

5. 

RELOCATION ASSISTANCE ACT 
If an improved site is offered and new comhudion will result in the displacement of individuals or businesses, the successful Offeror 
shall be responsible for payment of relocation costs for displaced persons in accordance with the Uniform Relocation Assistance and 
Real Property Acquisition Policies Act of 1970, as amended, and 49 CFR Part24. 

SECURITY CLEARANCES 
A. The Lessor shall agree to insert terms that conform substantially to the language of this ciause, including the following, in all 

subwntrads. MIS CLAUSE APPLIES TO ALL CONTRACT WORKERS, INCLUDING CLEANING SERVICE, REPAIR, AND 
MAINTENANCE PERSONNEL PRIOR TO, AND DURING, OCCUPANCY. 

6. The ownerkessor of the =ace OCCUDied bvthe FBI and members ofthe DrorteW manaaement comoanv who mav be resoonsible . .  , 
for overwght of the maintenance olthe spice. SHALL NOT be allowed to mainlain keygto FBI
to FBI space without the approval of the FBI 
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C. 

D. 

E. 

F. 

G, 

H. 

1. 

J. 

Upon award of the contract, the contractor, all subconlractors, key supervisory personnei and/or any other contract individuals 
designated by the FBI who require access to any erjsting or proposed FBI facility, property or information. must accurately 
complete the following forms and furnish them to the FBI at least 25 work days prior to the arrival of contract individual to the site 
of the work under contract. Completed forms for deanlng personnel and/or buildinglproperty managers will be furnished to the 
FBI at least 90 days but preferably 180 days prior to the arrival of the contract individuals to the site of the work under contract. 

1. Form SF-86, Questionnaire for Sensitive Posaions or Form SF-85P. Questionnaire for Public Trust Positions and 

2. Form FD-258, Fingerprint Card (2 copies). 

All other contract individuals designated by the FBI who require access to any FBI fadlily, property or Information, must accurately 
complete the following forms and furnish them to the FBI at least 25 work days prior to the arrival of contract individuals to the site 
of the work under contract. 

1. 

2. 

Form FD-816, Background Data Information (2 copies). 

Form FD-258. Fingerprint Card (2 copies), and 

3. Form FD-484, Privacy Act. 

Forms can be obtained from the FBI Field Office. 

8 is the regHinsibllily of the contractor to ensure that all contractor personnel are in full compliance with applicable immigration 
and Naturalization Service, US Department of Justice. Employee Eligibility Verification requirements, such as those set forth in 
Tile 8. US Code, Section 274a. 

1, A background investigation, the scope of which will be at the discretion of the FBI, will be conducted on these individuals. 
At the diswetion of the FBI, contract individuals may also be interviewed by the FBI (or FBI contract Investigators) regarding 
foreign travel, associates, residences, or other matters of concern to the FBI in deciding whether to grant access to its 
facilities, property, or information, and may be requested to undergo a polygraph examination to fully resolve any secority 
concerns. Refusal or failure to accurately complete the forms, to be interviewed, or to undergo a polygraph examination to 
resolve any questionable matters will be deemed reasonable cause for denial of access to FBI facilities. properly, or 
information. Lack of candor may also be a strong factor for denial of access. 

Accessto FBI facilities, properly or infomation, will be granted only where such access is dearly consistent with the mission 
and responsibilities of the FBI. If, for any reason, a contract individual is denied access to any FBI facility, property, or 
information. the FBI wiii not disclose to the contractor the reason for denial and will only make such disdosure to the 
affected contractor employee pursuant to the provisions of the Freedom of Information or Privacy Acts. The FBI will not be 
liable for any expense in the replacement of the individual or any costs incurred by the contractor as a resuil of such denial. 
It is the policy of the FBI that these individuals already employed by the contracting organizationlindividual (is., that the 
individual's employment not hinge upon an access or security dearance determination by the FBI) and the FBI will a m m e  
no liability between the contracting organization and its employees as a result of this procedure. 

The FBI r e w e s  the right to revoke any contract individual's access to its facilities. property or information, where such access Is 
no longer clearly consistent with the FBI's mission and responsibiliies, and the contractor agrees to immediately remove that 
individual from the worksite in such circumstances. In cases of access revocation, the FBI will 1) inform the individual of the basis 
for the revocation unless to do so would reveal classified or sensitive information and 2) give the indlvldual an opportunity to 
explain, rebut. or refute such basis in writing. Aaess will remain revoked pending prompt review of any such submission by the 
individual. 

The FBI reserves the right to reinvestigate contract individuals on a periodic basis (usually every 5 years) or where facts or 
Information indicate the continued access may no longer be dearly consistent with the FBI's mission and responsibilities. The 
scope of any reinvestigation will be at the sole discretion of the FBI. Refusal or failure to accurately complete any necessary 
forms. to be interviewed, or to undergo a polygraph examination to resolve any questionable matters during a reinvestigation will 
be deemed reasonable cause for revocation of access to FBI facilities, property, or information. 

Appropriate badges may be furnished by the FBI authorizing esmrted or unesmrted access to FBI facilities and property. The 
badge, if furnished, will be kept at a location to be determined by the FBI and shall be picked up by the contract individual granted 
access upon arrival at FBI premises. It shall be worn at all times on the upper parl of the body so as to be dearty visible and will 
be returned to the FBI whenever the wearer leaves FBI premises for any reason or any length of time. The FBI may require all 
contract and subcontract individualsto execute a security awareness briefing Form FD-835, Security Acknowledgement Form. 

Upon request, the contractor shall provide. for approval by the FBI, wrltten physical security procedures and policies to be 
followed by contrad individuals for access to the project as well as securily measures taken by the contractor to prevent 
unauthorized entry by contract individuals during off-duty hours. 

2. 

3.16 SHEU AND CORE DRAWINGS POST AWARD 
Within 30 days after award of the lease. the Lessor shall submit shell and core layout drawings to the Government for review. The 
Government will provide the Lessor with comments wilhin 14 days following receipt of these drawings. The Lessor shall provide the 
Government with revised final shell and core layout drawings within 14 days following receipt of comments from the Government. The 
drawingsshall indude a site plan, a plan of each floor level, and a rooflpenlhouse plan. The site plan shall show the entire site with all 
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properly iines, easements, buffers, setbacks, existing buildings. proposed building(s), the complete vehicle barrier, fences, parking. 
entrances. guard booth. retention ponds, and areas designated for Mure expanslon of building and parking. Floor plans shall show 
finished columns, exterior walls, exterior window locations with mullions, exterior doors stairs, elevators, elevator equipment rooms, 
exit access corridors, mechanical rooms, shaRs, core restrooms wilh fixtures, jantor closets, building electrical rooms, lobbies, shear 
walls or X-Bracing. roof drain leaders, provisions for future expansion, and ANSllBOMA Office Area square leet outlined by "polylines 
and cross-hatched." The drawings shall be provided on AutoCAD and shall be submitted to the Government in the form of files on 
2 diskettes and 2 hard copies Floor plans shall be scaled at t r 8  = 1'-0". Drawings shall be labeled 'Final Shell and Core Layout 
Drawings"; therefore, all shell and core items shall be mnediy sized and located. Changes to these drawings shall not be permitted 
unless approved by the Contracting Officer. 

3.17 

3.18 

3.19 

5.20 

DESIGN INTENT DRAWINGS POST AWARD 
After receipt of the Lessor's final shell and core layout drawings, the Government will be allowed 90 days to prepare design intent 
drawings using the shell and core layout drawings as a ba&gmund. Any Lessor revisions to the final shell and core layout drawings 
may restart the designated timeframe for the completion of the design intent drawings if the Government determines that the revil;ions 
affect the design intent drawings. The Government's design intent drawings will locate the 1) partitions; 2) eledrical, data, and 
telephone outlets; 3) security devices; and 4) systems furniture. The final systems furniture layout will be provided at a later date at 
which time minor electrical plan modifications may be required. 

CONSTRUCTION DRAWINGS POST AWARD 
A. Any changes to the construction drawings that vary from the design intent drawings shalt require specific written notice to. and 

approval from, the Contracting Officer prior to incorporation. The Government's review of the construction drawings does not 
relieve the Lessor from being completely responsible for the impmvements required under this SFO. The Lessor is solely 
responsible and liable for the technical accuracy of the construction drawings in meeting all requirements and provisions of this 
lease. All improvements must adhere to the quality specifications identified throughout this SFO. 

B. Shell and core construction documents and tenant improvement construction drawings shall be submitted to the Government for 
review and comment. The Lessor shall provide 6complete sets of construction drawings at regular intervals during the 
development process. The review milestones for this project shall be 35 percent, 65 percent, and 95 percent construction 
drawings. Both the 35 percent and 65 percent drawings refer to the overall drawings set, not each discipline. e.g., the structural 
drawings may be at a higher percentage completion than the mechanical drawings. Each stage shall include a unified set of civil, 
structural, architechtral, mechanical, plumbing, and electrical drawings and specifications. Drawings unchanged from the previous 
submission shall be included in the current submission to ensure that each set is complete. All drawing sheets shall be the Same 
size. Floor plans shall be scaled at 1/6" = V O .  Each wbmision shall include 6 seis of hard copies printed fuIJ-size and 2 sets of 
AutoCAD files on diskettes. Each submission shall 1) be labeled 35 percent, 65 percent, or 95 percent; 2) reflect the current date; 
and 3) be ammpanied by a transmittal letter that itemizes the contents by title and date. 

C. The 65 percent submittal shall at a minimum incorporate the deSlgh development sets as described in the American Institute of 
Architects (AIA) Architect's Handbook of ProfesSonal Practice, as updated. 

D. The GOvernment shall require 15 working days to review these drawings at each stage. The submissions shall be scheduled such 
that the Government receives these drawings at least 15 working days prior to any meetings. The Lessor shall be required to 
respond in writing to each written Government comment. Following comment on the 95percent set, the Lessor shall have 
10 days to provide a 100-percent construction set for use during construction of the building. The 100 percent set shall have 
incorporated all Government comments at that time. The Lessor shall provide 2 full sets (Scale: 1 /8  = 1'4'') and 2 half-size sets. 

E. The completed construction documents shall be completed within 6months following receipt of design Intent drawings fmm the 
Government. 

CONSTRUCTION SCHEDULE POST AWARD 
A. Within 35days aRer receipt of design intent drawings, the Lessor shall submit to the Contracting Olficer a tentative schedule 

giving the dates on which the various phases of construction Will be completed to coincide with the Government's required 
Occupancy date. Refer to the "Occupancy Date" paragraph in the SUMMARY section of this SFO. The finalized schedule is to be 
mbmitted no later than 60 days aRer receipt of design intent drawings. 

B. The schedule is to indude timing for completion of design and construction milestones, including. but not limited to, 1) submittal of 
preliminary plans and specifications, 2) submittal of other working drawings, 3) issuance of a building permit, 4) completed 
construction documents, 5) start of construction, 6) completion of principal categories of work, 7) phased completion and 
availability for occupancy of each portion of the Government space (by floor, block, or other appropriate category), and 8) final 
construction completion. 

PROGRESS REPORTS POST AWARD 
After start of construction, the Lessor shall submit to the Contracting ORicer, written progress reports, to include photos and AIA field 
reports at intervals of 30days. Each report shall include 1) information as to the percentage of the work completed by phase and 
trade; 2) a statement as to expected completion and occupancy date; 3) changes introduced into the work; and 4) general remarks on 
such items as material shortages, strikes, weather, etc. These reports shall be provided simultaneously to both the Contracting 
Officer and the FBI. 
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3.21 

3.22 

3.23 

3.24 

3.25 

3.26 

3.27 

3.28 

CONSTRUCTION INSPECTIONS POST AWARD 
A. Construction inspections will be made by the Contracting Officer and/or designated technical representatives to review compliance 

with the SFO requirements and the final working drawings. 

B. Periodic reviews, tests, and inspections by the Government, or by the independent third party hired by the Government, are not to 
be interpreted as resulting in any approval of the Lessor's apparent progress toward meeting the Government's objectives but are 
intended to discover any information which the Contracting Officer may be able to call to the Lessor's attention to prevent costly 
misdirection of effort. The Lessor will remain wmpletely responsible for designing, constructing, operating, and maintaining the 
building in full accordance with the requirements of this SFO 

COST DOCUMENTATION: POST AWARD 
m e  Lessor shall provide a detailed itemized cost estimate 30 days after completion of the construction drawings. The cost estimate 
shall provide detailed information documenting the actual wst of the construction and shall identify any change order wsts as of that 
time 

CHANGE ORDER SUBMISSION: POST AWARD 
Change orders shall be sequentially numbered and shall be submitted to the Contracting Officer wmplete with an itemized wst 
breakdown, showing materials, labor, and quantities. Change order pricing shall be submitted to the Contracting Officer within 
two weeks of the Government's request or, upon mulual agreement between the Contracting Officer and the Lessor, a reasonable 
time period driven by the wmplexity ofthe change order. Schedule impacts. if any, shall be identified at the time of submission of the 
change order, or it shall be wnsidered to have no impact on the construction schedule. 

SUBSTANTIAL COMPLETION OF SPACE 
A. Substantial wmpletion shall be defined in accordance with the AIAs definition as the stage in the progress of the work when the 

work or designated portion thereof is sufficiently complete in accordance with the wntrad documents so that it is available for 
occupancy or for its intended use by the Government. A Temporary Certificate of Occupancy (TCO) does not signify substantial 
completion. 

B. In addition, the following wnditions, to be submitted to the Contracting ORlcer, shall wnstitute evidence of substantial completion: 
1. The Architect's Certificate of Substantial Completion must be completed and signed. 
2. All building and FBI security provisions must be complete and operational, including the entire perimeter vehicle barrier. 
3. All fire and life safety provisions must be wmplete and operational. 
4. All building systems must be wmplete and operational. 
5. Each portion of the work must individually be substantially complete 
6. All final inspections by local and state jurisdictions must have been performed and their approval given. 
7. All systems tests required by the lease must have been performed and the resub accepted. 
8. An HVAC Test and Balance Report must be submitted and the resultsaccepted. 
9. All interior spaces must be weathertight. 
10. Occupancy Permit must have been issued. 
11. The TCO, Certificate of Occupancy. and Fire Marshall acceptance must be documented and provided to the Government. 

BUILDING ACCEPTANCE 
After receipt of the signed ardliect's Certificate of Substantial Completion, the Government will compile a punch list of work to be 
wmpleted. Following wmpiiation of the punch list, if the Government concurs that the space is substantially complete, as defined in 
the "Substantial Completion Of Space" paragraph in the ADMINISTRATION section of this SFO. the building will be accepted, and 
rent will wmmence. 

PUNCH LISTCOMPLETION 
All punch list items shall be wmpleted within 21 calendar days following the Government's inspection of the space. Penalties will be 
assessed to the Leaor if the wofi is not wmpleted within this timeframe through the Government's retainage of funds equivalent to 
1 day's rent for each day that the punch list is left uncompleted. 

ASSUILT DRAWINGS AND SPECIFICATIONS POST AWARD 
Within 9D days after occupancy, the Lessor shall provide to the Contracting Officer 2 wmplete copies of a&.built drawings and 
2 AutoCAD diskettes. A final HVAC test and balance report shall be provided to the Government within 30 days afler occupancy. 

LABOR STANDARDS (SEP 2000) 
If an Offeror proposes to satisfy the requirements of this SFO through the construction of a new building or the wmpiete rehabilitation 
or reconstruction of an existing building, and the Government will be the sole or predominant tenant such that any other use of the 
building will be functionally or quantitatively incidental to the Government's use and occupancy, the following Federal Acquisition 
Reaulation FAR) clauses shall m ~ l v  to work DerfOmIed in DreDaration for occuDancv and use of the buildina bv the Government. Full 
texi versons of these clauses a;e available upon request'hom the Contracting Ofilcer Full text version;a;e alsn available at the 
following web ste http/Avwwarnet govfied 

52.222-4 Contract Work Hours and Safety Standards Act ~ Overtime Compensation 
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52.2224 

52.2227 

52.222-a 

52.222=9 

52.222-10 

52.222-11 

52.222-12 

52.222-13 

52.222-14 

52.222-15 
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4.1 MECHANICAL, ELECRUCAL, TELECOMMUNICATIONS, PLUMBINO: GENERAL 
A. The Lessor shall provide and operate all building equipment and systems in accordance with applicable technical publications. 

manuals. and standard procedures. The Lessor shall provide mains, iines. and meters for utilities. m o s e d  ducts, piping, and 
conduits are not permitted in office space. 

B. The Lessor shall provide an underground looped or redundant elecbical service to the building. 

4.2 BUILDING SYSTEMS (JAN 1997) 
Whenever requested, the Lessor shall furnish, at no cost to GSA, a report by a registered professional engineer($ showing that the 
building and its systems, as designed and constructed, will satisty the requirements of this lease. 

4.3 ENERGY COST SAVINGS 
A. The Offeror is enmuraged to use 1) Energy Savings Performance Contracts (ESPC) or 2) utility agreements to achieve, maintain, 

and/or exceed the ENERGY STAR Benchmark Swre of 75. The Offeror is encouraged to include shared savings in the offer as a 
result of energy upgrades where applicable. The ENERGY STAR Online Benchmark Tool can be found at the 
m.epa.gov/energystsrweb site. 

B. All new construction shall achieve an ENERGY STAR Building Label within 1 year after reaching 95 percent occupancy and will 
continue to retain the ENERGY STAR Building Label ifthe level of performance is maintained. 

C. The Offeror may obtain a list of energy service companies qualified under the Energy Policy Act to perform ESPC. as well as 
additional information on wst-effective energy efficiency, renewabies, and water conservation. For the ESPC qualified list, refer 
to the www.eren.doe.gov/fernp web site, or caii the FEMP Help Desk at 1-800.5562877. 

D. Where the Lessor proposes that the Government shall pay utiliiier 

1. 

2. 

An automatic air or water economizer cycle must be provided to ail air handling equipment, where practicable 

The building shall have a fully functional building automation system (BAS) capable of wntrol, regulation, and monitoring of 
ail environmental conditioning equipment. The BAS shall be fully supported by a service and maintenance contract. The 
BAS shall not be linked to any network outside the building. The BAS shaii not have integrated fire alarm. elevator 
monitoring, or any other audiovisual device. The BAS will not be allowed to have any direct connected (via dial-in/dial-out 
modem, lease line. internet, etc.) monitoring or diagnostic service connection to any of the mechanical service support 
systems (Le, HVAC, telephone switch, etc.) in FBI facilities. All monitoring and/or diagnostic related functions will be 
required to be performed on site within the field office, with a mmputer workstation requiring access control through FBI 
personnel. 

4.4 HEATING, VENTILATION, AND AIR CONDITIONING 
A. HVAC USE DURiNG CONSTRUCTION: The permanent HVAC system may be used to move both supply and return air during 

the construction process only if the following condiions are met: 

1. 

2. 

3. 

4. 

5. 

a complete air filtration system with 60 percent efiiciency filters is installed and properly maintained; 

no permanent diffusers are used 

no plenum-type return air system is employed; 

the HVAC duct system is adequately sealed to prevent the spread of airborne particulate and other contaminants; and 

following the building "flush-out," all duct systems are vacuumed with portable high-efficiency particulate arrestance (HEPA) 
vacuums and documented clean in accordance with National Air Duct Cleaners Association (NADCA) specifications. 

B. DUCTWORK RE-USE AND CLEANING: Any ductwork to be reused and/or to remain in place shall be cleaned, tested, and 
demonstrated to be clean in accordance with the standards set forth by NADCA. The cleaning. testing, and demonstration shall 
occur immediately prior to Government occupancy to avoid contamination from construction dust and other airborne particulates. 

C. INSULATION: Ali insulation shall contain recovered materials as required by EPA's Comprehensive Procurement Guidelines 
(CPG) and related recycled content recommendations. 

D. The Lessor shall conduct HVAC system balancing aRer any HVAC system alterations during the term of the lease and shall make 
a reasonable attempt to schedule major construction outside of office hours. 
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E. GENERAL REQUIREMENTS: 
1, Temperatures shall conform to the following indoor design temperature and relative humidity design wnditions for occupied 

areas: 

a. 

b. Wnter: 72°F 

c. These temperatures must be maintained throughout the leased premises and service areas, regardless of outside 
temperatures, during the hours of operation specified in the lease. 

During non-working hours, heating temperatures shall be set no higher than 55"F, and air conditioning will not be provided 
except as necessary to return space temperatures to a suitable level for the beginning of worklng hours. Thermostats shall 
be secured from manual operation by key or locked cage. A key shall be provided to the Government. 

Simultaneous heating and cooling are not permitted inthe Same room. 

All HVAC components shall be provided in accordance with applicable national. state, and local codes and standards. 

where determined necessary by the Government, meen walls shall be used to conceal visible equipment (cooling towers, 
chillers, etc.) located exterior to the building. 

Summer: 75 degrees (") Fahrenheit (F), 50 percent relative humidity 

2. 

3. 

4. 

5. 

F. ZONE CONTROL CRITERIA: 
1, An individual thermostat control shall be provided for open office areas not to exceed 1 ,WO ANSVBOMA Office Area square 

feet Der zone. Interior control zones for closed oWce areas shall not exceed 5 offices per zone or 1,000 ANSVBOMA mce 
Area square feet. Corner offices shall be dedicated zones. Perimeter zones shall be controlled independently of Interior 
zones and shall have at least 1 thermostat for each facade of the building with a different orientation. Independent zones 
shall be provided for conference rooms, lobby(ies), atrium/atria, kiichen areas, lounges, and physical fnness areas. 

Areas which routinely have extended hours of operation shall be environmentally-controlled through dedicated heating and 
air wnditioning equipment. Refer to the "Dedicated 24-Hour HVAC System" paragraph in the MECHANICAL, 
ELECTRICAL, TEtECOMMUNICATIONS, PLUMBING sedion of this SFO. Special purpose areas with an internal cooling 
in excess of 5 tons shall be independently controlled. Concealed package air conditioning equipment shall be provided to 
meet localized spot cooling of FBI special equipment. Portable space heaters are prohibited from use. 

2. 

G. DESIGN CONDITIONS: 
Outdoor design aiteria shall be based on weather data tabulated in the latest edition of the American Society of Heating, 
Refrigerating, and Air Conditioning Engineers, Inc. (ASHRAE) Handbook of Fundamentals. Outdoor design temperature shall be 
based on the 99 percent value for heating and the 1 percent value for cooling. 

H. VENTlLATiON CRITERIA: 
Outside air Inlake and total ventilation rates shall comDlv with the latest edltion of ANSVASHRAE Standard 62. Venfilaton for 
Acceptable Indoor Ah Qualily A mechanical ventilation;jslem will be required in all toilets. with a minimLm of IOair changesper 
hour. The toilet rooms' mechanical exhawt air shall exceed the mechanical wpply air. 

I. ACOUSTICAL REQUIREMENTS: 
HVAC equipment, piping, and ductwork mu& be designed to b@ wlthin the acousllcal limits (sound transmission class (STC) 45 
ratings) of areas which require acoustical treatment, 

J. BUILDING AUTOMATION SYSTEhd: 
1. The Lessor shall provide a micro-processor based building automation system (BAS) for the Lessor's overall control and 

monitoring of the building and minxllaneous areas of the facility. The BAS shall be capable of integrating into a single 
operator workstation, the controls, alarms, and monitoring of the HVAC (both normal and dedicated 24-hour HVAC) and 
IigMng. 

2. The BAS shall be programmed to provide optimum energy-saving features for the HVAC and iighling systems and other 
systems to provide for optimum starVstop of equipment for morning warm-up and evening shutdown, time of day 
scheduling. eto. The BAS Shall provide for 25 percent spare capacity for future expansion and shall provide for stand-alone 
operation of subordinate components. The BAS shall have fully programmable controllerr and somare in user-friendly 
English units and language, communications local area network (LAN), operating and application software, interadive wlor 
graphics, printer and all necessary devices, software and programming necessary to fully monitor and control the building 
systems. The BAS shall also include: 

a. Automatic temperature control system consisting of multiple, microprocessor-based field programmable controllers 
using dire& digital controls (DDC) to execute sequences of operation and other functions indicated for building HVAC 
equipment. 

b. Access protection provisions. 

e. 

The BAS shall be capable of operation on essential power. 

Unlnterruptible Power Supply (UPS) of sufficient capacity 

3. 
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4. The color graphics somare shall include single line flow diagrams for the HVAC system components, with active 
components high-llghted and Items shalded wihidr are shut down. A simplified floor plan showing all HVAC units shall be 
provided for each floor level. Color coding shall be used to indicate the normal HVAC system versus the Dedicated 24 Hour 
HVAC system and components. 

K VARIABLE AIR VOLUME (VAW SYSTEMS: 
1. All oerimeter zones shall have fanmwered VAV terminal units. Interior rooms mav have VAV molina onlv terminal units 

wit; minimumlmawmum settings m e  minimum settings of the VAV terminal uniis &all be adequate to"satisi the minimum 
ventilation and indoor air quality requirements01 ANSIIASHRAE Standard 62. Ventilation for Acceptable Indoor f i r  Quality. 

All VAV terminal units shall be capable ot 1) being shut ofl during non-working hours by the BAS or 2) manually overridden 
by the operator at the BAS workstation for extended working hours, etc. 

Tne VAV system shall allow for future expansion capabiilty as defined elsewhere in this SFO. 

Thermostats shall allow a few degrees of control from the design setting by the tenant for optimum tenant control comfort. 

Where possible, VAV terminal units shall be located in the ceiling space of unoccupied areas such as corridors to facilitate 
maintenance and minimize noise tranmisslon to occupied spaces. 

2 

3. 

4. 

5 

L. ADDITIONAL COOLING AND VENTILATION REQUIREMENTS: 
1. The following rooms will require additional cooling and ventilation above that which is provided in standard office space: 

a. Room42A 

b. Room42E 

c. Room45 

d. Room47 

6,000 BTUH for 6 computersand 
printers 

6,000 BTUH for 6 computersand 
printers 

6,000 BTUH for 6 computers and 
printers 

8,000 BTUH for 8 computers and 
PIintWS 

2. The following rooms will require increased cooling and ventilation adequate to maintain space temperature for the number 
of people shown: 

a. Room9 

b. Room12 

3 people 

3 people 

c. Room 13C 3 people 

d. Room14 35 people 

e. Room16 3 people 

f. Room53 1Oto 15 people 

g. Room54 

h. Room65A 

lo to  15 people 

401050 people 

4.5 DEDICATED 24-HOUR HVAC SYSTEM 
A. GENERAL: 

1. The L e m r  shall provide a dedicated HVAC system, independent ofthe general building system, that operates 24 hours per 
day, 365 days per year. The dedimted 24-Hour HVAC system shall be flexible to accommodate changes to meet future 
requirements without causing major disruption to the FBI's operation. The system shall provide continuous cooling for 
designated equipment rooms and conditioning of designated office areas when requested by a room-mounted override 
button 

The Lessor shall be responsible for servicing and performing preventive maintenance for the dedicated 24-Hour HVAC 
system in accordance with the manufacturer's recommendations to Improve system reliability and to avoid potential 
equipment failure for the term of the lease. 

The Lessor shall provide startup and testing by factory personnel for all equipment and controls associated with the 
dedicated 24-Hour HVAC system. The Lessor shall provide instruction to the FBIdesignated employees In the proper 
operation and utilization of the dedicated %Hour HVAC system. 

All energy costs incurred by the operation of the dedicated 24-Hour HVAC system shall be Incorporated in the lease rate. 

2. 

3. 

4. 
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B. GENERAL DESIGN CRITERIA: 
1. The dedicated 24-Hour HVAC system. including all chillers, air handling units (AHU's), pumps, air terminal units, piping, 

ductwork, etc., shall be sized 20 percent greater than present demand requirements. The system must also operate 
effidently at partial and full load. 

2. All equipment associated with the dedicated 24Hour HVAC sptem shall be connected to the standby generator supplying 
ESSENTlAL power to the FBI. 

3. Tne FBI will consider alternate dedicated 24-Hour HVAC system designs to the design described in this sedton Alternative 
systems or methods shall be submitted for approval at the time of the initial Phase 2 offer. 

The FBI reserves the right to refuse the alternate system proposed by the Lessor In lieu of the system described in this 
section. 

4 

C. ESL&N-CONDITIONS A N  VENTILATLON CRITERIA: 
Deslgn conditions and ventilation criteria Shall wmply vnth the criteria specified tn the "Heating, Ventilation. and Air Conditioning" 
paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, PLUMBING sedion of this SFO 

D. \ S :  
1. The Lessor shall be responsible for proper sizing of the system to include equipment, personnel, lighting, ventilalion, and 

external building moling loads. 

2. The heat dissipation loads of equipment located in the areas Served by the dedicated 24Hour HVAC system are as follows: 

a. Room1 

b. Room2 

c. Room3 

d. Room5 

3,000 BTUH" 

NA B N H "  

2,000 ETUH* 

2,000 BTUH* 

e. Room6 3,000 ETUH' 

f. Room8 

g. Room41 

4,000 BTUH' 

5,000 BTUH' 

h. Room43A 18,000 BTUH 

i. Room 57A and Room 578 (one each) 
(to be designated at time of layout) 
Room 57A 
Room 575 

1,200 BTUH" 
16,000 ETUH' 

j. Room59 6,000 B N H '  

k. Room65 
i. Room65A 

ii. Room658 

I. Room88 

12.000 ETUH" 

6.000 B N H *  

4,000 BTUH 

m. Room89 1,000 BTUH 

n. Room90 

0. Room 91 

p. Room92 

q. Room93 

1,000 BTUH 

8,000 BTUH 

4,000 BTUH 

16,000 BTUH 

r. Room94 10,000 ETUH 

s. Room95 

I. Room96 

9,000 ETUH 

15,000 BTUH 

u. Room 97 (one) 12,000 BTUH 
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v. Room 98 (each) 

w. Room99 
i. Room99A1 

Room 99A2 

ii. RoomWC 

iii. Room99E 

iv. Room99B 

iv. Room99D 

x. Room100 

y. Room 101 

L. Room102 

8,000 BTUH 

12,500 BTUH 
12,500 BTUH 

21,250 BTUH 

1,000 BTUH' 

13,500 BTUH 

12,500 BTUH 

24,000 BTUH 

12,000 BTUH 

6,000 BTUH 

E. 

F. 

G 

H 

I. 

J. 

aa. Room44 6,000 BTUH 

bb. NOTE: All functions marked by an asteri& (3 must be provided with override capability. These rooms do not require 
continuous 24-Hour HVAC but must provide 24Hour HVAC on demand. All other functions require contirmous 
24-Hour HVAC. 

Building eledric dosets shall be wntinuousiy ventilated to accommodate FBI eledrical distribution equipment. This 
equipment shall not be placed in dosets designated as Room 98. 

3. 

EQUIPMENT CONFIGURATION: 
The dedicated 24-Hour HVAC system shall b@ a Glycol-Chilled water system using liquid chillers, with a VAV-type system sized to 
provide proper cooling to the areas served. Refer to the "HVAC: Typical Mechanical Glycol-Chilled Water Piping" diagrams in the 
DIAGRAMS AND SPECIFICATIONS sedion of this SFO. 

AIR-COOLED LIQUID CHILLERS: 
1. The Lessor shall provide Zpackaged roof airaoled liquid chillers. Other locations may be used. subjed to the 

Government's approval, depending on site conditions. Each chiller shall have sufficient capacity to meet initial and future 
cooling requirements. The sewnd chiller shall be a 1OO-percent capacity standby unit. Only 1 chiller shall operate at any 
one time. 

2. The air-cooled chillers shall have hermetic. semi-hermetic, scroll, or screw-type compressors with a microprocessor based 
automatic capacity wntrol system. with a minimum of 2 siages of capacity control. The units shall be pre-engineered. 
faclory assembled, and lested, which will permit the unil lo  be put into operation with a minimum of expense and delay. The 
wmpressors shall have part winding start capability lo limit in-rush ament. 

CHILLED WATER PUMPS: 
1. The Lessor shall provide 2 chilled wafer pumps. One pump shall be capable of delivering total system capam against 

pressure head dictated by detailed design. The second pump shall be a 100 percent capacity standby unit. 

2 

PIPING AND VALVES: 
All piping and valves shall be designed and installed to achieve maximum ReMbility and overell system reliabilii. The piping and 
valves shall be sized to acrnmmodate future system capacity. 

AIR HANDLING UNITS 
The air handling units (AHU's) shall be designed for horizontal application of modular construction and shall consist of a blower 

sedion, a filter d o n ,  and a coil section. fadory wnneded with access panels on the same side for the blower, filter, and 
coil sections. The AHU shall be provided with an economizer section and controls. internal fan vibration isolation. and 
eledric motors with variable frequency drives 

All perimeter rooms served by the dedicated 24-Hour HVAC system shall be pmvided with farrpowered VAV terminal units 
with either electric or hot water heating coils. Room 100 and Room 101, shall also have fan-powered VAV terminal units. 
The remaining moms may have VAV cooling onlyterminal units. 

Room 100 requires a redundant cooling unit. Refer to the "HVAC: Redundant 24-Hour HVAC Units for Room 100  diagram 
in the DIAGRAMS AND SPECIFICATIONS section of this SFO. All other areas do no€ require redundant units. 

The AHU's and length of ductwork for Room 100 and Room 101 shall be located no more than 3 feet, 0 inches fmm the 
perimeter walls of the room. 

The operation ofthe pumps shall be automatically or manually alternated to equalize running time on each pump. 

VAV TERMINAL UNITS: 
1. 

2. 

3. 
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4. All areas served by the dedicated 24-Hour HVAC system will require separate VAV terminal units with individual room 
thermostatic controls. Rooms or areas not requiring 24-Hour HVAC must not be added to the dedicated 24-Hour HVAC 
system VAV terminal units or controls. 

K AIR DiSTRIBUTION: 
1. Air shall be distributed through ducts located in the ceiling plenum. Adequate diffusers shall be installed to assure Uniform 

distribution of conditioned air. The return air for the dedicated 24-Hour HVAC system shall be ducted. The dudwork 
distribution system shall be configured to permit fulure installation of additional VAV terminal units to the dedicated 24-Hour 
HVAC system as required for system expansion. 

2. The air distribution system shall be designed with volume control dampersto ailow proper air balancing 

L. AUTOMATIC CONTROLS AND SEQUENCE OF OPERATION: 
1. The requirements for automatic controls described in this section for the dedicated 24-Hour HVAC system aswme that the 

Lessor will provide a complete BAS for control and monitoring of all HVAC system components throughout the facility, Using 
DDC. For standalone facilities, the dedicated 24-Hour HVAC system mntrols shall be integrated with the BAS for the 
facility. In multi-tenant buildings, the automatic controls for the dedicated 24-Hour HVAC system may be provided 
independently of the BAS. in either case, the following items must be included, as a minimum: 

a. HVAC Controls Workstation (located within Room 91). Communications LAN, operating and application soltware, 
interactive color graphics, printer, and all necessary devices, soilware and programming necassary to fully monitor 
and control the Dedicated 24-Hour HVAC System equipment. 

Automatic temperature control system consisting of multiple, microprocessor-based, field-programmable controllers 
using DDC to execute sequences of operation and other functions indicated for building HVAC equipment. 

b. 

c. Access protection devices. 

d. 

e. Uninferruptible Power Supply (UPS) 

The automatic controls for the normal building HVAC and dedicated 24-Hour HVAC systems shall be capable of operation 
on essential power. 

Programmed in user-friendly English unitsand language. 

2. 

M. BUILDING OPERATOR'S WORKSTATION: 
1. The dedicated 24-Hour HVAC system shall be capable of being mntrolled and monitored at the Building Operatof's 

Wo&t%tion provided for the normal building HVAC system and at the HVAC Controls Workstation in Room 91. 

2. Upon incidence of any alarm indicated herein, the alarm shali be immediately displayed over any currently running 
applications at both the Building Operatots Workstation and the HVAC Controls Workstation in Room 91. 

N. GLOBAL CONTROLLER: 
1, A programmable global controller shall 1) be provided to execute global DDC communications, including control, monitoring, 

and diagnostics for the controi system; and 2) act as a router. 

2. The global controller shall be capable of stand-alone operation and shall provide all somare functions to communicate with. 
and supervise, all DDC field mntrollers for the system. 

All global controllers shall have m a y  battery backup of Real l ime Clock and random access memory (RAM) to enwre 
that both clock functions and stored data are maintained during power failure conditions. 

All controller modules shall be protected by means of a locking door on the control module enclosure. and the module shall 
be dust-tight. 

Fully programmable DDC field controllers (PC's) shall be provided for stand-alone equipment associated with the dedicated 
24-Hour HVAC system. The PC's shall have the a b i l i  to run programs in a stand-alone mode, as applicable, as well as 
integration with the global controller and the Building Operator's Workstation. 

An adjustable 1-minute time delay shall be installed on the incoming 120 VAC power. This time delay shall prevent the PC 
from restarting the control system for 1 minute after power is switched to the standby generator or vice-versa 

3. 

4. 

0. PROGRAMMABLE FIELD CONTROLLERS: 
1. 

2. 

P HVAC CONTROLS WORKSTATION: 
A separate computer workstation shall be located in Room 91 in a location where it can be easily monitored 24 hours a day by the 
Government. The panel shall monitor the status of the equipment within the dedicated 24-Hour HVAC system. The monitor shall 
display Ihe alarm condition and shall emit a flashing light and audible alarm for all alarm conditions specified herein. The L e w r  
shall use an intetfaw with password Protection. which shall Permit the Government to both monitor and control the svstem when 
required. 
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0 &TOMATIC TEMPERATURE CODTROL SYSIEM: 
The automatic temperature mntrol system and related equipment shall be provided to complete the work as required, including 
but not limited to, programmable global and field DDC controllers, control relays, application specific controllers. communications 
cable, temperature. flow and humidity sensors. flow witches. alarms, automaticdampers. and automaticvalves 

SEOUENCE OF OPERATION FOR THE CHILL.LDU!!&<ERSYSTEM. 
1. Leadnag swiiches shall select the operating chiller and chilled water pump. The PC shall start the lead chilled water pump 

and shall open the control valve for the operating chiller Wnen flow IS proven through the chiller by the flow switch, the 
chiller shall be enabled. Whenever the chiller is stopped. the control valve shall remain open for 5 minutes (adjustable). 

The indivioual control supplied with the chiller will monitor all Safety devices and control the discharged chilled Water 
temperature. 

A flow switch, through a time delay in the PC. shall mdicate loss of chdled water flow pump failure, etc.. to the Building 
Operatofs Workstation. The lag chilled water pump shall be automatically started by the PC. an alarm tight shall light and 
flash, and an audible alarm shall sound at both the Building Operator Workstation and the HVAC Controls Workstation Tne 
operator shall ahowledge the alarm wndition and shall sllence the alarm. If. after 60 seconds time delay, the lag pump 
goes into alarm and the lead pump is still in alarm, then neither pump can be restarted until the alarm condition is cleared 

The central AHU for the dedicated 24-Hour HVAC system shall run wwnuously. The fan speed shall be wntrolled by 
variable frequency drives 10 maintain the static pressure and flow requirements of the system. The chilled water control 
valve shall be modulated to maintain the discharge air temperature of 55°F (adjustable). The AHU shall be provided with an 
air-side economizer system and controls for economizer operation when the outdoor temperature is between 38°F and 
58°F. 

A temperature sensor. through an indicating high limit wntroller. shall input a high temperature alarm to the operator 
workstation when the chilled water supply temperature is above 50°F. ARer an initial time delay (adjustable) and thereafler 
a recovery time delay (adjustable) in the PC, the lead chiller shall be stopped and the lag chiller shall be automatically 
started by the PC in tne Same manner the lead chiller was started. with the lag chiller valve opening simultaneously as the 
lead chiller valve doses. The status lighl shall Rash. and the audible alarm shall sound at both the Building Operatofs 
Workstation and the HVAC Controls Workstation. The operator shall acknowledge the alarm condition and shall silence the 
alarm. me alarm light remains on udil the alarm wndition is mrreded. If both lead and lag chillers are in alarm. neither 
chiller can be restarted until the alarm wndition is wrreded 

R 

2 

3. 

4. 

5. 

6. NA 

7. Status of the chillers, chilled water pumps.VAV units. AHUS, etc., shall be graphically displayed at both the Building 
Operator's Workstation and the HVAC Controls Workstatton. The equipment graphic display shall be highlighted when the 
respedwe equipment is running and shall flash when the equipment is in alarm. All alarm mnditions shall automatically 
print out a description of the alarm condillon at the Building Operator's Workstation 

Lead and lag chillers, chilled Water pumps, AHUs, and VAV units are programmed never to run together. Manual operation 
of 2 leaddag units shall be prevented by interwiring the switches. 

8. 

9. In the event of a PC failure, the system must be able to be manually operated. This will indude Hand-Off-Auto switches at 
the field panels that can start a chiller, chilled water pump, and an AHU. 

S. SEQUENCE OF OPERATION FOR THE AIR HANDLING UNITS IAHU's) SERVING ROOM 100: 
1. The lead VAV unit serving Room 100, is selected and either started through the PC or at the Building Operator's 

Workstation. The individual controller supplied with the unit shall control the temperature of air being delivered to the space. 
A space thermostat will detect VAV unit failure and automatically switch over to the standby fan-coil unit. 

The lead VAV unit shall stop before the standby fakmil unit starts. The graphic display at the Building Operatofs 
Workstation for the failed VAV unit shall flash, and an audible alarm shall sound at both the Building Operator's Workstation 
and the HVAC Controls Workstation. The graphic display shall be highlighted when the respective air conditioning unit is 
running. Motorized dampers shaii isolate the lead VAV unit from the fan-coil unit. The motorized damper for the lead VAV 
unit shall dose before the motorized damper for the fan-coil unit opens. The high limit thermostat requires time delays to 
prevent unnecessay switchover and alarms 

2. 

T. ALARMS: 
All  alarm mnditions Shall be annunciated at the Building Operator's Workstation located In the engineer's office as well as the 
HVAC Controls Workstation. by a flashing light and audible alarm 

U. AUT-: 
All mmponents ofthe dedicated 24-Hour HVAC system shall automatically restart (no manual resetting) after a power interruption. 

V. COMMISSIONING: 
1. Prior to acceptance of the building and when the HVAC systems are 102 permt complete, the Lessor shall demonstrate 

the operation of the dedicated 24-Hour HVAC system to the FBI's engineer, as described below. Notification to the FBI 
engineer shall be at least 5 working days in advance ofthe date of the test. 
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2. Automatic Controls. 
a. The Lessor shall demonstrate the operation (normal and essential power), controis, and monitoring of the dedicated 

24-Hour HVAC system, including all graphic features and displays, in the presence of the FBI Engineer. 

The Lessor shall demonstrate the operation of each system component by use of graphic displays 

The Lessor shall demonstrate the automatic restart and operation of the dedicated 24-Hour HVAC system on 
essential power after interruption of normal service. The Lessor shall verify the operation of each chiller, pump, AHU, 
fatl.mil unit, VAV terminal unit, and redundant units on normal and essential power. The Lessor shaii demonstrate 
the retransfer of HVAC equipment from essential power to mrmal power. 

The Lessor shall demonstrate the auto start of redundant (lag) chiller when operating (lead) chiller trips off. The 
Lessor shall demonstrate the reverse lead and lag chiller and shall repeat the demonstration. 

The Lessor shall demonstrate the auto start of redundant (lag) chilled water pump when operating (lead) chilled water 
pump trips off. The Lessor shall demonstrate the reverse lead and lag chilled water pumps and shail repeat the 
demonstration. 

The L e w r  shall demonstrate the proper operation of redundant air conditioning units for Room 1 W, and automatic 
start of lag unit i f  lead unit fails. The Lessor shall demonstrate the automatic operation of isolation dampen. 

The Lessor shall demonstrate the remote annunciation of a failed AHU. due to loss of static pressure, loss of electrical 
power, or high air temperature. 

The Lessor shall demonstrate the remote audibleivisual alarm at both the Building Operator's Workstation and the 
HVAC Contmls Workstation when the chilled water system is in alarm due to a failure of a component with the 
system. 

b. 

c 

d. 

e. 

f. 

9. 

h. 

W. FINAL TESTING AND BALANCING 
A final testing and balancing report shall be submitted, indicating the results of all air and water systems tests. The report shall be 
signed and sealed by a testing and balancing engineer certified by the Associated Air Balance Council (AABC) or the National 
Environmental Balancing Bureau (NEBB). 

4.6 DUCT WORKPIPING 
A. A Sound attenuator shall be provided by the Lessor in certain designated supply and return air duct systems where the ducts 

penetrate Wall Type AB partitions. Air duct sound attenuators in the duds penetrating these walls shall meet or exceed the same 
acoustical properties as the rated wail. The wst for thee ducts shall be amortized in the rent. Sound attenuator performance 
shall be determined at actual job conditions (computer pmgrams are available from the manufacturer). Celculations/resulk shall 
be submitted by the Lessor to the Government for review. 

1. Sound Attenuator manufacturer (or an equivalent pie-approved by the Contracting Officer): 

AeroSonics Model No. HP-120 
AeroSonics, Inc. 
Sound Control Pmducts 
1601 Industrial Park Drive 
California, MO 65018 
Phone (573) 796-4151 
Fax (573) 7964153 

6. Where ductwork penetrates any perimeter walls andlor awustical partitions (designated Wali Type A5). a 2-shaped awustical air 
dud (desigmted Wall C) shall be used. The location, dimensions, and quantity 01 these ducts shall be determined by the chn of 
the return air reqdired Refer lo the 'Wall A5: Acoustically-Treated Partition" diagram and the 'Wall C: Transfer Ducr diagram in 
the DIAGRAMS AND SPECIFJCATIONS secfron 01 this SFO. 

C. Where penetrating ductwork exceeds 96 square inches in the cross-sectional area at Room 76, Room 85. Room 77. Room 100 
and Room 101, manbars shall be provided, along wdh an accessdoor in the ductwork for inspection of the manbars. The access 
door shall be on the internal side of the rwm. Instailation shall be in compliance with that shown on Ihe manbar detail. Refer to 
the 'Wall D' Manbar Barrie? diagram In the DIAGRAMS AND SPECIFICATIONS section of this SFO 

D. N/A 

E All HVAC duct work penetrating the walls, ceiling slab, or noor of Room 100 or Room 101 shall be insulated sheet metal and shall 
have the following: 

1. N/A 

2. A duct access port with latching mechanism provided within the r w m  for manbar inspection. 
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3. A sound bame rated at STC 45 decibels (dB) or greater on both supply and return air ducts if the ducts have an opening in 
the room. 

Duds and openings larger than 96 square Inches, which do not have sund  baffles, shall be barred with 1/24nch hardened 
steel diameter rod and welded at all intersections. Refer to the 'Wall D: Manbar Barrier" diagram in the DIAGRAMS AND 
SPECIFICATIONS section of this SFO. 

Bars shall be spaced 6 Inches O.C. vertically and horizontally. 

Secure Imbedded rods into wall to a minimum depth of 3 inches or weld Into adjacent steel plates 

Stainless steel bars 1/24nch diameter may be used If excessive moisture exists in duct. 

Refer to the "HVAC: Redundant 24-Hour HVAC Units for Room 100" diagram in the DIAGRAMS AND SPECIFICATIONS 
section of this SFO. 

4. 

5. 

6. 

7. 

8. 

4.7 ELECTRICAL: GENERAL (JAN 1997) 
The L e m r  shall be responsible for meeting the applicable requirements of local codes and ordinances. When codes conflict, the 
more stringent standard.shal1 apply. Main iervlce fidllties shall be endosed. The enclosure may not be used for storage or other 
purposes and shall have door@) fitted with an automatlo deadlocking latch bolt with a minimum throw of 1/2 inch. Distribution panels 
must be drcuit breaker type with 20 percent spare power load and circuits. Circuit breakers shall be bolt-an type suitable for short 
circuit current availability. 

4.8 ELECTRICAL: DISTRIBUTION COMBINATION 
A. Duplex floor or wall outlets shall be provided on the basis of 1 per 100 ANWBOMA Office Area square feet. 

B. Fourplex (double duplex) floor or wall outlets shall be provided on the basis of 1 per 1,000 ANSVBOMA Office Area square feet 

C. Convenience outlets shall be installed on the basis of a maximum of 8 outlets per 20-amp circuit. 

D. Dedicated special electrical receptacles shall be provided on the basis of 1 per 10.000ANSVBOMA Office Area square feet. 
Duplex outlets corresponding to said receptacles shall be colored differently from the standard duplex and fourplex outlets and 
shall be used only for office copiers and special equipment. The L e m r  shall ensure that the outlets and associated wiring 
designated to workstations will be concealed in a manner acceptable to the Contracting Officer. Cable shall not be exposed on 
the finished floor surface. 

E. All floors shall have 120/x)B V, Sphase. M r e  with bond, 60 Hz electric service available. Duplex outlets shall be circuited 
separately from the lighting. All branch-circuit wiring shall consist of copper conductors. Conductors for branch circuits shall be 
sized to prevent voltage dmp exceeding 3 percent at the farthest receptacle. 

F. Ground fault electrical outlets shall be provided on the basis of 1 per 5,000 ANSIlBOMA Offlce Area square feet. 

G. Shielded double duplex outlets shall be provided on the basts of 1 per 100 ANSVBOMA Office Area square feet. 

H. Essential double duplex outlets shall be provided on the basis of 1 per 100 ANSliBOMA Office Area square feet 

4.9 ELECTRICAL: ADDITIONAL DISTRIBUTION SPECIFICATIONS 
If the Offeror proposes that buiiding maintenance will be the responsibility of the Government, the Lessor shall provide duplex utility 
outlets In toilets, corridors. and dispensing areas for maintenance purposes at no cost to the Government. Fuses and circuit breakers 
shall be plainly marked or labeled to identify circuits or equipment supplied through them. 

4.10 ELECTRICAL, TELEPHONE, DATA FOR SYSTEMS FURNINRE 
A. The Lessor shall provide separate data, telephone, and electric junction boxes for the base feed connections to 

Government-provided modular or systems furniture. 

8. 80 cluster groups at floor or wall locations shall be provided for approximately 250 workstations. A set consisting of I data 
junction box, 1 telephone junction box, and 1 electrical junction box shall comprise a duster group. Data, telephone, and electrical 
junction boxes shall consist of a deep 2'wide x 4" high box with 3/4-inch electrical metallic tubing (EMT) conduit stubbed above 
the ceiling for each outlet. Pull strings shall be provided. For purposes of computing a settlement in accordance with the "Unit 
Costs for Adjustments" paragraph in the ADMINISTRATION section of this SFO, each electrical feed will be counted as 1 outlet. 
The total number of electrical/telephone outlets In the systems workstations will not be used to compute the settlement. 

C. The Government shall be responsible for providing and installing data and telecommunications cable. The Lessor shall provide 
wall-mounted data and telephone junction boxes that consist of deep T wide x 4" high box, which shall include 314-inch EMT 
conduit stubbed above the ceiling for each outlet. Pull strings shall be provided. 

D. The systems furniture typically installed is pre-wired to provide a minimum 10 wire, 4 4 2  circuit system. Refer to the '"Systems 
Furniture: IO-Wre Electrical 4 4 2  Connection" diagram, the "Systems Furniture: FBI Electrical" diagram, and the "Systems 
Furnlture: ERP Raceway" diagrams In the DIAGRAMS AND SPECIFICATIONS section of this SFO. 
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E. The pre-wired system shall be used by the contractor to provide convenience power and shielded power to systems furniture 
workstations. Shielded drcuits for computer terminals may utilize the pre-wired system if the required isolation can be achieved. 
The dedicatedhsolated circuit shall not exceed 2 terminals per circuit. Refer to the electrical paragraphs in the MECHANICAL, 
ELECTRICAL, TELECOMMUNICATIONS, PLUMBING sedion of this SFO. 

F. Furniture in-feeds, as required by the final layout, shall be provided by the Government'svendor. The Lessor shall make the final 
branch circun electrical connedhn to the in-feed. The Lessor shall provide, and coordinate the final location of, Rushmounted 
poke-throughs for the Government's furniture. 

4.11 ELECTRICAL: SPECIFIC 
A. GENERAI,: 

The FBI requires 3 separate and distinct electrical distribution systems - NORMAL, SHIELDED, and ESSENTIAL 

1. 

2. Shielded Disbibuton System. 

Noma/ Eui/dng Power or House Power. This system is used to wpply most lighting. building HVAC, and general use 
receptacles. 

a. This system shall support FBI Field Office data processing equipment. The system is typically fed from a buiidlng 
riser at 4KIV and stepped down to 1201208V. %phase, via required computer grade shielded isolation 
transformer@). From the shielded transformer(s), the power is distributed to panels on all of the FBI floors. Refer to 
the "Electrical: Typical Shielded Power Riser" diagram and the "Electrical: Isolated Conduit HangeT diagram in the 
DiAGRAMS AND SPECIFICATIONS section of this SFO. 

Electrical outlets connected to the SHIELDED DISTRIBUTION SYSTEM are computer outlets, and they shall be 
differentiated from other outlets by a separate color receptacle. These computer outlets shall be quadruplex outlets. 
and they shall be referred to as SHIELDED outlets. A SHIELDED electrical circuit is defined as one having its own 
unshared hot, neutral, and gmund conductors from the SHIELDED outlet to the panel breaker. A SHIELDED 
CIRCUIT shall feed a maximum of 2quadruplex outlets. All components of this system shall be designed for 
non-linear harmonloproducing loads (SHIELDED OUTLETS ARE NOT REQUIRED TO HAVE ISOLATED 
GROUNDING.). 

For every shielded OUUet, a signal outlet and telephone outlet shall be provided by the Lessor. Signal outlets and 
telephone outlets shaii consist of a deep 2 wide x 4" high box with 3/4inch EMT conduit stubbed above the ceiling for 
each outlet. Pull strings shall be provided 

Electrical power loads for SHIELDED riser equipment loads are: 

b. 

e. 

d. 

i. Aoomxlmate required single-phase capaaty @ 120 V 500 KVA 
ii. The office will house approximately 500 terminals and 100 printers. A shielded circuit shall be required for 

every 2 computer terminals. 

3. Essenfia/ Distdbution System. 
a. This system is used to support critical wmmunications, data processing, and related HVAC and lighting equipment. It 

is typically fed from a building riser at 480 V and from the FBI STANDBY POWER SYSTEM through an automatic 
transfer switch (ATS). From the ATS, ail non-HVAC equipment shall be fed via wmputer grade shielded isolation 
transformers at 120/206 V. Refer to the "Electrical: Typical Essential Power Riser" diagram in the DIAGRAMS AND 
SPECIFICATIONS section of this SFO. 
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b. ESSENTIAL power shall service the foliowing: 

i. Room 1 and Room 5: 50 percent of lighting fixtures, all circuits and air conditioning 
ii. Room 3: 50 percent of lighting fixtures, all circuits and air conditioning. 
iii. Room 5: 50 percent of lighting fixtures, all circuits and air conditioning. 
iv. Room SA: All lights, circuits, and air conditioning. 
v. Public Area (consisting of Room 9 and Room 12: approximately 2 lighting fixtures in each room. 
vi. Secure Processing Area (consisting of Room 16, Room 17A, Room 17B, and Room 18): approximately 

2 lighting fixtures in each room. 
vii. Room 41: 50 percent of lighting fixtures, all circuits and air conditioning. 
viii. Room 43A and Room 438: All lights, circuits, and air conditioning. 
ix. Designated Room 57A: 50 percent of lighting fixtures, all circuits and air conditioning. 
x. Room 57A: 1 lighting fixture and 1 computer outlet for each office. 
xi. Designated Room 678: 50 percent of lighting fixtures. all circuits and air conditioning. 
xii. Room 578: 1 computer outiet in each room. 
xiii. Designated Room 61: 2 lighting fixtures and all vending machines. 
xiv. Room 65A and Room 558: Panel designated receptacle panel (RP) RP-Eoc: 100-amp panel, 120/208 v; 

100-amp service; all lights, circuits, and air conditioning. 
xv. Room 74: ApproldmatelyZ lighting fixturesand I duplexoutlet. 
xvi. Room77: Exhaustfan. 
xvii. Room 8 8  Panel designated RP-MR; 100-amp panel, 1201208 V; 60-amp service; all lights, circuits, and air 

conditioning. 
xviii. Room 89: Ail lights, circuits, and air conditioning. 
xlx. Room 90: All lights, circuits, and air conditioning. 
xx, Room 91: Panel designated RP-ND; 100-amp panel, 120/208 v; 100-amp service; all lights, circuits, and air 

mndiinninn ~. 
xxi. Room 92: All lights, circuits, and air conditioning. 
Wii. Roorn93: Panel designated RP-FM; 1Wamp panel, 120/208 v; 100-amp service; all lights, circuits, and air 

conditioning. 
xxiii. Room 94: Panel designated RP-TR; 100-amp panel; 120/208 v; 1M)-amp service; all lights, circuits, and air 

mnditionino ~. 
xxiv. Room 95: All lights, circuits, and air conditioning. 
w. Room 96: Panel designated RP-TFR; 100-amp panel, 120/208 v; 100-amp service; all lights, circuits, and air 

xyvi. 
wii. 
wiii. 

xxIX. 

xxx. 

xxxi. 
mdi. 
xxxiii. 

conditioning. 
Room 97 (one): All lights, circuits, and air conditioning, 
Room 98: 1 lighting fixture. all circuits, and air conditioning, 
The foliowing Rooms (Room 99A, Room 996, Room 99C, Room 99D, and Room 99E): Panel designated 
RP-TIN; IW-amp panel, 1201208 V; 100amp service; all lights. circuits. and airmnditioning. 
Room 100: Panel designated RPCR; 100-amp, 3-phase, 120/208 V, 30 pole, surface-mounted, main breaker 
electrical panel; 100-amp service; all lights and circuits. The air conditioning equipment supplying Room 100 
shall be fed from the nearest panel, NOT RP-CR. 
Room 101: Panel designated RP-SC; IWamp, %phase. 120/208 V, 30 pole, surface-mounted, main breaker 
electrical panel; 100-amp service; ail lights and circuits. The air conditioning equipment supplying Room 101 
shall be fed from the nearest panel, NOT RP-SC. 
Room 102: 1 lighting fixture, 6 dedicated circuits, and air conditioning. 
All security devices @e.. CCTV, alarm system, and access control system). 
Guard Booth: Panel designated RPGB; 100-amp panel, 120/208 v; 100-amp service; all lights, circuits, and 
air mnditioning. 

xxxiv. General Building: Systems consisting of domestic water pump, hallway lighting, 1 set of bathrooms on each 
Roor (one light each restmom), exterior lighting, and electric boilemeating systems where aDDlicable. 

xxxv. Room44: 1 lighting fixture. ail circuits, and air conditioning. 

c. ESSENTIAL power loads for ESSENTIAL riser equipment loads are (required capacity): 

i. RP-EOC 20 KVA 
ii. RP-MR 5 KVA 
iii. RP-ND 9 KVA 
iv. RP-FM 12 KVA 
v. RP-TR 6 KVA 
vi. RP-TFR 12 KVA 
vii. RP-TIIi 9 KVA 
viii. RP-CR 10 KVA 
ix. RPSC 9 KVA 
x. RPOB 9 KVA 
xi, NOTE: This does not include lighting, air conditioning. or normal receptacle loads. 

d. 

e. 

All panelsshall be %phase, main circuit breaker, hinged panels. 

All outlets on ESSENTIAL power shall be clearly marked or identified through a unique color designating the 
receptacle. As a part of the lease cost. 20 of the SHIELDED electrical outlets shall be fed from the ESSENTIAL 
power distribution system. The location of these outlets and the location of ail other outlets shall be identified at the 
time of layout. The Lessor shall provide a unit price per SHIELDED outlet, ESSENTIAL. and STANDARD. 
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f, Panels RP-CR and RPSC shall be used ONLY to serve the loads within Room 100 and Room 101 

B. GROUND BUS SYSTEM: 
1. The ground bus system shall meet the following requirements: 

a. 

b. 

The Lessor shall provide a grounding system bus bar in Room 93. Room 94. and Room 95. 

The grounding system bus bar shall be terminated in the earth either directly or via the steel structure of the building 
usim #4/0 American Wire Gauae (AWG) mpper cable with terminations. The ground in these rooms shall be 
elecircally mmmon with each otiier.' Lo&tionb;f ground bus system in these roomsshall be determined at the time of 
layout. 

c. in Room 95, the grounding system bus bar size shall be 6 W  wide x 2" high x 114" thick, and it shall be mounted to 
the wall containing the 206 VAC outlets on 2-inch standoff insulators. 

d. In Room93 and Room94, the grounding system bus bar size shall be no smaller than 
2-0" wide x 2" high x 1/4" thick, and it shall be mounted to the wall near the ceiling on Z-ineh standoff insulators. 

C. OVERHEAD DISTRIBUTION SYSTEM: 
1. An overhead distribution system employing a center-hung divided aluminum cable tray 12'wide x 4"deep with Einoh rung 

shall be provided for telephone and signal wiring. The overhead distribution system shall be installed in a closed loop 
mnfiguration throughout the entire Field Office space, such that any area of the Field ORice can be reached from this 
overhead distribution system with mnduit runs of not more than 30 feet, 0 Inches. 

2. Note: The cable tray system SHALL NOT pass through Room 1oD or Room 101 

3 NOTE THE CABLE TRAY SYSTEM SHALL BE INSTALLED AT APPROXIMATELY EINCHES AEOVE THE . ~~~~~ .. . . . .- .~~~ ~~ ~ ~ ~ . .. ~ 

ACOUSTICAL CEILING. THERE SHALL BE AT LEAST 12 INCHES CLEAR SPACE ABOVE THE CABLE G Y .  
INSTALLATION SHALL NOT BE COMPROMISED BY THE LOCATION OF HVAC DUC'WORK, VAV BOXES, AIR 
CONDITIONING UNITS, SPRINKLER UNES, OR ANY OTHER OBSTRUCTIONS. THE CONTRACTOR SHALL SUBMIT 
A "SANDWICH PLAN DEPICTING LOCATION OF THE ABOVE. THE LESSOR SHALL ENSURE THAT THIS PLAN IS 
FOUMNU). WHUZE FIELD CONDITIONS DICTATE A DEVIATION IN THE SANDWICH PLAN. THE FBI SHALL ~~~~~~~ ~~~ ~~ ~ . ~ . ~ ~  
REVlEW AND APPROVE THE CHANGE PRIOR TO ITS INSTALLATION. 
ADVANCE, THE WORK SHALL BE REMOVED AT THECONTRACTORS COST. 

IF APPROVAL Z ~ N O T  SECURED IN 

2. Transformers shall meet or exceed the following: 

a. 

b. 

c. Insulation Temperature Class: Z2OEC. 

d. 

e. 

f. 

Isolation transformers shall be Topaz, Controlled Power Company, Siemens, GE. or an equivalent pre-approved by the 
Contracting Oflicer. 

Electrostatic Shielding: The Lessor shall provide. 

Common-Mode Noise Attenuation: 120 dB at 5 x 10-3 picofarad (pF) mupling capacitance. 

Operating Voltage: Up to 110 percent of nominal 

Dielecbic Strength: 2,500 VAC minimum 

K-Factor: rated for 100 percent nonlinear loads, K-13. 

3. 

E. STANDBY POWER SYSTEM: 
1. The Lessor shall provide a separate standby power system with an ATS in accordance with the following criteria: 

a. The standby power system shall be maintained by the Lessor in accordance with the equipment manufacturer's 
recommendations. All periodic maintenance performed on the system shall be documented and reported to the FBI 
when completed. 

The Lessor shall provide startup and testing of the standby power system in accordance with the "Field Test" 
subparagraph below. 

b. 

F. STANDBY GENERATOR UNIT: 
1. The Unit shall be sized to serve all FBI ESSENTIAL power requirements induding the electrical load associated with the 

dedicated 24-Hour HVAC system. 

2 m e  generator shall have at least a 400 kilowatt (W capauty The actual capady of the generator shall be determined by 
the variable associated wdh the dedicated 24-Hour HVAC system, Itghtmg. and elevator loads Engineering CalcUlations 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE INITIA 
44 G O ~ T  

(b) (6)



shall be submitted to the FBI to verify the generator size selected. The calculation shall include a list of all loads calculated. 
diversity factor, allowance for future load increases. etc. 

If the generator is required to operate an elevator, then the Lessor shall bear the cost to increase the size of the generator 
to accommodate this load. 

m e  Lessor shall provide an engine-generator set. wrrectly wordinated by the enginegenerator manufacturer to ensure an 
Installed rating in the project environment. Each set shall Consist of a water-cooled diesel engine direct-wnnected to an air 
wnditioning generator having a brushless exdtetion system and shall be provided with necessary accessories, auxiliaries, 
appurtenances, control equipment, and woling systems, resulting in a wmplete set and, except for external service 
wnnedions, ready for operation. 

The Lessor shall mount each engine-generator set on a steel subbase sized to support the engine: generator-exciter, 
engine generator wntrol panel; tubricating oil alters, heat exchangers. and pump; fuel oil filters, day tanks, and pumps; 
jacket wolant heat exchangers and pumps: and interwnnectlng piping and wiring. Engine unit-mounted radiators and 
audliaries shall be mounted on enginegenerator set subbase. 

The enginegenerator set shall include electric starters, controls, and related wiring for electric starting. Batteries, battery 
racks, and charger assembly may be mounted on the set subbase. 

The Lessor shall provide subbase with vibration isolators suitable for loads and lateral forces involved in the seismic zone 
indicated. Isolators shall be as recommended by the engine-generator set and the isolator manufacturers to suit specific 
equipment involved. 

m e  electrical and mechanical field wnnections shall be made with flexible wnnectors. When standard with the 
manufacturer, combustion air filterkilencer unlb and exhaust muffler units may be mounted separately from the set and 
mnnedions made to engine with wmosion-resistant flextble wnnections. 

The engines and generators shall be factory-aligned on the subbase and sewrely bolted into placa in asordance with the 
manufacturefs standard practice. 

The Lessor shall paint each set, after assembly, with the manufacturer's standard paints and wlors. Afler tests and before 
shipping, the Lessor shall thoroughly dean each set and refouch paint as necessary to provide wmplete pmtection to the 
set. 

The Lessor shall arrange sets for automatic unattended starting in addition to manual start-and-stop by wntrol panel 
switches. Each enginegenerator set shall be capable of automatically starting. wming up to synchronous speed, and 
ready to accept full-rated power within 10 seconds after receipt of start signal. 

Fuel System. The Lessor shall provide gauges, fuel lines, and wnnections in accordance with the manufacturer's 
rewmmendations. 

The standby generator unit shall require the installation of a diesel fuel tank with outside 611 (tank to hold fuel supply for 
40 hours of full load operation). The fuel tank and assodated fill and vent lines shall be provided by the Lessor. (Fuel tank 
shall have secondary containment.) The fuel tank shall have a gauge that readsin gallons. 

Derangement Annunuator Panel. 
a. The Lessor shall furnish and install a flush-mounted derangement annunciator panel In Room 91. The following alarm 

wnditions shall be indicated on the panel for the standby generator unit. 

Individual visual signals pius a common audible alarm for the following: b. 

I. Generator supplying power to load 
ii. Generator battery 
ili. Charger malfunction - alternating current (A.C.) failure, direct wrrent (D.C.) low voltage, D.C. high voltage. 
iv. Low oil pressure alarm 
v. Low oil pressure 
vi. High water temperature 
vii. Low water temperature 
viii. Over-cranking 
ix. Overspeed 
x. Low fuel (storage tank wntains less than 3 hours supply) 
xi. ATS in emergency position 

Main Line Circuit Breake): 
a. A main line molded case dratit breaker shall be installed as load drcuit interrupting and protection device. The drwit 

breaker shall operate both manually for normal switching functions and automatically during overload and Short circuit 
conditions. 

m e  trip unit for each pole shall have elements providing inverse time delay during overload wndfions and 
instantaneous magnetic tripping for short-circuit protection. The circuit breaker shall meet standards established by 
Undetwriters' Laboratories, Inc. (UL), National Electrical Assodation (NEA), and NFPA Standard 70, National 
EIecWcal Code. 

b. 

3. 

4. 

5. 

6. 

7. 

6. 

9. 

10. 

11. 

12. 

13. 

14. 

15. 
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c. Generatorlexciter fleld circuit breakers do not meet the above electrical standards and are unacceptable for line 
protection. 

The Lessor shall provide a standard maintenance tool kit for ordinary maintenance of the standby generator unit. 

Parts lists and complete operating and maintenance instructions shall be furnished with the standby generator Unit. 

16. Accessories. 
a. 

b. 

Field Supervision. The Lessor's contractor shall provide the services of a factory-trained engineer to supervise the 
installation and proper operation when completed and to instruct the Government in the standby generator unit Operation 
and maintenance. The engineer shall test the standby power system as a whole, complete with ATS. etc.. in the presnce 
ofthe FBI engineer 

17. 

18. Fieldrest. 
a. After completion of the standby power system, a factory-trained service representative shall inspect the installation 

and test and operate the complete system in the presence of the FBI engineer. The Lessor shall furnish at least 
5 working days notice to the FBI engineer prior to date of test. The Lessor shall provide startup and testing of the 
standby power system, in the presence of the FBI engineer, induding all equipment and controls associated with the 
standby power system after installation to ensure the system functions properly. 

i. The Lessor shall provide insbucton to the FBI designated employees in the proper operation and maintenance 
of the standby power system. 

Upon mmptetion of initial startup and system checkout, the Lessor shall perform "heat run" test of electric sets of at 
least 4 hours to demonstrate Dower. stabilitv. voltaoe. and freauencv. The Lessor shall furnish Dortable "load bank: 

b. 

all necessary hook-ups, and kel necessaito w&ud the tei l  Aier wrnpletion of the tesi. &e Lessor shall leave 
the system fuel storage tank and day lank full of fuel 

c. The test shall wnsist of the following minimum demonstrations: 

i. Demonstrate pre-alarm wnditions and test alarm shutdown functions, 
ii. Run eledric set 3 hours at 100 percent of rated load. If generator fails, wrrect problems and retest generator. 
iii, Disconnect the load bank, and conned generator to the FBI AIS. Deenergize utility input feeder to the ATS, 

and demonstrate that the generator starts and that the dedicated 24-Hour HVAC system automatically restarts 
and runs. 

d. The Lessor shall rewrd and furnish a test remrd to the FBI engineer of the following data: 

i. Date, weather, outside temperature, humidity, and ambient temperature. 
ii. Record every 15 minutes during test operation the following chronological record of sequence of testing: 

(a) Voltage 
(b) Amperage or load 
(c) Frequency 
(d) Oil temperature 
(e) Coolant temperature 

19. Manufacturer. Standby generator units and accessries shall be manufactured by Caterpillar Tractor Co., Detroit Diesel, 
Onan, oran equivalent preapproved by the Contrading Mlicer. 

20. Automatic Transfer Switch (ATS). 
a. The ATS shall wntrol the standby generator una and shall be enclosed type, wall- or floor-mounted. Switches shall 

be mechanically held, 1W percent of full load, 3-pole, %phase, &wire and 480YL?77 V. 

The ATS shall have engine starling wntacts to start the standby generator when normal service drops to 90 percent 
on any phase and load shall be automatically transferred when the standby voltage and frequency reach 95 percent. 

The ATS shall be double-throw, operated by a momentary energized single mil mechanism. Operating current for 
transfer shall always be obtained from source to which load is to be transferred. Switch failure shall not permit neutral 
position. and the switch shall be positively locked mechanically. The switch shall be capable of transferring 
successfully in either direction with 70 percent of rated voltage applied to the switch terminals. 

The ATS shall have an adjusiable time delay on outage of up to 6 s e w n d s  to prevent starting standby generator 
during momentary power interruptions. The switch shall have an adjustable motor driven time delay (2 minutes to 
30 minutes) on retransfer to normal source set to keep the standby generator unit operating a minimum of 15 minutes 
after normal power has reached 90 percent of rated voltage on all 3 phases. ARer retransfer occurs, an adjustable 
&minute to M inu te  WOI dawn running time shall be provided. If the standby power system should fail during the 
&minute to 30-minute time delay, the switch shall automatically return to the normal source. 

There shall be a T E S T  button on the ATS to simulate normal source outage under full standby load. The timer shall 
operate in conjunction with the "TEST' button only s that the standby generator shall operate a minimum of 

end ofthe timing cycle. 

b. 

c~ 

d. 

e. 

30 mmutes whenever tested and shall not allow standby generator to be stopped once the test is operated until 
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4.12 

4.73 

4.14 

4.76 

f. The ATS shall be combined with a bypass-isolation switch of the same manufacturer. This bypasisolation switch 
shall permit manual electrical bypass and isolation of the ATS for maintenance and testing of the switch which could 
not be done without disrupting the load. The automatic transfer and bypassisolation switch shall be 
factory-assembled and tested so that only service and load connections are made in the field. The manual operation 
shall be accomplished by 2 handleswith visual indication of normal, emergency, test, open, and closed as required. 

Automatic controls shall be furnished to provide automatic cranking of the engine when failure of the normal power 
supply aduates an initiating device. 

I. The equipment shall be designed to prevent excessive cranking, with possible damage to the cranking motor. 
In case the engine does not start, automatic stop shali be provided. 

The ATS shall be completely factory-wired internally with all wiring brought out to terminal blocks for extension. The 
switch shall be ASCO 7000, Ruselectric, Zenith, or as approved. 

The ATS shall be equipped with an automatic in-phase monitor and control for transferring motor loads without large 
inrush currents caused by out-of-phase transfers. 

g. 

h. 

i. 

LIGHTING INTaUOR AND PARKING 
A. The Lessor shail provide interior and parking lighting, as part of the building shell cost, in accordance with the following: 

1. m e  Lessor shall provide deepcell parahlic louver 2-0"wide x 2'4" deep (or building standard that meets or exceeds this 
standard) fluorescent lighting fixtures with energy-efficient lamps (T8 or better) and electronic ballasts for standard interior 
lighting. Such fixtures shall pmduce 50 average maintained foot-candies at working surface height throughout work spaces, 
20 foot-candies in Corridors, and 10 foot-candles in other non-working areas 

Exterior parking areas, vehicle driveways, pedestrian wallcways, and building perimeter shall have an average of 
2 foot-candies of illumination and shall be designed based on illuminating Engineering Society of North America (iESNA) 
standards. Exterior lighting and indoor parldng shall be sufficient to acwmmodate security monitoring (i.e., closed circuit 
television camera). Indoor parking shall have an average of 10 foot-candles and shall be designed based on IESNA 
standards. 

The Lessor shall provide omupancy sensors andlor scheduling controls through the building automation system to reduce 
the hours that the lights are on when the space is unoccupied. Daylight dimming controls shall be used in atriums or other 
space where daylight can contribute to energy savings 

Lighting shall be wntrolled by occupancy sensors arranged to control open areas, individual offices, conference rooms, 
toilet rooms within the Governmentdemised area, and all other programmed spaces or rooms within the leased space. The 
control system shall provide an optimal mix of infrared and ultrasonic sensors suitable for the configuration and type of 
space. Occupancy sensors shall be located so that they have a dear view of the room or area they are monitoring. No 
more than 1,00OANSI/BOMA Office Area square feet of open space shall be controlled by occupancy sensor. All 
occupancy sensors shall have manual witches to override the light wntml. Such switches shall be located by door 
openings in accordance with both the ADAAG and the UFAS. If light switches are to be used instead of occupancy sensors 
or in combination with occupancy sensors, the Offeror shall nofwthe Government during the negotiation pmcess. 

2. 

3. 

4. 

SWITCHES 
Swiiches shall be located on columns or walls by door openings in acwrdance with the "Accessibility" paragraph in the OFFER 
EVALUATION section of this SFO. No more than 1 ,WO ANSVBOMA Office Area square feet of open space shall be wntrolled by 
1 light switch. Each private office or room shall have a separate light switch. Three-way switches shall be provided in all rooms or 
ooen areas with more than one entrance. 

ADDITIONAL ELECTRICAL CONTROLS 
If the Offeror proposes that the Government pay separately for electricity, no more than 500 rentable square feet of offIce may be 
controlled by 1 switch or automatic light control and must be provided to all space on the Government meter, either through a BAS, 
occupant sensor. or other wmparable system acceptable to the Contracting Officer. 

EXTERIWSITE CONDUIT 
A. These conduit requirements shall be coordinated with the FBI and incorporated in the construction drawings prior to paving of the 

site. All conduit soecified in this SFO is for the dedicated use of the FBI. All wnduit shall be individuallv taOQed to indicate 
~ -- 

origination and termination points. 

Three 24nch PVC underground conduits shall run from a designated Room 98 in the building to the guard booth terminating in an 
l&inch junction box. WAC, convenience receptades, and branch cirariEs forgates and vehide barricades shall be served by the 
FBI's essential power system. PVC underground conduit (1-inch) shall be installed parallel to the perimeter fence with rigid steel 
risers at any changes in fence direction and at the mid point of each sh.aight section. Conduit shall aim be provided from each 
fence corner to the inside of the building. 

B. GUARD BOOTHBITE PERIMETER TO BUILDING 
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4.16 

C. PARKING GARAGE TO BUILDING: 
A minimum of two (2) 2-inch PVC underground wnduits shall run between the sewred parking garage (if a separate garage is 
proposed) and the designated Room 98 in the building. 

A minimum of eight (8) 314-inch PVC underground conduits shall run from the designated electrical closet in the building to the 
perimeter to all exterior closed circuit television ( C o  locations on the main office building/parking garage as designated on the 
final security pian to be provided with the Government% design intent drawings. 

E. A minimum of twelve (12) exterior cameras will be located on the building(s) housing the office space. the Annex Facility if one is 
to be provided with this SFO, and sewred parking. Cameras will be either parapet- or wall-mounted at approximately 18 feet, 
0 inches from the ground. The FBI will provide mounting equipment (outdoor wall bra&ek and mounting fixtures) for the Lessor 
to instail on the exterior walls of the building(s) 

F. A dedicated 120 V electrical clrcuit tied into the essential power system shall be provided inside the building but in close proximity 
to each exterior camera location. Locations of these exterior cameras and electrical outlets will be identified on the security layout 
to be provided with the Government'sdesign intent drawings. 

G. Site lighting for the entire property, inciuding code-required parking, shall provide an average of 2 foot-candles. Emergency 
IigMing shall be required at designated camera locations around the property, to be identified on the design intent drawings. Site 
lighting plans shall be submitted to the Government for review and approval prior to inwrporation in the construction drawings. 
Landscaping shall not block or obscure cameras. 

D. CCTV LOCATIONS 

H. ACCESS CONTROL: 
A minimum of ten ( IO)  I-inch PVC underground wnduits shall run from the designated electrical closet in the buiiding to a 
minimum of ten (IO) access wntrol locations at the site entrances. The mounting boxes and/or mounting posts wiil be furnished 
by the FBI and installed by the Lessor. Mounting boxes shall be installed at 47 inches (to the center of the keypad) and abwe the 
finished floor. All mounting boxes will meet ADAAG requirements. 

I. FtRE DEPARTMENT: 
The Lessor Shall coordinate with the FBI any fire department access requirements to the site and the buiiding required as a result 
ofthe installationoftheaccesswnholsysfem. 

J. ANNEX FAClLlTYTO BUILDING: 
A minimum of two (2) &inch PVC underground wnduits shall run from the designated Room 98 in the building to the designated 
Room 98 in the Annex Facility, if an Annex Facility is to be provided with this SFO. 

INTERIOR CONDUIT 
A. REQUIREMENT 1: 

The Lessor shall provide %&inch EMT Conduit at all interior access wntrol locations, run from the mounting box and stubbed off 
at a minimum of 12 inches above the ceiling on the tenant side of the wail for all perimeter doors, specified interior doors roll-up 
door@), and other locations as determinea at the time of layout. If an Annex Facilii is to be provided with this SFO, the Lessor 
shall provide 3/4-inoh EMT conduit for all perimeter doors, roll up garage door@), and specified interior doors of the Annex Facility. 

The Lessor shall provide 3/4-inch EMT Cunduit at designated locations in Room 9, Room 11, Room 12, Room 13C, Room 16, 
Room 178, and Room 18. The wndui4 shall terminate in a standard singlegang junction box at code-required outlet height, with 
a coverplate. Conduit shall be stubbed off 12 inches above the ceiling on the tenant side ofthe wall. 

The Lessor shall provide 3/4inch EMT conduit immediately inside all perimeter door locations.. A dedicated 120 V electrical 
outlet tied into the essential power System shall be provided above the ceiling at each interior location. If an Annex Facility is to be 
provided with this SFO, the Lessor shall provide 3/4-inch EMT conduit inside all perimeter door locations. 

The Lessor shall provide 3/4-inch EMT wnduit for cable television outlets as indicated in the following rooms: Room 1, Room 2, 
Room 5, Room EA, Room I O ,  Room 13A, Room 13E, Room 14, Room 17A, Room 23, Room 25, Room 26, Room 29, Room 36, 
Room 38, Room 39, Room 48, Room 53, Room 54, Room 55, Room 57A. Room 66A, Room 99F, and two designated locations in 
the Annex Facility if one is required under the provisions of this SFO 

The Lessor shall provide 3/4-inch EMT conduit for radio antenna outlets as indicated in the following rooms: Room 1, Room 2, 
Room 5, Room EA, Room 65A. If an Annex Faul i i  is required under the provisions of this SFO, the Lessor shall provide one 
2-inch EMT conduit from the designated Room 98 in the Annex to the roof ofthe Annex. 

F. Conduit runs shall be as straight and direct as possible with bends minimized to the maximum extent possible. For every 
180-degree turn or every two 9O-degree turns, 24" wide x 24" high puli boxes shall be provided by the Lessor. 

G. The Lessor shall provide 3,OW linear feet of 3/4inch EMT wnduit required to support CCTV, alarm, and access control systems 
wirina as a Dart of the rental rate. The Lessor shall install the conduit to the locations desianated on the Government's desian 

6. REQUIREMENT 2: 

C. REQUIREMENT3: 

D. CABLE TELEVISION: 

E. RADIO ANTENNA: 

intefidrawings. Labeled pull strings shall be provided in all conduit, even if not required by &de. All mnduit shall be individuGy 
tagged to indicate origination and termination points within the building. 

SFO NO. 2TXM54 
11/24/04 

FBI FIELD OFFICE INITIAL 
46 G&T 

(b) (6)



4.17 

4.18 

4.19 

SPECIFIC ROOM CONDUIT 
A. ROOM43: 

The Lessor shall provide one 1-inch EMT conduit sleeve between Room 43A and Room 438. 

B. ROOM65A: 
The Lessor shall provide one 2-inch EMT conduit fmm Room 93 to Room 65A 

C. ROOM90: 
The Lessor shall provide one 3/4-inch EMT conduit between Room 90 and Room 96. 

1. 
D. ROOM96: 

The Lessor shall provide two Qinch EMT conduit@) from the Government's Room 96 Demarcation Point to the point of 
incoming building service. 

The Lessor shall provide one 4-inch EMT conduit from the Government's Room 96 to the point of incoming building Service. 

The Lessor shaii provide one 3-inch EMT conduit from the Government's Room 96 to Room 88. 

2. 

3. 

E. ROOM95: 
1. The Lessor shall provide one %inch EMT wnduit from Room 95 to Room 92 

2. 

3. 

The Lessor shall provide one I-inch EMT conduit fmm Room 95 to the Room 88. 

The Lessor shaii provide one 3-inch EMT conduit and one 2-inch EMT conduit from Room 95 to the roof. 

The Lessor shall provide one 3-inch EMT conduit and one 2lnch EMT conduit from Room 93 to Room 92. 

The Lessor shall provide one sinch EMT conduit from Room 93 to the roof. 

The Lessor shall provide two 3-inch EMT conduits from Room 93 to Room 94 

F. ROOM93: 
1. 

2. 

3. 

G. ROOM94: 
The Lessor shall provide one 3-inch EMT conduit from Room 94 to the roof. 

H. ROOM99C: 
The Lessor shall provide one 4-inch EMT conduit from the point of incoming building telephone service to a designated telephone 
company demarcation point, usually an elediical or telephone closet in dose prodmity to Room 99C. One 4-inch EMT conduit 
shaii be provided from Room 99C to the roof. 

1. ROOM100: 
The Lessor shall provide one I-inch EMT conduit from Room 100 to Room 101 

CONDUIT ROUTING FOR ANTENNAS 
A. The Lessor shall provide continuous routing for the FBI's coaxial cables from Room 94 to the outside rooftop antennas through a 

roof penetration (commonly known as a dog house) utilizing a Microfled or pre-approved equivalent antenna cable window. The 
Lessor shall also provide routing for the antenna cabling utilizing a cable ttay from above the ceiling of the floor below to the base 
ofthe roof penetration (dog house) to ammmodate the installation of multiple semi-rigid 7/8inch Heliax antenna cable. 

B. All conduits penetrating the roof shall require weather head fittings installed up to 2 feet, 0 inches above the finished roof 
surfacemounted on the rooftop end of the mnduit run. A 24" wide x 24" high pull box shall be provided by the Lessor for every 
two 9Odegree turns (in any direction) in any conduit run. 

BUILDING CONDUIT RISER SYSTEM 
A. The Lessor shall provide a minimum of three (3) 4-inch cote drills with a 12-inch sleeve in closets designated as Room 98. The 

closets and core drills shall be stacked vertically from the lowest FBI floor to the highest FBI floor. Where parking is proposed 
within the omce building, the core drills shall be provided between the firsl level parking garage and the lowest ofhe  floor. 

6. These closets shall provide an internal riser system comisting of a minimum of 1 dedicated pair of closets on each floor. Building 
electrical equipment shall not be permitted in closets designated as Room 98. The ciosets shall be aligned both vertically and 
horizontally to minimize length of conduit, cable, and fiber runs. 

C. Closets shall be constructed in accordance with Wall Type A4 with minimum dimensions of 10'-0 wide x 104'deep. Dedicated 
24-Hour HVAC system shall be provided in all dosets. The closets shall also have 4-0" wide x 8-V long x 3/4" thick sheets of 
fire-rated, painted plywood mounted horizontally on 2 entire walls to house access control and alarm control panels. 

D. Six quadruplex outlets on separate dedicated 2Oampere (amp) essential power service shall be available in each of these 
closets. 
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4.20 PAGING SYSTEM 
A. The Lessor shall provide a paging system throughout the FBI's space. No speakers shall be installed outside the FBI space. 

Speakers SHALL NOT be installed in Room 100 or Room 102 and shall be installed at least 3feet, 0 inches from the exterior 
face of any Room 100 or Room 101 wall. The Lessor shall furnish all of the necessary materials associated with the installation. 

B. There are 3 main components to a paging system: audio, amplifier, and speakers, as well as interconnecting wire. The paging 
system audio amplifier shall meet or exceed the following requirements. Final public address (PA) design layout shall be 
submitted to the FBI for review and approval. The paging system shall use solid-state technology (no tubes). 

1. input 
a. 

b. WOohm (0) balanced. 

c. 

Each of the 4 auxiliary inputs shall have a separate volume mntrol 

Frequency response: 70 hertz (Hz) to 15 kilohertz (kHz) 

70.7 volt (V) line output. The system shall use Electronic Industries Alliance (EIA) 70.7 V consultant voltage power 
distribution. 

Separate base and treble wntrols. 

120 W root mean squared (RMS) @ less than 5 percent distortion. 

2. oulput 
a. 

b. 

c. 

Note: This amplifier will drive approximately 50 speakers using the 2-W transformer tap 

Power Required. 120 V, 50 Hz to 60 Hz; 230 W. 

DimemVofls. Shall not exceed 18" wide x 12' deep x 6' long. 

Weight. Shall not exceed 35 Ibs. 

Cabinet. Shall be mntained in a metal cabinet. including the front and rear panels. This is needed to prevent dose 
proximity radio frequency interference. 

3. 

4. 

5. 

6. 

7. 

8. Speakers. 
a. 

b. 

Standard Sin& ceiling-mounted speakers and baffies. 

Each speaker shall use a 70.7 V transformer with secondary taps of 112 W, 1 W, 2 W, and 4 W @ 8 0. The 70.7 V 
transformer primariesare wired in parallel across the 70.7 V line output ofthe amplifier. 

9. 

10. 

11. 

Frequency Response. 70 Hz to I 5  kHz 

Power Rating. Minimum Of 4 W @ 8 0. 

Speaker placement. The number of speakers will vary awrding to unique requirements. However, 1 speaker for every 
400 square feet of office space for large open areas and 1 speaker per small office space, or individual room, shall be used 
as a guideline. The amplifier shall drive 50speakers @2-W taps; or 50speakers @ 1-W taps. and 25speakers 
@ 2-W taps. Individual volume controls, wall-mounted, shall be provided in every enclosed office/room. Volume controls 
shall be provided for every 900 square feet of open office space. Volume controls may be mounted on the speakers in the 
open office areas and storage areas if allowable under ADA provisions. Volume mntrols for every enclosed office/room 
shall be mounted on the wall diredly adjacent to the door at the same height as the ligM switches. Coverplates for the 
volume controls shall match those provided for electrical and teiephoneldata outlets. 

12. W~ng. 
a. The paging audio shall be provided to the audio amplifier through a dedicated telephone system 600-0 audio pair (of 

wires) permitting access to the paging system from any office telephone. All wiring between the PA amplifier and 
soeaker transformers shall be ulenum cable for uienum auolications without conduit. The cable shall be a sinale uair 
oi#2@gauge wires with a shield and ground wiie (ALPHA1158421 or an equivalent pre-approved by the Conitaciing 
Officer). 

b. The 70.7 V transformer sewndary taps of 1/2 W, 1 W, 2 W, and 4 W gg 6 0 shall be provided for custom audio output 
level adjustment. In most cases, the I-W tap shall provide sufficient paging audio levels for most smaller rooms, while 
&e 2-W or 4 W  taps may be needed for larger areas. 

4.21 TELEPHONE DlSTRlBUTiON AND EQUIPMENT (JAN 1997) 
k Telephone floor or wall outlets shall be provided on the basis of 1 per 100 ANSVEOMA Office Area square feet. The Lessor shall 

ensure that all outlets and associated wiring used to transmit telemmmunication (voice) service to the workstation will be safely 
wncealed in floor ducts, walls, or wlumns. Wall outlets shall be provided with rings and pull strings to facilitate the installation of 
cable. 
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8. The Government reserves the right to provide its own telecommunication (voice) service in the space to be leased. The 
Government may contract with another party to have inside wiring and telephone equipment installed. Telecommunication 
switchrooms, wire closets, and related spaces shall be enclosed. The enclosure shall not be used for storage or other purposes 
and shall have door@) fitted with an automatic dead ldng  latch bolt with a minimum throw of 112 inch. 

4.22 TELEPHONE SYSTEM 
A. A dedicated telephone system shall be Installed in the Government's space by OTHERS. The Lessor shall provide 24-Hour 

HVAC in the Government's Room 96 for the main switch. Refer to the "Room 96 paragraph in the SPECiFiC ROOM 
REQUIREMENTS section of this SFO. Also refer to the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, PLUMBING 
sedion of this SFO. 

B. The Lessor shall provide coverplates capable of accommodating 2 RJ-45 jacks for each telephone outlet. The Government's 
telephone vendor shall provide the actual jacks. Coverplates shall match those provided for the electrical outlets, ligM switches, 
etc. 

C. For conduit run requirements, refer to the "SpeciBc Room Conduit" paragraph in the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBING section of this SFO. 

4.23 DATA DISTRlBUTlON 
Floor or wall outlets shall be provided on the basis of 1 per 100 ANSllBOMA Office Area square feet. The Lessor shall ensure that 
data outlets and the associated wiring wed to h n m i t  data to workstations will be safely concealed in floor ducts, walls, columns, or 
below access flooring. Wall-mounted outlets shall be provided with telephone junction boxes (2" wide x4" high) with 3/4inch EMT 
conduit stubbed above the ceiling for each outlet. Pull strings shall be provided. The Government shall at ita expense be responsible 
for purchasing and installing said cable. The Lessor shall provide coverplates which provide a grommeted opening for each data and 
panic alarm outlet. Coverplates shall match those provided for eledrical outlets, ligM witches, etc. 

4.24 TOILET ROOMS 
A. Separate toilet facilities for men and women shall be provided on each floor where occupied by the Government in the building. 

The facilities must be located so that employees will not be required to travel more than 200 feet, 0 inches on one floor to reach 
the toilets. Each toilet room shall have sufficlent water dosets enclosed with modem stall partitions and doors, urinals (in men's 
room), and hot (set in accordance with applicable building codes) and cold water. Water closets and urinals shall not be visible 
when the exterior door is open 

B. The Lessor shall take water conservation into consideration for ail plumbing iixtures installed in both public areas and 
Government-wntrolled space. 

C. Each main toilet room shall contain the following equipment: 

1. 

2. 

3. 

4. 

5. 

6. 

7. 

8. 

A mirror above the lavatory. 

A toilet paper dispenser in each water closet stall. that will hold at least 2 rolls and ailow easy, unrestricted dispensing. 

A coat hook on the Inside face of door to each water closet stall and on several wall locatlons by lavatories. 

At least 1 modern paper towel dispenser, soap dispenser, and waste receptacle for every 2 lavatories. 

A coin-operated sanitary napkin dispenser in women's toilet rooms and a waste receptacle for each water doset stall. 

Ceramic tile, recycled glass tile, or comparable wainscot from the floor to a minimum height of 4 feet, 6 Inches. 

Dlspozable toilet seat cover dispenser for each water closet stall. 

A counter area of at least 2 feet, 0 inches in length, exclusive of the lavatories (however, it may be attached to the 
lavatories) with a mirror above and a ground fault interrupt-type convenience outlet located adjacent to fhe counter area. 
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4.26 TOILET ROOMS FIXTURE SCHEDULE (OCT 1996) 
A. The toilet fixture schedule specified below shall be applied to each full floor based on one perron for each 135 ANSI/BOMA Office 

Area square feet of office space in a ratio of 50 percent men and 50 percent women: 

B. Refer to the schedule separately for each sex. 

NUMBER OF 
MEN'NVOMEN WATER CLOSETS LAVATORIES 
I - 15 1 1 

16 - 35 2 2 

3 6 - 5 5  3 3 

56 - 60 4 3 

61 - 80 4 4 

81 ~ 90 5 4 

91 - 110 5 

111 - 125 6 

128 - 150 6 

5 

5 
If 

*** 150 

In men's facilities, urinals may be substituted for 1/3 of the water 
closets specified. 

Add one lavatory for each 45 additional employees over 125. 

Add one water closet for each 40 additional employees over 150. 

* 

** 

*** 

C. For new installations: 
1. 

2. 

3. 

Water closets shall not use more than 1.6 gallons per flush. 

Urinals shall not use more than 1 .O gailons per flush. 

Faucets shall not use more than 2.5 gailons per minute at a flowing water pressure of 80 pounds per square inch (psi), 

4.26 DRINKING FOUNTAINS 
A. The Lessor shall provide, on each floor of omce space, a minimum of one chilled drinking fountain within every 150 feet, 0 inches 

oftravel distance. 

B. Ais0 refer to the "Room 62' paragraph in the SPECIFIC ROOM REQUIREMENTS Section of this SFO. 

C. Solder and flux in joining potable water supply piping shall not contain more than 0.2 percent lead, and domestic Water pipe or 
pipe fittings shall not contain more than 8 percent lead. In addition, the Lessor shaii meet standards set forth in EPA Publication 
81 2-B-94.002, April 1994, Leadin DfinMng Water Sfandam's for Schoo/q and Non-Residential Buildngs. 

4.27 JANITOR CLOSETS 
Janitor d o s t s  with arvice sink or mop basin, hot and Cold water, and ample storage for deaning equipment, materials, and supplies 
shall be provided on ail floors. Janitor ciosets shall have door@) fitted with an automatic deadlocking latch bolt with a minimum throw 
of 1/2 inch 

SFO NO. 2TXO254 
11/24/04 

FBI FIELD OFFICE INITIAL 
52 

(b) (6)



- 
6.1 QUALIN AND APPEAWNCE OF BUILDING EXTERIOR 

The space offered shall be located in a new or modern ofice building with facade of stone, marble, brick, stainless steel, aluminum, or 
other permanent materials in good condition acceptable to the Contracting ORicer. The building shall be compatible with its 
surroundings. Overall the building shall project a professional and aesthetically-pleasing appearance including an attractive front and 
entrance way. The building shall have energy-effident windows or glass areas wnsistent with the stmctural integrlty of the building. 
The facade, downspout, roof trim. and window casing are to be clean and in good wndltion. If not in a new or modern ofice building, 
the space offered shall be in a building that has undergone or will complete by occupancy, iimt-dass restoration or adaptive reuse for 
office space with modem conveniences. If the restoration work is underway or proposed, then architectural plans acceptable to the 
Contracting Officer must be submitted as part of the offer. 

6.2 CONSTRUCTION WASTE MANAGEMENT (SEP 2000) 
A. Recycling construction waste means providing all services necessary to furnish construction materials or wastes to organizations 

which will employ thesa materials or wastes in the production of new materials. Recycling includes required labor and equipment 
necesiary to separate individwl materials from the assemblies of which they form a part. 

6. The Offeror shall submit to the Government a proposal to dispose of or recycle construction waste. Where the small quantity of 
material, the extraordinarily complex nature of the waste disposal method, or prohibitive expense for recycling would represent a 
genuine hardship, the Government may permit alternative means of disposal. This requirement shall also apply to subsequent 
alterations under the lease. 

C. The Lessor shall recycle the following Items during both the demolition and construction phases of the project, subject to 
economic evaluation and feasibility: 

1. ceiling grid and tile; 

2. 

3. dud workand HVAC equipment; 

4. wiring and electrical equipment; 

5. 

6. hardware; 

7. drywall; 

6. steel studs; 

9. 

IO.  Wood; 

11. insulation; 

12. cardboard packaging; 

13. pallets; 

14. windows and glazing materials; 

15. 

16. 

D. If any waste materials encountered during the demolition or comhuction phase are found to contain lead. asbestos, 
polychlorinated biphenyls (PCEYs) (such as fluorescent lamp ballasts), or other hannfui substances, they shall be handled and 
removed in accordance with federal and state laws and requirements concerning hazardous waste. 

E. in addition to providing "one-time" removal and recycling of large-scale demolition items such as carpeting or drywall, the Lessor 
shall provide continuous facilities for the recycling of incidental construction waste during the initial construction. 

F. Construction materials recycling records shall be maintained and shall be accessible to the Contracting Officer. Records shall 
indude materials recyded or landfilfed. q u a m ,  date, and identification of hazardous wades. 

light fldures. including proper disposal of any transformers, ballasts, and fluorescent light bulbs; 

aluminum andlor steel doors and frame% 

carpet, carpet backing. and carpet padding; 

all miscellaneous metals (as in steel support frames for filing equipment); and 

a11 other flnish and construction materials. 

6.3 EXISTING FIT-OUT, SALVAGED, OR RE-USED BUILDING MATERIAL (SEP 2000) 
A. Items and materials erdsting in the offered space, or to be removed from the offered space during the demolition phase, are 

eligible for reuse in the construction phase of the project. The reuse of items and materials is preferable to recycling them: 
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however, items considered for reuse shall be in refurbishable wndition and shall meet the quality standards set forth by the 
Government in this SFO. In the absence of definitive quality standards. the Lessor shall ensure that the quality of the item(s) in 
question shall meet or exceed accepted industry or trade standards for first quality commercial grade applications 

6. The LesMr shall submit a reuse plan to the Contrading ORioer. The GDvernmenl will not pay for existing fixtures and other 
Tenant Improvements accepted in place. However, the Government vhll reimburse the Lessor, as part of the Tenant Improvement 
Allowance, the msts to repair or improve such fixtures or improvements identified on the reuse plan and approved by the 
Contracting Offtcer 

SA INDOOR AIR QUALITY DURING CONSTRUCllON (SEP 2000) 
A The Lessor shall provide to the Government material safety data sheets (MSDS) upon request for the foliowing products prior to 

their installation or use: adhesives, caullclng. sealants. insulating materials, fireproofing or firestopping materials. paints, carpets, 
floor and wail patching or leveling materials, lubricants, clear finish for woo0 surfaces, and janitorial cteaning products 

B. The Contracting Officer may eliminate from mnsidemtion produds with significant quantities of touc. Rammable. wrrosve, or 
carcinogenic material and products with potential for harmful chemical emissions. Materials used offen or in large quantities will 
receive the greatest amount of review 

C. All MSDS shall comply with Occupational Safety and Health Administration (OSHA) requirements. The Lessor and its agents 
shall mmply with all recommended measures in the MSDS to protect the health and safety of personnel. 

D. To the greatest euient possible, the Lessor shall sequence the installation of flnish materials so that materials that are high 
emitters of volatile organic compounds (VOC) are installed and allowed to cure before installing interior finish materials, especially 
soft materials that are woven, fibrous, or porous in nature, that may adsorb contaminants and release them over time 

E. Where demolition or wnstrudion work occurs adjacent to occupied space. the Lessor shall erect appropriate barriers (noise. dust. 
odor, etc.) ana take necessary steps to minimize interference with the occupants. This includes maintaining acceptable 
temperature. humidity. and ventilabon in the occupied areas dunng window removal, window replacement, or smilar types of 
work 

A final flush-out period of 48 hours to 72 hours shall be provided before occupancy The Lessor shall ventilate with 100 percent 
outside air at the recommended air change rate during installation of materials and finishes. Refer to the IateSt edition of 
ANSVASHRAE Standard 62, Ventilation for Acceplable Indoor +Vr Quality. If outside air would cause unacceptable inside 
temperature levels. humidity levels. andlor air quality. an alternate ventilation plan may be submilted to the Contracting Officer for 
approval. 

F 

5.6 STRUCTURAL INTEGRITY 
For new construction, the building shati be of sound WnstNction and shall be designed to prevent or eliminate progressive wllapse. 
Refer to the "Direct Design Method in Commentary Portion" chapter of the American Society of Civil Engineers ANSI/(ASCE) 7/95, 
Mnirnurn Dedgn Loads for Buildings and Other Sfrudures Standard. In addition, the design structure must not be subjed to 
progressive coilapse. as defined in the national code used. The failure of a beam or slab h a i l  not result in failure of the structural 
system below or in adjacent bays. In case of column failure, the damage shall be limited to the bays supported by that column 
Compliance shall be certified by a professional. licensed structural engineer. 

5.6 BUILDING: GENERAL 
A. The exterior facing of all buildings on the site shall be of the same material. 

B. Air intakes shall be located on the roof of the proposed building@) 

C. All employee entrances shall be separate from the main public entrance of the building and shall be sheltered 

D. One weatherproof quadruplex electrical outlet and hose bib shall be provided on each side of the main office building 

E. INTERNAL STAIRWELUSTAIRWELL FINISHES: 
At the Government's option, location on more than 1 floor shall require a dedicated internal stairwell, in addition to wde-required 
stairwells, within the FBI space, constructed in accordance with applicable wdes. The public shall not have access to this 
stairwell. The internal stairwell shall not be included in the total net usable square footaape provided. Cost shall be amortized in 
the rental rate. Stair finishes for all stairweils shall be carpeting or rubberized flooring 

6.7 SLAB-TOSLAB 
where the Government's space adjoins a publicarea such as loading docks or a parking garage proposed within the office building, or 
that of other building tenants, including office space proposed for building or property managers. the perimeter wails of the 
Gwernment's space shall be constructed slab-tdab. Refer to the 'Wall A7: Perimeter Wall Partition"diagram and specifications in 
the DIAGRAMS AND SPECIFICATIONS section of this SFO. Room Descriptions within the SPECIFIC ROOM REQUIREMENTS 
sections call for different types of slab-to-slab partitioning @VallTypes A2 through AS). Refer to the DIAGRAMS AND 
SPECtFiCATlONS sedion of this SFO for mnstruction details. 
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5.8 FLOORS AND FLOOR LOAD 
A. One hundred pounds per square foot (psr) live load shall be required in the general omce areas. For individual areasthat require 

greater floor load, refer to the SPECIFIC ROOM REQUIREMENTS sedionsofthis SFO. 

8. The floor shall be level affer full loading to awmmodate systems furniture. Space Saver systems. andlor intensive shelving unit 
systems. 

69 ROOFTOP ANTENNA _._ . ._ -. . -. . .. -. _. .. .. . 
A. VHFIUHF ANTENNA REQUIREMENTS: 

Space and appropriate mounting support shall also be provided on the roof for the mounting of very high frequency 
WHF) communications antennas with 22-fool. &inch vertical mast heiahts. A sDecific design intent for the VHF antenna mounting 
&&re such as a reinforced mechanical ween. mechanical penthouse wall. or I-beam-arrangement shall be proposed by the 
Lessor based upon local wde requtrements and the configuration of the roof strunure(s) Tnts design shall oe cnorainated wtth, 
and reviewed and approved by, Ihe FBI 

B. HF ANTENNA REQUIREMENTS 
A suitable location on the roof of the building shall be provided for the mounting of 1 high frequency (HF) radio antenna. The 
antenna shall be located in an open and clear area away from other antennas and structures (including the FBi's other antennas). 
The FBI will install one 35foot, 0-inch vettical whip antenna mounted on the rooflop to a steel or predrilled aluminum plate 
secured to a set of I-beams with 12 ground plane radials running along the roof outward from this mounting plate for a distance of 
33 feet, 0 inches. These radials are of # lo  copper, lie on top of the roof, and run at 3Megree angles to each other. They can be 
wvered for protedion at the Lessor's discretion. 

C. The antenna and coupler are provided and will be installed by the FBI. The mounting plate and set of I-beams shall not be 
secured to the building framework. The 35-foot, 0-inch vertical whip antenna shali require 4 guy ropes secured at 90 degrees to 
each other and wnneded to secure guy points on the roof area. An alternate melhod of guying would require 3 guy ropes spaced 
120 degrees span 

D The Lessor shall provide the guy ropes and tie down points Refer to the "Antennas Room 95 and Antenna Layout" diagrams In 
the DIAGRAMS AND SPECIFICATIONS se&on of this SFO 

E ROOF ACCESS REQU!REMENTS 
Access to the roof deck shall be through a minimum of 1 stairwell extended lo the main roof deck in the area designated for the 
installation of the FBI's antennas. The Lessor shall provide a full-size (3'-0 wide x 7-O'long) opening onto the roof. The Lessor 
shali provide a waikable roof surface for accessto each of these antennas. 

F. ROOF ELECTRICAL REQUIREMENTS: 
Outdoor weather-tight eledrical receptacles tied into the essential power system shall be provided per code at designated 
locations on the roof to support the antenna structure and installation. 

G. LOCATION: 
Room 94 shall be located on the top floor of the building. Final location shall be coordinated with the FBI. 

H. The exact location and positioning of antennagdishes and/or any required towers &all be coordinated with FBI personnel. The 
Lesor shall advise the Government in writing of any local code restridions, jurisdidions, or permit requirements which would 
impad the installation of any antennaddishes or towers on the roof of the proposed building or the site itself at the initial offer 
stage. 

Space shall be provided on the roof of the building for the mounting of &foot, &inch diameter microwave antenna(@. 
The sites that cannot provide a clear line of site path for FBI communications will not be considered. 

i. 

5.10 ACCESS TO SPACE 
No telephone service other than that required for the Government shall be permitted to pass through the FBI's space except when 
muted through building space such as electrical or telephone closets dedicated to that use. Floor and ceiling slabs contiguous to 
other tenants or public space SHALL NOT be penetrated to accommodate the installation of utilities for the FBI. 

5.11 ELEVATORS 
A. The Lessor shall provide suitable passenger and service elevator service to all GSA-leased space not having ground level access. 

Service shall be available during the hours spedfied in lhe "Normal Hours" paragraph in the SCHEDULE OF PERIODIC 
SERVICES section of this SFO. However, 1 elevator shall be available at ail times for Government use. GSA will be given 
24 hours advance notice if lhe service is to be interrupted more than 1-1R hours. Interruption shall be scheduled for minimum 
inmnvenience. 

Elevators &all conform to the cumnt edition of the American Sodety of Mechanical Engineers ANSU(ASME) A17.1, Safefy Code 
for Elevators and Escalators, except that elevator cabs are not required to have a visual or audible signal to notify passengers 
during automatic recali, and elevator lobby smoke detedors must not adivate the building fire alarm system but must signal the 
fire department of central station Service and must capture the elevators. The elevator shall be inspeded and maintained in 
accordance with the current edition of the ANWASME A17.2. Inspectors' Manual for Elevators. All elevators shall meet both the 
ADAAG and the UFAS requirements. 

B. GQQE 
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5.12 

5.13 

5.14 

C. A minimum of 1 elevator shall be provided for public access only and shall be located near the main public entrance to the 
building. As an option, traveling cables may be required; the Offeror shall provide unit cost per one &pair twisted shielded 
travelling cable to be run from the elevator cab controi panel and the elevator machine room. 

D. Additional elevators, as determined by wde, shall be restrided to employee access only and shall be located near a speclfic 
employee entrance. 

Elevators are to be equipped with telephones or other two-way emergency signaling systems. The system used shall be marked 
and shall reach an emergency wmmunimtion location staffed during normal operating hours when the elevators are in service. 

F. When Government occupancy is 3 or more floors above grade, automatic elevator emergency recall is required. 

G. SPEED: 
The passenger elevators must have a capacity to transport in 5 minutes 15 percent of the normal population of all upper floors 
(based on a minimum of 150 feet per minute). Further, the dispatch interval between elevators during the uppeak demand period 
shall not exceed 35 sewnds. 

E. SAFETY SYSTEMS 

H. ENTRANCE: 
The elevator entrance shall provide a dear opening of at least 36 inches. The inside measurement shall be a minimum of 
68"wide x5l"deep. 

I. SERVICE ELEVATOR: 
1. The building shall provide a service elevator with nominal interior dimensions of 5'-4"widex8'-4"deep with a minimum 

carrying capacity of 4,OW Ibs. Cab and door heights shall be standard. The service elevator opening shall be a minimum 
width of 54 inches dear. The service elevator shaii be equipped with overrlde control and should be capable of accepting 
the Government's access control system, wmplete wlh traveling cables. Proposals to utilize a pasrenger elevator as a 
service elevator will not be acceptable. 

LOADING DOCK 
An enclosed loading dock, capable of accommodating one 55-foot, 0 inch tractor trailer truck shall be provided. The loading dock 
shall 1) not be situated underneath the building and 2) be totally endosed by means of a lockable overhead door or other secure 
mechanism. The loading dock shaii be equipped with an adjustable automatlc hydraulic dock leveler with a shielded heavy-duty vush 
button control. Substitutions ofthe dock leveler shall be pre-approved by the Contrading Officer. 

GENERAL ARCHITECTURE EXITS AND ACCESS 
A. The building offered shall provide separate and distind publiclvisitor and employee entrances for security purposes. The prindpal 

building entrandbuiiding lobby may serve as the publidvisitor entrance; however it shall allow only limited, or wntroiled, access 
to the remainder of the tenant space In the building. Dlred access from the publidvisitor's entrance to interior building corridors, 
elevators, and stairs shall be precluded. The lobby shall be awustically and visually isolated from adjoining office space and shall 
be SuRicienUy sized. The main lobby may exceed the square footage required for Room 10 if so proposed by the Offeror; 
however, the additional square footage shall not be wnsidered usable office area footage, and rent will not be paid for the 
additional space provided. 

B. Room 9. Room 10, Room 11, Room 12, Room 13, Room 14, Room 15 functions are typically located immediately off of or 
adjacent to the main lobby for design purposes. 

C. Room 16, Room 17A and Room 178. Room 18, and Room 19 are typically located in a Secure Processing Area within the 
building for design purposes. 

D. A separate employee entrance@) shall be provided for access from outside surface and inside secured parking areas. The 
employee entrance@) shall be discreetly located a minimum of 20 feet, 0 inches from the publidvlsitors entrance for security 
purposes, 

E. Vestibules shall be provided at both public and employee entrances and exits where weather conditions and loss of 
heated/wnditioned air are important factors for consideration. Provisions shall be made for equalizing air pressure where deemed 
neceery. The doors in the vestibule at the publicentrance must be heavy-duty tempered glass. 

WINDOWS EXTERIOR -NEW CONSTRUCTION 
A. Exterior glass shall not exceed 40 percent of the exterior wall area of each bay, floor-to-floor, not including enby atrium/aIrla. Ail 

windows shall be weather-tight. 

B. All exterior windows, to indude skylights, shall provide insulated, laminated glass window units with heavy-duty aluminum frames. 
Each pane of the insulated glass unit shall wnsist of two l/Einch thick plies of annealed glass with a 30 mil polyvinyi butyral 
(PVB) interlayer ("Sager by Monsanto, "Butadte" by DuPont, or an equivalent pre-approved by the Contrading mcer). Thicker 
or more strengthened glass shall be provided for windows if remmmended by the laminated glass manufacturer. The insulated 
laminated glass shall extend into the frame rabbet a minimum of 1 inch in all diredions (head, bottom, and both sides). The top of 
the insulated glass unit shall be sealed into the aluminum frame using a strudural silicon (DOW Corning's #995, GE's SSG4000, / 

SFO NO, 2TXM54 
11/24/04 

FBI FIELD OFFICE INITIAL 
56 

(b) (6)



6.16 

or an equivalent pre-approved by the Contrading Officer) with a bead 1/4" thick x 314" deep, no more and no less. The sides and 
bottom of the insulated glass unit shall be sealed weather-tight into the aluminum frame using the manufacturer's standard 
method. The top of the aluminum frame shall be attached into the building using 1/2--inch diameter, steel screws or bolts spaced 
every 6 inches O.C. to a depth of 3inches. The sides and bottom may be attached using the manufacturer's standard method. 
Wlndow frames shall be manufacturer's heavy-duty type. Curtain wall wnstruction is not acceptable. All glazing units must be 
framed at the head diredy to building shudure and not to other horirontal frame elements. Refer to the "Security: Laminated 
Glass Window" diagram in the DIAGRAMS AND SPECIFICATIONS section of this SFO. 

WINDOWS INTaUOR 
A. Refer to the SPECIFIC ROOM REQUIREMENTS sections for specificwindow information 

B. Glass vision panelsshali be provided in some office sand rooms as indicated in the SPECIFIC ROOM REQUIREMENTS sections. 
These stationary glass view windows shall be constructed in walls where indicated on the design intent drawings. Size shall be 
4-Vwide x 3'5" long with head height at same level as adjacent door frames. The Lessor shall provide adjustable-slat window 
blinds, inside reveal on inner (occupant's) side of all view windows. 

C. Pass-through windows, measuring 4W'wide x3""long, with a didlng glass panel and IorJa'ng hardware shall be required in 
some rooms as indicated in the SPECIFIC ROOM REQUIREMENTS sections. Window hardware shall allow easy operation of 
the glass from the opened to dosed position. The Lessor shall provide a l2-inch wide shelf with plastic laminate wver at each 
window. 

D. View windows, measuring 12-3/16 wide x 12-3/16"ong, shall be provided by the Lessor and placed in designated internal room 
doors in Room 9 and Room 12. The blinds shall onen on the corridor side. not the room side Blinds shall be between insulated ~~~~~ ~~ ~~~ ~ ...... ~~~. ~ ~ r -  ~ ~ 

6mm (236)tempered clear glass on both sides The blade WlOr shall be White K-1285. Refer to the 'Windows' Room 9 Me* 
Window" diagram in the DIAGRAMS AND SPECIFICATIONS section of this SFO. 

1. Approved manufacturer or an equivalent pre-approved by the Contracting Officer. 

Vision Control Produds 
Unicel lnc. 
68 de Vaudreuil, Boucherville 
Quebec, Canada J4B 5G4 
Phone: (800) 6681580 or 

(450) 655-1 580 

E. BULLET-RESISTANT WlNDOW MATERIAL: 
1. The Lessor shall Install a UL 752, Level 111, Super Power Small Arms (SPSA), bullet-resistant fixed multi-panel transaction 

window unit. mounted a minimum of 40inches above the finished floor in Room IO. Estimate 10 feet, 0 inches length for 
wst purposes. Refer to the SPECIFIC ROOM REQUIREMENTS sections of this SFO. 

The Lessor shall install UL 752, Level 111, SPSA glazing material for bullet-resistant protection. 

Transaction window@> assemblv shall be constructed of UL 752. Level 111. SPSA. stainless steel frame installed at vertical 

2. 

3. ~ ~~~ ~ ~ ~ 

edges of bullet-resistant glazing, plastic lamlnate multi-layered base with UL 752. Level 111, SPSA. bullet-resistant material 
with a stainless steel deal tray with UL 752, Level Ill. SPSA. bullellrap 

4. The Lessor shall install UL752. Level 111, SPSA, transaction window(@ in amrdance with manufacturer's specifications. 
(Size shall be indicated but will vary with size of office and type of installation). 

Amptable manufacturers or an equivalent manufacturer providing UL 752, Level 111, SPSA, bullet-resistant protection that 
is pre-approved by the Contrading Officer: 

a. lnsulguard Corporation 

5. 

5133 Lawrence Place 
PO Box 278 

b. National Bullet Proof Inc. 
9855 S. 78th Avenue 
Hickory Hills, IL 60457 
Phone: (708) 430-3200 or 

(800) 3252648 

c. safeguard Security (Armoriex) 
4728 Goldfield 
San Antonio, TX 76216 
Phone: (512) 661-8306 

F. A transaction window, measuring 3'4Y wide x 3-6" high, tempered glass, shall be required as indicated in Room 47 in the 
SPECIFIC ROOM REQUIREMENTS sections. The Lessor shall provide a 12-inch wide shelf with plastic laminate cover, a deal 
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tray and natural voice transmission properties The transaction window may be of an integral unit assembly Refer to the 
'Wndows: Room 47 Transaction WindoW diagram in the DIAGRAMSAND SPECIFICATIONS section of this SFO. 

G. A transaction window, measuring 3'6"wide x 3'6'high, shall be provided by the Lessor in the common wail between Room 12A 
and Room 128. The window shall be tempered glass and shall have an opening of 6" wide by 2" hlgh at the center of the base of 
the window Refer to the 'Wndows: Room 12 View Window" diagram in the DIAGRAMS AND SPECIFICATIONS section of this 
SFO. 

5.16 SIGNAGE 
A. EXTERIO : 

For singletenant buildings, the Lessor shall propose and provide exterior signage for the building. Signage shall be coordinated 
with, and approved by, the FBI. 

The Lessor shall be required to provide door signage throughout the Interior space to identify all rooms or areas. The signs shaii 
be a minimum 6' wide x 4' long and at a minimum indicate room number and function name and have the capability to provide a 
Sot for removable name plates. Room names shall be coordinated with, and approved by, the FBI. The Lessor shall provide 
samples of the proposed signage for the FBI's approval. 

B. INTERiOR: 

5.47 LANDSCAPING (OCT 1996) 
Where topographical mnditions permit, the site shall be landscaped for low maintenance and water conservation with plants that are 
either native or weil-adapted to local growing condmons. The Contracting Oflicer shall approve the landsaping to be provided. 

5.18 LANDSCAPING (SEP 2000) 
A. Where conditions permit, the site shall be landscaped for low maintenance and water conservation with plants that are either 

native or wellsdapted to local growing conditions. 

8. Landscape management practices shall prevent pollution by: 

1. 

2. 

3. compostinglrecycllng ail yard waste. 

C. The Lessor shall use landscaping productswith recycled content as required by Environmental Protection Agencys (EPA's) CPG 
for landscaping products. Refer to EPA's CPG web site, w.epa.gov/cpg. 

D. The Contracting Officer shall approve the landscaping to be provided. 

employing practices which avoid or minimize the need for fertilizers and pesticides; 

prohibiting the u5e of the 2,4Di&Iorophenoxyacetic Acid (2,4D) herbicide and organophosphates; and 

6.19 FLAGPOLE 
A. The Lessor shall provide 3Rag polesat a location to be approved by the Contracting Officer. All flagswiii be provided by the FBI, 

as required. A 36-inch wide mncrete walkway from the.nearest pedestrian walkway shall be provided to the flag pole area. 
Appropriate illuminations of the flag poles shall be provided. 

B. The Lessor shall be responsible for flag display on all workdays and federal holidays. The Government will provide instructions 
when Rags must be flown at halfdf f .  
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6.1 RECYCLED CONTENT PRODUCTS (COMPREHENSIVE PROCUREMENT GUIDELINES) (SEP 2000) 
A. The Lessor shall comply to the extent feasible with the Resource Conservation and Recovery Act (RCRA), Section 6002, 1976. 

The Lessor shall use recyded content products as indicated in this SFO and as designated by the U.S. Environmental Protection 
Agency (EPA) in the Comprehensive Procurement Guidelines (CPG), 40 CFR Part 247, and its accompanying Recovered 
Materials Advisory Notice (RMAN). The CPG lists the designated recyded wntent products. EPA also provides recommended 
levels of recycled content for these products. The list of designated products, EPA's recommendations, and lists of manufacturers 
and suppliers of the products can be found at the www.epa.gov/cps/producrs.Mm web site 

B. The Offeror, if unable to comply with both the CPG and RMAN lists, shall submit a request for waiver for each material to the 
Contracting m c e r  wlth initial offers. The request for waiver shall be based on the following criteria: 

1. 

2. inadequate competition exists: 

3. 

4. 

the cost ofthe rewmmended product is unreasonable: 

items are not available within a reasonable period of time; and 

itemsdo not meet the SFCYs Derformanw standards 

6.2 ENVIRONMENTALLY PREFERABLE BUILDING PRODUCTS AND MATERIALS (SEP 2000) 
A. The Lessor shall use environmentally preferable products and materialswhere economically feasible Environmentally preferable 

products have a lesser or reduced effed on human health and the environment when wmpared lo other products and services 
that Serve the same purpose. 

Refer lo EPAs environmentally preferable products web site. w.epa.gov/opptintr/epp In general. environmentally preferable 
products and materials do one or more of the following: 

1 

2. 

3. 

4. 

B 

contain recycied material, are biobased, or have other positive environmental attr#butes, 

minimize the consumption of resources. energy, or water; 

prevent the creation of solid waste, air pollution. or water pollution; and 

promote the use of non-toxic substances and avoid toxic materials or processes 

6.3 WOOD PRODUCTS (SEP 2000) 
A. For all new installations of wood products. the Legor is encouraged to use independently certified forest products. For 

information on certification and certified wood products, refer to the Forest Stewardship Council United States web site 
(www.Scus.or@ or the Certified Forest Products Council web site (www.cetfifiedwwd.or@. 

6. New installations of wood products used under this contract shall not contain wood from endangered wood species, as listed by 
the Convention on International Trade in Endangered Species. The list of species can be found at the following web dte: 
www.ce~fiedwood.org/Resource~CiTE~ClTESContent.html. 

C. Partide board, sbawboard, and plywood materials shall wmply with Department of Housing and Urban Development (HUD) 
standards for formaldehyde emission controls. Plywood materials shall not emit formaldehyde In excess of 0.2 parts per million 
(ppm), and partldeboard materials shall not emit formaldehyde in excess of 0.3 ppm 

6.4 ADHESIVES AND SEALANTS (SEP 2000) 
All adhesives employed on this project (including, but not limited to, adhesives for carpet, carpet tile, plastic laminate, wall coverings, 
adhesives for wood, or sealants) shall be those with the lowest possible VOC content below 20grams per liter and which meet the 
requirements of the manufadurer of the products adhered or involved. The Lessor shall use adhesives and Sealants with no 
formaldehyde or heavy metals. 

6.5 INSULATION THERMAL, ACOUSTIC, AND WAC (SEP 2000) 
A. Ali insulation products shall contain recovered materials as required by EPA's CPG and related recycled content 

recommendations. 

B. No insulation Installed with this project shall be material manufactured using dtlorofluorocarbons (CFFs). nor shall CFC's be used 
in the installation of the product. 

C. All insulation containing fibrous materials exposed to air flow shall be rated for that exposure or shall be encapsulated. 

0. Insulating properties for all materials shall meet or exceed applicable industry standards. Polystyrene products shall meet 
American Society for Testing and Materials (ASTM) C57891. 
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6.6 

6.7 

6.8 

6.9 

6.10 

FINISHES AND COLOR BOARDS 
A. All required finish selection samples must be provided within 14 days of the request for such by the Contrading Officer. 

8. in place of individual samples, the Government shall require submittals of 5 complete separate color scheme proposals which 
shall lndude all interior finishes. No substitutes may be made by the Lessor after sample selection without the written approval of 
the Contracting Officer. 

C. All building finishes shall be for first d a w  modem office space 

CEILINGS 
A. Ceilings must be a minimum of 9 feet, 0 inches measured from floor to the lowest obstruction. Areas with raised flooring must 

maintain these ceiling height iimitatlons above the finished raised flooring. Bulkheads and hanging or surfacemounted light 
fixtures which impede traffic ways shall be avoided. Ceilings shall be uniform in mlor and appearance throughout the leased 
space, with no obvious damage to tiles or grid 

B. Ceilings must be a flat plane in each room and must be suspended with fluorescent recessed fixtures and finished as follows 
unless an alternate finish is approved by the Contrading Officer: 

1. 

2. 

Restrooms. plaster or painted and taped gypsum board 

Offices Conference Rooms, and Corridors. 2-0 wide x 2 - 0  deep mineral acoustical tile or lapin panels with textured or 
patterned surfam and tegular edges or an equivalent preapproved by the Contrading Officer. Tiles or panels shall contain 
recycled content. 

C. CEILING HEIGHT: 
1. Parkino Garaoe. 

a. ~~ Gerticaidearance in saparate parking garage shudure(s) shall be 1 I feet, 0 inches. 

b. if inside parking provided within the office building is being proposed for future expansion, the vertical clearance for all 
paridng garage area@) shall be 12 feet, 0 inches from the shudural floor slab to the lowest strudural element on all 
floors. All mechanical ductwork, sprinkler systems, etc., shall be installed no less than 12inches above the 
suspended ceiling. 

wlice. The building shall have a vertical clearance of at least 12 feet, 0 inches froom the structural floor slab to the lowest 
structural element on all floors. Suspended ceiling height shall be 9 feet, 0 inches throughout. All mechanical dudwork. 
sprinkier systems, etc., h a l l  be installed no iessthan 12 inches above the suspended ceiling. 

2. 

SYSTEMS FURNilURE 
Systems furniture will be utilized in the open office areas. Configuration of space owered shall facilitate the use of this type of 
furniture. R is estimated that 200 workstations will be utilized in the open areas of the office. The workstations shall typically be 
8-0" wide x 8-0 deep. Conventional furniture will be used in private offices and common areas of the office. 

SPECIALTY MILLWORK 
Custom millwork shall be Drovlded in deslanated rooms. Refer to the "Soecial" diaoramslsDecifications in the DiAGRAMS AND 
SPECIFICATIONS sedion of this SFO for hlpical wall cabinet and munter d$tails and Geufic details for the millwork required Refer 
to the SPECIFIC ROOM REQUIREMENTS sedions ofthis SFO for idenhhcation of the individual rooms 

DOORS 
A. GENERAL: 

1. All interior and perimeter doors to FBI space shall be 1-3/4inch solid wood of Awl premium quality. Hollow metal doors 
(13/4-inch) may be used on base building rooms (mechanical rooms, electrical and/or telephone closets and/or restrooms 
In the main building) as approved by the FBI. 

Door finishes shall match the building standard. 

Room 10. The Lessor shall provide a building standard 1-314inch thick, double solid wood door lobbylsuite entrance with 
appropriate locking hardware, top and bottom flush boils, at the main entrance to Room IO. 

Louvers, transoms, and sidelights are not acceptable in perimeter doors and SHALL NOT be used in conjunction with 
perimeter doors. All perimeter doom shall be equipped with panic hardware and automatic dosers consistent with local 
mdes. 

2. The Lessor shall Drovide at each Derimeter entrance door to FBI soace a wide-view. one-wav observation Deeohole. 

2. 

3. 

E. PERIMETER: 
1. 

Peepholes shall & mounted at 60 inches above the finished floor Peepholes Shall be UL listed for a 60-minute iatiig and 
pre-approved by the Contracting Officer 
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C. EXTERIOR: 
Onerior doors must be heavy-duty, full flush, hollow steel construction, solid wood, or insulated tempered glass. Wood doors shall 
be at least 1-3/4-inch thick. Exterior doors shall be weather-tight and shall open outward. Hinges, pivots, and pins shall be 
imtalled in a manner which prevents removal when the door is closed and locked. 

13. INTERIOR: 
1. All dmrs shall be Drovided as a comolete assemblv. Interior doors shall be W wide x 84" lono. Hollow core wood doors 

~~ 

are not acceptable. They must be flish. solid wooti, veneer faced, or an equivalent finish pre-approved by the Contracting 
ORicer. They will be provided at a ratio of 400. 

2. 3W Dutch doors, with latch to secure upper and lower section and shelf, shall meet the above requirements and will be 
provided at a ratio of 15,000. 

48" wide doors shall meet the above requirements and will be provided at a ratio of 12.000. 

36" wide doors with view windows shall meet the above requirements and will be provided at a ratio of 15.000. 

Double doors (6-0') shall meet the above requirements and will be provided at a ratio of 20,000 

3. 

4. 

5. 

E. BULLET-RESISTANT DOOR MATERIAL: 
1. The Lessor shall install a bullet-resistant door (UL 752, Level 111, SPSA) if located In the Same wall as the bullet-resistant 

transaction window as indicated on the design intent drawings. Refer to the SPECIFIC ROOM REQUIREMENTS sections 
of this SFO. The Lessor shall provide unit cost pricing for this door. The door shall be provided as a complete assembly. 

2. 

3. 

The Lessor shall install UL 752, Level Ill, SPSA bullet-resistant door material 

The Lessor shall install a UL 752, Level 111, SPSA, bullet-resistant metal hollow core door in accordance with manufacturer's 
specifications. 

Door hardware: Continuous hinge, deadbolt lock with cylinder, closer, and electric strike. 4. 

5. Metal door frame shall be mnstructed of #ll-gauge ballistic steel for drywall and masonry openings. Finish shall be 
standard factory finish. 

6. Acceptable manufaclurers or an equivalent manufacturer providing UL 752. Level 111, SPSA, bullet-resiidant pmtection that 
is pre-approved by the Contrading Officer: 

a. lnsulguard Corporation 
5133 Lawrence Plaoe 
PO Box 278 
Hyattsville, MD 20781 
Phone: (301) 827-8855 or 

(800) C38-6718 

b. National Bullet Proof Inc. 
9855 S. 78th Avenue 
Hickory Hills, IL €0457 
Phone: (708) 430-3200 or 

c. Safeguard Security (Armortex) 
4726 Goldfield 
san Antonio, Tx 78218 
Phone: (512) 661-8306 

(800) 323-2648 

F. HARDWARE 
1. Doors shall have door handles or door pulls with heavyweight hinges. All doors shall have corresponding door stope (wali- 

or floor-mounted). All public use doors and toilet room doors shall be equipped with kick plates on "push" side of door. All 
door entrances from public corridors and exterior doors shalt have automatic door closers. All door entrances from public 
mmdors, exterior doors, and other doors designated by the Government shall be equipped with Spin, tumbler cylinder 
locks and strike plates. All locks shall be master keyed. The Government shall be furnished with at least 2 master keys for 
each lock 

All doors, interior and perimeter. shall require cylindrical locking hardware which, unless otherwise specified, shall match the 
building standard. All locks shall be compatible with Medem, ASSA, or Schlage Primus cores. Refer to the "Door and 
Hardware: ManufacturerdFundion" specifications and the "Door and Hardware: Hardware Chart" specifications in the 
DIAGRAMS AND SPECIFICATIONS section of this SFO for 1) acceptable vendors, 2) model numbers for locking hardware 
for exterior and interior doors, and 3) a desaiption of required hardware fundions and hardware sets. During construdion, 
permanent cylinders, keyed alike, shall be installed bythe Lessor on all perimeter doors. 

Removable cores may be used ONLY on interior doors at the diwetion of the Lenor. 

2. 

3. 
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4. The Lessor shall provfde and install Sargent 8 Greenleaf (SSG) 3-position wmbination locks (SSG 8415-107 Group 1 Lock 
- strike not included; the Lessor must specify which type is needed when ordering) on designated doors in rooms identified 
in the SPECIFIC ROOM REQUIREMENTS sections. 

To wmply w,th fire and life safety codes and 10 meet FBI Security requirements, the Lessor may be required to provide Von 
Duprin Model 9857 or 9957 Three-Point Latching Devices (or an equivalent pre-approved by the Contracting ORlcer) on 
perimeter andlor interior doors designated by code as fire exits. The Government will identify those locations on the 
hardware chart. Refer to the "Door And Hardware: Hardware Chart" tn the DIAGRAMS AND SPECIFICATIONS Section of 
this SFO. The Lessor shall provide an elednc latch retradion option at all access control locations. Exterior trim for these 
doors shall be coordinated at the 35percent construction drawings stage. The Lessor shall provide doors located in 
perimeter and amustically-treated walls with amustic gaskets and automatic door bottoms to ensure the acoustical integrity 
ofthe wall. The Lessor shall provide an acoustical astragal on all perimeter and interior double doors 

Hinges shall be ball bearing fixed pin type. non-removable fixed pin type at perimeler entrance doors Door frames for 
perimeter doors shall be minimum #16-gauge metal. 

5 

6. 

7. Acces Control System. 
a. Hardware for this system (wnsisting of electric door strikes and wverplates) shall be provided by the Lessor Electric 

stnkes shall be provided at all access control locations Eledric strikes shall be 24volts dired current (VDC). fait- 
secure, Von Duprin Strike Force Series6000. VN621124124 VDC. or an equivalent pre-approved by the Contracting 
Officer. 

The Lessor shall be responsible for providing, maintaining. and replacing, the electnc strikes for the life of the lease 
The Lessor shall install Government.provided back boxes al 47 t~itilies to Ihe center of the keypad and above the 
finished floor immediately adjacent to all perimeter doorsto FBI space. 

Tne Lessor shall provide 314nch EMT mnduit from the back box to above the ceiling where it shall be stubbed off on 
the FBI's side of the wall. The Lessor shall provide unit prices for each of these items. Refer to the "Access Contror 
subparagraph in the 'Interior Conduir paragraph tn the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS. 
PLUMBING section of this SFO 

b. 

c 

G. DOORBELL SYSTEM: 
The Lessor Shall provide an audible doorbell system and intermm system with a door release control relay at a minimum of six 
locations to be designated by the FBI. The Lessor shall provide electric strikes for these remote aoor actuation release locations. 

6.11 PARTITIONS 
A. EXPANDED METAL MESH STANDARD: 

1. Spedfiwtions. 
a. Paltitions scheduled to receive expanded metal mesh shall meet American Society for Testing and Materials (ASTM) 

F1267-89, type 11, dass 1 stsndard: 

i. Size: G-gauge 
ii. Materlal: Carbon Steel 
iii. Shape: Flattened 
iv. Pattern: Diamond 
v. Dimensions: 3.20 inch maximum long width dlameter O.C. 

1.33 inch maximum short width diameter O.C. 

b. Mesh shall be inStalled to steel sluddtrack using elther screw or weld attachment. Mesh shall overlap a minimum of 
3 inches where ends do not align with studs. Mesh underlayment shall be placed on publidthreat side of wall frame. 

Swew method shall use pan head type selfdrilling wews  with minimum #8 shank allowing a minimum Il4-inch 
penetration into the steel supports. Tamper-proof fasteners can be substituted in place of pan head type screw. 

Weld method shall be 1/8" wide x l/T long fillet weld at a maximum 6 inches O.C. in use with minimum #20+auge 
steel studs and metal runners. Edge welds shall be within 2 inches of edge. 

c. 

d. 

B. BULLET-RESISTANT WALL MATERIAL IN ROOM 10: 
1. The Lessor shall install UL 752, Level Ill, SPSA Iiberglass bullet-resistant wall material the full length and breadth of 1 wall. 

Refer to the SPECIFIC ROOM REQUIREMENTS sections and the 'Wall A 2  Bullet-Resistant Partition" diagram in the 
DIAGRAMS AND SPECIFICATIONS section ofthis SFO. 

2. The Lessor shall install UL 752, Level 111, SPSA, bullet-resistant armor in accordance with manufactureh specifications. 
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3 Acceptable manufacturers or an equivalent manufacturer providtng UL 752, Level Ill. SPSA, bullet-resistant protection that 
is pre-approved by the Contradmg Officer: 

a lnsulguard Corporation 
5133 Lawrence Place 
PO BOX 278 
Hyansville, MD 20781 
Phone: (301) 927-8855 or 

(800) 638-6718 

b. National Bullet Proof Inc 
9855 S. 781h Avenue 
hickory hills. IL 60457 
Phone (708) 4303200 or 

(800) 323-2648 

c. Safeguard Security (ho r tex )  
4728 Goldfield 
San Antonio, TX 78218 
Phone: (512) 661-8306 

C. PERMANENT: 
1. Permanent partitions must be provided as necessary to surround stairs, corridors, elevator shafls, toilet rooms, janitor 

closets, and the Government-occupied premises from other tenants on the floor. They shall have a flamespread rating of 25 
or less and a smoke development rating of So or less, ASTM E-84. Stairs, elevators, and other floor openings shall be 
enclosed by partitions and have the fire resistance required by NFPA Standard 101, Life Safety Code. They shall extend 
from the strudural floor slab to the strudural ceiling slab. 

office subdividing partitions shall comply with local requirements. Partitioning must be designed to provide an STC of 40. 
Partitioning shall be installed by the Lessor at locations to be determined by the Government. The partitioning shall extend 
from the finished Roor to the finished ceiling. 

Where an existing building is being mnsidered, any demolition of existing improvements which is necessary to satisfy the 
Government's layout shall be done at the Lessor's expeme. 

Partitioning shall be provided at a ratio of 1 linear foot for each 25 ANSNBOMA Office Area square feet of space provided. 
Partitioning over interior office doors Is induded in unit cost adjustments but shall be induded as part of the annual rental 
rate 

A 2-hour rated partition shall be provided at a ratio of 1 linear foot for each 1,400 ANWBOMA Office Area square feet of 
space provided. 

Refer to the wall diagrams in the DIAGRAMS AND SPEClFlCATiONS section of this SFO 

a. 

D. SUBDIVIDING: 
1. 

2. 

3. 

4. 

5. 

Partition Type 1 shall be provided at a ratio of 1 linear foot for each 14ANSVBOMA Office Area square feet of space 
provided. 

Partition Type 2 shall be provided at a ratio of 1 linear foot for each 2,860 ANSVBOMA office Area square feet of 
space provided. 

Partition Type 3 shall be provided at a ratio of 1 linear foot for each 283 ANSVBOMA office Area square feet of space 
provided. 

Partition Type 4 shall be provided at a ratio of 1 linear foot for each 95 ANSUBOMA ortioe Area square feet of space 
provided. 

b. 

c. 

d. 

8. The partition types designated below shall have an STC of 45. Refer to the wall diagrams in the DIAGRAMS AND 
SPECIFICATIONS sedion of this SFO. 

a. Paltition Type 5 shall be pmvided at a ratio of 1 linear foot for each 43 ANSVBOMA Office Area square feet of space 
provided. 

Partition Type 6 shall be provided at a ratio of 1 linear foot for each 478 ANSVBOMA Office Area square feet of space 
provided. 

Partition Type 7 shall be provided at a ratio of 1 linear foot for each 700 ANSVBOMA Oflice Area square feet of space 
provided. 

b. 

0. 

7. 

8. 

Partitions may be prefinished or taped and painted 

HVAC must be rebalanced and lighting repositioned, as appropriate, afler installations of partitions 
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E. FOLDiNG WALL PARTITION: 
1. At the option of the Government. a folding wall partition may be required. The Lessor shail provide unit pricing in the event . .  

the Government chooses to exercise thisoption: 

Foldng Acoustfcaf Partifion Spedficefions. (NOTE: Dimensions in parenthesis indicate millimeters.) 2. 

a. 

b. 

C. 

d. 

e. 

f. 

The information provided is relative to the Modernfold, Spacesetter 200 series in order to establish a level of 
performance required by the FBI. Any vendor offering a comparable product may be utilized. 

MODERNFOLD SPACE SETTER 200 SERiES TECHNICAL DATA 
CONTINUOUSLY HINGED MODEL 263/233 

SPACESETTER 2631233 features continuously hinged panels which operate along a straight ceiling mounted track 
system. Panels are suspended from the track by trolleys utilizing precision-ground bearings for smooth, easy 
movement. 

The panels compact stack and low profile are designed to Save space. A dark bronze finish is standard on all panel 
trim. 

SPACESE'ITER 2631233 manual operation, continuously hinged, with automatic drop seals. Final closure with cam 
action trail panel. Panels center stack. 

Dimensions. 
i .  Maximum width: 38 feet. 9 inches (1 181 1) 
ii. Maximum height: 

46 STC rating is required. 

14feet; 2 inches(4318)' 

3. Arohitectura/ Guide Specifications Model 263/233. 
a. General. 

i. Related Documents: All applicable provisions of the Bidding and Contract Requirements Division 1 - General 
Requirements shall govern the work under this section. 

ii. Desaiption Of Work. The Lessor shall provide all labor, materials, necessary equipment and services to 
complete the operable wails, as indicated on the drawings, and as specified herein or both. 

iii. Quality Assurance. The operable walls herein specified shall be furnished and installed by an authorized local 
distributor licensed by the operable wail manufacturer. Local distribution is required to insure prompt project 
mordination and future customer service. 

iv. Acoustical Performance. Laboratory amustical performance of the operable wall shall have been tested in an 
independent acoustical laboratory in accordance with ASTM E90 test procedure, shall have attained an STC 
rating of no less than 46. A written test report by the test facility shall be available upon request. 

v. Submittal. Shop drawings: Submit shop drawings fully describing partition fabrication, layout and installation. 
Include details of the suppotting structure. Show all anchorage. accessory items, caulkjng. and finishes. 
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b. Product. 
i. Acceptable Manufacturer. 

ii. Operation. 

(a) Manufacturer: Modernfold, Inc. 
(b) Product: Spacesetter 2631233 Operable wall, continuously hinged panels. 

(a) Operable wall shell be a series of continuously hinged, manually operated flat panels, top supported with 
operable floor seals. Minimum forces required to operate a continuously hinged partition shall have been 
determined by an independent professional engineer on a %panel unit measuring 3T-0" w X %O"tall, 
weighing 6.7 ibs./sq.R. Said force not to exceed 25 Ibs. 
Panel hinges shall be full leaf butt hinges, attached directly to panel's metal frame. Hinges must not 
anchor into panel edge or astragal. 

Panels shall be nominal 2.75 inches (70) thick in manufacturer's standard width (four feet. 0 inches 
maximum) (1219). 
Panel skim (model 263 only) shall be of Class "A" Flame Spread Rated tackable moisture-resistant 
material, assembled lo a reinforced metal frame. 
Panel skins (model 233 only) shall be #26gauge steel laminated to a moisture resistant-material and 
assembled to a metal frame. 
Trim design shall not require or permit vertical trim on panel faces and shall with astragal seals, provide a 
minimum Yjroove" appearance at vertical joints. 
Panel weight (model 263 only) shall be 4.4 Ibs. to 9 lbsJsq.fl.(21-44 kglm-sq.) (average hanging) based 
on panel size and STC selected. 
Panel weight (model 233 only) shall be 5 Ibs. to 11 lbs./sq.R.(2454 kg/m-sq.) average hanging weight 
based on panel size and STC selected. 

Shall be factory applied, Class "A" rated material. Finish shall be: (Select one) 

(b) 

(a) 

(b) 

(c) 

(d) 

(e) 

(9 

(a) 

iii. Panel Construction. 

iv. Panel Finish. 

(i) Reinforced vinyl with woven backing weighing not less than 15 ounces per linear yard (standard). 
(ii) Acoustical, non woven needle punch carpet, with fused fibers to prevent unraveling or fray of 

material. (oational) 
(si) Wall wvenng and upholstery fabric weighing not less than 12 ounces per linear yard wlth surface 

treatment lo  resist stains (optional) 
v. Sound Seals shall be as follows. 

(a) 

(b) 
(c) 

Vertical sound seal bebeen panels (astragali). shall be required in each panel edge and be of a 
reversible tongue and grove conflguratlon permining universal panel operation. Astragals shall be steel 
for maximum durabilii and fire resistance. Rigid plastic astragals are not acceptable. 
Horizontal top seals shall be continuous contact multi-finger vinyl sweep seals. 
An automatic operable bottom seal providing 1 inch (25) minimum operating clearance and shall 
automatically drop as panels are positioned, or (optional) manually activated operable bottom seals 
providing .75 inches (19) minimum operating clearance and providing multi-position capability. 

Track shall be heat treated extruded aluminum. 
Static loading of track with brackets at 48-inch (122) centers shall show no failure of track at 500-lb 
loading at midspan. Track shall be capable of direct mounting to a wood header or shall be supported by 
adjustable steel hanger brackets mnnected to structural support by pairs of 38-inch (IO) diameter 
threaded steel rods. 
Track soffit shall be integral in mill finish aluminum and must acwmmodate termination for maximum 
sound control. 
Carriers, one &wheel, every other panel, shall be glassreinforced nylon with all-steel predsion-ground 
bearings. Steel-wheeled or reinforced nylon carriers, on aluminum track, shall not be allowed. 
Carriers shall attach to panels with a shock absorbing mounting to prevent stress to structural, ceiling, 
and carrier elements due to abusive handling of panels. 

vi. Suspension System. 
(a) 
(b) 

(c) 

(d) 

(e) 

c. installation, Execution, and Wokmanship. 
i. Preparation of opening shall be by general contractor. Any deviation of site conditions contrary to approved 

shop drawings shall be called to the attention of the architect. 
ii. Delivery to the job site shall be coordinated by general contractor. Proper storage of operable walls before 

installation and continued protection during and after installation shall be the responsibility of the general 
contractor. 

iii. Installation shall be by an authorized factory trained imtaller. Installation shall be In accordanoe with approved 
shop drawings and in accordance with ASTM E557 installation procedure. 

iv. The complete installation of the operable wall system as called for, and detailed on the drawings, shall be 
provided in strict accordance with the drawings and manufacturer's standard printed specifications, instructions, 
imtwdion, and recommendations. 

4. For further information on additional technical information contact a Modernfold distributor. To locate the nearest 
Modernfold distributor, call (800) 669-9685. 

United States: Modernfold, Inc. 
171 1 I Avenue 
New Castle. Indiana 47362 
Phone: (317) 529-1450 

PO Box 399 - Station E Canada: 
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Toronto, Ontario M6H929 
Phone: (416) 876-1662 

6.12 FLOOR COVERlNG AND PERIMETERS 
A. All submittals must be submated to the Government for review prior to ordering. A technical specification and wananty 

information sheet shall be included with all carpet proposals. The Offeror‘s initial offer shall identify a minimum of 3 carpet 
manufadurers and specific carpet proposals as required in the SFO for final selection by the Government. A mst breakdown for 
each manufacturer’s carpet selections shall be provided, along with samples which would reflect the quality of the carpets 
proposed for the facility. Installation msts shall be shown separately from the material cost. The carpets proposed and accepted 
during negotiations as well as msts shall be mnsidered binding upon the Offeror. Substitutions proposed after award will only be 
acceptable due to manufacturer unavailability or to propose a better quality carpet. All substitutiom shall be equivalent to the 
original and must be pre-approved by the Contracting Officer. 

1. 
B. CARPET - GENERAL 

Prior to occupancy, the Lessor shall provide wall-to-wall anti-static broadloom carpet in all office areas partitioned or 
unpartilioned including interior hallways and mnference rooms, unless otherwise specified. All carpet shall have a nylon 
mnstruction and inherent antistatic and stain-redstant qualities. Commercial graded vinyl cove base (minimum 1/6” 
thiclmess) shall be used In general office areas as a transition between the flooring and walls. Transition strips shall also be 
used between carpeted and vinyl tile floors. In addition, the following criteria must be met: 

a. Pile Yarn Content. Pile yarn content shall be staple filament or continuous filament branded by a fiber producer (e.g., 
Aiiied, DuPont, Monsanto, BASF), soil-hiding nylon or polyethylene terephthalate (PET) resin. 

Environmental Requirements The Lessor shall use carpet that meets the “Green Label” requirements of the Carpet 
and Rug Institute unless an exception is granted by the Contracting Officer. 

Stain Resistance: Stain resistance must be permanent and cannot be removed by mmmercial cleanlngs of abrasive 
wear. Topical stain-resistant treatments will not be acceptable. 

Static: Guaranteed for the life of the carpet. Carpet shall prevent static build-up in excess of 3.0 kV or 3.5 kV at 70°F 
and a relative humidity of 20 percent. 

Flammabiii. Carpet shall pass DOCFF-1-70 Methenamine Pill Test or an equivalent pre-approved by the 
Contracting Officer. Carpet shall meet NFPA Class 1 when tested under ASTM-E-648 gluedown. 

Lightfastness When tested under AATCC16E-1982, the AATCC Grey Scale rating of the carpet shall be 4 or better 
after 160 standard fading hours. 

Face weights: Standard office carpet shall have a minimum face weight of 26 ounces and upgraded areas a minimum 
of 30 ounces or 36 ounces (36 ounces required for cut pile). 

b. 

c. 

d. 

e. 

f. 

g. 

h. 

i 

i 

k. 

I 

m. 

n. 

SFO NO. 2TX0254 
11/24/04 

Yam manufacturers: Carpet yam shall be DuPont Antron, Monsanto Ultron, or an equivalent pre-approved by the 
Contracting Officer. 

Construction: 
i, General office. Minimum 26-02, to 26-02. face construction; loop commercial graded carpet. 

ii. Upgraded area. Minimum 3ooz. face mstfuc#on; bop, bop/cllt carpet. If solid mlored cut pile Is selected. 
carpet must have a minimum of 36-02. face weight. 

I. The minimum pile height for standard carpeting is ,187 inch and a maximum of ,281 inch. 
ii. Pile heigMs for upgraded carpet shall be a minimum of -192 Inch and a maximum of ,330 inch. 

Pile height: 

Edge Ravel: Carpet shall be guaranteed with no edge ravei or seams under normal use for a minimum of 10 years. 
Seam sealer is not required to guarantee no edge ravel. 

Secondary Backing Adhesion: A minimum warranty of 10 years shall mver the delaminations of the backing from the 
face of the carpet. This guarantee shall apply whether the carpet is Installed over a pad or diredly glued to the floor. 

Wear: Carpet shall have no more than a 10 percent face yam loss after 10 years. 

Tu!? Bind: Average tu!? bind shall be 20 Ibs. wet or dry as tested in accordance with ASTM 0-133567 or for the life of 
the carpet. 

Gauge: 5/64 or better. 

Sltches Per inch: Stitches going side to #de; 10 stitches or more per inch 

Moisture Barrier: Backing system must provide a moisture barrier in direct gluedown applidion. 

Dye method: Yarn dyeing is preferred over a solution dye method. 

FBI FIELD OFFICE INITIAL 
66 

(b) (6)



s. Cleaning: Mild detergent and water cleaning should suffice 

t. Warranty: 
i. Preference is given to carpeting that has a lifetime warranty that will wver wear, static, tun bind, edge ravel, 

and delamination. 
ii. NOTE “LIFETIME WARRANTY” REFERS TO CARPET THAT IS INSTALLED ACCORDING TO 

MANUFACWRERS SPECIFICATIONS FOR A SINGLE-TENANT THAT IS NOT REMOVED FROM THE 
AREA OF ORIGINAL INSTALLATION AND REUSED ELSEWHERE WITHIN THE SAME SPACE OR IN 
ANOTHER BUILDING. 

2. Rubber matting shall be provided in Room 6%. Refer to the “Room 62A” subparagraph in the “Room 6T’ paragraph in the 
SPEClFiC ROOM REQUiREMENTS section of this SFO. 

UPGRADED CARPET: 
The Lessor shall provide upgraded carpet in those rooms identified In the SPECIFIC ROOM REQUIREMENTS sections of this 
SFO. 

CARPET iNSTALLATION: 
Carpet must be installed in acwrdance with manufaduring instructions and by manufacturerapproved installers. Carpet must lay 
smoothly and evenly. Allowance shall be made for carpet bordew and/or carpet patterns. To allow for replacement of 
permanently stained. damaged, or prematurely wom carpeting, a 5 percent attic supply must be provided at the beginning of the 
lease. During the term of the lease this attic stock supply, less any carpet tiles used to replace worn, damaged, or permanently 
stained, must be on hand and available for installation as needed. This carpet replacemenffrepalr will be provided at no extra 
charge to the Government affer the inception of the lease. The 5 peroeni anto stock is over and above the initial cuttiwj and waste 
requirements of the initial carpet installation 

CARPET REPLACEMENT 
Carpet shall be replaced at least evev 10 yearsduring Government occupancy or at any time during the lease when 

1. 

2. 

3. 

4. 

5. 

FLOOR PERIMETERS: 

Backing or underlayment is exposed; 

There are noticeable variations in surface color or texture; or 

There are tears, rips, or other deformities that constitute, in the judgment of the Contracting Officer, a tripping hazard. 

Replacement includes both moving and returning of all furnishings, including systems furniture 

All repair and replacement work is to be done DURING working hours unless otherwise approved by the Contracting OWcer. 

Floor perimeters at paltitions must have wood, rubber, vinyl. or carpet base. Exceptions must be approved by the Contracting 
Officer. 

6.13 SPECIALTY FLOORING 
A. All submittals must be submitted to the Government for review prior to ordering. 

information sheet shall be included with all flooring proposals. 
A technical specification and warranty 

8. VINYL COMPOSlTiON TILE FLOORING: 
The Lessor shall pmvide vinyl composnion tile flooring in those rooms identified in the SPECIFIC ROOM REQUIREMENTS 
sections of this SFO. In addition, the following criteria must be met 

1. Thickness. l/Binch gauge. 

2. 

3. Comp 1 (nowasbestos). 

4. 

5. 

6. 

Federal Specificetion. Meets or exceeds SST-3128 Type iV. 

Class 2 (through pattern tile). 

PSI. Minimum of 75 psi. 

Replacement. The flooring shall be replaced by the Lessor at no cost to the Government prior to or during Government 
ormpanoy when it has curls, upturned edges, or other noticeable variations in texture. All repair and replacement work is to 
be done DURING working hours unless otherwise approved by the Contracting Officer. 

C. CONDUCTIVE ViNYL TILE FLOORING: 
The Lessor shall provide conductive vinyl tile flooring in those rooms identified in the SPECIFIC ROOM REQUIREMENTS 
sections of this SFO. In addition, the following aiteria must be met: 

1. Thickness. 1/8-inch gauge. 

2. Federal Spdfication. Meets NFPA Standard 99, StandardforHealth Care Facilities, and ASTM 150. 
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6.14 

D. 

E. 

F. 

G. 

H. 

3. 

4. 

5. 

6. 

Construction. Must wnform to Federal Specification (FS) SS-T312B. Type 111 to contain no asbestos fiber. 

static Piupensity. Less than 50 V with wnductive footwear per AATCC-134 at 20 percent relative humidity 

Installation. Adhesive shall be wndudlve epoxy cement specifically rewmmended by tile manufacturer. 

Electrical ground connection between the floor system and the external grounding system shall be provided through wpper 
foil strip embedded in wnductive epoxy adhesive and extended beyond perimeter to connect to building equipment 
grounding wndudor per the manufacturer's instrudions. 

RUBBER FLOORING: 
The Lessor shall provide Nbber flooring in those rooms identified in the SPECIFIC ROOM REQUIREMENTS sections of this SFO. 
In addition, the following criteria must be met: 

1. 

2. 

3. Thickness. Minimum thickness is '%inch. 

4. Features. Nanmarking, non absorbent, resistant to bacteria growth, and non-skid surface. 

5. Tensile strength. Minimum 550 psi. 

6. Fire Resistance. UL94HB - Passed. 

7. Awustc Rating. Superior. 

8. 

Design. Rubber RoOring shall interlock into place (no adhesive or protective watings required). 

Shepe. Tilescan be beveled or squared off. 

Composition. Post-consumer recycled SBR tire rubber "bumng" material. 

QUARRY TILE FLOORING: 
The Lessor shall provide quarry tile flooring in those rooms identified in the SPECIFIC ROOM REQUIREMENTS sections of this 
SFO. 

RAISED FLOORING: 
The Lessor shall provide raised flooring in those roomsidentified in the SPECIFIC ROOM REQUIREMENTS sections of this SFO. 

TOILET AND SERVICE AREAS: 
Terrazzo, unglazed ceramic tile, recycled glass tile, and/or quarry tile shall be used in all toilet and service areas unless another 
mvering is approved by the Contrading Officer. 

PARKING AND BAY AREAS: 
ConWete flooring shall be provided in all parking areas. Sealed concrete with epoxy paint shall be provided in all bay areas, 
where applicable. Asphalt is not an acceptable floor finish in any of these areas. 

RAISED FLOOWNG 
A. GENERAL: 

The removable free access, floating floor system consists of an assembly of panels mounted on adjustable pedestals to provlde 
an undemoor space for the accommodation of electrical wnduit The floor surface shall be high-pressure laminate. 

1. Floor Loads Flooring shall be capable of supporting a uniform iive-load minimum of 250 psf with a maximum defledion of 
0.040 inches and with permanent set not greater than 0.OlOinches. Panels, in place, shall be capable of supporting a 
1 ,OM).lb. wncmtraled load placed on 1 square inch at any location on the panel without deflecting more than 0 080 inches 
and without permanent deformation in excess of 0.010 inches. m e  floor system shall be laterally stable in all directions 
whether or not panelsare in place 

Shop DraMngs. Shop drawings shall be submitted to the Government for review prior lo  ordenng. Shop drawings shall 
show 1) layout of the work, 2) sizes and details of components, 3) typical culout delails including size and shape limitation 
specification for shop waling and method of installation; and 4) elevation of floor system. A minimum of 3 sels of quality 
shop drawings wtII be required. 

2 

B. COMPONENTS 
ComDonents shall have Dositive wntact for safe wntinuous electrical aroundina of entire floor svstem. Nonwndudive vinvl. cork. 
or other sounddeadening materials which prevent grounding of the sy;tem are'not acceptable. ' 

1. Panels. All panels shall be completely interchangeable and easily removable with a suction lifl tool. Panels shall be square 
to within a tolerance of f 0.0025 inches. The panels shall not exceed 24" wide x 24" long. Each panel shall be edge 
machined aRer casting to a tolerance o f f  0.0025 inches, with the plastic lip pressure-inserted and fastened with adhesive 
into machined recess in each panel edge for protection of floor wvering materials. m e  underside of the panel, at each 
wrner, shall have an integral female socket mount to provide for interlocking stability. The panel surface shall permit the 
use of contemporary floor adhesives. 

SFO NO. 2TX0254 
1 1 /24/04 

FBI FIELD OFFICE INiTlAL 
68 

(b) (6)



2. Pedestals. Pedestals shall conform to the panel specifications with regard to load-bearing characteristics and shall have as 
a part of their makeup a positive locking device to prevent loss of finished elevation. The pedestal base, when affixed to 
enclosure floor in an approved manner shall resist an induced movement of 1,000 inch-lbs. aRer adhesive has cured. The 
pedestals shall be of height shown and vertically We, located O.C. to conform with locklng device to prevent loss of finished 
elevation. Adjustment of the pedestal shall be provided by threaded rod member and the use of an elevating nut. The 
pedestal head of aluminum die cast comtruction provides positive interlocking of panels and pedestals to prevent lateral 
shining. The pedestal head shall be equipped with conductive vinyl grounding pad. 

Ramp. The ramp shall be furnished prefabricated construction when specified or where required under ADAAG. Structural 
characteristics shall be equal to the floating floor system. The threshold strip and ramp shall have non-slip traffic surface. 
The exposed strip and ramp shall have nonalip traffic surface. Exposed sides of ramp shall be closed with no lighter than 
#1 &gauge aluminum reinforced on back to prevent warp. The ramp shall be complete with aluminum shoes and thresholds 
when necessary to provide a smooth transition from ramp to floor levels. The ramp mu& be isolated from enclosure with 
fiberglass unistrut or an equivalent pre-approved by the Contracting Officer. 

Rails. Rails and standards shall be between l-I/Qinch to l-I/Z-inch round seamless aluminum tubing per code. Rails at 
ramp shall be sloped from horizontal rails and parallel to the incline. Maximum spacing of posts shall be 3feet, 
0 inches O.C. Rails shall be complete with anchorages, floor plates, and end caps. All joints shall be welded and finished 
texture oftubing. Flange shall be welded or bolted. FInish shall be satin. anodized. 

3. 

4. 

C. FINISHED FLOOR: 
The finished floor surface shall be smooth and uniform with all panels free of distortion. The completed floor system shall be rigid, 
free of vibration and of rocking panels. Deed load shall not exceed 6 psf, not including weight of Roor covering material. 

1. 

2. 

3. 

Floor Height. Shall be 7 inches with a minimum under floor clearance of 6 inches. 

Caster-Mounted Equipment. Shall be able to roll easily throughout the entire Roor area. 

Protection. The clean floor shall be protected with a covering of building paper, fiberboard, or other suitable material to 
prevent damage to the surface. Cutouts shall be covered with material of sufficient strength to support the loads to be 
encountered. Plywood or similar material shall be placed on the floor to serve as runways for installation of heavy 
equipment. Protection shall be maintained until the raised Roor system is accepted. 

Cleaning. The space below the completed floor shall be free of all debris. Before any traffic or other work on the completed 
raised Roor is started, the completed floor shall be cleaned in accordance with the Roof wvering manufacturefs instruction. 

Spare Panels and Pedestals. The Lessor shall provide 5 spare non-perforated panels, pedestals, and 1 double cup suction 
liff tool. 

4. 

5. 

D. CEILING. 
Ceiling height from raised floor to suspended ceiling shall be minimum 9 feet, 0 Inches. 

1. Scheduling. Interior work such as mechanical, electrical, and environmental that occurs above the ceiling line shall be 
completed before installation. HVAC shall be both installed and operating in order to maintain temperature and humidity 
requirements. 

Delivety and Storage. Material shall be delivered to the site in the manufacturer's original unopened containers with brand 
name and type clearly marked. Material shall be carefully handled and stored under cover in dry, watertight enclosures. 

2. 

6.16 WALL COVERING 
A. All submittals must be Submitted to the Government for review prior to ordering. A technical specification and warranty 

information sheet shall be included with wall wvering proposals. The Offeror's initial offer shall identify a minimum of 3 wall 
covering manufacturers and specific wall wvering proposals as required in the SFO for final selection by the Government. A cost 
breakdown for each manufacturer's wall covering selections shall be provided, along with samples that would reflect the quality of 
the wall coverings proposed for the facility. Installation costs shall be shown separately from the material cost. The wall coverings 
proposed and accepted during negOtiatiOns as well as costs shall be considered binding upon the Offeror. Substitutions proposed 
afler award will only be acceptable due to manufacturer unavailability or to propose a better quality wail covering. All subslitutions 
shall be equivalent to the original and must be pre-approved by the Contracting Officer. 

6. The Offeror shall be responsible for determining whether climate conditions affect the use of vinyl wall wvering on exterior walls. 

1. 
C. VINYL WALL COVERING: 

Wnyl wall covering shall be required throughout the office unless otherwise indicated by the Contracting Officer. In addition, 
the following criteria must be met: 

a. 

b. 

c. Warranty. 5-year manufacturers' warranty. 

Minimum of 2C-ounce vinyl wall covering. 

Type Illclass " A  flre rating. 
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d. Mildew-resistant. 

e. 

Executive Areas. Vinyl wall covering shall be required throughout the executive areas unless otherwise indicated by the 
Contracting Wcer. In addition, the following criteria must be met: 

a. 

b. 

Prior to occupancy, all restrooms (private and public) offered to comply with the restroom fixture schedule of this SFO, must 
have ceramic tile in splash areas and vinyl wall mvering not less than 22ounces per square yard as specified in 
FS CCC-W-408 on remaining wall areas or an equivalent pre-approved by the Contracting Officer. 

Prior to occupancy, 1) all elevator areas which access the Government's leased space, 2) hallways within or which access 
the Government's leased space, and 3) eating gallery areas within the Government's leased space, are to be covered with 
vinyl wall coverings not less than 22 ounces per square yard as specified in FS CCC-W-408, unless an alternate finish is 
approved by the Contracting OfRcer 

Shall contain bacleriddal additives to inhibit miaobiological growth. 

2. 

Minimum of IErounce vinyl wall covering. 

Type IlClass "A" fire rating. 

3. 

4. 

D SOUND-ABSORBING WALL COVERING 
Where sound.absorbing wall covermg 4s required, lhe follorving crltersa must be met 

1. 

2. 

3. Flammability. Class"A" Passes UBC-42-2. 

4. 

Fiber Content. Wall mvering must be 100 percent solution dyed polyester. 

Fiber WeighVrotal Weight. 13ounce minimum 

NRC. Minimum of 60 (over 5/8-inch acoustical board). 

Prior to occupancy, paint shall be required on wails in equipment rooms and general storage areas unless otherwbe 
indicated by the finish schedule as approved by the Government. 

Where feasible, reprocessed or consolidated latex paint with zero or low VOC shall be used in accordance with EPA's CPG 
on all painted surfaces. The type of paint shall be acceptable to the Contracting Offcer. The Lessor shall follow the 
manuacturer's recommendations for the application and maintenance of aif paint products. 

Paint shall be "eggshell" finish. not flat. 

Polyurethane paint (white or off-white) shall be provided in Room 59A 

E. PAINTING: 
1. 

2. 

3. 

4 

F. REPLACEMENT: 
1. Ail wall mvering is to be maintained in "ilke new" condition for the life of the lease. Wall covering must be replaced or 

repaired at the Lessof's expense. including moving and replacing furnishings, including systems furniture, (except where 
wall coverings have been damaged due to the negligence of the Government) anytime during the occupancy by the 
Government if it is tom, peeling, or permanentiy stained. Ceramic tile must be replaced or repaired if it is loose, chipped, 
broken, or permanently diswiored. All repair and replacement work is to be done DURiNG working hours unless otherwise 
approved by the Contracting Wcer. In adddion. the wall coverings in the reception area must be replaced every 3 years at 
the Lessofsexpense 

All painted surfaces, including any partitioning imtalled by the Government or the Lessor after Government occupancy, 
must be repainted DURING working hours at the Lessofs expense at least every 5 years, unless otherwise approved by 
Contracting Wcer. This includes moving and return of furnishings, including systems furniture. Public areas must be 
painted at least every 3 years 

2. 

6.16. WINDOW COVERINGS 
A. Ail submittals must be submitted to the Government for review prior to ordering. A technical specification and warranty 

information sheet shall be included with window covering proposals. 

All exterior windows shall be equipped with window blinds. The blinds may be aluminum or plastic. Aluminum slats shall be of 
I-inch width or less. The use of any other material must be approved by the Contracting Offrcer. The window blinds must have 
noncorroding mechanisms and synthetic tapes. Color selection will be made by the Contracting Wcer. 

C. Drapes and blinds shall be provided in Room 1,  Room 2, Room 5 (includes Room 3 and Room 4 if windows are present), along 
with Room 8, Room 8A. and Room IO. 

B. WINDOW BLINDS: 

D. DRAPERIES: 
1. Fabrics shall be lined with either white or off-white plain lining fabric suited to the drapery fabric weigM. Draperies shall be 

either fioor-, apron-, or sill-length, as specified by the Government, and shaii be wide enough to cover window and !rim. 
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Draperies shall be hung with drapery hooks on weil-anchored heavy-duty traverse rods. Traverse rods shall draw from 
either the center, right, or leff side. 

Construction. Any draperies to be newly installed, must be made as follows: 

a. 

b. 

c. 

d. Three-fold pinch pleats; 

e. Safety stitched intermediate seams: 

f. Matched patterns; 

g. Tacked corners: and 

h. 

2. 

Two times or two and a haif times fullness, induding overlap. side hems, and necessary returns; 

4inch double headings turned over a 4inch permanently finished stiffener; 

I-112-inch doubled side hems; Qinch doubled and blind stitched bottom hems; 

No raw edges or exposed seams. 

6.17 ACOUSTICAL REQUIREMENTS 
A. REVERBERATION CONTROL 

Ceiiingsshail have a noise reduction coemcient (NRC) of not less than 0.70 in accordanae with ASTM C-423: a ceiling attenuation 
dass (CAC) of not less than 35 in accordance with ASTM E-1414; and an articulation class (AC) of not less than 170 in 
accordancewith ASTME-1111. 

B. f\MBiENT NOiSE CONTROL: 
Ambient noise from mechanical equipment shall not exceed noise criteria curve (NC) 35 in awrdance with the ASHRAE 
Handbookof Fundamentals in offices and conference moms: NC 40 in mnidors. cafeterias. lobbies. and toilets; NC 50 in all other 
spaces. 

C. NOISE ISOLATION 
Rooms separated from adjacent spaces by ceilinghigh partitions (not including doors) shall not have less than the following noise 
isolation dass (NiC) standards when tested in acwrdance with ASTM €-Sa 
1. Training Rooms: NiC 50 

2. offices: NiC 40 

3. Conference Rooms: NiC 50 

4. Health Fadliesand Employee Lounges: NiC 50 

D I . E S m  
1 The Contrading Officer may require. at no cost to the Government, test reports by a qualified amuvticai consultant showing 

that acoustical requirements have been met 

2. The requirements of this "Amustical Requirements" paragraph shall take precedence over any additional specifications in 
thisSFOifthereisa conflict. 
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7.1 SERVICES, UTILITIES, MAINTENANCE: GENERAL 
Services, utilities, and maintenance shall be provided by the Lessor as part of the rental wnsideration. The Lessor must have a 
building superintendent or a locally designated representative available to promptly wmd deficiencies. 

7.2 NORMAL HOURS 
A. Services, utiliiies, and maintenance shall be provided daily, extending 7:OO a.m. until 6:W p.m. except Saturdays. Sundays, and 

federal holidays. 

B. The FBI maintains a 24-hour operation and access Io the buildicg(s), the space, elevators, and the parking garage shall be 
available 24 hours a day, 7 days a week. Access to the building shall be through pedestrian doors at ground level (handicapped 
accessible) and through a minimum of 2 accesslegress roll up doors leading into the parking entrance(s) to the building if parking 
is provided under or within the buitding howing the office. 

7.3 OVERTIME USAGE (SEP 2000) 
A. The Government shall have a m s s  to the leqsed space at all times without additional payment, including the use, during other 

than normal hours, of necessary services and utilities such as elevators, toilets, lights, and eiedric power. 

8. If heating or cooling is required on an overtime basis, such services will be ordered orally or in writing by the Contracting Officer or 
the GSA Buildings Manager. When ordered, services shall be provided at the hourly rate established in the contract. Costs for 
personal services shall only be included as authorized by the Government 

C. When the wst of service is $2,000 or less, the service may be ordered orally. An invoice shall be submitted to the official placing 
the order for certification and payment. Orders for services costing more than $2.000 will be placed using a GSA Form 300, Order 
for Supplies or Services. The two clauses from GSA Fon3517, General Clauses, 552.232-75, Prompt Peymenf, and 
552.232-70, invoice Requirements (VatiaUon), apply to all orders for overtime services. 

D. All orders are subjed to the terms and condiions of this lease. In the event of a conflid between an order and this lease. the 
lease shall control. 

7.4 UTILITIES 
The Lessor shall ensure that utilities necessary for operation are provided and that all assodated costs are induded as a part of the 
established rental rate. 

A. The Offeror shall specify which utilities, if any, are exduded from the rental wnsideration. If any such utilities are excluded. the 
Offeror shall obtain a statement from a registered professional engineer stating that all HVAC, plumbing, and other 
energy-intensive building systems can operate under the control conditions stated in this SFO. The statement must also identify 
ail building systems which do not wnform to the system performance values, including the "recommended or "suggested values 
of ANSUASHRAE Standard 90.1. Energy Eflident Design of New Buildings Except LowRise Residenbel Buil~ngs, or more 
restrtmve stateilocal codes. 

8. The Lessor shall provide separate meters for utilities to be paid for by the Government. The Lessor shall furnish in writing to the 
Contrading Officer, prior to occupancy by the Government, a rewrd of the meter numbers and verification that the meters 
measure Government usage only. Proratmn is not permissible. In addition, an automatic control system shall be provided to 
assure wmpliance with heating and air conditioning requirements. Refer to the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBING sedion ofthis SFO. 

7.6 UTILITIES SEPARATE FROM RENTAL 

7.6 DAYTIME CLEANING 
A. All mutine office maintenance adiities, including janitorial services, must be conducted during routine business hours of 

8:30 a.m. to 4:30 p.m. 

B. Work to be conduded outside of routine business hoursrequiresthe FBI's prior approval. 

7.7 JANITORIAL SERVICES 
A. The Lessor shall maintain the leased premises, including outside areas in a dean condition and shall provide and replace supplies 

and equipment. The Lessor shall provide permanent cleaning staff of sufficient number to adequately service a building of the 
size pmpwed by this lease. The following schedule describes the level of services intended. Performance will be based on the 
Contracting Mficer's evaluation of results, not the frequency or method of performance. 

The Lessor shall make careful seledion of janitorial cleaning products and equipment to: 

1. 

2. 

B. SELECTION OF CLEANING PRODUCTS: 

use produds that are packaged ecologically; 

use products and equipment considered environmentally beneficial and/or recycled products that are phosphate-free, 
noncorrosive, nonlammable. and fully biodegradable; and 
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3. 

4. 

minimize the use of harsh chemicals and the release of irritating fumes. 

Examples of acceptable pmduds may be found at hnp;//pub.f~.gsa.gov/envimn/clean-pro~catalog.h~l. 

C. SELECTION OF PAPER PRODUCTS: 
The Lessor shall select paper and paper produds (be.. bathroom tissue and paper towels) with recyded content conforming to 
EPA's CPG. 

D. DAILy: 
Empty trash receptacles, and olean ashtrays. Sweep entrances, lobbies, and corridors. Spot weep floors, and spot vacuum 
carpets. Clean drinking fountains. Sweep and damp mop or scrub toilet rooms. Clean all toilet fixtures, and replenish toilet 
supplies. Dispose of all trash and garbage generated in or about the building. Wash inside and out or steam dean cam used for 
collection of food remnants from snack bars and vending machines. Dust horizontal surfaces that are readily available and visibly 
require dusting. Spray buff resilient floors in main corridors, entrances, and lobbies. Clean elevators and escalators. Remove 
carpet stains. Police sidewalks, parking areas, and driveways. Sweep loading dock areas and platforms. 

E. THREE TIMES A WEEK 
Sweep or vacuum stairs. 

Damp mop and spray buff all resilient floors in toilets and health units. Sweep sidewalks, parking areas, and driveways (weather 
permitting). 

Spray buff resilient floors in secondary corridors, entrance, and lobbies. Damp mop and spray buff hard and resilient floors in 
office space. 

Thoroughly dust furniture. Completely sweep andlor vacuum carpets. Sweep storage space. Spot clean all wall surfaces within 
70 inches of the floor. 

F. WEEKLY: 

G. EVERY TWO WEEKS: 

H. MONTHLY: 

I. EVERY TWO MONTHS: 
Damp wipe toilet wastepaper receptacles, stall partitions, doors, window sills, and frames. Shampoo entrance and elevator 
carpets 

J. THREE TIMES A YEAR: 
Dust wall surfaces within 70inches of the floor, vertical surfaces, and under surfaces. Clean metal and marble surfaces in 
lobbies. Wet mop or scrub garages. 

K TWICEAYEAR 
Wash ail interior and exterior windows and other glass surfaces. Strip and apply 4 coats of flnish to resilient floors in toilets. Strip 
and refinish main corridorsand other heavy traffic areas. 

Wash all venetian blinds, and dust 6 months from washing. Vacuum or dust all surfaces in the building of 70 inches from the floor, 
inciudina IiQht fixtures. Vacuum all draDes in Diace. StriD and refinish floors in offices and secondarv lobbies and corridors. 

L. ANNUALLY: 

Shamp;o &pets in corridors, lobbies, upfront interview/reception areas, and other high traffic areas. Clean balconies, ledges, 
courts, areaways, and flat roofs. 

M. -1 
Shampoo carpets in all offices and other non-public areas 

N €.VERY FIVE YEARS 
Dry-clean or wash (as appropriate) all drapes 

0. AS REQUIRED: 
Properly maintain plants and lawns. Remove snow and ice from entrances, exterior walks, and parking lots of the building. 
Provide initial supply, installation, and replacement of ligM bulbs, tubes, ballasts, and starters. Replace worn floor coverings (this 
includes moving and return of furniture). Control pests as appropriate, using integrated pest management techniques. 

7.8 SCHEDULE OF PERIODIC SERVICES 
Within 60 days after occupancy by the Government, the Lessor shall provide the Contracting Officer with a detailed written schedule of 
afl periodic services and maintenance to be performed other than daily, weeldy. or monthly. 

7.9 MAINTENANCE AND TESTING OF SYSTEMS 
A. The Lessor is responsible for the total maintenance and repair of the leased premises in accordance with GSA Form 3517, 

General Clauses, 552.270-12. Maintenance of Building and Premises - Rlght of Entry Such maintenance and repairs include site 
and private access roads. All equipment and systems shall be maintained to provide reliable, energy+fficient service without 
unusual interruption, disturbing noises, exposure to fire or safety hazards, uncomfortable drafts, excessive air velocities, or 
unusual emissions of din. The Le=& maintenance responsibility includes initial supply and replacement of all supplies, 
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materials, and equ,pment necessary for such maintenance Maintenance, testing, and inspection of appropriate equipment and 
systems mu51 be done in aawrdance with applicable mdes. and inspection certificates must be displayed as appropriate. Copies 
of all records in this regard shall be forwarded 10 the Field Office Manager or a designated representative. 

B. wlthout any additional charge, the Government reserves the right to require dowmeniation of proper operations or testing pnor to 
occupancy of all buildmg systems to ensure proper operation. These tests shall be witnessed by a representative of the 
Contrading Ofhcer 

7.10 BUILDING OPERATING PLAN 
If the cost of utilities is not induded as pari of the rental consideration. the Gfferor shall submit a building operating plan with the offer. 
Such plan shall include a schedule of startup and shutdown tlmes for operation of each building system, such as lighting, heating, 
cooling. venhlation, and plumbing which IS necessary for the operation of the building Such plan shall be in operation on the effective 
date olthe lease 

7.11 LANDSCAPE MAINTENANCE 
Performance will be based on the Contrading Officer's evaluation of results and not the frequency or the method of performance. 
Landscape maintenance is to be performed during the growing season on a weekly cycle and will consist of watering, mowing, and 
policing area to keep it Wee of debris. Pruning and fertilization are to be done on an as needed basis. In addition. dead or dying 
plants are to be replaced. 
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L O  S A F F T Y A N D P  

8.1 CERTfFlCATE OF OCCUPANCY 
The Lessor shall provide to the Contracting Officer a wpy of the building's valid certificate of occupancy for the intended use by the 
Government. If a temporary certificate of occupancy is provided, or if the local jurisliction does not issue a certificate of occupancy, 
the Lessor shali consult the Contracting Officer to determine if other documentation may be needed to ensure the building can be 
occupied safely. 

8.2 FIRE PROTECTION AND LIFE SAFETY 
A. All nationally recognized National Model Building and NFPA Codes, and other nationally recognized wdes and standards 

referenced herein, shall reference the current edition, in effect at the time of the solicitation. 

B. The building@) offered shall wmply with the fire protection and life safety requirements of the applicable National Model Building 
and NFPA Codes. 

C. The egress requirements of NFPA Standard 101, Life Safety Code, shall be followed in lieu of the means of egress requirements 
of the applicable National Model Building Code. 

D. The building egress system shall include a minimum of two separate and remote exit stairways discharging remotely to the 
outside and accessible fmm each floor of Government occupancy. 

E. Where conflicts arise between the requirements of the National Model Building and NFPA Codes and the requirements of the 
Local Building and Fire Codes, the Contracting Officer shall be notified to determine a resolution. 

F. Prior to FBI occupancy of the building. the Lessor shall test all fire protection detection systems, suppression systems, and other 
lifesafety systems in accordance with the applicable NFPA Standards and provide written dowmentation to the Contracting 
Officer. This documentation will be reviewed by the FBI for wmpliance prior to occupancy of the building. 

8.3 SPRINKLER SYSTEM 
A. Ail buildings described in this SFO shaii be protected throughout by an automatic sprinkler system designed and installed in 

acwrdanoe with the requirements of the National Model Building Code and NFPA Standard 13. W / a t i m  of SprfnMer 
Systems. 

B. Standard response sprinklers of an intermediate temperature dassification (175°F to 225-F) shall be provided in the following 
rooms, This will include Room 44, Room 88, Room 93, Room 94, Room 95, Room 96, Room 98 (ail), Room 99A, Room SQB, 
Room 99C, Room 99D, Room 99E, Room 99G, Room 100, Room 101, and Room 102. 

C. Standard response sprinklers ofa high temperature dassiflcation (250°F to 300°F) shall be pmvided in Room 103. 

D. All sprinkler pipes entering Room 100 and Room 101 shall have a dielectrio break in the pipe at the point of egress Inside the 
room. The dielectric break shall not be greater than 6 inches in length and shall be located no more than 6 inches from the wall 
that the pipe passes through. The dielectric break shall be located entirely inside the secured room. 

E. Where applicable, fire pump installations shall be designed, insialled, tested, and maintained in accordance with the requirements 
of the NFPA Standard 20, Sfandardfor the lnstdladon of Stationary fire Pumps for Fire Protection, and Standard 25, lnspection, 
TeMng, and Maintenance of Water-Based Fire Pmteclion Systems. Electric fire pumps shall be provided with essential power 
capability. 

F. The sprinkler system design demity utilized for all storage rooms shall be Ordinary Hazard Group 2. 

8.4 FIRE ALARM SYSTEM 
A An addressable fire alarm system shall be imtalled in the building(s) in accordance with the requirements of the National Model 

Building Code and NFPA Standard 72, National Fire Alarm Code 

B. Manual fire alarm stations shall be installed in the building in accordance wim the requirements of NFPA Standard 72, National 
Fire Alann Code. Where applicable in muitiple tenant buildings, the requirement for the installation of manual fire alarm stations 
shall be at the disaetion of the Contracting ORicer. 

C. The fire alarm shall be electricaliy supervised and shall be automatically monitored by a UL listed Central Station or by the local 
fire department. 

D. Unless otherwise required by local codes, only visible fie., strobe device) alarm notification appliances are to be provided in 
building restmoms. 

8.5 EMERGENCY LIGHTING 
If battery powered emergency lighting is provided, the battery packs shall provide a minimum of 90 minutes of illumination in 
accordance with the requirements of the NFPA Standard 101, Life Safety Code. 
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8.6 

8.7 

8.8 

8.9 

8.10 

8.11 

8.12 

8.13 

MAINTENANCE AND TESTING OF FIRE PROTECTION AND LIFE SAFETY SYSTEMS 
m e  fire alarm system shall be impeded, tested. and maintained by the Lessor in accordance with the requirements of NFPA 
Standard 72, National Fire Alarm Code. The water-based fire protection systems shall be inspected, tested, and maintained by the 
Lessor in accordance with NFPA Standard 25. Inspection, Tesfing, and Malntenance of Water-Based Fire Protection System. 
Services shall include all necessary labor, materials, and equipment and shall be performed by persons 1) qualified by experience and 
training to perform the work and 2) holding a carrent license for insfallation of the systems involved. 

LIGHTNING RISK ASSESSMENT 
The Offeror shall perform a lightning risk aesessment calculation as defined by NFPA Standard 780, Standard for the Instd/ation of 
Lightning Protection Systems, for the proposed site and structure. Risk index values in the moderate-to-severe category or higher 
shall require the installation of a listed lightning protection system. The risk assessment calculation shall be submitted to the 
Contracting Officer for review at the time of the first construction drawings submission. 

OSHA REQUIREMENTS (SEP 2000) 
The Lessor shall maintain buildings and space in a safe and healthful condition according to OSHA standards 

ASBESTOS (SEP 2000) 
Tne leased space shall be free of all asbestoscontaining materials, except undamaged asbestos nooring in the space or undamaged 
boiler or pipe insulation oUlYde the space. in which case an asbestos management program conforming to EPA guidance shall be 
implemented 

INDOOR AIR OUALIN ISEP 20001 
A. 

6. 

C. 

D. 

E. 

. - -~ ----, ~~~~ 

The Lessor shall control contaminants at the Source andlor operate the space tn such a manner that the GSA indicator levels for 
carbon monoade (CO). carbon dioxide (COz). and formaldehyde (HCHO) are not exceeded. m e  indicator levels for office areas 
shall be: C O .  9 ppm tme-weighted average (TWA - &hour sample), C02 - 1,000 ppm (NVA): HCHO - 0 1 ppm (TWA). 

m e  Lessor shall make a reasonable attempt to apply insecticides, paints, glues, adhesives, and HVAC system cleaning 
compounds with highly volatile or irritating organic compounds, outside of working hours. The Lessor shall provide at least 
72 hours advance notice to the Government before applying noxious chemicals in ormpied spaces and shall adequately ventilate 
those spaces during and afler application. 

The Lessor shall promptly investigate indoor air quality (IAQ) complaints and shall implement the necessary controls to address 
the complaint. 

m e  Government reserves the right to conduct independent IAQ assessments and detailed studies in space that it ormpies, as 
well as in space serving the Government-demised area (e.g., common use areas, mechanical rooms, HVAC systems, etc.). The 
Lessor shall assist the Government in its assessments and detailed studies by 1) making available information on building 
operations and Lessor activities; 2) providing access to space for assessment and testing, if required; and 3) implementing 
corrective measures required by the Contracting Officer. 

The Lessor shall provide to the Government material safety data sheets (MSDS) upon request for the following products prior to 
their use during the term of the lease: adhesives, caulking, sealants, insulating materials, fireproofing or firestopping materials. 
paints, carpets, noor and wall patching or leveling materials, lubricants, clear finish for wood surfaces, janitorial cleaning products, 
pesticides, rodenticides, and herbicides. The Government reserves the right to review such products used by the Lessor within 
1) the Government-demised area; 2) common building areas; 3) ventilation systems and zones serving !he leased space; and 
4) the area above suspended ceilingsand engineering space in the same venflation zone as the leased space. 

RADON IN AIR (SEP 2000) 
If space planned for occupancy by the Government is on the second floor above grade or lower, the Lessor shall, prior to occupancy, 
test the leased space for 2 days to 3 days using charcoal canisters or electret ion chambers to ensure that radon in air levels are 
below EPA's action concentration of 4 pimCuries per liter. After the initial testing. a Follow-up test for a minimum of 90 days using 
alpha track detectors or electret ion chambers shall be completed. 

RADON IN WATER (SEP 2000) 
A. The Lessor shall demonstrate that water provided in the leased space is in compliance with EPA requirements and shall submit 

certification to the Contracting Officer prior to the Government occupying the space. 

6. If the EPA action level is reached or exceeded, the Lessor shall institute appropriate abatement methods which reduce the radon 
levels to below this action level. 

HAZARDOUS MATERIALS (OCT 1996) 
The leased space shall be free of hazardous materials according to applicable federal, state, and local environmental regulations 
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8.14 RECYCLING (SEP 2000) 
Where stale andlor local law, mde, or ordinance require recyding programs for the space to be provided pursuant to this SFO, the 
successful Offeror shall comply with such state and/or local law, code, or ordinance in accordance with GSA Form 3517, General 
Clauses, 552.2708. Compliance with Applicable Law. In all other ca9es. the sumssful Offeror shall establish a recycling program in 
the leased space where local marke!s for recovered materials exist. The Lessor agrees, upon request, to provide the Government 
with additional information wncerning recyding programs maintained in the building and in the leased space. 
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9.1 

9.2 

9.3 

SA 

9.5 

9.6 

ROOM 1 
A. Size: 400 square feet (SF) each 
B. Qty: 1 
C. Floor Finish: Upgraded carpet. 
0. Walls: Wall Type A5. 

ROOM 3 
A. Size: 200 SF 
B. Qty: 1 
C. Floor Finish: Upgraded Carpet. 
0. Walls Wall Type A5. 

ROOM 4 

ROOM 6 
A. Sie: 375 SF each 
B. Qty: 2 
C. Floor Finish: Upgraded carpet 
D. Wails: Wall Type A5. 

ROOM 6 
A. Size: 450 SF D i m  150 SF for waiting areas 
B. Qty: Total square footage divided iko 3 areas. 
C. Floor Finish: Upgraded carpet. 
0. Walls Wail Type A5. 

ROOM 7 
A. Size: 250 SF 
B. Qty: 1 
C. St~dural: This room will contain file cabinets. 
D. Walls: Wail Type AI .  

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE 
70 

INiTiA 
LESSOR 

(b) (6)



10.1 

10.2 

10.3 

10d 

ROOM 9 
A. Size: 150SFeach 
B. Qty: 4 
C. Walls: Wall Type A5. 
D. Windows: Inner doors to these rooms shall have 12-3/16'wide x 12-3/16"long view windows, with adjustable slat blinds (inner 

reveal). Refer to the 'Wndows: Interiot' paragraph in the GENERAL ARCHITECTURE sedion and the 'Wndows: Room 9 View 
Window" diagram in the DIAGRAMS AND SPECIFICATIONS section of this SFO. 

ROOM 10 
A. Size: 500SF 
8. Qty: 1 
C. Floor Finish: Upgraded carpet. 
D Walls -. . 

1. 
2. 

3. 

Wall Types A2 and A5. 
Wall(s) separating Room 10 horn Room 11 shall contain bullet-resistant material UL752, Level 111, SPSA up to 12 inches 
above finished ceiling. 
The walls@) shall be finished to the slab above with 3-1/2-inch sound attenuation blanket and drywall (Wall Type A2). Refer 
to the "Partitions" paragraph in the ARCHiTECTURAL ELEMENTS AND FINISHES section and the 
"Wall A2: Bullet-Resistant Partition" diagram in the DIAGRAMS AND SPECIFICATIONS section ofthis SFO. 
All other wallsof Room 10 (with the exception of perimeter walls) shall be constructed in accordance with Wall Type A5. 

Main entrance shall be minimum 72 inches double opening 1-3/4inch solid wood doors with locking hardware and upper 
and lower flush bolts on each door. Doors shall secure firmly to the floor and to the top of the door frame. The Lessor shall 
provide a unit cost for 72inch double opening glass doors. The final selection shall be at the Government's discretion. 

2. All other doors leading into FBI space from Room 10 shall be self-closingliocking. 
3. Access Control: The Lessor shall install a flush-mounted box adjacent to the entrance door for an access control system. 

The FBI will provide the box. The Lessor shall provide and install the specified electric strike. 
F. Windows: Integral reception counter/window with passthrough tray. Window shall be UL 752, Level 111, SPSA bullet resistant 

glass, fixed multi-panel transaction window, with natural voice-transmission properties. Dimensions of window shall be specified 
at the time of layout; however, this unit shall typically run the full width of 1 wall. If any door is located on the same wall as the 
bullet-resistant transaction window, the Lessor shall provide a full opaque (UL 752, Level ill, SPSA) bullet-resistant door. 

4. 
E. Doors: 

1. 

ROOM 11 
A. Size: 300SF 
B. Qty: 1 
C. Floor Finish: Upgraded carpet. 
D. Walls: Wall Type AI, with the exception of any mmmon wails with Room 10. Common walls to be wall Type A2. 
E. Special Electrical: The Lessor shall pmvide an electrically-aduated door release control at a designated receptionist location 

(minimum of 4locations). This control shall be connected to designated doors leading from Room 10 into the internal off@ 

ROOM 12 
A. Size: 150 SF each 
6. ah/: 1 
C. Walls: Wall Type A5. 
D. Windows: 

1. 
2. 
3. 

Inner doorsto these rooms shall have 12-3/16" wide x 12-3/16" long view windows, with adjustable slat blinds (inner reveal). 
Tempered glass and transaction window, measuring 3'0" wide x 4'4 long shall be provided. 
Refer to the 'Wndows: Interior" paragraph in the GENERAL ARCHITECTURE section and the 'Wndows: Room 12 View 
WindoW'diagram in the DIAGRAMS AND SPECIFICATIONS section of this SFO. 
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10.6 ROOM 13 
A SZe: The total square footage of Room 13A, Room 138, Room 13C. Room 13D, and Room 13E 
B. Qtv: 1 
C. Wills: Totally enclosed. to be divided as follows: 
D. ROOM13A 

1. Size: 150SF 
2. Qty: 1 
3. Wails: Wall Type A I  

1. Size: 600 SF 

3. Open layout. 

1. Size: 150 SF 
2. Qty: 2 
3. Walls: Wall Type A5. 
4. Windows: Inner doors to these rooms shall have 123/16'wide x 12416" long view windows, with adjustable slat blinds 

(inner reveal). Refer to the 'Wndows: Interior" paragraph in the GENERAL ARCHITECTURE section and the 'Windows: 
Room 9 view Window" diagram in the DIAGRAMS AND SPECIFICATIONS S?cUOn of this SFO. 

1. Size: 200 SF 

3. 
4. Walls: Wall Type AI. 

1. Size: 150 SF 
2. Qty: 1 
3. Walls: Wail Type A I  

E. ROOM136 

2. Qty: 1 

F. ROOM13C 

G. ROOM13D 

2. Qty: 1 
Floor Finish: Vinyi composition tile. 

H. ROOMIJE 

10.6 ROOM14 
A. Size: 600SF 
B. Qty: 1 
C. Walls: Wall Type A5. 
D. Floor Finish: Upgraded carpet. 
E. Other: Folding acoustical partition. Refer to the "Folding Wall Partition" subparagraph in the "Partitions" paragraph in the 

ARCHiTECTURAL ELEMENTS AND FINISHES section of this SFO. 

10.7 ROOM15 
A. Size: 200SF 
B. Qty: 1 
C. Floor Finish: Vinyl composition tile 
D. Walls: Wail Type AI. 
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11.1 

11.2 

11.3 

11d 

ROOM 16 
A. Size: 150SFeach 
B. Qty: 1 
C. Walls: Wall Type A5. 
D. Windows: Inner doors to these rooms shall have 12-3/16'wide x 12-3/16" long view windows, with adjustable slat blinds (inner 

reveal). Refer to the Windows Interior" paragraph in the GENERAL ARCHITECTURE section and the 'Window. Room 9 view 
Window" diagram in the DIAGRAMS AND SPECIFICATIONS sedion of this SFO. 

E. Other: The Lessor shall provide 1 handcuff bar. Refer to the "Special: Handcuff Baf' diagram in the DIAGRAMS AND 
SPECIFICATIONS section of this SFO. 

ROOM 17 
A. Size: 150 SF for Polygraph Office and 150 SF for Polygraph Examination Room (to be built as 2 rooms). 
5. Qty: 1 ofeach 
C. Walls: Wall Type A5. 
D. Special HVAC HVAC supply and return ducts shall be treated with dudsilencing material to eliminate dud noise. 
E. windows: One observation window (one-way mirror), tempered glass. mounted on common Wall of the 2rooms; 

6-0" wide x 2-0' long, mounted with base 48 inches from floor. 

ROOM 18 
A. Size: 200 SF 
B. Qty: 1 
C. Floor Finish: vinyl composition tile. 
D. Walls: Wall Type AI. 
E. Lighling: The Lessor shall provide a red "in-use" signal light outside of the door to identify when space is in use. 
F. Plumbing: The Lessor shall provide a stainless steel sink with hot and cold running water, waste and vent. 
G. Millwork: 

1. 

2. 

H. Other: The Lessor shall provide 1 soap dispenser and 1 paper towel dispenser. No mirror shall be provided in this room. 
I. Doors: 

1. 

The Lessor shall furnish and inslall counter and cabinet work. Refer to the "Special Room 18 Millwork" diagram in the 
DIAGRAMS AND SPECIFICATIONS section of this SFO. 
Countertops. Horizontal surfaces including sink counters andlor worktops shall be a solid surface material, 3/4-inch 
minimum thickness. 

Access Control: The Lessor shall instail a Rush-mounted box adjacent to the entrance door for an access control system. 
The FBI will provide the box. The Lessor shali provide and install the specified electric strike. 

ROOM 19 
A. Size: 50 SF 
B. Qty: 1 
C. Floor Finish: 4" wide Y 4" long nonakid ceramic tile. 
D. Walls Wall Type AI.  
E. Doors: Self closing and non-locking door. 
F. Plumbing: 

1, 
2. 

3. 
G. Mher: 

1. 
2. 

The Lessor shall provide 1 commode fully installed with ail appropriate supply, waste, and vent lines. 
m e  Lessor shall provide 1 ceramic sink with hot and cold running water fully ingalled with all appropriate supply, waste, 
and vent lines Faucet to be automatic. 
A floor drain with self-priming trap shall be provided. 

The Lessor shall provide 1 soap dispenser, 1 paper towel dispenser, and I toilet paper dispenser 
No mirror shall be provided in Room 19. 
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12.1 ROOM20 
A. size: ZOOSF 
E. Qty: 1 
C. walls Wall Type AI. 

12.2 ROOM 21 
A. Size: 4OOSF 

C. Open layout. 
6. Qty: 1 

12.3 ROOM22 
A. Size: 500SF 
5. Qty: 1 
C. Open layout. 

A. Size: 15OSF 
R Qty: 1 
C. Walls: Wall Type AI 

12.4 ROOM23 

12.5 ROOM24 
A. Sue: MOSF 
E. Qty: 1 
C. openlayout. 

12.6 ROOM25 
A. Size: 150 SF 
E. Qty: 1 
C.  Walls: Wall Type A I .  

12.7 ROOM26 
A. Sle: 2OOSF 
6. Qty: 1 
C. Walls Wall Type A1 . 

12.8 ROOM 27 
A. Size: 200 SF 
E. My: 1 
C. Walls: Wall Type A I .  

12.9 ROOM28 
A. Size: 1OOSf 
E. Qty: 1 
C. Open layout. 

12.10 ROOM29 
A. ROOM29A 

1. Sue: 150SF 
2. Qty: 1 
3. Walls Wall Type A5. 

9. ROOM299 
1. Size: 150 SF 
2. Qty: 1 
3. Open layout. 

12.11 ROOM30 
A. Size: ZOOSF 
6. Qty: 1 
C. Open layout. 
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12.12 ROOM31 
A. Size: 200 SF 
8. Qty: 1 
C. Walls: Wall Type A1 

12.13 ROOM32 

8. Qty: 1 
A. Size: IOOSF 

C. Waffs: Wall Type AI. 

12.14 ROOM33 
A. Size: 400 SF 
B. Qty: 1 
C. Walls Wall Type AI 

12.16 ROOM34 
A. Size: 100 SF 
8. Qty: 1 
C. Walls: Wall Type A I  

12.16 ROOM36 
A. Size: 300 SF 
B. Qty: 1 
C. Floor Finish Vinyl composition tile 
0. Walls Wall Type At. 
E. Special Electrical: The Lessor shall provide 2 levels of power strips with outlets spaced 12 inches apart. The strips are required 

on the full length of 2 walls of the room, 15 inches and 4 feet, 0 inches above the finished floor. 

12.17 ROOM36 
A. Size: 200SF 
8. my: 1 
C. Walls: Wall Type AI .  

12.18 ROOM37 
A. Ske: 1M)SF 
6. Qty: 1 
C. Open layout. 

12.19 ROOM38 
A. Size: 150SF 

C. Walls Wall Type AI .  
8. my: 1 

12.20 ROOM39 

8. Qty: 1 
C. Walls: Wall Type AI. 

A. size: 150SF 

12.21 ROOM40 
A. Size: 100 SF 

C. Open layout. 
B. Qty: 1 
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12.22 ROOM41 
A. Sue: The total square footage of Room 41A, Room 416, and Room 41C 
R~ otv: 1 -. -.-, 
C. Walls: Wall Type AI. 
D. ROOM41A 

1. Size: 150 SF each 
2. Qty: 1 
3. Walls Wall Type AI 

1. Sue: 600SF 
2. Qty: 1 
3. Open layout. 

E. ROOM41B 

F. ROOM41C 
1, Size: 150 SF 
2. Qty: 1 
3. Walls: Wall Type AI. 

12.23 ROOM42 
A. Size: The total square footage of Room 42A, Room 428, Room 42C, Room 42D, and Room 42E. 

C. ROOM42A 
B. city: 1 

I. Size: 600 SF 
2. Qty: 1 
3. Open layout. 

I. Size: 150 SF 
D. ROOM428 

2. Qiy: 1 
3. Walls: Wall Type AI. 

1. Size: 500 SF 
2. Qty: 1 
3. Floor Finish: Conductive 
4. Walls: Wall Twe AI. 

E. ROOM42C 

vinyl tile. 
.. 

F. ROOM420 
1. Size: 400 SF 
2. city: 1 
3. 
4. Walls: Wall Type AI. 

I. Size: 600 SF 
2. Qty: 1 
3. 
4. Walls: Wall Type AI. 

Floor Finish: Vinyl composition tile. 

G. ROOM42E 

Floor Finish: Vlnyl composition tile. 

12.24 ROOM43 
A. size: The total square footage of Room 43A and Room 438. 
B. Qtv: 1 
c. R O O M ~ A  

1. Size: 1,300 SF 
2. Qty: 1 
3. Walls: Wall Type A4. 
4. Doors: Removable pin hinge on inside; storeroom lockset; S8G 3-position mmbination lock. 

a. Access Control: The Lessor shall Install a Rush-mounted box adjacent to the entrance door for an access WntrOl 
system. The FBI will provide the box, The Lessor shall provide and install the specified eledrlc strike. 

Special Electrical: A 4" wide x 4" long cable tray shall be surface-mounted at 72 inches above the finished floor around the 
entire room for cable management. 
Conduit: Refer to the "Specific Room Conduit" paragraph In the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 
PLUMBING section of this SFO. 

5. 

6. 

D. ROOM438 
1. Size: 100 SF 
2. city: 1 
3. Wails: Wall Type AI 

SFO NO. 2TX0254 
1 1/24/04 

FBI FIELD OFFICE INITIALS: 
84 LESSOR 

(b) (6)



12.25 ROOM44 
A. Size: ZOOSF 
B. Qty: 1 
C. Floor Finish: Vinyl composition tile. 
D. Walls Wall Type AI. 
E. Other: No sprinkler system shall be located in this room. if sprinklers must be used, then the Lessor shall provide high 

temperature sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFETY AND ENVIRONMENTAL MANAGEMENT 
section of this SFO. 

12.26 

12.27 

12.28 

12.29 

12.30 

12.31 

12.32 

ROOM 45 
R Size: m e  total square footage of Room 45A and Room 458 
R Otv. 1 _. -., . . 
C. Walls Wall Type A I  
E. ROOM45A 

1. Size: 600 SF 
2. Qty: 1 
3. open layout. 

1. Size: 150SF 
2. Qty: 1 
3. Walls Wall Type A I  

F. ROOM458 

ROOM 46 
A. size: 150SF 
8. My: 1 
C. Wails Wali Type AI .  

ROOM 47 
A. Size: 1,000 SF 
6. Qty: 1 
C. Wails: Waii Type A I  
D. Doors: Classroom lockset; SBG %position combination lock. 
E. Windows: The Lessor shall provide one 3'-0 wide x 4-O'iong transadion window in 1 wail of this room. The window shall have a 

riinch opening at the bottom and shall have voice-transmission capability. The window shall be installed 42 inches above finished 
floor. The window shall have shutter and locking hardware which will seal window opening in the closed position after hours. 
Refer to the 'Windows Room 47 Transaction Window diagram in the DIAGRAMS AND SPEClFlCATiONS section of this SFO. 

ROOM 48 
A. Size: 200 SF 
6. My: I 
C. Walls: Wail Type A I  

ROOM 49 
A. Size: 150SF 
6. aty: 1 
C. Floor Finish: Wnyl composition tile. 
D. Walls: Wail Type AI .  

ROOM 50 
A. Size: 300SF 
6. Qty: 1 
C. Floor Finish: Vinyl composition tile. 
0. Walls: Wali Type AI .  

ROOM 51 
A. Size: 200 SF 
8. Qty: 1 
C. Location: Totally separate access from outside of the building. No access shall be provided to this room from within the building. 

D. Floor Finish: Wnyl composition tile. 
E. Walls: Wall Type A4. 
F. Ventilation: A separate heatinp. ventilation, and air conditioning system shall be provided for this room. Self contained units may 

be proposed. 
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12.33 ROOM52 
A. Size: 450 SF 
8. Qty: 1 
C. Open layout. 

12.34 ROOMS3 
A. Size: See the "Qty:"subparagraph. 
B. Qty: 2@500 SF 
C. Walls Wall Type AI .  

12.35 ROOM54 
A. Size: 400 SF each 
B. Qty: 7 
C. Walls Wail Type A I  

12.36 ROOM55 
A. Size: 150 SF 
8. Qty: 1 
C. Wails: Wall Type A5. 

12.37 ROOM56 
A. Size: 600 SF 
8. Qty: 1 
C. Floor Finish: Wnyl composition tile. 
D. Wails: Wail Type AI. 
E. Special Uectricai: Minimum of three 4-foOt, &inch long circuit strlps mounted 42 inches above finished floor. with circuits spaced 

6 inches apart. 

12.38 ROOM57 
A. Slze: The total square footage of the Squad Supewisor's Offce(s), the Squad Rooms, the Workbox Rooms, the Dictation Rooms, 

and the Acwuntlng Workroom Room 57A, Room 578. Room 57C. Room 570, and Room 57E. 
B. Qty: See below subparagraphs. 
C. ROOM57A 

1. Sle: 200SFeach 
2. Qty: 10 
3. Walls Wall Type A I  

1. Size: 13,500 SF 
2. Qty: 1 
3. 

1. Sue: 100SFeach 
2. My: 10 
3. Floor Finish: Wnvl wmoosition tile. 

D. ROOM576 

Open layout. Rooms will be dispersed throughout office space. 
E. ROOM57C 

4. 

1. Size: 100SFeach 

walls wail ~ype '  AI. ' 

F. ROOM570 

2. Qty: 10 
3. Walls: Wall Type AI. 

1. Size: 400 SF 
2. My: 1 
3. Walls Wall Type A I  

G. ROOM57E 
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12.99 ROOM58 
A. Size: The total square footage of Room 58A and Room 588 and Room 58C and Room 580. 
R my' 1 -. __, . . 
C. Walk: Wall Type A1 
D. ROOM58A 

1. Size: 100 SF 
2. m 1 
3. Wilis: Wail Type AI. 

1. Size: 4OOSF 
E. ROOM588 

2. my: 1 
3. Walls: Wall Type AI .  

1. Size: 600 SF 

3. Floor Finish: Vinyl composition tile. 
4. Walls Wall Type A4. 
5. Doors Removable pin hinge on inside; storeroom lockset; S&G %position combination lock. 

a. Access Control: The Lessor shall instail a Rushmounted box adjacent to the entrance door for an access control 
system. The FBI will provide the box. The Lessor shall provide and install the specified electric strike, 

Windows: The Lessor shall provide one 4-0" wide x 3'6' long pass-through window w.h locking hardware (to be depicted 
OR the layout). Refer to the 'Windows: Interior paragraph in the GENERAL ARCHiTECTURE section of this SFO. 
Structural: 200 psf live load required. 

F. ROOM58C 

2. my: 1 

6. 

7. 
1. Size: 150 SF 

3. Wails: Wall Type A I  
2. clty: 1 

12.40 ROOM59 
A. Size: Layout to be done once the building has been selected, but typical layout is detailed in the "Special: Room59 

diagramdspeciflcations in the DiAGRAMS AND SPECIFICATIONS section of this SFO. The total quare footage of 
Room 59A, Room 596. Room 59C. Room 59D, and Room 59E. 

8. Qty: 1 
C. General Requirements: 

1. Walls: Wall Type AI, with the exception of Room 59A, which shall be slab-to-slab drywall mnstruction. Refer to the 
"Special: Room 59" diagrams/spec&ationitications in the DIAGRAMS AND SPECIFICATIONS section of this SFO for typical 
layout. 

2. Special HVAC: 
a. Dedicated 24Hour HVAC system required. This system SHALL NOT be connected to the ESSENTIAL power 

system. 
b. Darkroom shall be exhausted directly to the outdoors via a separate exhaust fan or building's general exhaust system 

but shall maintain positive air pressure. Positive air pressure shall be maintained throughout the space with 8 air 
changes per hour. 

0. Humidity shall be maintained to 50 percent, i5'percent year round. Temperature shall be maintained to 75°F f5"F 
year round. 

Special Electrical: The Lessor shall imtall multi-outlet power strips above all countertops. 
Millwork: The Lessor shall provide base and wall cabinets. The design shaii be coordinated with, and approved by, the FBI 
before construction. Refer to the "Special: Room 59" diagramslspecifications in the DIAGRAMS AND SPECiFiCATlONS 
section of this SFO for typical cabinetry elevations and specifications. The Lessor shali provide regular kitchen-styie cabinet 
blocking in those walls where wail-hung cabinetry shall be installed. 

3. 
4. 
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D. ROOM59A 
1. Size: 200 SF 
7 M v . 1  -. -.I. . 
3. Floor Finish Quarry tile and cove, grouted with epoxy and sealed. Floor shall be graded to floor drain in center of 

Room 59A. 
4. Walls Wall Type A4. 
5. Special Electrical: 

a. All electrical shall be ground fault interrupter (GFI) protected as required by code. 
b. The Lessor shall provide a minimum of 1 dedicated 120 V, 20-amp, 2 pole, 3-wire ground outlet next to sink for liford 

processor in Room 59A. The Lessor shall provide NEMA 5-20R receptacle. 
c. The Lessor shall provide 1 wali-mounted I201208 V, single-phase, 3-wire, pius ground &amp fused disconnect if 

designated in layout for fuhlre equipment. 
d. The Lessor shall provide a minimum of 1 (or more) separately switched. flush-mounted, 115 V duplex receptacles in 

Room 59A ceiling, centered in front of the sink. 
e. The Lessor shall provide and instail 1 photographic safelight. Refer to the "Special: Room 59' 

diagramslspedfications in the DIAGRAMS AND SPEClFiCATlONS section of this SFO. 

The Lessor shall provide a red "in-use" signal Iight(s) outside of Room 59A door to identify when space is in use. 

6. Lighting: 
a. I All iighiing in Room 59A shall be INCANDESCENT ONLY. 
b. 

7. Special Plumbing: 
a. The Lessor shall provide a minimum of one 2-inch floor drain, one 1-1/2-inch wall drain and associated hot and cold 

water supply l i n k  for 1 photagraphic sink and photographic equipment. The drain for the sink shall be located 
12 inchesto 18 inches above the floor directly behind the sink. The sink shall be furnished, assembled, and installed 
by the Lessor. including filter housings, etc. The sink shall come equipped with an eyewash. The eyewash shall be 
connected to mid water only. Refer to the "Special: Room 5 9  diagramdspecifmtions in the DiAGRAMS AND 
SPEClFiCATlONS section of this SFO. 

b. Cold incoming water shall be 75°F S F  at 5 gallonslminute. 
c. Hot incoming water shall be 120-F t5"F at 5 gailondminlrte 
d. The Lessor shall provide a thermostatic valve to maintain a set temperature. 
e. Water supply lines to the sink shall be 1/2-inch copper or better, terminated with shutoffs located 1 foot, 0 inches 

above floor level diredly behind the sink. (May be extended out of wall no more than 1 foot, 0 inches above floor). 
f. All drains shall be add-resistant PVC or better. 
Code-Required Equipment: If local code requires the installation of any additional equipment required for effluent discharge 
(Le.. neutralizing tanks), or a humidifier is to be provided, the Lessor shall provide all components and shall be responsible 
for its servicing and maintenance. The placement of this equipment shall be determined by the Government during the 
construction dowment review phase. 
Doors: The Lessor shall provide and instaii 1 light-tight revolving door. The door fits a standard 36-inch rough opening and 
altaches to the frame from outside the room with a light barrier, allowing the door to pop out. The Lessor shall install a 
1" wide x 6 long wood frame opening to attach breakaway hardware provided with the revolving door. Refer to the 
"Special: Room 59' specifications in the DIAGRAMS AND SPEClFlCATiONS section of this SFO for details and ordering 
information. 

1. Size: 700SF 
2. Qty: 1 
3. Open layout. 
4. Special Electrical: 

8. 

9. 

E. ROOM595 

a. Each power strip shall provide a dedicated shielded circuit. The Lessor shall provide one 1201208 V, single-phase, 
%wire plus ground, 30-amp fused disconnect for Mure equipment. 

b. Center cabinets shall have power strips asweii. 
Lighllng: Lights shall be separately switched from the rest of the Center to allow lighting to be turned off in this area 
Millwork: The Lessor shall provide a work munter with cabinets and drawers. 

5. 
6. 

F. ROOM59C 
1. Size: 250SF 
2. Qty: 1 
3. 
4. Walls: Wail Type A I  

1. Size: 150SF 

Floor Finish: Vinyl composition tile. 

G. ROOM59D 

2. Qty: 1 
3. Wails: Wall Type AI. 

1. Size: 200 SF 

3. 
4. Walls: Wail Type AI .  

H. ROOM59E 

2. My: 1 
Floor Finish: Vinyi composition tile. 

12.41 ROOM60 
A. Size: 50SF 
B. Qty: 1 
C. Floor Finish: 4 wide x 4'iong non-skid ceramictile. 
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D. Walls: Wall Type AI. 
E. ~oors:  Self closing and non-loddng door 
F. Plumbing: 

1. 
2. 

3. 
G. Other: 

1. 

m e  Lessor shall provide 1 mmmode fully imtalled with all appropriate supply, waste. and vent lines. 
The Lessor shall provide 1 ceramic sink with hot and cold running water fully installed with all appropriate supply, waste, 
and vent lines. Faucet to be automatic. 
A floor drain with self-priming trap shall be provided. 

The Lessor shall provide 1 soap dispenser. 1 paper towel dispenser. and 1 toilet paper dispenser. 

12AZ ROOM61 
A. Size: See the "Qty:" subparagraph. 
E. Qty: 1 @ 400 SF; 1 @ 200 SF 
C. Floor Finish: Wnyl composition tile. 
D. Walls Wall Type AI. 
E. Special Electrical: The Lessor shall provide eight 115/20A separate-line eiedrical outiets per room. 
F. Plumbing: 

1. 

2. 

I. 

2. 

H. Other: The Lessor shall provide 1 paper towel dispenser in each room. 

The Lessor shall provide 1 stainless steel sink with hot and cold running water, fully installed with all appropriate supply, 
waste, and vent lines. 
The Lessor shall provide 1 commercial, heavyduty garbage disposal in each room 

m e  L e m r  shall provide a plastic laminate counter, base and upper cabinet work. Refer to the "Special: Room 61 
MillworK diagram in the DIAGRAMS AND SPECIFICATIONS section of this SFO. 
The Lessor shall provide a cBramic tile backsplash the entire length of the counter with the height extending to the upper 
cabinet. 

G. Millwork: 
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12.4s ROOM62 
A. Sue: 3,300 SF 
B. my: 1 
C. Walls Totally enclosed, to be divided as follows: 
D. ROOM62A 

1. Size: 2,200 SF 

3. Floor Finish: Colored, patterned, rubber floor system, specifically designed for physical fitness facilities similar to Hid-N-Lok 
by Pawling Cop. or an equivalent pre-approved by the Contrading Officer. 

2. my: 1 

4. Walls Wail Type A4. 
5. StNctUraI: SDedal floor load conSiderations may be rewired to ammmodate weight machines andlor free weights. 
6. Ceilings: Ceiing tile shall be moisture-resistant. 
7 Other: 

a. 
b. 
c. 

Mirrors The Lessor shall provide 1 full-length mirror (safety glass) mounted on the full length and height of 1 wall. 
Equipment shall be provided by the Government based on layout of exercise room. 
Wall-mounted televisions shall be provided by the Government. The Lessor shall provide the mounting support and 
electrical outlet with 3/4-inch conduit for cable television for each television indicated on the lavout 

E. ROOM628 
. . -. . _. . 
2. Qty: 1 Men's Room and 1 Women's Room 
3. Floor Finish: 4" wide x 4" long non-sldd ceramic tile with a minimum of 1 floor drain In each room. Floors shall be doped to 

drain. 
4. Walls 

a. 
b. 

c. Wall covering: Ceramictile full-height. 
5. Ceilings: Sanitary moisture- and mildew-resistant acoustical ceiling tiles in accordance with local codes. 
6. Speaal HVAC: The Lessor shall provide supplemental ventilation and exhaust in Room 62A and Room 628. The Leaor 

shall provide commercial, heavyduty exhaust fans with a minimum of 10 air changes per hour. Exhaust shall be vented 
diredy to the outside through the roof 

7. Plumbing: 
a. 

b. Men's Room: 
i. The Lessor shall provide 2 commodes. 2 urinals, and 2 stainless steel sinks equivalent to building standard, 

fully instalied with all appropriate supply, waste, and vent lines. All drains shall have self-priming traps. 
Ii. The Lessor shall provide a minimum of 2 of the following: soap dispensers, toilet paper dispensers, paper towel 

dispensers, and fuli-size mirrors. Clothee hooks shall be provided immediately adjacent to each shower stall 
with a minimum of five in the area. 

iii. The Lessor shaU provide 3 shower stails. fully installed with all appropriate fixtures, supply, waste, and vent 
lines. All drains shall have self-priming traps. Shower stalls shall minimally be of integral construction, 
minimally 50" wide x 5-0'' deep x 6'45' long, fiberglass reinforced polyester, with a single lever hot-cold shower 
valve and adjustable shower head. One shower stall shall comply with ADAAG. 

iv. Doors Doors to shower stalls shall be bi-fold with frosted safety glass. rigid Plexiglas, or an equivalent 
pre-approved by the Contracting Officer. 

i. The Leaor shall provide 3 commodes and 2 stainless steel sinks equivalent to building standard, fully installed 
with all appropriate supply and waste lines. All drains shall have self-priming traps. 

ii. The Lessor shall provide 1 sanitary napMn dispenser and a minimum of 2 of the following: soap dispensers, 
toilet paper dispensers, paper towel dispensers, and full-size mirrors. Clothes hooks shall be provided 
immediately adjacent to each shower stall with a minimum of five in the area. 

iii. The Lessor shall provide 3 shower stalls, fully installed with all appropriate fi*ttIres, supply, waste, and vent 
lines. All drains shall have self-priming traps. Shower stalls shall minimally be of integral construction, 
minimally 5-0 wide x 9-0 deep x 6'5-5" long, fiberglass reinforced polyester, with a single lever hot-cold shower 
valve and adjustable shower head. One shower stall shall comply with ADAAG. 

iv. Doors: Doors to shower stalls shall be bi-fold with frosted safety glass, rigid Plexiglas, or an equivalent 
pre-approved by the Contracting Officer. 

Totally endosed areas for adjoining male and female shower and facilities. 
Walls shall be MnStNded in accordance with local codes. All handicapped accessibility requirements shall be met in 
the toilet and room areas. 

The Lessor shall provide a wmmerdal, heavyduty hot water heater to service the rooms. The Lessor shall be 
responsible for sizing of the hot water heater. 

c. Women's Room: 

d. 
0. Other: 

a. 

The Lessor shall provide 1 water fountain within Room 62A. 

The Lessor shall provide and install approximately 50 metal lockers and wood benches. The FBI shall make final 
seledion based on the Lessots proposal. Refer to the "Special: Lockers" specifications in the DIAGRAMS AND 
SPECIFICATIONS section of this SFO for specifications. 
Partitions surrounding the toilet facilities shall minimally be of sanitary construction, easily cleaned, moisture- and 
mildew-resistant. The building standard toilet partitions shall be reviewed for suitability. 
All bathroom fixtures and stall partitions shall be wall-hung. 

b. 

c. 
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12.44 ROOM63 
A Sue: The total square footage of Room 63A and Room 638 
8. Qty: 1 
C. ROOM63A 

1. Sue: 6OOSF 
9 nw I -. -., . . 
3. Walls Wall Type A5. 
4. Special Electrical: The Lessor shall provide 1 flush, fioor-mounted electrical quadruplex outlet, and/or 1 flush, 

ceilingmounted quadruplex outlet for Government-provided projection equipment. The Lessor shall provide required 
blocking and shall install the projection equipment. 

5. Spectal Lighting: The Lessor shall provide 0 percent to 1W percent dimmable fluorescent lighting fixtures. 
6. Other: If a window location is chosen, the Lessor shall provide both blinds and blackout drapes. 

1. Size: IOOSF 
2. Qtv: 1 

D. ROOM638 

3. 
4. Walls: Wall Type A I  

Floor Finish: Mnyl wmposltlon tile. 

12d5 ROOM64 
A. Size: 6 0  wide x 3 0  deep (each) 
B. Qty: 15 

1. 
C. Walls: Wall Type A7. 
0. Doors: Building standard doors. 
E Millwork: 

Coat closets shall accommodate a total of 275 employees 

1. 
2. 

3. 

Chrome wat rod shall be installed 66 inches above the finished floor with partial length to meet ADAAG. 
One 12' wide x 3/4" deep pre-milled particle board hat shelf shall be Installed above the mat rod with partial length to meet 
ADAAG. 
Intermediate support brackets for shelf and rod shall be imtalled as required. 
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1246 ROOM65 
A. Size: The total quare footage of Room 65A and Room 65B. 
8. Qty: 1 
C. ROOM65A 

1. Sie: 1,200 SF 
2. Qty: 1 
3. Floor Finish: Upgraded carpet. 
4. Walls: Wail Type A5. 
5. Condult: Refer to the “Specific Room Conduir‘ paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 

PLUMBING section ofthis SFO. 
D. ROOM658 

1. Size: 300 SF 
2. Qty: 1 
3. Floor Finish: Upgraded carpet 
4. Walls Wall Type A5. 
5. Windows: The Lessor shall Drovide one 4-0 wide x 3’18“ Ions glass vision Panel between this room and Room 65 (to be 

depided on the layout). Refe; to the ‘Windows: InIwioY paraigph in the GENERAL ARCHITECTURE section of this.SF0. 

12d7 ROOM66 
A. Size: The total square footage of Room 66A and Room 668 
8. Qty: 1 
C. ROOM66A 

1, Size: 200 SF 
2. Qty: 1 
3. Walls: Wall Type A I  

1. Size: 500 SF 
2. Qty: 1 
3. Open layout. 

D. ROOM668 

12.48 ROOM67 
A. Size: 600SF 
B. My: 1 
C. Walls: Wall Type A I  
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12.4s ROOM68 
A. Size: The total square fOObge of RoWn 68A. Room 68B, ROOITl68C. Room 680. Room 68E, Room 68F. Room 686, Room 68H. 

and Room 681. 
8. Qty: 1 
C. Walls Totally enclosed. to be divided as follows: 
D. ROOM68A 

1. Size: 100 SF 
2. Qty: I 
3. Walls: Wail Type AI.  
4. Doors: 

a. 
b. 

Entrance doors from public comdor to Room 10 shall be minimum 3 feet, 6 inches wide. 
Entrance from Room 10 to treatment corridor shall be a cased opening not less than 3 feet, 6 inches wide. 

E. ROOM688 
1. Size: 150SF 
2. Qty: 1 
3. Walls Wail Type AI .  

1. Size: 100 SF 
F. ROOM66C 

2. Qty: 1 
3. 
4. Walls Wall Type AI. 
5. Plumbing: 

Floor Finish: Vinyl composition tile. 

a. The Lessor shall provide 1 stainless steel sink with hot and cold running water fully installed with all appropriate 
supply, waste, and vent lines, provided to a single-lever fixture. The sink shall be installed at one end of the 
countertop. 

Millwork: The Lessor shall provide 6 linear feet, 0 inches of base cabinetry and piastic laminate countertop. The Lessor 
shall alw provide 6 linear feet, 0 inches of cabinetry on the wall above. 

6. 

G. ROOM68D 
1. Size: 55SF 

3. 
4. Walls Wall Type AI. 
5. 
6. 

2. 0,: 1 
Floor Finish: Vinyl composition tile. 

Special Electrical: Two duplex outlets, 30-amp service for autoclave and sterilizer. 
Millwork: The Lessor shall provide a plastio laminate munter with a 2-compartment stainless steel sink recessed at top, 
base cabinet below. Counter length shall depend upon size of utility room and will be determined at the time of layout. 

H. ROOM68E 
1. Size: 75 SF each 
2. Qty: 2 
3. 
4. 

1. Size: 15SF 

3. 
4. Walls: Wall Type AI. 

1. Size: IOSF 

3. 
4. Wails: Wail Type AI. 
5. 

1 Size 50SF 

Floor Finish: Wnyl composition tile. 
Walls: Wall Type A1 . 

I. ROOM68F 

2. My: 1 
Floor Finish: Vinyl composition tile. 

J. ROOM66G 

2. Qty: 1 
Floor Finish: Mnyl composition tile. 

Millwork: The Lessor shall provide 6 SF of shelving for storage of linens 
K ROOM68H 

~ ~ ~ 

2. Qty: 1 
3. Floor Finish: Ceramic tile. 
4. Walls: Wall Type AI. 
5. Doors Self-closing door. 
6. Plumbing: 

a. 
b. 

c. 
7. Other: 

a. 
b. 

Size: 120 SF of circulation 
a. 

The Lessor shall provide 1 commode fully installed with all appropriate supply, waste. and vent lines. 
The Lessor shall provide 1 sink with hot and cold running water fully installed with all appropriate supply, waste, and 
vent lines, provided to a single-lever fixture. 
A floor drain with self-priming trap shall be provided 

The Lessor shall provide 1 standard mirror to be located above sink. 
The Lessor shall provide 1 soap dispenser and 1 paper towel dispenser 

Minimum 4.6" to 6'-0 widths required. 

L. ROOM681 
1. 

2. Qty: 1 
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12.60 ROOM69 
A. Size: 500SF 
6. aty: 1 
C. open layout. 

12.61 ROOM70 
A. Size: ISOSF 
B. Qty: 1 
C. Open layout. 

12.62 ROOM71 
A. Size: IS0 SF 
6. aty: t 
C. Walls: Wall Type A I .  

12.63 ROOM72 
A. Size: ISOSFeach 

C. Walis: Wall Type A$ 
B. Qty: 2 
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B.0 SPF 

13.1 ROOM 73 

=UT+ E 

A. Size: 3,000 SF 
B. Qty: 1 
C. Floor Finish: Vinyl composition tile. 
D. Walls: Wall Type AI .  
E. Doors: 

1. 
2. 
3. 

F. Millwork: The Lessor shall provide a wunter with a ledge and swinging gate inside the room between Room 73 and the outside 
door to provide controlled access. Counter and Gate Typical" diagrams in the DIAGRAMS AND 
SPEClFlCATiONS Section ofthis SFO. 

Main Entrance: One set of double doors; removable pin hinges on inside. 
Other doors required for access or exiting purposes shall be building standard. 
The Lessor shall provide klck plates to 36 inches on inside and ouhide of all doors in this room. 

Refer to the "Special: 

13.2 ROOM74 
A. Size: 3,OOOSF 
B. Qty: I 
C. Floor Finish: Vinyl composition tile. 
D. Walls: Wall Type A4. 
E. Double doors: 

1. 
2. 
3. 
4. 

Removable pin hinge on imide: storeroom lockset: S&G %position combination lock. 
The Lessor shall provide a S&G 3-position combination lock on each door in this room. 
The Lessor shall provide kick plates to 36 inches. 
Access Control: The Lessor shall install a flush-mounted box adjacent to the entrance door for an access control system. 
The FBI will provide the box. The Lessor shall provide and install the spedfied electric strike. 

1. The Lessor shall provide a standard wall-mounted stainless steel sink with hot and cold running water, fully installed with all 
appropriate supply, waste, and vent lines, provided to a single-lever fixture. 

2. Special: m e  Lessor shall provide an eyewash meeting the ANSI 2-358.1 1981 standard. The eyewash shall be connected 
to cold water only and shall be equipped with a lid. The eyewash shall be connected to a drain. 

G. Millwork: The Lessor shall provide a wunter with a ledge and swinging gate inside the room between Room 74 and the outside 
door to provide controlled access. Counter and Gate Typicav diagrams in the DiAGRAMS AND 
SPECiFiCATiONS section ofthis SFO. 

F. Plumbing: 

Refer to the "Special: 

13.3 ROOM75 
A. Size: 4,000 SF 

C. Floor Finish: Vinyl composition tile. 
D. Walls: Wall Type A4. 
E. Doors: 

1. 
2. 

B. Gty: 1 

Removable pin hinge on inside; storeroom lockset; S&G 3-position combination lock. 
Access Control: The Lessor shall install a flush-mounted box adjacent to the entrance door for an access mntrol system. 
The FBI will provide the box. The Lessor shall provide and install the specified electric slrike. 

13.4 ROOM76 
A. Size: MOSF 
B. Qtty: 1 
C. Floor Finish: Vinyl composition tile. 
D. Walls: Wall Type A3. 

1. 
E. Doors 

1. 
2. 

Note: Any mmmon wall between Room 77 and Room 76 shall be constructed slab-to-slab, Wall Type A4. 

Removable pin hinge on inside; storeroom lockset; Simplex lock to be provided and installed by the FBI. 
Access Control m e  Lessor shall imtall a flushinounted box adjacent to the entrance door for an access control system. 
The FBI will provide the box. The Lessor shall provide and install the specified electric strike. 
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13.5 

13.6 

13.7 

13.8 

13.9 

13.10 

ROOM 77 
A. Size: 300SF 

C. Floor Finish: Vinyl composition tile. 
D. Walls: Wall Type A3. 
E. Doors: 

1. Removable pin hinge on inside; storeroom lockset; Simplex lock to be provided and installed bythe FBI. 
2. Doors sweeps and gaskets shall be provided at all doors in this room. 
3. Access Control: The Lessor shall install a flush-mounted box adjacent to the entrance door for an access control system. 

The FBI will provide the box The Lessor shall provide and install the specified electric strike. 
F. Special HVAC: The Lessor shall provide a commercial, heavy-duty exhaust fan with an on/off switch venting directly to the 

outside ofthe building for ventilation ofthe room. Minimum of 10 air changes per hour shall be provided. 

B. aty: 1 

ROOM 78 
A. Size: 6OSF 
E. sty: 1 
C. Floor Finish: Vinyl composition tile 
D. Walls: Wall Twe A4. 
E. Doors: 

1. 
2. 

Removable pin hinge on inside; storeroom lockset; S&G 3-position combination lock. 
Access Control: The Lessor shall install a flush-mounted box adjacent to the entrance door for an access control system. 
The FBI will provide the box. The Lessor shall provide and install the specified electric strike. 

ROOM 79 
A. Size: 1,100 SF 
B. Qty: 1 
C. Floor Finish: Wnyl composition tile 

E. Doors: 
1. 
2. 

D. Walls: Wall TyDe A4. 

Removable pin hinge on inside; storeroom lockset; S8G Sposition combination lock. 
Access Control: The Lessor shall install a flush-mounted box adjacent to the entrance door for an access control system 
The FBI will provide the box. The Lessor shall provide and install the snecified eledric strike. 

F. Millwork: The Lessor shall provide a counter with a ledge and Swinging gate inside the room between Room 79 and the outside 
door to provide controlled access. Refer to the "Special: Counter and Gate Typical" diagrams in the DIAGRAMS AND 
SPECIFICATIONS seection of this SFO -. .. . . . . . . . . . . . . . .. . . . . . .. -. -. 

G. Floor Finish: Carpet or vinyl composition tile shall be installed over Space Saver rails by the Lessor. Floor covering SHALL NOT 
be installed until after rails are installed by the FBI vendor. 

H. Filing system: Space Saver systems will be installed by Government contractor. 
I. Structural: Minimum 200 psi live load required. The Lessor's structural engineer shall determine actual floor load required. The 

Lessor shall provide 1) lield ObseNation summarizing the structural steel renovations performed and 2) certification that work 
performed meets all design criteria. 

J. Ceiling Height: The Lessor shall be responsible for meeting any code requirements for sprinkler clearance above the Space 
Saver Systems which may necessi:ate a higher ceiling. Assume all Space Savers where referenced are approximateiy 92 inches 
high, top to bottom. 

K Special Electrical: The Lessor shaii provide 1 standard electrical outlet for each row of power Space Saver units. 

ROOM 80 
A. Size: 700 SF 

C. Floor Finish: Wnyi composition tile. 
D. Walls: Wall Type A1 . 

B. Qty: 1 

ROOM 81 
A. Size: 500SF 
B. Qty: 1 
C. Location: May be located in basement of building. 
D. Floor Finish: Mnyl composition tile. 
E. Walls: Wall Type AI. 

ROOM 82 
A. Size: 350SF 
B. Qy: 1 
C. Floor Finish: Vinyl mmposition tile. 
D. Structural: 200 psf live load minimum shall be provided unless the room is located on the ground floor or in the basement and it is 

determined by the Lessor that additional floor load reinforcement is not required. 
E. Walk Wall Type A3. 
F. Doors: Removable pin hinge on inside: storeroom lockset w lh  deadbolt lock. 
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13.11 ROOM83 
A. Size: 200 SF 

C. Floor Finish: Vinyl composition tile. 
D. Walls Wall Type A4. 
E. Doors: Removable pin hinge on inside; storeroom lockset with deadbolt lo& (X-07 lock required if room is located outside of 

secured omce building, to be provided and installed by the FBI.). 

B. aty: 1 

13.12 ROOM84 
A. Size: 200 SF 

C. Location: TED 
D. Floor Finish: Vinyl cornposition tile. 
E. Structural: TBD 
F. Walls Wail Type A5. The Lessor shall provide sound-absorbent wail surface material. 
G. Special HVAC: The Lessor shall provide a commercial, heavy-duty exhaust fan with an owoff switch venting directly to the 

outside ofthe building for ventilation ofthe room. Minimum 10 air changes per hour shall be provided. 
H. Special Electrical: Model 22 HDS, SEM Security Disintegrator, 25 HP motor, 1,800 rpm, 208 V, 3-phase. 60 cycle magnetic 

starter wired in place with a staNstop station and safety limit switch. The Lessor shall provide at a minimum a circuit breaker of 
100 amps or a fusible disconnect of 100-amp service. Shredder shall be hardwired by the contractor with 8 feet, 0 inches flexible 
conduit. Fan system operates at standard 110-120 V/60 cyde. The Lessor% contrador shall provide a 120 V, Isamp wall outlet. 
The Lessor shall provide fuse dismnnects as required by wde. 

8. Qty: 1 

13.13 ROOM85 
A. Size: 500SF 
E. Qty: 1 
C. Floor Finish: Vinyl composition tile. 
D. Walls: Totally enclosed. Walls shall extend slab-to-slab with either +inch thick poured concrete, 1/44nch thick steel plate, or 

Einch wncrete block with No. 4 reinforcing steel bars spaced 16 inches O.C. with grout-filled cavities. If steel plate is used, 
adjacent plate shall be joined by continuous welding along all seams. 

E. Ceiling: If ceiling is not the stab, it shall be reinforced with l/4-inch thick steel plate. 
F. Doors: 

1. The door and frame shall provide protection not less than a Class5 vault door specified in FS AA-D-00600 (GSA-FSS), 
Door Vault Security (or most current FS). 
a. Specifications: Class 5 ~ Resistant to 20 man-hours surreptitious entry, 30 man-minutes covert entry and 

10man-minutes forced entry; Type IL - with optical device, lefl-hand swing, style K, key-change wmbination lock 

b. Manufacturers: Mosier, Inc. and Overly Manufaduring Co. 
Door frame shall be attached by welding. 

The Lessor shall provide standard WAC. The Lessor shall ensure proper humidification within this room. 
Special: Duct penetrations in walls require manbar protection if opening exceeds 96 square inches in cross-sectional area. 

(gray). 

2. 
G. HVAC: 

1. 
2. 

H. Millwork: The Lessor shall provide upper and base cabinetry. drawers, and shelving. DESIGN OF MILLWORK SHALL BE 
COORDINATED WITH, REVIEWED AND APPROVED BY, THE FBI PRIOR TO CONSTRUCTION. 
PROVIDE A LINEAR FOOT COST FOR MILLWORK. 

THE LESSOR SHALL 

13.14 ROOM86 
A. Size: NASF 
B. Qtv: 1 
C. Floor Finish: Vinyl composiiion tile. 
D. Walls: Wall Type AI .  

13.15 ROOM87 
A. Size: 3,000 SF 
B. My:  1 
C. Floor Finish: Space Saver systems will be installed by Government contrador. Vinyl composition tile shall be installed over 

D. Strudural: Minimum 200 pst live load shall be provided. The Lessofs structural engineer shall determine actual floor load 

E. Wails: Wall Type AI. 
F. Ceiling height: Minimum Sfeet, Oinches. The Lessor shall be responsible for meeting any code requirements for sprinkler 

clearance above the Space Saver systems which may necessitate a higher ceiling. Assume all Space Savers where referenced 
are approximately 

G. Special Electrical: The Lessor shall provlde 1 standard electrical outlet for each row of power space Saver units. 

Space Saver rails by the Lessor. Floor Covering SHALL NOT be installed until after rails are installed by FBI vendor. 

required based on equipment to be installed in room and shall provide these calculations to the Government for review. 

inches high, top to bottom. 
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14.1 

14.2 

14.3 

14.4 

ROOM 88 
A. Size: 15OSF 
B. Qty: 1 
C. Location: Must be located within 30 feet, 0 inches of Room 100 and Room 101 
D. Fioor Finish: Conductive vinyl tile. 
E. Walls: Wall Type AI. 
F. Ceiling height: 9 feet, 0 inches minimum. 
G. Doors: 3 W  wide x 7-0" long door. 
H. Special HVAC: 

1. 
2. 
3. 
4. 

24-Hour HVAC system, dedicated solely for Room 88. 
Unit shall be located outside of Room 88. 
Unit SHALL NOT BE FED from panel RP-MR but directiy from the FBI's imlation transformer. 
For additional information, refer to the "Dedicated 24-Hour HVAC System" paragraph in the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBING section of this SFO. 

i. Special Eleclrical: 

a. Panel shall have neutral bus and ground bus and shall have space, as a minimum, for twenty-four 20amp circuit 
breakers. All spare positions shall have 20-amp, 120 V circuit breakers. 

b. Grounding conductor shall be the Same size as the hot conductor. and the neutral conductor shall have twice the 
ampacity as the phase conductor. 

c. For additional information, refer to the "Electrical: Specific" paragraph in the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBiNG section of this SFO. 

Electiicai Distribution: InStallation of branch circuits will not be required. 

1 Electrical Panel and Service: 

2. 
J. Telephone: Mount one 4-0" wide x 8-0'' long x 3/4" thick fire-rated plywood sheet on designated wail of this room. 
K Conduit: Refer to the "Specific Room ConduiY' paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 

PLUMBING section of this SFO. 
L. Other: No sprinkier system shall be located in this room. If sprinklers must be used, then the Lessor Shall provide high 

temperature sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFETY AND ENVIRONMENTAL MANAGEMENT 
section ofthis SFO 

ROOM 89 
A. Size: 200 SF 
B. Qty: 1 
C. Walls: Wall Type A5. 
D. Windows: 

1. The Lessor shall provide one 410" wide x 3-6" long pass-through window with locking hardware in the wall contiguous to 
Room 92 (to be depicted on the layout). Refer to the "windows: lnterio2' paragraph in the GENERAL ARCHITECTURE 
section ofthis SFO. 
The Lessor shall provide one 4-17 wide x 3'6 long glass vision panel (to be depicted on the layout). Refer to the 'Wndows: 
Interior" paragraph in the GENERAL ARCHITECTURE section of this SFO. 

2. 

ROOM 90 
A. Size: 150SF 

C. Walls: Wall Type A I  
D. Windows: 

B. Gty: 1 

1. The Lessor shall provide one 4 W  wide x 3'47 long passthrough window with locking hardware in the wall contiguous to 
Room 92 (to be depicted on the layout). Refer to the 'Windows: Interior" paragraph in the GENERAL ARCHiTECTURE 
section of this SFO. 
The Lessor shall provide one 4-0 wide x TS" long glass vision panel on the outer wall (to be depicted on layout). Refer to 
the 'Windows: interior" paragraph in the GENERAL ARCHiTECTURE section of this SFO. 

Refer to the "Specific Room ConduW' paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 

2. 

E. Conduit: 
PLUMBING section of this SFO. 

ROOM 91 
A. Size: 400 SF 

C. Walls: Wall Type A I  
8. Gty: 1 
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14.6 ROOMS2 
A. Size: ZOOSF 
B. my: 1 
C. Walls: Wall Type A5. 
D. Special Electrical: The Lessor shall provide 4 isolated ESSENTIAL %amp circuits. No more than 4outlets shall be permitted 

per 20-amp circuit. 
E. Windows: The Lessor shall provide one 4-0" wide x 3-6" long glass vision panel (to be depicted on the layout). Refer to the 

Windows: Interior paragraph in the GENERAL ARCHITECTURE section of this SFO. 
F. Conduit: Refer to the "Spedfic Room Conduir' paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 

PLUMBING section of thls SFO. 

14.6 ROOM 93 
A. Size: 45OSF 
B. Mv: 1 
C. Floor Finish: Conductive vinyl tile. 
D. Walls Wall Type A1 . 
E. Doors: 

1. Access Control: The Lessor shall install a flush-mounted box adjacent to the entrance door for an access mntrol system. 
The FBI will provide the box. The Lessor shall provide and imtall the specified electric erike. 

F. Special Electrical: 

a. 
1. Electrical Panel and Service: 

The Lessor shall provide separate circuit breakers for one %amp Z-pole and ten 2Damp circuits. These alternating 
current (AC) outlets shali be flush-mounted in the ceiling above the radio racks. Circuit breakers shall be located in 
the Same room asthe equipment. 

b. No more than 4 outlets per 20-amp circuit shali be permitted. 
c. A ground bus system shall be provided. The ground in Room 93 shall be electrically cammon with that provided In 

Room 94. 
d. For additional information, refer to the "Electrical: Specific" paragraph of the MECHANICAL, ELECTRICAL, 

G. Conduit: Refer to the "Specific Room Conduir' paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 
PLUMBING sedion of this SFO. 

H. Other: 
1. 
2. 

TELECOMMUNICATIONS, PLUMBING section of this SFO. 

Equipment racks shall be bolted to the floor by the FBI in this room. 
No sprinkler system shall be located in this room. If sprinklers must be used, then the Lessor shall provide high temperature 
sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFETY AND ENVIRONMENTAL MANAGEMENT 
sedion ofthis SFO. 

14.7 ROOM94 
A. Size: MOSF 

C. Location: The Lessor shall provide a dedicated room on the top floor of the building. Refer to the "Conduit Routing for Antennas" 
paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, PLUMBING section of this SFO. 

D. Floor Finish: Conductive vinyl tile. 
E. Walls: Wall Type AI. If this room is located outside of contiguous FBI space. the walls shall then be constructed in amrdance 

with Wall Type A7. 
F. Special Electrical: 

1. Electrical Panel and Service: 
a. A ground bus system shall be provided. 
b. The Lessor shall provide separate circuit breakers for eigM ZDamp circuits. Circuit breakers shall be evenly 

dispersed and located in the same room as the equipment. 
c. For additional information, refer to the "Eledrical: Spedfic" paragraph of the MECHANICAL, ELECTRICAL, 

TELECOMMUNICATIONS, PLUMBING Sedion ofthis SFO. 
G. Conduit: Refer to the "Specific Room ConduiY' paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 

PLUMBING section of this SFO. 
H. Other: 

1. 
2. 

B. my: 1 

Equipment racks shall be bolted to the floor by the FBI in this room. 
No sprinkler system shall be located in this room. If sprinklers must be used, then the Lessor shall provide high temperature 
sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFETY AND ENVIRONMENTAL MANAGEMENT 
section ofthis SFO. 
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14.8 ROOM96 
A. Size: 120 SF 
B. Qty: 1 
C. Location: This room shall be located as close as possible to the roof level, within 200 feet, 0 inches of the roof, and in dose 

proximity to the 2-inch and $inch vertical conduit runs to the rooltop. Refer to the "Specific Room Conduit" paragraph in the 
MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, PLUMBING section of this SFO. 

D. Floor Finish: Conductive vinyl tile. 
E. Walls: Wail Type AI.  
G. Special Electrical: 

1. Two 220 V @ 3 h m p  power outlets, spaced at 2-foot, O-inch intervals along the rear IDfoot, Dinch wall. Four 120 V @ 
20-amp duplex outlets, spaced equally around the room. 

2. 
3. For additional information, refer to the "Electrical: Specific" paragraph of the MECHANICAL, ELECTRICAL, 

Aground bussystem shall be provided. 

TELECOMMUNICATIONS, PLUMBiNG section of this SFO. 

PLUMBING section of this SFO. 
Other: No sprinkler system shall be located in this room. If sprinklers must be used, then the Lessor shall provide high 
temperature sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFEN AND ENViRONMENTAL MANAGEMENT 
section ofthis SFO. 

H. Conduit Refer to the "Specific Room Conduit" paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 

I. 

14.9 ROOM96 
A. Size: 500SF 
B. Qty: 1 
C. Floor Finish: Vinyl composition tile. 
D. Walk Wall Type AI .  
E. Special HVAC: 

1. 
2. 
3. 

Temperature range shaii be maintained at 55°F to 75°F. 
The Lessor shall provide a mmmercial grade thermometer with a remote alarm. The alarm shall sound in Room 91. 
For additional informalion, refer to the "Dedicated 24Hour HVAC System" paragraph in the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBING section of this SFO. 

F. Special Electrical: 

a. The Lessor shall provide 6 isolated duplex outlets and two 208 V, %Omamp, isolated duplex outlets. Outlets shall have 
twist lock devices and #6 ground wires. 

b. For additional information, refer to the "Electrical: Specific" paragraph of the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBING section ofthls SFO. 

G. Conduit: Refer to the "Specific Room Conduir' paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 
PLUMBING section of this SFO. 

H. Other: 
1. No sprinkler system shall be located in this room. if sprinklers must be used, then the Lessor shall provide high temperature 

sprinkler heads. Refer to the "Sprinkler System" paragraph In the SAFETY AND ENVIRONMENTAL MANAGEMENT 
section ofthls SFO. 
Plywood: A minimum of three 4-0" wide x 8 W  long x 3/4" thick sheets. wall-mounted, painted, fire rated, for punch block. 
shall be installed on all wallsofthe room. 

1. Eiedrical Panel and Service: 

2. 

14.10 ROOM97 
A. Size: See the "Qly:" subparagraph. 
E. Qty: 4@200SFeach 
C. Floor Finish: Vinyl composition tile. 
0. Walls: Wall Type A I .  
E. Special Electrical: 

1. One 208 V, 30-amp service separate from other Service (per room). 208 V receptacle coverplate(s) SHALL NOT be 
imtalled until afler copier@) are delivered to space to ensure plugs are compatible. 

2. For additional information, refer to the "Electrical: Specific" paragraph of the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS. PLUMBING section of this SFO. 
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14.11 ROOM98 
A. Size: 1 @ 200 SF; 8 @ 100 SF each 

1. 
6. Qly: 8 
C. Floor Finish: Vinyl composition tile. 
D. Walls Wall Type A4. 
E. Special Electrical: 

1. 
2. 

Dimensions: 1 0 - 0  wide x 10-0" deep (each) 

The Lessor shall provide 6 dedicated emergency quadruplex outlets in each Closet. 
In multi-floor situations, closets designated as Room 98 shall be stacked. The Lessor shall provide each Room 98 with a 
minimum of two 4-inch diameter wredrills between fioors. Core drills shall be vertically-aligned between floors. The 
Lessor shall provide one 3-inch wnduit from each closet to the cable ladder, or the cable ladder may be Td into this room 
instead. 

F. Other: No sprinkler system shall be located in this room. If sprinklers must be used. then the Lessor shall provide high 
temperature sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFEN AND ENVIRONMENTAL MANAGEMENT 
section of this SFO 

14.12 ROOM99 
A. 
6. 
C. 

0. 

E. 

F. 

G. 

~~ 

Size: The total square footage of ail rooms identified in this "Room 9 9  paragraph 
Qty: 1 
Location: 
1. 
2. 
Wails: Totally enciosed. Perimeter walls enclosing this entire area and the Room 990 walls shall be slab-to-siab, Wall Type A5. 
Subdividing walls between rooms shall be ceiling-high unless otherwise indicated on the design intent drawinos. Rooms 300 

Room 99 shall be located in close proximity to a reslroom fadlily unless a reslroom is specified elsewhere in this package. 
Room 99A, Room 998, Room 99C, and Room 990 must be collocated. 

square feei or larger must maintain minimum wall-io-wall dimensions of 15 feet, 0 inches. 
Condult: Refer lo the "Spedfic Room ConduiY' paragraph in the MECHANICAL, ELECTRICAL, TELECOMMUNICATIONS, 
PLUMBING sedion ofthis SFO. 

- - 

ROOM 9PA . . - -. . . . 
1. Size: 825 SF 
2. Qly: 1 
3. Floor Finish: Standard carpet. 
4. Doors: Classroom lockset with deadbolt lock. 
5. Special Electrical: 

a. Eledrical Panel and Service: 
I. The Lessor shall provide 1 dedicated 20.amp circuit with 1 NEMA 5-20R quadruplex outlet, mounted at the end 

of a IO-foot, O-inch flerible metal wnduit cable for every I W q u a r e  feet or fraclion of 100 square feet under 
the raised noor if raised flooring is to be provided. 

il. Duplex wall outlets shall be provided every 12fee1, 0 inches in all rooms. No more than 4 outlets per one 
20-amp branch circuit shall be permitted. 

b. For additional information, refer to the "Electrical: Sp&fic'' paragraph in the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBING sedion ofthis SFO. 

Mher: No sprinkler system shall be located in this room. If sprinklers must be used, then the Lessor shall provide high 
Refer to the "Sprinkler System" paragraph in the SAFETY AND ENVIRONMENTAL 

MANAGEMENT sedion ofthis SFO. 
7. Flooring: The Lessor shall provide 7-Inch raised flooring. Refer to the "Raised Flooring" paragraph In the 

ARCHiTECTURAL ELEMENTS AND FINISHES section of this SFO. 
ROOM 998 
1. Size: 825 SF 
2. Qty: 1 
3. Floor Finish: Standard carpet. 
4. Doors: Classroom lockset with deadboit lock. 
5. Special Electrical: 

6. 
temperalure sprinkler heads. 

a. Electtricai Panel and Service: 
i. The Lessor shall provide 1 dedicated 20-amp circuit with 1 NEMA 5-20R quadruplex outlet, mounted at the end 

of a IO-foot, 0-inch flexible metal conduit cable for every 100 square feet or fraction of 100 square feet under 
the raised floor if raised flooring isto be provided. 

ii. Duplex wail outlets shall be provided every 12 feet, 0 inches in all rooms. No more than 4 outlets per one 
2O-amp branch circuit shall be permitted. 

b. For additional information, refer to the "Electrical: Specific" paragraph in the MECHANICAL, ELECTRICAL, 

Mher: No sprinkler system shall be located in this room. if sprinklers must be used, then the Lessor shall provide high 
temperature sprinkler heads. Refer to the "Sprinkler system" paragraph in the SAFETY AND ENVIRONMENTAL 
MANAGEMENT section of this SFO. 

TELECOMMUNICATIONS, PLUMBING section ofthis SFO. 
6. 
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7. Flooring: The Lessor shall provide 7-inch raised flooring. Refer to the "Raised Flooring" paragraph in the 
ARCHITECTURAL ELEMENTS AND FINISHES of this SFO. 

H. ROOM99C 
1. Size: 375SF .. 
2. Qty: 2 
3. Flooring: The Lessor shall provide 7-inch raised flooring. Refer to the '"Raised Flooring*' paragraph in the 

ARCHITECTURAL ELEMENTS AND FINISHES section of this SFO. 
4. 
5. 
6. Spedal Electrical: 

Floor Finish: Edged conductive tile. 
Doors: Classroom lockset with deadbolt look. 

a. Electrical Panel and Service: 
i. The Lessor shall provide 1 dedicated 20-amp Circuit with 1 NEMA 520R quadruplex outlet, mounted at the end 

of a 1Ofoot, 04nch flexible metal conduit cable for every 100square feet or fraction of 100 square feet under 
the raised flwr. 

ii. Duplex wail outlets shall be provided every 12 feet, 0 inches in all rooms. No more than 4 outlets per one 
M a m p  branch Circuit shall be permitted. 

b. For additional information, refer to We "Electrical: Specific? paragraph in the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBiNG section ofthis SFO. 

Other: No sprinkler system shall be located in this room. If sprinklers must be used. then the Lessor shall provide high 
temperature sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFETY AND ENVIRONMENTAL 
MANAGEMENT section of this SFO. 

7. 

I. ROOMSSD 
1. Size: 375 SF 
2. Qty: 1 
3. Floor Finish: Standard carpet. 
4. Doors: Ciassroom lockset with deadbolt lock. 
5. Special Electrical: 

a. Electrical Panel and Service: 
i. The Lessor shall provide 1 dedicated 20-amp circuit with 1 NEMA 5-20R quadruplex outlet, mounted at the end 

of a IO-foot. 0-Inch flexible metal conduit cable for ever! 100 sauare feet or fraction of 100 wuare feet under 
the raised floor if raised flooring is to be provided. 

ii. Duplex wall outlets shall be provided every 12 feet, 0 inches in all rooms. No more than 4 outlets per one 
20-amp branch circuit shall be permitted. 

b. For additional information, refer to the "Electrical: Specific" paragraph in the MECHANICAL, ELECTRICAL, 

Two entrances shall be provided into this room, one allowing access from secure FBI space, the other from public access 
space. 
Other: No sprinkler system shall be located in this room. if sprinklers must be used, then the Lessor shall provide high 
temperature sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFETY AND ENVIRONMENTAL 
MANAGEMENT section of this SFO. 

8. Flooring: The Lessor shall provide 7-inch raised flooring. Refer to the "Raised Flooring" paragraph in the 
ARCHITECTURAL ELEMENTS AND FINISHES section of this SFO. 

1. She: 500SF 
2. Qty: 1 
3. 
4. Walls: Wall Type AI. 
5. Doors: Classroom lockset with deadbolt lock. 
6. 

TELECOMMUNICATIONS, PLUMBING section of this SFO. 
6. 

7. 

J. ROOM99E 

Floor Finish: Wnyl composition tile. 

Other: No sprinkler system shall be located in his room. If sprinklers must be used. then the Lessor shall provide high 
temperature sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFETY AND ENViRONMENTAL 
MANAGEMENT section Of this SFO. 

a. The Lessor shall provide 1 stainless steel sink with hot and cold running water fully installed with all appropriate 
supply, waste, and vent lines, provided to a single-lever fixture. The sink shall be installed at one end of the 
countertop. 
The Lessor shall provide an eyewash meeting the ANSI 2-358.1 1981 standard. The eyewash shall be connected to 
mld water only and shall be equipped with a lid. 

The Lessor shall provide a plastic laminate counter, base and upper cabinet work. Refer to the "Special: Typical Wall 
Cabinet Deiair' diagram, the "Special. Typical Ease Cabinet Detail" diagram, and the "Special: Room 99 Workroom 
MillworR" diagram in the DIAGRAMS AND SPECIFICATIONS section of this SFO. 

b. 

8. Millwork: 
a. 

K ROOM99F 
1. Size: 700SF 
2. Qty: 1 
3. Walls Wail Type AI .  
4. Doors Classroom lodset with deadbolt lock 

L. ROOM99G 
1. Size: 1,000 SF 

3. 
4. Walls Wall Type A I .  

2. My: 1 
Floor Finish: Vinyl composition tile. 
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5. 
6. 

Doors: Removable pin hinge on inside; storeroom lockset with deadbolt lock. 
Other: No sprinkler system shall be located in this rwm. If sprinklers must be used, then the Lessor shall provide high 
temperature sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFETY AND ENVIRONMENTAL 
MANAGEMENT section of this SFO. 

1. Size: 3,000 SF 
2. Qty: 1 
4. Wails Wail Type AI. 
5. Doors: Classmom lockset. 

14.13 ROOM 100 
A. 
8. 
C. 
D. 

E. 
F. 

G. 

H. 

I. 

J. 

K 

Size: 450 SF 
cay: 1 
Floor Finish: Conductive vinyl tile. 
Walls Wall Type A6. 
1. 
2. 
Ceiling height: 9 feet, 0 inches minimum, from raised floor surface. 
Doors: 
1. 
2. 

ROOM mmtniction shall meet a sound attenuation level of 45 STC. 
if the building is not a single-tenant facility, the walls shall be reinforced, slab to slab. with g-gauge expanded metal, 

Entrance door: 3-0" wide x 7-0 long door. 
Door Hardware: All doors shall have storeroom lockset pneumatic door dosers. tamperproof hinge pins, automatic door 
bottoms, and an acoustical gasket around doors to meet 45 STC. Double leaf doots shall have an astragal strip. Unused 
leaves shall have deadbolt locks top and bottom. The FBI will provide and imtail an X-07 lock on this door. 

3. Secondary exit door (where required): This door shall be used for emergency exit Only. The Lessor shall provide panic 
hardware on inside of the door. No hardware shall be provided on the exterior face of the door. 

4. Access Control: The Lessor shall install a flush-mounted box adjacent to the entrance door for an access mntrol system. 
The FBI will provide the box. The Lessor shall pmvide and install the specified electric shike. 

Windows: If a window location cannot be avoided, windows shall be permanently sealed and frosted. If located on ground level, 
the Lessor shall provide bars on the windows, and alarms will be provided and installed by the Government. 
Special HVAC: 
1. 
2. 
3. 

Snednl Flectrical: 

24Hour HVAC system, dedicated solely for Room 100. This room requires REDUNDANT AIR CONDITIONING. 
Units shall be located outside of Room 100. 
For additional Information, refer to the "Dedicated 24-Hour HVAC System" paragraph in the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBING section of this SFO. 

_r 

1, Electrical Panel and Service: 
a. 

b. 

The Lessor shall provide 20-amp single-pole circuit breakers for 24 spaces. The Lessor shall provide 2-inch ferrous 
mnduit with ferrous mmpression type fittings from the electrical closet to Room 100 electrical panel. 
No electrical outlets. conduits. or wirina shall be installed on the INSIDE or OUTSIDE of Room 100 walls with the 
exception of the mounting boxes forth; access control system which are to be flush-mounted in the exterior wall of 
Room 100, or unless otherwise specified in this section. 
Note: For all specifications in Room 100 where surface-mounting and isulation of conduits, receptacle boxes, light 
switches, thermostats, etc., are called for, specific installation shall be followed. Refer to the "Electrical: Electrical 
Panel Details for Room 100 and Room 10l"diagram In the DlAGRAMS AND SPECIFICATIONS section ofthis SFO. 

i. All panels, conduits, etc.. shall be surfacemounted and electrically-isolated on the interior side of the room 
walls. 

il. Conduit SHALL NOT be used as a circuit ground. 
iii. In Room 100, ail conduits, switch boxes shall be of ferrous metal. Only steel compression type connectors and 

wuplingsshall be used. 
For additional information, refer to the "Electrical: Specific*' paragraph in the MECHANICAL, ELECTRICAL, 
TELECOMMUNICATIONS, PLUMBING section of this SFO. 
Installation: Refer to the "Electrical: Conduit Di-Electric Break diagram, the "Electrical: Electrical Panel Details for 
Room 100 and Room 101" diagram, the "Electrical: Isolated Conduit Hanger" diagram, and the "Electrical: Red and 
Biack Signal Ground Box"diagram in the DIAGRAMS AND SPECIFICATIONS section of this SFO. 

c. 

d. 

e. 

Lighting: 
1. One 3-wire circuit in EMT from RP-CR shall be provided by the LESSORS GENERAL CONTRACTOR to feed the lights in 

Room 100. THE FBI WILL HAVE ALL OTHER BRANCH CIRCUITS INSTALLED BY OTHERS. Feeder shall be minimum 
three #2 THWN and one #6 ground (GND) copper derived from the ESSENTIAL power distribution system. 

Paging System: Speakers, wires, or any other devices associated with a paging system SHALL NOT enter or be installed 
within Room 100. 
Thermostats Thermostats and associated wiring located in Room 100 shall be surface-mounted and isolated from the wall. 
No sprinkler system shall be located in this room. if sprinklers must be used, then the Lessor shall provide high temperature 
sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFETY AND ENVIRONMENTAL MANAGEMENT 
section of this SFO. 

Other: 
1. 

2. 
3. 
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14.14 ROOM 101 
A. Size: 1 @? 200: 1 @? 300 SF 
8. a y :  1 
C. Special: This room shall be constructed identicallyto Room 100, except for the below requirements: 
D. Special HVAC: Unit shall be located outside of Room 101. 
E. Special Electrical: 

1. Eledrical Panel and Sewiw: 
a. 

b. 

The Lessor shaii provide 20-amp single-pole circuit breakers for 24 spaces. The Lessor shall provide 2-inch ferrous 
conduit with ferrous compression type fittings from lhe electrical doset to the Room 101 eledrical panel. 
No electrical outlets, wnduits, or wiring shall be installed on the INSIDE or OUTSIDE of Room 101 walls with the 
exception of the mounting boxes for the a m s s  control system which are to be flushmounted in the exterior wall of 
Room 100 and Room 101, or unless otherwise specified in this section. 
Note: For all specifications in Room 101 where surfacemounting and isolation of conduits, receptacle boxes, light 
switches, thermostats, etc., are called for, specific installation shall be followed. Refer to the "Electrical: Electrical 
Panel Detailsfor Room 100and Room 101" diagram in the DIAGRAMS AND SPECIFICATIONS sedion of this SFO. 

i. Ail panels, Conduits, etc., shall be surfacemounted and electrically-isolated on the interior side of the room 
wails. 

ii. Conduit SHALL NOT be used as a drcuit ground. 
iii. in Room 101, all conduits, switch boxes shall be of ferrous metal. Only steel compression type connectors and 

couplingsshail be used. 

One %wire drcuit in EMT from RPSC shall be provided by the LESSOR'S GENERAL CONTRACTOR to feed the lights in 
Room 101. THE FBI WILL HAVE AU. OTHER BRANCH CIRCUITS INSTALLED BY OTHERS. Feeder shall be minimum 
three #2 THWN and one #6 GND wpper derived from the ESSENTIAL Dower distribution system. 

e. 

F Lighting: 
1, 

G Other: 
1. 

2. 

Paging System: Speakers, wires, or any other devices associated with a paging system SHALL NOT enter or be installed 
within Room 101. 
Thermostats Thermostats and associated wiring located in Room 101 shall be surface-mounted and isolated from the wall. 

14.15 ROOM 102 
A. 
8. 
C. 

D. 
E. 

F. 

Size: 150 SF 
Qty: 1 
Floor Finish: The Lessor shall provide 7-inch raised flooring with wndu&ive vinyl tile laminate finish. Refer to the "Raised 
Flooring" paragraph in the ARCHITECTURAL ELEMENTS AND FINISHES section ofthis SFO. 
Walls: Wall Type A4. 
Special Electrical: 
1. The Lessor shall provide Gdedicated essential arc& with NEMA L53OR terminations with 4 foot flex whips under the 
raised floor. 
Other: No sprinkler system shall be located in this room. if sprinklers must be used, then the Lessor shall provide high 
temperature sprinkler heads. Refer to the "Sprinkler System" paragraph in the SAFETY AND ENVIRONMENTAL MANAGEMENT 
sedion ofthis SFO. 

14.16 ROOM 103 
A. Size: 300 SF 
R Oh' 1 -. -., . . 
C. Localion: Adjacent exierlor access shall be suitable for exhaust, and ventilation shall be provided Room shall not be accessible 

to the general public. The FBI shall have access 24 hours per day. 365 days per year. 
D Floor Finish. 4-inch high wncrete equipment pad. can De unfinished 
E. Strudural: Heavyduty to hold a generator. 
F Walls Toialiy enclosed, concrete masonry unit (CMU) wall wnstruction slab-to-slab. 
G. Speaal HVAC: Exhaust and ventilation louvers, Combustion ventilation. and exhaust air for emergency generator. 
H Other: if sprinlders must be used. then the Lessor shall provide high 

temperature sprinkler heads. Refer to Ihe "Sprinkler System" paragraph In the SAFETY AND ENVIRONMENTAL MANAGEMENT 
sedion of this SFO 

No sprinkler system snail be located in this room. 
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15.1 ROOM 104 
A. Size: The total square footage of Room 104A, Room 1046, and Room 104C. 

C. Walls Totally enclosed, to be divided as follows 
D. ROOM104A 

1. Size: 25OSF 

8. Qty: 1 

2. Qty: 1 
3. 
4. Walls: Wall Type AI .  

E. ROOM1048 

Location: Diredly off the main lobby. 

1. Size: IOOSF 
2. Qty: 1 
3. 
4. 
5. Walls Wall Type AI .  

1. Size: 50 SF 
2. Qty: 1 
3. 
4. Walls Wall Type AI. 
5. Plumbing: 

a. 

b. 
c. 
Millwork: The Lessor shall provide 1 base cabinet underneath sink and 1 mirror above sink. 
Other: The Lessor shall provide 1 soap dispenser, 1 paper towel dispenser, and 1 toilet paper dispenser 

Location: Diredly off lhe main lobby. 
Floor Finish: Mny! composition tile. 

F. ROOM104C 

Floor Finish: $'wide x 4" long non-skid ceramic tile. 

The Lessor shall provide a standard wall-mounted stainless steel sink with hot and cold running water. fullv installed 
with ail appropriate supply, waste, and vent lines, provided to a slngle-lever faucet. 
The Lessor shall provide 1 commode fully installed with all appropriate supply, waste, and Vent lines. 
The Lessor shall provide a floor drain with a self-priming trap. 

6. 
7. 

15.2 GUARD BOOTH 

1, 
8. Qty: 1 
C. Location: The guard booth shall be a free-standing building located at the perimeter entrance, to be determined at the time of 

layout. 
D. Walls Wall Type AI .  3Einch high glazings on 3 sides, an exterior half-lite door on the fourth side, and an 8-inch roof overhang. 
E. Ceiling height: 8 feet, 0 inches minimum. 
F. Door Hardware: Hinges, cioser, and storeroom lockset for security. UL 752, Level ill, SPSA. 
G. Ballistics Requirements: The guard booth construction shall meet UL 752 bullet resistant Level 111 (44 magnum handgun). 
H. Glazing: Nominal l-l/&inch thick glass clad polycarbonate. UL 752, Level 111, SPSA. 
I. window Tinting: Shall be provided. The percentage of tinting shall be approved by the Contracting Offlcer. 
J. Insulation: Door and walls insulated to R-value of 15; noor and ceiling insulated to R-value of 26. 
K Exterior finish: Shall match or complement appearance of main building. 
L. interior finish: Interior shall be drywall below bullet-resistant windows and shall have a rubber tile floor, acoustical ceiling tile, and 

stainless steel counter at the end of the booth with a sliding drawer under the counter. 
M. Mechanical/Eledrical: 

1. 
2. 
3. Wall-mounted heater, 4,000-W. 
4. 
5. 
6. 
7. 
6. 100-amp load center. 

A. Size: 66SF 
Dimensions 7-6" wide x 11'-6" deep 

All equipment shall be fully installed and prewired to load center. 
Roofmounted air conditioner, minimum 13,500 BTUH with piped oondensate drain to below ground level. 

Exhaust fan with protected dud to roof eave. 
One interior and 4 exterior fluorescent light fixtures 
Two interior duplex wall electrical outlets. 
Intercom with exterior horn speaker 
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1s- 

lS.1 OSASPACE MEASUREMMT(IUIDEUNES 

GSA Space Measurement Guidelines 
Sample Single-Tenant Floor 

Rertroomr 

Jonitoriol 

1 columnr 
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16.2 SECURITY: CONCEPTUAL FENCE DETAIL - I  

SECURITY: CONCEPTUAL FENCE DETAIL - I 
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16.3 SECURITY: CONCEPTUAL FENCE DETAIL -11 

A The Le5501shall provide a whidB-teSistantUbUlar steel ornamental fence me fen= shall consist of mlnfaroed precasl bllalds. 
6feet. 0 inch tell fencepanels, intemditefenee posts. and Lwa 3144nch cables. 

FENCE PANELS Fence panels Shall WnSiSt Of i inch holloWtube pioketsUnm an ornsmentflnial Or spear l p  and horizontai miis 
ofbfubuiar stefeel. Pickets shall be located on the publio side of the fencf. end mils Shall be piaced on the w ~ r e  side. The 
m i5  Shall imhm me midpoint of the width of all posh and bollards The panels shall be approximately 6 feet. 0 inch86 tall and 
6feet.O incheslong. 

B. 

D. DS Boliards $hail be 12 inches square, 7 f e q  0 inch@$ high (above finished giade), and shali be lowted approximateiy 
25 feet 0 inches on center (O.C.). Bollards shall be steel reinlolced precast cOnClste. At eny change in fence direction, or splice 
in the cable$ the wilard shall be 24 Ihchs quam.  Mrmr Or end bollards Shall mmln pockets IO Wnceal cable terminations 
and ShainreliBVingplate~andwasherr Bollsld5shallbeaaschedtomncmtefootingsby4mreadedancharboltsthat hew been 

FPOtinos shall be desimed for local soil and climatic mnditions. but they shall not be less than 3 times the in the fontino "~ ~ ~ ~~ 
.... .. .... . . ~  
area of the bollaid and at least 20 inohes th& 

The cable 

F. rn The Lewx shell pmvide motorized Swinging or Sliding sates at both whicie entrancas. Gates do not haw to be 
vehicle-resistant. Gates should match the appeeance of the fenoe. The Lessor shali coordinate the ap~mtion of tho gates with 
the vshide bartier sptem. Hew duly. high dug cycle gats Opemtms shall be pmvided. Two pedestfian gabs shall be pmvided. 
One shall be located next to e vehids e m n c ~ .  The other may be located by the FBI at any other lmation in the fenc~.  
Pedestrian gates Shall be provided with elecbic i o c k  or strikes 

G. E!M!&B&: All mete1 suifafeoss shall be m k d  with omion-residant polyester or epoxy pnvder marins system wim B unifomrly 
peintedmlor mat resistanttochipping, scratching. Isding, andwearing. 
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16.4 SECURITY: FBI TYPICAL VEHICLE ENTRANCE PLAN - I 

PUBLIC STREET 
PUBLIC 

SIDEWALK 
F B I  DRIVEWAY ENTRANCE 

ENTRANCE 

- 
GUARD 
BOOTH 

LOOP 1 

0 

SIDE 

GF~~''URBS~ KEYPAD-4 
TYP. OF 2j 

/ 

-14.0- L P U B L I C  

E X I T  
SIDE 
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1 I 
PERIMETER 
VEHICLE 
BARRIER 

VEHICLE 
BARRIER 

(TYP. OF 2 )  8" DIA. 
SCH. 40 
STECL & 
CONC. 

L S I G N A L  BOLLARD 
GATE ARM 40" TALL 

3.0 (TYP. O i  2 )  ( ~ y p  nF 

I 1 

SIX). 
LOOP 3 

FBI  TYPICAL VEHICLE ENTRANCE PLAN 
a/, DIXINS,rnS /u rrci P L r r P  NniFii OiUFRYiSC. *a1 111 ICCZ.  
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16.5 SECURITY: FBI TYPICAL VEHICLE ENTRANCE ?MU -11 

A JWl p OFOP W I T 0  : 

I ,  The typical FBI building site has a piiocipei empbyse vehicle enbmcelexit with a guard booth and a secondary delivery 
enmncelexit without a guard booth. Each entrancele)01 15 protected by hydraulic VBhlOle barriers. This usually requires 
four (4)-te~to~lvefootwidewhiclebarriers. Someentrences may haveafencegete inedditi0ntothevehictle barriers 
for W e -  to fouReen-fool wide ddvewdp The winging 01 mlling ten= g e t s  mud Operate In unison with the vehicle 
baniaa A s p e d  bump shell be provided 8s shown on the "Sscutitv VehiOle BBrricade System I" diagram. The vehicle 
barrier mechanic housings shall be rewsSed inlo the SideWalks 

2 Rincipal Enbance and Emp!ow mi1 

a. Normal Mode: 

i. A vehicle eppmches the employee enbilnce or emplowe est Which ha5 the vehicle barrier in the up (no 
vehidesoanpass)poslfionwith noguardpre~entiothegu@rd booth. 

ii. The vehicle pulls up to the FBI provided awess contml key pad a s w ~ l l  as over a vehicle detection loop (arming 
loop) that is imbedded in the driveway tight beside the keypad. 

P i  The d W i  enters a wde. Upon Wlrdalon, the FBI a m %  W W O l  System sends a Voltage Signs1 to the gate 
and barrier mntml system, beOau~e aduitionally, the arming loop has achowledged tMt there is a YBhiCls 
present, thegate and vehiclebarrieropen. 

W. After the vehicle barrier has lowered. the car dtives owr the vehicle banier. As the oar proceeds past the 
vehiolc~~ barrier, L then p a e 6  over another (second) vehicle detection loop behind the vehicle barrier Once the 
vehicte is through the e b b d m  and the sewnd vehicle detechon loop no longer detects B whicte's p-nce. 
Uie whlcfe bairierwill tise immediately Note: there is no $afetyhmp on thepublicsideofthe bardel 

b. speolal Mode: 

i. During msh hour with a guard present, the fence gate will be held io the open posi(ion and the barrierwill be 
controlled by push buttans from inside the booth. This overrides the keypad and loop operaUon of the bartiers 
andgates 

ii. The operation ofthe gate and barrier may always be overridden by a remote maser contml penel moLiotBd in 
Room 9t inside the omw. 

3. Sewndw Mbanoe. mi9 entrance operates in the sene manner as the ptincipel enbance in n ~ m l  mode only. It a l ~ )  
mayalwaysbeowrridden byaremafemastercontmipa~slmountedinRoan9t insrdetheoffice. 

8. VEHICLE BARRIER OPTIONS TO BE PROVIDED: 

1. Master contml panel (in Room 91) with annunciator. reset all needed wlting, Wth $ 1 1 ~  panel and Hi& control override. 
Mester panel to handle 85 many bsniers as pmrided by me Leaor. P w h  bmon mnhuk for up and davn banier positions. 
Push buttons and indicator lights shall show deius of the banien. 

2 Slaw conml panel (In Guard Booth) with annundator, rest, all needed Wiring, with Hlrjch mntral override. Slave p n e l  to 
handle 8s many banierr as pmvided by the Lessor. PUsh button wmls for up and down barrier positions. Push Mons 
end indicator lights Shall show status of the bartierr. 

3. Stop&!ri signal amls in fmnt of baoters lone per barrier). Refer to the SecuW: FBI typical Vehicle Enbdnw Diagram I for 
pmper @!e arm placement 

4. Vehicle barder audlialy limn Switch (one Pet barrier). 

5. Indrivsway. whide presence detecton (two l o~pa  wr barrier). 

6. Hydraulic power units (HPU) sumcient to move all barriers Wnh all assodated hoses, wiring and electriwl disconnects 

7. Emergency hydraulics hand pump. manual operating system (one per hydreulic p e r  unit). 

8. Manual method to Iowerl~alaise the bartierwithout any hydraulia. 

9. Vehide detector loop sensors shall ba proteoted against elecbonic pukes meived dunng genwstoi stamp. 

10. Emergency fast up aperatlon. One second to raise. 

ii. Hydraulicail re~e~~i iheateruni t foreach HPU 

12. Snow melting, heattape on each banierdrive s u r b c ~ .  

C. WRRiEI? MNNTENANCEAND REPAIR RESPONSIBI~EX: 

1. The LBSWr $hall be responsibis for all maintenance and repair, to include costs, of all vehiole banien on a timely basis. 
newssawthe 
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2. The above SUbContmctors must be able m respond to the site and repair the un%(s) within 24 hour$ Of a request, bamng 
unusual ciicumstmceswhere a lame pelt may have to be ordered. 

If a 1bo1 repelr gmup is seleded by the Lessor, the experience lemi of that peW&Jr QmUp Shall be tevlewed by the FBI t0 
deternineifthey can handlethework Aminimumd5year$ofapplicaMeexpetisncewill berequired. 

3. 

4. if selecfed, the local repair group shall b e p  B stock On the Shelf Of Pafits 
stocklf provided bythe manuFdcturer. 

known to fail. Repair kits Shall be maintained in 

5. 

5. 

Maintenance on the banias shall be pet~med on a mutine basis perthe manufBctU&s imtrudiom. 

Secutity oleamnces shall be required of the wboonWacfor(s] prior to their a W a l  on Site to perfom ewer repall andlor 
maintenancework on the bartiem. 

7. A minimum of one w e e n  notice shall be pmvided m me FBI and the L-i in advance of any planned maintenance 

8. The Lessor3 maintenance gmup $hail provide the FBI a yeady malntsnance schedule showing dates and dumtions Ofwork 
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16.6 SECURITY W I N A T E 0  OLASS WINDOW 
TO BE USED ONLY WITH NEW CONSTRUCTION 

CONCEPTUAL WINDOW FRAME SECTION 
A T  TUP OF WINDOW 

ALUMINUM 

TURAL SILICONE ADHESIVE 

1/8” ANNEALED GLASS 
TYPICAL OF 4 

SIDES) 

30 MIL  PVB INTERLAYER 
TYPICAL OF T W O  

REV. 03-14-00 

S E C U R I T Y :  L A M I N A T E D  G L A S S  WINDOW 
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16.7 SECURITY: FRAME-ATTACHED WINDOW FILM 
TO BE USED ONLY WITH EXISTING BUILDINGS 

1/4” STEEL SCREW 
SET 3” O . C : - \ \ r  

ATTACHMENT BASE 

ATTI\.CHMENT COVER 

ATTACHMENT GASKET 

WINDOW FILM L 

INTERIOR SIDE 

-MAIN FRAME 

- 1/4” THK. WINDOW GLASS 

EXTERIOR SIDE 

R E V .  8/21/98 

SECURITY:  FRAME ATTACHED WINDOW FILM 
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16.8 WALL Ai: CEILINGUIGH PARTITION 

4 I a’.. . ’- SLAB 
. - .:.*. 

. . . ,  . :. , . 1 ,. . .: 

STRUCTURE 

PLENUM 

CEILING 

SFO NO. 21x0254 
11124104 

TOP RUNNER 

SUSPENDED CEILING 

RE”. 3-e2-00 

WALL A l :  C E I L I N G - H I G H  P A R T I T I O N  

114 
INITIALS 

(b) (6)



16.9 WALL A Z  BULLETRESISTANT PARTITION 

- ,  ,: . .. . . .. . . , i ,  ,, ;,: .*' '<'. ~ 

_, i  , _ _ ,  *> :. : . '. , , . 6- T i m  . .  .. , . .  . . .. . .  

TOP RUNNER 

P U B L I C  S I D E  FBI S I D E  

SUSPENDED CLiLiNG 

BASE. SFF i i N .  SCUEn 

IN. FLUOR LINE 

.:... ..., . : .. 7 ;;. ..).. '  , _ . .  _ _ .  - . . ,  . , , I ,  , _ i  . .. , . i . .  . 

REV. 3-14-00 

W A L L  A i l :  B U L L E T - R E S I S T A N T  P A R T I T I O N  
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16.10 WALLA3: SECURED STORAOE PARTITION 

PUBLIC SIDE 

. . . . .  . , ,  " I 

C O N I .  CAULK BEAD 

T O P  RUNNER 

FBI SIDE 
S U S P E N D E D  C E I L I N G  

9 G l i .  DIAMOND P A T T E R N  
EXPANDED METAL S P O T  WELD 6' 

RUNNER. 
O.C. VERT. 6' e TOP a BOTTOM 

3-518' METAL STUD 
@ 16" U.C. (MINIMUM 20 GAUGE) 

5/8' GYP. BOARD ( B O l H  S I D E S )  

B A S E ,  S E E  F I N .  SCHED. 

F I N .  FLOOR LINE 

. . . .  . . . . . . .  :,, ';;':'.. , . , , :  . . .  , ,  ., . .  . . . . . . .  ;... . . .  4 . . . . . . . . .  ~ . . .  . "  . .  
REV. 3-14-00 

W A L L  A 3 :  S E C U R E D  S T O R A G E  P A R T I T I O N  

, SFO NO, 2TX0254 
11/24/04 116 

INITIALS

(b) (6)



W.11 W A L L M  SLAB-TOSU\B PARTITION 

SFO NO. 2TX0254 
11124104 

... .I . .  
_ . ,  I 

I .. . . " .  
, .... '. '_.. . .: ;,,..a SLAB . . . 

TOP RUNNER 

SUSPENDED CEILING 

S/W GYP. BOARD (BOlH SIDES) 

- BASE. SEE FIN. SCHEU. 

FIN. FLnnR LINE 

. .: :..*,.,< :*., . .  .., .' . . . . .  . . , . , :,:. ;:::, .'.' 2'. REV. 3-14-00 .... 
~. ,: i . .  

W A L L  A 4 :  S L A B - T O - S L A B  P A R T I T I O N  
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16.12 WALL A 5  ACOUSTICALLY-TREATED PARTITION 

. - ' . ,. . ,. - .  0 . . .  *'. . . .  ., '- SLAB 
' . ' ! .  . . . . . . . .  I ? + :  . ~ ,  ..,< .... . . . .  . I  

. .  . . .  

CONT. CAULK BEAD 

TOP RUNNER 

SUSPENDED CEiLiNG 

3-1/2" SOUND ATTENUATION BLANIKTS 

3-5/8' METAL STUD 
@ 16- O.C. (MINIMUM 20 GAUGE) 

5 / 8 '  GYP. BOARD (BOTH SIDES) 

BASE, SEE FIN. SCHED, 

FIN. FLOOR L INE 

. . . . . .  . . .  * . . .  . * . . . ' . .  . .  
' 9 . .  . *.. . 
. .j .: . . . . . . . . . . .  : '1 . ,. . :: 

REV. 3-14-00 

W A L L  A 5 :  A C O U S T I C A L L Y - T R E A T E D  P A R T I T I O N  
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16.13 WALL A 6  STC-45 RATED WALL PARTlTlOW .I 

I,'. ~ .I, . - . . . . . , . .  .. . , e- . .  . .  I. 
,. :., ~ r'.,?., 3.; :, :a. ..: .[. .,,, ' ,  , , . . .  . . .  

PUBLIC SIDE 

SFO NO. 2TXO254 
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SLAB 

CONI. CAULK BEAD 

TOP RUNNER 

F B I  SIDE 

3-1/2' SOUND ATTENUATION BLANKETS 

SUSPENDED CEILING 

9 GA. DliiMOND PATTERN 
EXPANDED METAL 

3-5/8'  STEEL STUD 
@ 16' O.C. (MINIMUM 16 GAUGE) 

5/8' GYP. BOARD, TYPE X (BOTH SIDES) 

DOUBLE LAYER, 5/8' GYP. BOARD, TYPE X - BASE, SEE FIN. SCHED. 

FIN. FLUOR LINE 

, . .  . v' :?. ; : . , : ; : : ' ! ; . ;  , .  ., 
O.. . 1 . . ,  

1. *..; 
REV. 11-30-01 

WALL A61 STC-45 RATED W A L L  PARTITION - I 

118 
INITIALS 

LESSOR W V T  

(b) (6)



16.14 WALL A 6  STC-45 RATED WALL PARTITION - I1 

A All MnduI and pipe penemtion$ shall be sealed 

8. Conduit and p i p  penetrations for Room 100 (and Room 101 where applicable) and Room 102 shall be sealed and Shall have a 
di-elfftno break Inside the room. 

C. /ut duawork p r s b a h s  shall be sealed mmpletelysndshsU have a STC45 rated Sound attenuamt IaCaW Inside the r-m 

0. Ductwork penetrations for Room 100 (and Room 101 where applicable) and R w m  102 Shall have a di-elechic break located 
inside the room and a 1 2  wide x ?2" high ~ ~ 0 8 5 5  panel located in the bottom of the sheet mete1 duct connected to the di-electdo 
break inside the mom. 

E. Panition shall be caulked oontinuouslywherevei R ab& another element (e.9.. wall, column, mullion, duct eto.) 

F. Expanded metsl Shall bs deleted for a single tenant building where lhe SClF is not located on a ground ttaor. Expanded d l  
shall bewelded to shldsewry6 inches. 

G. Staggerdrywall joints 16inchesoff eenter 

SFO NO. 2TX0254 
11124104 120 

INITIAL

(b) (6)



16.15 WALL AE PERIMETER WALL PARTITION. I 

PUBLIC SIDE 

. . .  :.. . !..,, 
I , .  

e .. 
~ ' . , , -  . .. '. . . .  1. , I / j ; , . ,  ' . . . . . .  . . . . *.,,. 

. . I .  

h 
. - SLAB 

CONT. CAULK BEAD \ 
TOP RUNNER 

. .  4 #V YI- 
F B I  SIDE 

3-1/2' SOUND ATTENUATION BLANKETS 

SUSPENDED CEILING 

9 GA. DIAMOND PATTERN 
EXPANDED METAL 

3-5/8' STEEL STUD 
@ 16" 0.C. (MINIMUM 20 GAUGE) 

. .  5/8" GYP. BUARD (BOTH SIDES) 

. .  DOUBLE LAYER, 5/8 '  GYP. BOARD 

K 
. . .  . 

BASE, SEE FIN. SCHED. 

TIN. FLOOR LINE 

' * . , . .  * . , . ,*  ' :l.~.'. 
,;,, :'.. . 

. ~ . . .  , :. , 
1 I .  

.. . .. 
REV. 3-14-00 

WALL A71 PERIMETER W A L L  PARTITION - I 

SFO NO. 2TX0254 
11124104 121 

INITIAL 

(b) (6)



W.16 WALL A7: PERIMETER WALL PARTITION ~ ll 

A All mnduit and pipe penetrations shall be sealed. 

B. Use 'Z'transferduNforpienum return bewean tenantdernisingwalls. 

C. Ductwotk penetrations lamer than 96 square inches shall have man-bars and a 12"wide x 12x high access door in me bamm of 
%e dud Imide FBI specs. 

D. Panition shall beoaulked WntlnUoUSiy Whemver It abuts another element (e.g., wall, MIUmn, mullion, duct etc.). 

E. Expanded metal shall be located within paWm closest fo adjacent tenant side OT mllidor side of par6tion. 

SFO NO. 21x0254 
11124104 122 

(b) (6)



16.17 WALL C: TRANSFER DUCT 

SFO NO. 2TM254 
41124104 

TRANSFER DUCTS I N  TYPE 5 AND 7 
WALLS WHERE REQUIRED TO MAINTAIN 
HVAC RETURN AIR PILENUM 

LOCATION, DIMENSIONS, AND 
QUANTITY OF THESE TRANSFER 
DUCTS T i l  BE DETERMINED BY 
RETURN AIR CFM REQUIREMENTS 

REV. 7-6-96 

WALL C: TRANSFER DUCT 

123 
INlTl 

GOVT 

(b) (6)



16.18 WALLD MANBARBARRIER 

FILLET WELD 112” DIA. STEEL BARS 
To L 1/4, X 1/4’  BAR STEEL FRAME (TYP.) 

STEEL FRAME 

1/2‘ DiA.  STEEL BARS 
W O.C. EACH WAY (TYP.) A l R  DUCT 

SFO NO. 2TX0254 
11/24/04 

- SPOT WELD I /?  DiA. BARS 
A T  EACH INTERSECTION, (TYP) 

NOTE: 
MANEARS SHALL BE REQUIRED FOR ANY 
PENElRATlON LARGER THAN 96 %.IN OF ANY 
PERIMETER WALLS, GUN VAULTS, AND EVIDENCE ROOMS. 

NOT TO SCALE 
REV. 3-30-95 

WALL D: MANBAR BARRIER 

124 
INITIALS 

(b) (6)



16..19 SYSTEMS FURNITURE .IO-WIRE ELECTRICAL 4-4-2 CONNECTION 

10 WIRE ELECTRICAL 

4-4-2 CONNECTION DIAGRAMS 

120/240V SNGLE PHASE 

SFONO. 2TXO254 
11124104 125 

INITIAL 

(b) (6)



16.20 SYSTEMS FURNITURE FBI ELECTRICAL 

FBI ELECTRICAL SPECIFICATION GUIDELINES 
10 WIRE, 4-4-2 CONNECTION DIAGRAMS 

TYPICAL EILECTRICAL LAYOUT TO 4 FBI WORKSTATIONS 

SFONO. 2TX0254 
11124104 126 

Eoch workstation has the following: 
( 2 )  duplex receptacles on one o f  the 

(2) #1 duplex convenience receptocles 
(1) 82 duplex convenience receptacle 

isoloted ground circuits. (either 3 or 4) 

The 83 & #2 receptocles will match the 

The #3 & #4 receptacles ore orange 
trim color. 

denoting the isolated ground. 

INITIAL 

(b) (6)



16.21 SYSTEMS FURNITURE ERP RnCEwAY - 1  

SFO NO. 2TX0254 
~124rn4 1 27 

lNlT 
LESSOR 

(b) (6)



$6.22 SYSTEMSFURNITURE ERPRACEWAY -11 

SFO NO. 2TX0254 
11124104 128 

INlTl 
LESSOR 

(b) (6)



16.23 DOOR AND HARDWARE MANUFACTURERSIFUNCTION 

I HARDWARE I 

SARGENT 

SCHLAGE 
Val F I SA041 I 54081 I 

A Passage and privacy hardware sets Shall matoh the manufacturer selected to provide storeroom and classmom hardware 

6. FlNlTiO RE U UNC !? Cia&% Fu!%!?%kd%%hboit operated by lever ham #!her side except when outside lever is locked; latchbolt 
isoperated bykeyounidsorbyrnmtingieveri~id~. 

2. Slwiwwm Fundon. Oeadiocklng latchboll operated by key in outside lever or by roWing inside lever OUtSide lever is 
alwdysfixed. 

P a s a g e  Funofion. Latchbolt operated by leverfrom either side at all UmeS 

Privaoy Fundon. Latchbolt operated by lever from ether side. Ouhide lever is looked by push buttoo inside and unlocked 
by emergency key Outside, mtating inside ieva or closing door. 

3. 

4. 

SFO NO. 2TX0254 
11124104 

iNlTlALS 
LESSOR 

(b) (6)



16.24 
Some iwms listed below may not ba in the SFO. 

DOOR AND HARDWARE HARDWARE CHART 

CLASSROOM 

OFFICE FUNCTION 

NIA 

I. ROOM1 

2. ROOM2 

CLASSROOM 

I O .  EQQJ4.E 
11. m.l 
12. B O W  
13. 

14. FQDU 
15. EQQWI 

NIA 

16. ROOM16 

CLASSROOM 

17. ROOM17 
B.caMx4 ........................................... 
ROOM178.. ......................................... 

NIA 

18. ROOM16 
19. L O L M B  

20 KLQbuQ 
21. m 
22. E a 2  

ROOM 22A 
ROOM 228 (OPTIONAL) 

23. ROOM23 
24. EQQLU 
25. ROOM25 
26. &0&2B 

ROOM 26A 
ROOM 268 (OPTIONAL) 

27. K Q U Z  
28. RQLXa 

HARDWARE SPECIAL LOCKS 
FUNCTDN 

STORWOOM 

PRIVACY 
PASSAGE 

CLASSROOM NIA 

STOREROOM NIA 

CLASSROOM 

C-ASSROOM N A  
CLASSROOM 

CLASSQCOM ~- -. 
PRIVACY NIA 

PASSAGE 1 NIA 

CLASSROOM 
CLASSROOM 

CLASSROOM 

NIA 

ACCESS 
CONTROL 

NIA 

NIA 

NIA 

NIA 

NIA 

NIA 

NIA 

NIA 
NIA 
NIA 

NIA 

................... 

................... 

................... 

KEYPAD 
NIA 

NIA 

NIA 

NIA 

NIA 

NIA 
WA 

NIA OR KEYPAD 

................... 

................... 

NIA 

NIA 

NIA 
NIA 

NIA 

NIA 

NIA 

NIA 
NIA 

NIA 

NIA 

I _.-. Deleted:. 
.... Deleted: 

..~. ( Delated: 1 

.... { Deleted:. 

SFONO. 2TX0254 
11124104 130 

INITIALS 

(b) (6)



HARDWARE SPECIAL LOCKS OFFICE FUNCTION 
FUNCTION 

1 29. BQQ4281OPTIONAL) 
ROOM 29A CLASSROOM NIA 

CLASSROOM NIA 30. €iQQ&ZQ 
CLASSROOM NIA 31. !%QGx3! 

32. K B M 2  CLASSROOM NIA 

33. EQmm 
CLASSROOM M A  
CLASSROOM NIA 

CLASSROOM NIA 

ROOM 298 IOPTIONAL) NIA NIA 

-- 
ROOM 33A 
ROOM 330 (OPTIONAL) 

34. B W  

.__ 
_.. 
-... 

...- 

.... 
-... 
-... 

'.. 
..... 
.-... 

ACCESS 
CONTROL 

NIA 
NIA 

NIA 

NIA 

NIA 

NIA 
NIA 

NIA 

..--. Deleted I 
(Deletad:. ....- 

SFO NO. 2TX0254 
11/24/04 131 

INITIAL 
LESSOR 

(b) (6)



n. ~ 0 0 ~ 7 3  

74. ROOM74 

75. ROOM75 

SFO NO. 2TX0254 
11124104 

STOREROOM NIA NIA 

STOREROOM S&G KEYPAD 

STOREROOM S&G 

132 & 
INITIALS

(b) (6)



OFF ICE FUNCTION 

76. ROOM76 

n. ~ 0 0 ~ 7 7  

“ Y ’ N L ,  

SIMPLEX LOCK 
(FBI TOPROVIOE 
W D  INSTALL) 

S&G 78. ROOM78 

KEYPAD 

KEYPAG 

79. ROOM79 

80. ROOM80 

SgG 

81. ROOM81 

82. ROOM82 

KEYPAD 

83. ROOM83 

NIA 84. ROOM 84 1OPTlONALl NIA 

85. ROOM85 

66. ROOM86 

WA 

87. ROOM87 

88. ROOM88 

NIA 

89 ROOM89 

90 ROOM90 

NIA 

91. ROOM91 

92. ROOM92 

NIA 

93 ROOM93 

NIA 

94. ROOM94 

95. ROOM95 

96. ROOM96 

NIA 

97. ROOM97 

98. ROOM98 

ROOM99 
ROOM 89A 
ROOM 998 
ROOM99C 
ROOM 89D 
ROOM 99E 
ROOM 99F 
ROOM990 
ROOM 89H 
ROOM 991 ( 
ROOM 99J 

100 ROOM100 

101. ROOM 101 (OPTIONAL) 

HAROWARE 
FUNCTION 

STOREROOM 

STOREROOM 

STOREROOM 

STOREROOM 

STOREROOM 

STOREROOM 

STOREROOM 

STOREROOM 

STOREROOM 

CLASS 5 VAULT 
DOOR 

STOREROOM 

PASSAGE 

STOREROOM 

CLASSROOM 

CLASSROOM 

CLASSROOM 

CLASSROOM 

STOREROOM 

STOREROOM 

STOREROOM 

STOREROOM 

PASSAGE 

STOREROOM 

CLASSROOM 
CLASSROOM 
CLASSROOM 
CLASSROOM 
CLASSROOM 
CLASSROOM 
STOREROOM 
PASSAGE 
PRIVACY 
CLASSROOM 

STOREROOM 

STOREROOM 

SPECIAL LOCKS ACCESS 1 CONTROL 

SIMPLEX LOCK KEYPAD 
(FBI TO PROVIDE 1 
AND lLI”TAI I %  

DE40 BOLT 

NOT CONTIGUOUS 
(FBI TO PROVIDE 
AN0 INSTALL) 

NIA 1 NIA 

WA 

NIA 

NIA WA 

WA 

SFO NO. 2TM254 
11124104 133 INITIAL 

(b) (6)



OFFICE FUNCTION HARDWARE 
FUNCTION CONTROL 

SPECVIL LOCKS 

102. ROOM102 

103. ROOM103 

104. ROOM104 

STOREROOM X-07 KEYPAD 
(FBI TO PROVIDE (RUSH- 
AND INSTALL) MOUNTED) 

STOREROOM NIA NIA 

STOREROOM NIA NIA 

105. ROOM105 
ROOM IOSA 
ROOM 1058 
ROOM 105C 

106. GUARC mnA7Y L 107 PERlMl 

105. ROOM105 
ROOM IOSA 
ROOM 1058 
ROOM 105C 

106. GUARD BOOTH 

107 PERIMETER DOORS 

SFONO. zTX0254 
11124104 

CLASSROOM NIA NIA 
STOREROOM NIA NIA 
PRIVACY NIA NIA 
STOREROOM NIA NIA 

STOREROOM NIA KEYPADS 

134 

CLASSROOM 
STOREROOM 

INITIAL
LESSOR 

i5 I . ... . 
I NIA 1 

(b) (6)



16.25 WINDOWS: ROOM 47 TRANSACTION WINDOW 

1/4”  TEMPERED GLASS 

ALUMINUM FRAME 

SPEAK HOLE 

18 GA. STAINLESS STEEL 
COUNTER AND COIN TRAY 

ALUMINUM FRAME 

~~ i , I , ~  I . - - -  

18 GA. STAINLESS STEEL 
COUNTER AND COIN 

R E V .  11-30-01 

W I N D O W S :  ROOM 47 T R A N S A C T I O N  WINDOW 

SFO NO. 2TX0254 
11124104 135 

INITIAL 

(b) (6)



16.26 WINDWVS: ROOM 9 V I W  WINDOW 

SFO NO. 21x0254 
11124104 

SETilNG BLOCK 

WIOTW X HElGHl 
12 3/56 X 12 3 / 1 6  GLASS SIZE: 

WHIIE PVC 
CRANK HANDLE *1(-3/8" :&NG 

WOOD WOR 
BY OTHERS 

! 3/4" 

REV. 12-11-01 
WOOD MOULDING 
BY OTHERS 

WINDOWS: ROOM 9 VIEW WINDOW 

135 
INITIALS 

LESSOR 

(b) (6)



16.27 SPECIAL: TYPICAL WALL CABINET DETAIL 

ANCHOR CABINET TO WALL 
PROVIDE BLOCI<ING I N  WALL 
AS REQUIRED 

1" ADJUSTABLE SHELF ON RECESSED 
STANDARDS AND CLIPS 

CABINET L INER F I N I S H  ON A L L  
INTERIOR SURFACES 

DOOR PLAS LAM F I N I S H  ON BOTI-I 
SIDES AND A L L  EDGES 

4" ALUM FINGER P U L L  

FULLY CONCEALED HINGE 

NOTE: 
A L L  WORK SHALL COMPLY WITH 
AWI  PREMIUM GRADE STANDARDS 

R E V .  7-9-96 

S P E C I A L :  T Y P I C A L  W A L L  C A B I N E T  D E T A I L  

SFO NO. 2TX0254 
11/24/04 137 

INITIAL 

(b) (6)



16.28 SPECIAL: TYPICAL BASE CABINET DETAIL 

REV. 3-30-95 

SPECIAL:  TYPICAL BASE CABINET DETAIL  

SFO NO. 27x0254 
11124104 138 

(b) (6)



1629 SPECIAL: ROOM 59 -TYPICAL 

SFO NO. ZTX0254 
11124104 

REV. 12-03-01 

S P E C I A L :  ROnM 59 - T Y P I C A L  

139 

(b) (6)



16.30 SPECIAL: ROOM 59 -ELEVATIONS 

DARKROOM EmV. 1 DARKROOM - ELEV. 2 

MOUNTING/FINISHING - ELEV. 1 MOUNTING/FINISHING - ELEV. 2 
DpP(IPIIC ria 7DE*.2c* 

IMAGING - ELEV. 3 IMAGING - ELEV. 1 IMAGING - ELEV. 2 

REV. 12-03-01 

SPECIAL: ROOM 59 - ELEVATIONS 

SFO NO. 21x0254 
11124104 140 

INITIALS

(b) (6)



16.31 SPECIAL: ROOM 59 

,4 STNNL ESS STEEL SINK 
1. SpeCBcati0"S. 

a. A r b y  Stainless Steel Sink Model 718. or equivalent 
i. TUSSISB 
ji. T2"wide x 30"deep x 7" high inside dimensions 
iil. i63auge 
iv. 311 8" s h i n l e ~ ~  steelwith staide5ssheif and stainless base and benchinount eyewash 

b. PA4 plumbing peckage 
c. FMZfmtmat(i5sq.R.) 

2. Msnukcf~rw. 
California Stainless Mfg. 
32 Nacth Wood Road 

Phone: (805) 484-1038 
Camarill0,CA 93010 

B. NEWASH: 
I. speCmeati0"s. 

a. iVwnite Model 9702Tli. or equivalent. 
b. Pleasedesignate&& orjeflside mountto Benoh Mount Eyewash. Add 3' to hem mount. plumbing not included 

2. Manufscturer 
Calbrnis stein1855 Mfg. 
32 Nocth Wood Road 
Camsrillo, CA 93010 
Phone: (805) 484-1038 

C. ROTARY DARKROOM DOOR: 
1, Spscinrations. 

a. 2 ~ 3 ~ .  ~reonite s odd uQD~B-Z or Model 2W. 2 W a ~  Dwr. 
b. 2W36. Kreonk Model UQD36-2: 

i, TwoWay: 3B' 
ii. Oveali Height 82-114'' 
iii. Wall Cpning Height w 
iv. Wall Owning Wiwl: 38" 
Y O y ~ a l l  Diameter 35,' 
vi. Inside Diameter: 32-112" 
vi]. Imide Height 74-34" 
viii. Enmnce: 21-11? 
k. DwrWeight 1871bs. 
x Crated Weight: 233 Ibs. 

2. Msnuhctm.  
Calbrnia Stainles MrS. 
32 Nocth Wood Road 
Camarliio. CA 93010 
Phone: (805) 484-1038 

D. SAFELIGHTS: 
1. Specificetioons. 

a. Thomas Duplex Supr sodium Safelight DUB Safelight Model 117500 88W (for ati black and white printing and O*o 

2. Manukolurws. 
a. California Staides5 Mfg. 

32 North Wwd Road 
Camariilo. CA 93010 
Phons: (805) 484-1038 

Government Sales 
11718 Baltimore Avenue 
Seitryille, MU 20705 

b. ~ e n n  Camera 

Phone: (800) 3474770 

0.  B8H Photo 
1iSWest 17th Sfiest 
New Y o 4  NY 1W11 
Phone: (800) 2214743 

SFO NO. 2TX0254 
Hi24104 141 

d. Calumet Photo$aphic 
890 s u p m e  Drive 
Bensenville. IL 80106 
Phone: (800) Calumet Or 

(888) 367-2781 

e. The Saunderr Group 
21 JetVewDtiw 
Rochester, NY 14624 
Phone: (716) 328-7800 

lNiTlA 

(b) (6)



18.32 SPECIAL ROOM 18 MILLWORK 

SFO NO. 2TX0254 
11124104 

REV. 33-30-01 

SPECIAL! ROOM 18 MILLWORK 

142 
INITIAL 

LESSOR 

(b) (6)



18.33 SPECIAL: ROOM 61 MILLWORK 

C 

SFO NO. ZiX0254 
11124104 

6 DOORS EQUAL SPACED t 

1 9'-3" (FIELD VERIFY) 

6 DDDRS EQUAL SPACED 
I 

REV. 11-30-01 

SPECIAL: RUOM 61 M I L L W U R K  

143 
INITIAL 

LESSOR 

(b) (6)



16.34 SPECIAL: COUNTER ANDGATETYPICAL-l 

SPECIAL COUNTER AND GATE TYPICAL - I 

SFO NO. 2TX0254 
11124104 144 

(b) (6)



16.35 SPECIAL: COUNTER AND OATE NPiCAL ~ I1 

ANGLE SECURED 70 t 314‘ 
PANEL A i  F i i i O R  

SFONO. 2TX0254 
iimm 

0 CUUNTER AND GATE P L A N  

REV. 7-7-96 

SPECIAL :  CUUNTER AND GATE T Y P I C A L  - I1 

145 
INITIAL 

LESSOR 

(b) (6)



16.36 SPECIAL ROOM $$E WORKROhn dlLLWORK 

i 6 DOORS EQUAL SPACED 

~ 

\ 
\ / \ \. \ /  

10'-0" 
6 DOORS EQUAL SPACED 

I 

REV. 11-30-01 

SPECIAL: ROOM 99 WORKROOM M I L L W O R K  

SFO NO. ZTX0254 
11124104 146 

INITIAL 

(b) (6)



(6.37 SPECIAL: HANDCUFF BAR 

DOUBLE STEEL STUDS -----c 
1 6  GA. SPACED 12”  O.C. 

~ - 1  __ -~ 

6”W X 36”L X 3 / 1 6 ”  
ANCHOR PLATES. EXPOSED 

FACEPLATE TO BE STAINLESS. 

24”L X 1-1/2” DIA 
GRAB BAR (STAINLESS) 

3’ 

1 
ELEVATION 

6” X 36” X 3/16” BACKPLATE 
BOLTED OR WELDED TO 
DOUBLE STUDS 

2“ 

BOLTED OR TACK WELDED 
TOGETHER AND DIAGONALLY 
BRACED TO DECK ABOVE 

5. S. FACEPLATE 

3 - 1/4” DIA. BOLTS COUNTERS 
WITH TAMPER PROOF HEADS 
PER FLANGE APPLIED BEFORE N.T.S. 
DRYWALL ON OPPOSITE SIDE 

REV. 6-26-96 

SPECIAL:  IHANDCUFF BAR 

SFO NO. 2TX0254 
11124104 I 47 

(b) (6)



16.38 SPECIAL: LOCKERS 

TheLessorshall pmvidsandinstall los~nWhishelthermeatorexcaedthefDtlowingspciRsations. 

A. All lookers shall be preasembled. of all mig wided mnstruction, in multiple column u n s  to meet job conditions. Assmbly of 
looker bodies by means of bolls, soiews, or tiveh shell est be permnted. All lockers Shell have been designed to withstand the 
beavydwusetoberecetmJina hightfaRlclDckerraom. 

0. blAERL@ A : All sheet steel Used in fabrication shall be prime grade. flee @Om scaie and impsiteaions. All iwldng mechanisms 
and hcoksmust be dncplated. All installaGon hadmre$hali bedno plated. 

C. E&& All I o e w  parts hhaii be dwned and coaled aRw fabrication with a fwe stage LinCIiron phosphate solution to inhibit 
cornsion. folloMxl by a ma t  ?f high grade enamel elecs&aWally spmyed and baked at 3W degrees(') Fahrenheit (R to 
providea tough anddurable finish. 

1. NOTE calw camis shall be 
finished in a neutrsl mlor. 

msde available for B doice of mnderd baked enamel colas. InreM, lake, parts Shall be 

D, &$BLOBE DOORS: 14gauge wardrobe doors shall be diamond peiioated, having 1-inch double bend6 on both sides and B 
118.inch bend at mp and hitom. Hinges Shall be We knucMa tight pin and shall be recessed in doors, with 2 hinges on doom 
under48 inches and 3 hingesondoos 48 inchesorlongsr. Loddng device shall mnsistof a minle5Ssteal pan wcessed intothe 
dwr and of sufficient depth to ailw a WmbiMBOII padlook lo be mmpletely Rush with the face of the door. The latching 
meohanism shall be finger lift convol type MnStNcted of heavy gauge steel with a nylon cover that has a senemus finger Puli. 
The mechanism shall engage locker opposite hinges Spring sdlmted slide laiches shall be mmpletely enclosed in tho look 
channslallowiogwchdoDrloclosewhikapadlocklsinalacked~on. Lockingdwicesbellbesrrengedforusewiihpadlock. 
Rubber bumpers shall be h i e d  to dwt hmps. 

E. YERTICA L DIVIDERS Velblcal dividers shall be of 314-inch l3gauge flattened expanded meiai hamed by <6gBUge hollow "7' 
Sedom designed to enclose 811 sharp edges of divider with entire assembly mig Welded. Oividersahsll have a 63auge holiow"T" 
braoiogatthe botmmfominga tigidfmmefareach Iaokeru~L 

F. TOPS AND BOTTOMS Tops and botmms shdi be formed from 16-gauge Cold rolled sheet steel. Sloping tops Of 20-gauge steei 
shall be secured in place at time of installation in addition to the 16gaugefiattopwhich is aireadysn integral part of each unit 

G. - F O R V E R  S FOR GYJ.4 L W K E W  Shelves shell be of 16gauge steel and 
havedorrblebendsathant Locke~MIinchesandhig~shshallhaveoneshslf 12inchestrommp 

H. E&.@ Baoks~hall be t8gaugscold rolled sheet StBel [optionaiventilated backsof 13gaUgeflMened expanded metalshall be 
provided for all baok lo back units) 

1. HQQJS For opsnings Of 18 inches or more. heavy zinWhltSd Eteei hwks with ball tips are to be sewrely h i e d  in piace and 
SbatpAically located forthe utmmt mwenience. 

J. STANDARD HOOK ARRANEEMWF: All locksts shall be in 8 double tier sized BS foi iom 

15" 1 6' 3 0  1 2 

K PUMBW P r n .  Each locker opening shall have an aluminum number plate wiih 3iainch high numerals, riveted to door at 
time of instalisdon. 

L. I N S T A U  TION: All lockers shall be sewrely attached to the wall (or bolted together if set beck to baok) to the base and to each 
other. Lookers shall be leveled with mdar Shim5 where n ~ ~ s ~ s a w  to provide for imgularities in the base. The Contacior shall 
pmvideD~ncr81ebsEewi~imwoMsleeperr. (Wwdstripsarenotrequiredwheresecuredtowsll.) 

1. 

M. All i o d w  oolumns shall be p-ssmblsd by Welding at faotory in Units up to 60 inches in widm. Rller dtips shall be supplied to 
pmvido e fnished imtall~Iim and sllminate areas where refuse my wdlee. Fillerdrips shall be of 209auge mld mlled sheet 
steel forhont, top, coiners, or ends - to meet job requirementsfor afinighed instaliation 

Optional method of installation; Provide kinoh high closed basewelded unit. 

N. OPTIONALCO NFIGURATIONS: SINGLE T W  

Locker Locker Nominal Actus1 Overall 
Width oeoth __ Ogsninq Heioht Column Heioht 

15' It? 60" 6275" 

SFO NO. 2TX0254 
1tl24104 148 

(b) (6)



16.39 ANTENNAS ROOM 96 AND ANT€&A LAYOUT - I 

Top View 
of Verticnl 8 Rodials 

SFO NO. 2TX0254 
11124104 

-E “erticd 

iniulmted Guy Rins f <hGli*(ly up 5th sact!on> 
NOTE; Guy Points O r e  to 

be 15 f e c t  from 
Mtenna Bose 

ANTENNAS: ROOM 95 AND ANTENNA LAYOUT - I 

I 49 
INITIAL 

GOVT 

(b) (6)



16.40 ANTENNAS ROOM %AND ANTENNA LAYOUT-II 

-- 35' V e r i i i o i  HF Antenno 

Weather head conduit 

Bose & Tuner 

t Ve r t i ca i  - 
Conduit 
Run 

250' l lox 

I 

Office Space Office Space 

NOT TU SCALE 

REV. 12-11-01 

LOCATIUN OF RUOM 95/CUNDUIT RUNSlROUFTOP ANTENNA 

ANTENNAS ROOM 95 AND ANTENNA LAYOUT - I1 

SFO NO. 2TX0254 
11124104 150 

INIT1 
LESSOR GOVT 

(b) (6)



1641 ANTENNAS: ROOM 85 AND ANTENNA LAYOUT. 111 

Conduits running ver t i ca i i y  t o  t h e  roof 

Conduit t o  R o o m  92 

Conduit t o  R o o m  88 

10’ J 
Qp = 115vac @20 amp. o u t i e t s  
9 = 208vac  e30 a m p .  o u t i e t s  

REV. 12-03-01 

ANTENNAS: ROOM 95 AND ANTENNA L A Y O U T  - I11 

SFO NO. 2TX0254 
11/24/04 151 

INlTl 
LESSOR GOVT 

(b) (6)



'I5.42 HVAC TYPICAL MECHANICAL GLYCOLCHILLED WATER PIPINO. I 

SFO NO. 2TX0254 
11124104 

[.NOTE: USE IN MULTI-TENANT OFFICE SPACES ONLY1 

HVAC TYPICAL MECHANICAL GLYCOL-CIHILLED WATER PIPING - I 

152 
INITIAL 

(b) (6)



16.43 W A C  TYPICAL MECHANICALOLYCOLCHILLED WATER PlPlND ~ II 

HVAC: TYPICAL MECHANICAL GLYCOL-CHILLED WATER PiPlNG - I1 

SFO NO. 2TX0254 
i 1mm4 153 

INITNU. 

(b) (6)



16.44 HVAC REDUNDANT MHOUR HVAC UNITS FOR R W M  100 

I l l  

*cs ..I 
; T T \ A P  
/'/' ( 1 2 Y l 2 " )  
,I , 
,, , 
,' ,' 
,J I' 

,,' ,' 
,' , ,' 

I,', 

,' .SB 

t 

(REDUNDANT UNIT) M M (LEAD UNIT) 
n 

T ' N C S  
y \ A P  L.1 

,,'/ (12"X12") 

,, , 
,I I 

, I  , 
/' , L E E k D :  

I' , 
*' /' 

&/J 

I' ,SB MU MOTORIZED DAMPER 
AP ACCESS PORT 
FC FLEXIBLE CONNECTION 
FCU FAN COIL UNIT 
NCS NONCONDUCTlM SECTION 
58 

,I I 

, ,  
SOUND BAFFLE (STC 45 DB) 

@ WALL THERMOSTAT 

R A  RETURN AiR 
VAV ViiRiABLE AlR VOLUME UNIT 

NOTES. 

RE". ,1-30-01 

HVAC: REDUNDANT 24-HOUR HVAC UNITS FOR ROOM 100 

SFO NO. 2TX0254 
HI24104 154 

INITIAL 
GOVT 

(b) (6)



is& ELECTRICAL: TYPICAL ESSENTIAL POWER RISER 

PENTHOUSE 

GENERATOR 
DERANGEMENT 

PP-El 

~ 

U FBI FLOOR 

"r IST FLOOR 

GROUND FLOOR 

480 V 
BUILDING 
POWER GENERATOR 

BASEMENT 

NOT TO SCALE 
REV. 7-9-96 

*NOTE SIZE AND NUMBER OF COMPONENTS 
IS DEPENDENT ON OFFICE SIZE. 

ELECTRICAL:  TYPICAL ESSENTIAL POWER RISER 

SFO NO. 2TXO254 
11124104 155 

INITIAL 
LESSOR 

(b) (6)



lS.46 ELECTRICAL: TYPICAL SHIELDED POWER RISER 

NOT TO SCALE 
REV. 7-9-96 

NOTES: 
(1) BUILDING ELECTRICAL RISER 
( 2 )  SHIELDED ISOLATION TRANSFORMER (SIZE AND NUMBER DEPENDENT ON LOAD) 
(3) TYPICAL RECEPTACLE PANEL 225 A, 120/208 V, 3 PHASE, 42 POLE 

MINIMUM 1 PER FLOOR. 
PANELS PER FLOOR SHALL BE REQUIRED 

IF  FLOOR PLATE EXCEEDS 12000 SQ F T  MORE 

(4) TYPICAL FEEDER I N  EMT CONDUIT NEUTRAL SIZED FOR 100% NON-LINEAR LOADS 

(I) FOR SHIELDED OUTLETS FOR COMPUTER TERMINALS 

ELECTRICAL:  TYPICAL SHIELDED POWER RISER 

SFO NO. 2TX0254 
11124104 156 

INlTlA 
GOVT 

(b) (6)



46.47 FELECTRICAL: ISOIATED CONDUIT HANGER 

1/2" THREADED 

INSULATED HANGER 

WASHER NUT 
COMMUNiCATiONS ROOM/SC!F 

PANEL FEEDER CONDUIT. TYPICAL 

NO? TO SCALE 
REV. 3-14-00 

E L E C T R I C A L :  I S O L A T E D  CONDUIT HANGER 

SFO NO. 2TX0254 
I Il24104 I67 

INlTlA 

(b) (6)



16.48 ELECTRICAL: CONDUIT DI-ELECTRIC BREAK 

PVC SLEEVE 

FERROUS COMPRESSION 

NOTE: 
- LiLL CONDUllS FERROUS 
- (ILL FITIlNGS. FERROUS. 

COMPRESSION TYPE 

NOT TU SCALE 
REV. 7-9-96 

E L E C T R I C A L :  C O N D U I T  D I - E L E C T R I C  B R E A K  

SFO NO. 27x0254 
11124104 158 

INlTlA 

(b) (6)



16.49 ELECTRICAL: ELECTRICAL PANEL DETAILS FOR ROOM 100, ROOM 101. AN0 ROOM 102 

PANEL SHALL BE PRE-BOLTED TO 
PLYWOOD BACK BOARD WITH FLAT-HEAD 
BOLTS PRIOR TO MOUNTING THE 
ASSEMBLY ON THE W A L L 7  

7 3/4’ PLYWOOD 

TOGGLE BOLT (OR 
MOLLY ON G.B.) WITH 
SPLIT AND FLAT WASHER 
FOR BLOCK WALL OR 
SHEET METAL SCREW 
AND WASHER FOR METAL 
STUDS. 

3/4” PLYWOOD 

BOLT AND MOLLY WITH SPLIT 
AND FLAT WASHER. (TYP OF 4)  

CONVENTIONAL 
GYP. WALL 
BOARD 

CMU BLOCK 
WALL 

NO, TD SCALC 
REV. 12-03-01 

E L E C T R I C A L :  E L E C T R I C A L  P A N E L  D E T A I L S  
FOR ROOM 100, ROOM 101, AND ROOM 102 

SFONO. 2TX0254 
11124104 1 59 

INITIAL 
LESSOR 

(b) (6)



16.50 ELECTRICAL: REO AND BLACK SIQHAL GROUND BOX 

FERROUS CONDUIT WITH 
FERROUS COMPRESSION TYPE 

3/4" PLYWOOD 

RP-CR i 2 0 / 2 0 8 V  
3P. SW. PANEL 

GROUND BUS CONNECTED 

i/2- FERROUS CONDUIT 
WITH FERROUS COMPRESSION 
TYPE FITTINGS 

\ '0 
G'xG'x4" GALVANIZED BOXES 1 
MOUNTED ON 3/4' PLYWOOD 

ENOTE: REQUIRED ONLY ON RP-CR AND RP-SCIF 

REV. 7-9-96 

ELECTRICAL: RED AND BLACK SIGNAL GROUND BOX 

SFONO. 2TX0264 
11124lO4 le0 

INITIAL 

(b) (6)



lteEaBMs 

17.1 U.S GOVERNMENT LEASE FOR REAL PROPERTY (GSA STANDARD FORM 2) 

SFO NO. 2TX0254 
1 1 /24/04 

FBI FIELD OFFICE 
156 

INITIAL 
LESSOR GOVT 

(b) (6)



17.2 SUPPLEMENTAL LEASE AGREEMENT (GSA FORM 276) 

SFO NO. 2TX0254 
11/24/04 FBI FIELD OFFICE INITIAL 

157 LESSOR 

(b) (6)



17.3 ORDER FOR SUPPLIES AND SERVICES (GSA FORM 300) 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE INITIAL 
158 LESSOR GOVT 

(b) (6)



17.4 CONTRACTORS QUALIFICATIONS AND FINANCIAL INFORMATION (GSA FORM 627) 

SFO NO. 2TXO254 
11/24/04 

FBI FIELD OFFICE 
159 

INITIAL 
LESSOR GOVT 

(b) (6)



17.6 LESSOR’S ANNUAL COST STATEMENT (GSA FORM 1217) 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE 
160 LESSOR 

(b) (6)



17.6 PROPOSAL TO LEASE SPACE (GSA FORM 1364) 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE 
161 

INITIAL 
LESSOR OOVT 

(b) (6)



17.7 SOLICITATION PROVISIONS (GSA FORM 3516) 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE 
1 62 

INlTlA 
LESSOR GOVT 

(b) (6)



17.8 GENERAL CLAUSES (GSA FORM 9517) 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE 
163 

INITIAL 
LESSOR GOVT 

(b) (6)



17.9 REPRESENTATIONS AND CERTIFICATIONS (GSA FORM 3518) 

SFO NO. 2TX0254 
1 1/24/04 

FBI FIELD OFFICE 
164 GOVT 

(b) (6)



17.10 AUTHORIZATION AND RELEASE TO OBTAIN PAST PERFORMANCE INFORMATION STATEMENT 

SFO NO. 2TXuL54 
11/24/04 

FBI FIELD OFFICE 
165 

INITIAL 
LESSOR (

b
) 
(
6
)

(b) (6)



17.11 MEMORANDUM OF UNDERSTANDING 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFCE 
I e6 

INlTfALS 
LESSOR GOVT 

(b) (6)



17.12 REAL PROPERTY CONVEYANCE AGREEMENT 

SFO NO. 2TX07-54 
11/24/04 

FBI FIELD OFFICE INITIALS:
I67 GOVT 

(b) (6)



17.13 LUMP SUM COSTS FOR ADJUSTMENTS 
The Government may choose to sled the Lump Sum Items identified below as being reimbursable to the Lessor by the Government, 
and the costs shall therefore not be amortized Into the rental rate. Lump Sum Payment will be made to the Lessor for these items 
upon inspection and acceptance of the lea& space by the Government. The Mferor must provide a separate detailed wst 
breakdown for each Individual Lump Sum Item. The Lessor shall provide, install, and maintain each item. The Government reserves 
the right to accept or reject any or all lump w m  wst items before or alter award. 

1. FLOOR MATERIALS: (6) 

DESCRIPTION 

Cost to provide and install one (1) square yard of carpet tile, type #I. 

Cost to provide and install one (1) square yard of upgrade Carpet, type #2. 

Cost to provide and install one (1) square yard of vinyl tile flooring. 

Cost to provide and install one (1) square yard of quarry tile flooring. 

Cost to provide and instali one (1) square yard of epoxy floor sealant. 

Cost to provide and install one (1) square foot of Raised flooring. 

Cost to provide and install one (1) square yard of conductive vinyl tile flooring. 

Cost to provide and install one (1) square yard of rubber floor system for Room 6% 

a. 

b. 

c. 

d. 

e 

f. 

g. 

h. 

UNIT COST 

$ per SY 

$ per SY 

$ per SY 

$ per SY 

$ per SY 

$ per SY 

$ per SY 

$ per SY 

2. WALLS: INTERIOR: (9) 

DESCRIPTION 

Cost to provide and imtall one (1) linear foot of office subdividing ceiling high partitioning type 
Wall A-I Ceiling High. (Siab height ). 

Additional wst to provide and install one (I) linear foot of office subdividing Partitioning type 
Wall A-2 Bullet-Resistant Partition. (Siab height ). 

Additional wst to provide and install one (1) linear foot of oMce subdividing partitioning type 
Wall A-3 Secured Storage Partition, (Slab height ). 

Additional wst to provide and install one (1) linear foot of office subdividing partitioning type 
Wall A.4 Slab-to-slab Partition. (Slab height ). 

Additional wst to provide and install one (1) linear foot of office subdividing partitioning type 
Wail A-5 Acoustically Treated Partition. (Slab height ). 

Additional wst to provide and Install one (1) linear foot of office subdividing partitioning type 
Wail A-6 STC -45 Rated Wall. 

(Slab height ). 

Additional cost to provide and install one (1) linear foot of office subdividing partitioning type A-7 
Perimeter Wall. (Slab height J. 

a. 

b. 

c. 

d. 

e. 

f. 

g. 

UNIT COST 

$ per LF 

$ per LF 

$ per LF 

$ per LF 

$ per LF 

$ per LF 

$ per LF 

h. Additional mst to provide and install one (1) linear foot of office subdividing partitioning type 
Wall E Folding Awustical Wall. (Slab height ). $ per LF 

Cost to provide and install one (I) linear foot of dab-to-slab CMU wall construction. (Siab 
height ). $ per LF 

i, 

3. DOORS: INTERIOR: (3) 

DESCRIPTION UNIT COST 

a. 

b. 

Cost to provide and install one set glass double lobby entrance type doors and frame. $ each 

Cost to provide and install one Bullet-resistant door, (SPSA, Level 111) meeting the requirements 
of Room 10. Door and frame. $ each 

Cost to provide and install one (1) Class 5 vault door as specified in Interim Federal 
Specification AA-D-00600 (GSA-FSS), and meeting the requirements of Room 85. 

c. 

$ each 

SFO NO. 2TX0254 
1 1 /24/04 

FBI FIELD OFFICE INITIALS:
168 GOQT 

(b) (6)



4. DOOR: INTERIOR HARDWARE: (6) 

DESCRIPTION UNIT COST 

a. 

b. 

Cost lo provide and install one (1) storeroom function lockset, meeting the requirements of the 
Door and hardware specification #3. $ each 

Cost to provide and install one (1) classroom function lockset, meeting the requirements of the 
Door and hardware specificalion #3. $ each 

Cost to provide and install one (1) privacy function lockset, meeting the requirements of the 
Door and hardware specification #3. $ each 

Cost to provide and install one (1) Von Duprin 98/99 Three-point latching device meeting the 
requirements of the Door and hardware specification #I. $ each 

Cost to provide and install one (1) wide view-one way peephole. 
$ each 

Cost to provide and Install one (1) Sargent and Greenleaf three position combination lock 
meeting the requirements of the Door and hardware specification #5. $ each 

c. 

d. 

e. 

f. 

SFO NO. 25x0254 
11/24/04 

FBI FIELD OFFICE 
169 

INITIAL 
LESSOR 

(b) (6)



17.14 FINGERPRINT CARD (FBI FORM FD-268) 

FBI FIELD OFFICE 
170 INITIAL & 

LESSOR GOVV 

(b) (6)



17.16 PRIVACY ACT (FBI FORM FD.484) 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE INITIAL 
171 LESSOR 

(b) (6)



17.16 BACKGROUND DATA INFORMATION (FBI FORM FD816) 

SFO NO. m(0254 
11/24/04 

FBI FIELD OFFICE INlTlA 
172 LESSOR 

(b) (6)



17.17 SECURITY ACKNOWLEDGEMENT FORM (FBI FORM FD-836) 

SFO NO. 2TXO254 
11/24/04 

FBI FIELD OFFICE INITIAL 
173 LESSOR 

(b) (6)



17.18 QUESTIONNAIRE FOR PUBLIC TRUST POSITIONS (FBI FORM SF-SSP) 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE 
174 LESSOR GOVT 

(b) (6)



17.19 QUESTIONNAIRE FOR SENSITIVE POSITIONS (FBI FORM SF-86) 

SFO NO. 2TX0254 
11/24/04 

FBI FIELD OFFICE 
1 75 

INITIALS: 
GOVT 

(b) (6)



AMENDMENT NO. 1 

SOLICITATION FOR OFFERS 2TX0254 
FEDERAL BUREAU OF INVESTIGATION 

December 3,2004 

The purpose of this amendment is to provide additional information related to this procurement. 

Solicitation for Off e r P a m  mRh2.2 HOWTOOFFE R 

B. OVERVIEW OF TECHNICAL EVALUATION AND SELECTION PROCESS 
2. In Phase 1, Offerors are required to submit proposals that include six (6) copies of 

information on the Offeror's technical approach and technical qualifications; 
detailed price proposals are not required. After evaluating Phase 1 proposals 
based on the Phase 1 minimum requirements and the Phase 1 evaluation factors, 
GSA will select, not to exceed, the five (5) most highly qualified Offerors. Only 
those Offerors will be requested to submit Phase 2 proposals. Please send copies 
as follows: 

Daphne Hadley (4 copies) 
GSA 
819 Taylor Street, Rm. 12B100 
Fort Worth, TX 76102 

Tracy Harter (1 copy) 
GSA 
727 E. Durango Blvd,. Rm. B602 
San Antonio, TX 78206 

Jeffrey Navarro (1 copy) 
GSA 
300 E. 8th, Rm. GI50 
Austin, TX 78701 

\ 
This II mendment is included in the mailing of the original Solicit

Typed Name of Offeror 

(b) (6)

(b) (6)



AMENDMENT NO. 2 

SOLICITATION FOR OFFERS 2TX0254 
FEDERAL BUREAU OF INVESTIGATION 

December 16,2004 

The purpose of this amendment is to provide additional information related to this procurement. 

SOLICITATION FOR OFFER PARAGRAP H 1.11 UNIQUE R EQUlRFM ENTS 

a,) Each offeror will allocate $24,877.56 to fund an Environmental Assessment on the site chosen of approximately 
10.0840 acres of vacant land out of a 148 acre trad described by Deed recorded in volume 7451 page M87 of the official 
public records of real property of Eexar County Texas and being out of the Anselmo PN originalsurvey No. 23. Abstract 
574.NCE.14861, CHy of San Antonio, Eexar County Texas. The successful offeror will 
months rent. This figure should not be included in your offer and will nd be evaluated as part of the offer 

a rental reduction on his first 

b.) Each offeror wll allocate $lO.Wx) to fund ALTA Survey on the sile then of approximately 10.0840 acres of vacant land 
out of a 148 acre tract described by Deed recorded in volume 7451 page 2087 of the Official public rewrds of real property of 
Eexar County Texas and being wt of the Anselmo PN original survey No 20. Absiract 574.NCE.14861, Clry of San Antonio. 
Eexar County Texas The successful offeror will expect a rental reduclion on his first months rem This figure should not be 
included in your offer and will n d  be evaluated as part of the offer. 

SOLlClTA TlON FOR OFFER PARA GRAPH 2 .3 TECHNICAL PROPOSAL FVALUATION 
CRITERIA 

A. The information in Phase 1 shall be submitted no later than the close of business on the offer due date. 

E. 
Phase 1 evaluates the Offeroh team (developer, architect, and professional engineers general contractor, and 
management team), key pemnnei, and management and technical appmaches based on a number of factors. 
These factors include previous experience with 3 similar projects, (defined as projects of mparable ske, swpe, 
requirements, and technical wmplexily completed within the past l0years. at least me of wfllch was a 
designmuild project), quality of past designs, key personnel qualifications, past performance, and management 
and technical apprmches to Wst mntml. project management, energy efficiency, and lease management. Refer 
to the "Other Award Factws" paragraph in the OFFER EVALUATION section of this SFO and to the "Past 
Performance" questionnaire attached to this SFO. 

(b) (6)



1. Pastrerfonnance. 
a. Fector Description: 

i. This factor considers the quality of the Offeror's past performance in ceWYing out work of a 
similar nature with resped to design, construction. and/or design-build. Consideration will be 
given to success in areas of technical quality, delivery, timeliness, and budget maintenance. 
m e  definition of "similar p r o w  for evaluation purposes is described above. Each project 
evaluated need not have ail the elements of similarky to be considered. However, the Offeror 
must demonstrate, through a combination of projects, similar experience in design, 
construction, andlor design-build. 

ii. Past performance information to be evaluated include timeliness of deiiverylperformance, 
including adherence to contract schedules and timely submission or performance of required 
tests and submitals; resolution of disputes and delays, number of "show cause" letters and 
cure notices issued, number of contract extensions resulting from contractorcaused delays; 
conformance to contract requirements, including quality of workmanship, timeliness, and 
adequacy of correction of deflciencles, number and extent to warranty problems; on-the-job 
safety performance remrd including the number of lost or restricted workdays due to 
occupational injuries in comparison to the national average; compliance with key contract 
provisions (e.g., subcontracting prcgram, labor standards, safety standards, reporting 
requirements, etc.); the Offeror's history for reasonable and cooperative behavior and 
commitment to customer satisfaction; and generally, the Offeror's business-like concern for the 
interest of the customer. 

iii. Evaluators will contact 5 projects that have similar scope, requirements, andlor complexity to 
the projects addressed by this SFO. If a joint venture, the Offeror shall submit both design and 
construction projects showing all required experience. Evaluators may consider performance 
on contracts which are not submitted by Offeror if they have knowledge of them. The same 
basic questions shall be asked of each reference contacted. Refer to the attached "Past 
Performance" qwstionnaire. The intenriwvs shall be documented to indicate who called for 
GSA, who was interviewed, questions asked, and answers provided. The documentation must 
be reviewed by all evaluators 

iv. References. The Government intends to contad those individuals and firm that are listed as 
references by the Offeror to 1) verify that the Offeror's characterization of its involvement is 
accurate and 2) solicit their assessments of the quality of those services that were provided. It 
is the Offeror's responsibility to verify that all referenoes can be reached by telephone. If a 
reference cannot be located based upon the information provided by (he Offeror, the 
Government is not required to consider the listed project, If the Government cannot obtain past 
performance information from a sufficient number of sources, then the Government may find a 
proposal unacceptable. The Government is not required to contact all references provided but 
will contact a sufficient number of references from each Offeror to ascettain a reasonable 
determination of the Offerofs Past Experience and Past Performance. Offerors will be 
required to sign an Authorization and Release to Obtain Past Performance Information 
statement. Refer to the FORMS s t i o n  of this SFO. The Government reserves the right to 
contact references not listed in the Offeror's proposal. 

v. Canfidenfiality of Pasf Performance lnformafion. The Government reserves the rigM to 
maintain the confidentialiy of the past performance information provided by the references 
listed by the Offeror, as well as references obtained by Other means. By submitting a propwal 
for consideration under this solicitation, the Offeror agrees that it shall not seek to discover 
from any source the contents of such communications. The Offeror shall retain the right to be 
debriefed by the Government on its general findings as to its past performance but releases the 
Government *om any obligation to divulge the source of any information rdied upon its 
evaluation. 

vi. Completeness of Past Perfonnance lnfonnation. Failure to list any project which qualifies for 
inclusion under the past performance criteria slated above may be grounds for drawing a 
negative inference as to an Offeror's quaiiflcabns or responsibility and may result in a 
determination that the proposal is not acceptable. 

b. Submittd Requirement: 
i. All of the Offerofs key peMnnel must submit projects in which they have had a primary role in 

the performance of services within their respective disciplines in 3 multi-story commercial office 
buildings, invoiving approximately 100.000 gross square feet or more per building, within the 
past 10years. At least 1 of the submitied buildings must have been a design-build project 
within the last 10years. Failure to submit the required p r o w  information will resuR In the 
Offeror being considered unresponsive. Each Offerofs key personnel must have performed on 
3 projects, and each shall submit the information on their project individually. EaeB=ess)le 

8"widex Io" long photograph, and project references with current contacts and telephone 
numbers for each project discussed. The namtlve must 1) include sufficient information to 
show that the project di 

in this 

And any other reference to the Past performance Questionnaire. 
(b) (6)



rn .9 OOF N NA 

A. m H F  ANTENNA R E Q U I K E m S :  
Space and appropriate mounting support shall also be provided on the roof for the mounting of ONE (1) very high 
freauencv NHF) communicakms antennas vvlth 22-foot. Oinch vertical mast heights. A specnic design intent for . . .  . 
the VHF antenna mounting structure such as a reinforced mechanical screen, mechanicil penthouse wall. or I- 
beam arrangement shall be p r o m  by the Lessor based upon local code requirements and the wnfguration of 
the roof structdre(s). Tnis design shall be coordinated with, and reviewed ana approved by, the FBI 

B. HF ANTENNA REQUIREMENTS: 
A sunable location on the roof of the building shall be provided for the mounting of 1 high frequency (HF) radio 
antenna. The antenna shall he located in an open and clear area away from other antennas and structures 
(including the FBI's other antennas). The FBI wtll install one 354oot 0-inch vertical whip antenna mounted on the 
rooftop to a steel or predrilled aluminum plate sffured to a set of I-beams with 12 ground plane radials running 
along the roof outward from this mounting plate for a distance of 36 feet. 0 inches. These radials are of # I O  
copper, tie on top of the roof. and run at 3Wegree angks lo each other. They can be covered for protection at the 
Lessor's discretion 

C. The antenna and coupler are provided and will be installed by the FBI. The mounting plate and set of I-beams 
shall not tx secured lo the building framewo&. The 35foot. &inch vertical whip antenna shall require 4 guy ropes 
secured at 90 degrees lo each Other and connecled to secure guy points on the roof area. An alternate method of 
guying would require 3 guy ropes spaced 120 degrees apart. 

0. The Lessor shall provide the guy ropes and tie down points Refer to the "Antennas. Room 95 and Antenna 
Layout" dragrams in the DIAGRAMS AND SPECIFICATIONS section of thin SFO. 

E. ROOF ACCESS REQUlREME.NIS 
Access to the roof deck shalt be through a minimum of 1 stairwell extended to the main roof deck in the area 
desianated for the installation of the FBI's antennas. The Lessor shall provide a fuii-size (3-0 wide x 7-0 long) .. 
ope&g onto the roof. The Lessor shall pmvide a walkable roof surface for a(xe55 to each &these antennas. 

F ROOF ELECTRICAL REQUIREMENTS 
Outdmr weather-bght electrical receptacles tied into the essential power system shall be provlded per d e  at 
designated locations on the roof to support tne antenna structure and installatron 

G. LOCATION: 
Room 94 shall be located on the top floor of the building. Final location shall be coordinated with the FBI 

H. The exact location and p m M i n g  of antennaddishffi and/or any required towerr shall be coordinated W h  FBI 
personnel The Lesmr shall advise the Government in writing of any local code restrictions, jurisdictions, or 
permit requirements which would impact the ihstallation of any antennaeldishes or towers on the rwf  of the 
proposed building or the site itself at the initial offer stage. 

I. Space shall be provided on the roof of the building for the mounting of ONE (1) 6foot. Oinch dnmeter microwave 
antenna@). The sites that cannot provide a clear line of site path for FBI communications will not be consldered 

EXPLANATION FB( has one 6 foot dish far the Trilogy back-up and one 4 foof dish for the NClC terminal. They J. 
also have four (4) dishes for Dishnetwork TV 

SOLICITATION FOR OFFER PARAGRA P H 1 3 b  .I R OOM 8 7 

A. Siie: 3,OM)SF 
E. Qtv: 1 
C. 
shall be imtalled over Space Saver rails by the Lessor. Floor Covering SHALL NOT be imtalled until after rails 
are installed by FBI vendor. 
D. 
actual floor load required based on equipment to be installed in room and shall provide these calculations to the 
Government for review. 
E. Walls: Wall Type A1 
F. 
requirements for sprinlder clearance above the Space Savwsysfem which may neosssitate a higher ceiiing. 
Assume all Space Savers where referenced are approximately 8' 7" inches high, top to bottom. 
G. 

Floor Finish: Space Saver systems will be installed by Government contractor. Vinyl composition tile 

Sbudural: Minimum Mo psf live load shall be provided. The Leswt's structural engineer shall determine 

Ceiling height: Minimum 9 feet, 0 inches. The Lessor shall be responsible for meeting any code 

Special Electrical: The Lessor shall pmvide 1 standard electrical outlet for each row of power Space Saver 
units. 

(b) (6)



SSLICITATION FOR OF FER PARA GRAPH 17. 11 MEMORAN DUM OF UN DERSTANDlNO 

DELETE THIS REQUIREMENT 

DaphnG. Hadley, Contracting Officer 

I hereby acknowledge receipt of Amendment No. 2 to SFO 2Tx0254 

Typed Name of Offeror Signature of Offeror/Date 
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AMENDMENT NO. 3 

SOLICITATION FOR OFFERS 2TX0254 
FEDERAL BUREAU OF INVESTIGATION 

January 4,2005 

The purpose of this amendment is to provide additional information related to this procurement. 

SOUCITATION FOR OFFE R P A W R A  PH 1.5 L OCATION IN THF COMMUNlTYlS ITE 
OPTION AGREFMEN T 

A. The kcations seleded for the FBI Field Offices must be easily accessible to major highway arteries. The Spgce 
shall be located in surmundings that are conducive to a professional business area or a campus-like environment 
with buildings of a similar nature. 

B. The Field Office will be constructed on a site of approximately 10 acres (South of University Heights) in the City of 
San Antonio, Texas. See the attached Assignable Option to Purchase Agreement. The site consists Of 
unimproved land to which the utilities and infrastructure and all off-site improvements (excluding sidewalks and 
driveways) are available. It is the sole responsibility of the successful Offeror to obtain and connect the 
necessaly services from the local u t i l i  companies. The successful Offeror agrees to be bound by the 
Memorandum of Understanding and Real Property Conveyance Agreement. Refer to the FORMS section of this 
SFO 

SOLICITATION FOR OFFER PARAG RAPH L11 UCWUE REQUIREMENTS 

b.) Each offeror will allacae $3,000 to fund ALTA Survey on the site chosen of approximately 10.0840 
acres of vacant land out of a 148 acre tract described by Deed recorded in volume 7451 page 2087 of the 
official public records of real property of Bexar County Texas and being out of the Anselmo Pru original 
survey No. 20. Abstract 574.NCB.14861, City of San Antonio, Bexar County Texas. The successful 
offeror will expect a rental reduction on his first months rent. This figure should not be included in your 
offer and will not be evaluated as part of the offer. 

SOLICITATION F OR OFFFR P A RAGB.A- 17.1 R 0 YANCE 
AGREEMENT 

Replace Exhibit "A" (Legal Description attached behind this page). Page 6 of the ASSIGNABLE 
OPTION TO PURCHASE AGREEMENT 

I hekby acknowledae receipt of Amendment No. 3 to SFO 2TX0254 

Typed Name of Offeror Signature of Offeror/Dati! 
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AMENDMENT NO. 4 

SOLICITATION FOR OFFERS 2TX0254 
FEDERAL BUREAU OF INVESTIGATION 

March 11,2005 

The purpose of this amendment is to provide additional information related to this procurement. 

SOLICITATION FOR OFFER 2TX0254 -Add 

ADDITIONAL SECURITY Pages 1 - 9 

I hereby acknowledge receipt of Amendment No. 4 to SFO 2TX02

Typed Name of Offeror 

(b) (6)
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ADDITIONAL SECURITY 

: ,  

1. compound and CLmpound Perimeter 

A. Perimeter Fence. The property shall be surrounded by an 
eight-foot high perimeter fence. This fence may be incorporated 
into the anti-ram barrier. The fence's height will be measured 
from the exterior side of the fence, going from the ground to the 
top of the fence. Local authority having jurisdiction may 
ultimately define the height requirement, but, under no 
circumstances shall the fence be less than six feet high. 

13. Anti-Ram Protection. Anti-ram protection shall be 
provided around the FBI's entire facility. This anti-ram 
protection is required to, be placed a minimum of 100 feet from 
the occupied building. Code-required parking need not be located 
within the 199 foot standoff distance. 

(1) The anti-ram requirement shall be constructed to stop 
a 15,000 pound vehicle traveling at 50 miles per hour with a 
penetration of not::'more than 3 feet of the exterior side of the 
barrier. Barrier'must comply with the State Department Standard 
02.01 (SD-STD-02.61). 

( 2 )  The lessor shall submit final construction 
calculations on all passive anti-ram barriers that have been 
engineered for anti-ram perimeter protection, i.e., anti-ram knee 
wall or berm. Additionally, the lessor shall provide adequate 
drainage, heating, etc. as needed to acc6mmodate site-specific 
needs associated with active anti-ram vehicle barriers. 

( 3 )  An active vehicular sliding gate(s) or swing gate 
shall be provided at all vehicular access points. These gates 
are not required to meet anti-ram standards. However, if an 
anti-ram gate is u,sed, this installation will not preclude the 
installation of an anti-ram barrier, as the sliding gate or swing 
gate will not meet the minimum act,ivation time. 

. .  

( 4 )  The vehicle gate, anti-ram barriers, and lighting 
shall be on essential power. 

( 5 )  Controis for the vehicle gate and anti-ram barriers 
shall be located io  the Compound Access Control Booth (CAC), with 
override controls ' located in Room #91 (NIGHT DUTY ROOMY :1 

i C. Compound Visitor Access Control Booth. 

(1) Visitor CAC General Requirements. The Visitor 
Compound Access Control Booth (VCAC) is a separate facility, 

X Page 1 of 9 Initials
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usually located in proximity of the main entrance area to the 
compound. This booth shall be integrated into the anti-ram 
perimeter barrier and fence. 
point in such a way as to control the flow of pedestrians while 
at the same time not interfering with vehicular traffic. The 
windows of the booth shall be located so that the guard has 
direct visual observation of the screening process, the entrance 
gate(s), and any other areas under their control. 

The lessor shall design the access 

(a) The,VCAC shall be placed in close proximity to the 
designated visitor.parking lot and shall provide access onto the 
compound via the VkAC in such a manner that will not interfere 
with vehicular traffic . 

(b) The booth will house a walk-through metal detector 
(WTMD), a handheld metal detector, package x-ray screening 
machine, business counter of sufficient size to deal with the 
general public, desk space for a computer system, and holding 
lockers. The booth should also allow for the future installation 
of explosive detection technology (The measurements for planning 
purposes will be a 30" X 30" machine set upon a counter n o t  less 
than 3 0 " high. ) 

( c )  The building's walls, doors, windows, and 
man-passable openings shall provide ballistic (Level 111, SPSA) 
protection. Remaining walls of the pedestrian screening area 
shall be constructed of 'substantial' material, e.g., reinforced 
concrete, masonry;etc. Any portion of the pedestrian screening 
area that constitu:tes the perimeter wall of the compound shall 
provide anti-ram protection. All glazing that is not rated for 
ballistic protection shall be constructed using 12 mm laminated 
heat-strengthenediyr thermally tempered glass with a 25  mm bite 
in a metal frame (no lightweight aluminum). Laminated glass 
shall have a 60 mil thick Polyvinylbuterol interlayer. This 
includes door glazing as well as windows. Windows (other than 
ballistic glazing) are not permitted to be operable. W A C  shall 
be provided. The pedestrian screening area, including W A C ,  
security equipment and lighting, shall be on emergency power. 

(a) The guard is required to have 360 degree visual 
access outside the perimeter wall. The lessor shall provide a 
duress alarm and an intercom/communication link with the main 
building reception/communication function booth. Lighting in the 
guard booth shall be on a dimmer switch. 

(e) The windows of the booth shall be located so that 
the guard has direct visual control of the screening process, the 
entrance gate(s),,and any other areas under his control. 

Page 2 of 9 I n i t i a l s :
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D. Vehicle Gate(s) 
be provided at the site 
gate shall be a minimum 
shall be electronically 

A lockable sliding vehicle gate shall 
perimeter at each vehicle entrance. The 
of eiqht feet hiqh. The vehicle qate 
controlled at the Vehicle Compound Access 

Control (CAC) guard booth, with an override control placed within 
the facility in Room 91. (NIGHT DUTY ROOM) 

E. Site Signage. The lessor shall provide off-site and 
entrance signs; have on-site directional signs, parking signs, 
and cautionary signs for visitors, employees, service vehicles, 
and pedestrians. This is in addition to the SFO requirements. 

F. Facility Vehicle Parking. Permanent vehicular parking 
will be placed no closer than 20 feet of any occupied building. 

(1) Underground Parking. The lessor shall not design 
underground parkin6 if possible. 
provide underground parking due to space considerations, local 
code, or the areals density, then the lessor shall ensure that 
the design incorporates an ability to vent pressures for an 
underground confinbd explosion. The lessor shall further ensure 
that the design incorporates sufficient reinforcement to.dea1 
with the upheaval and failure of the floors caused from the 
effects of an explosive device and the implications these excess 
loads would place upon the columns and beams that could cause 
progressive collapse of the facility. 

If the design is forced to 

(2) Visitor Parking. All visitor parking, shall be 
located on the exterior of the anti-ram protection and shall be 
separated from employee parking. 

0. Lighting. General site lighting shall be a minimum of 2 
foot candle (fc) measured at the cross over mid-point between 
multiple lights, one meter above the ground. 

(1) Compound Access Booth shall be illuminated with a 
minimum of 5 fc illumination that will include the entry/exit 
driveways and a surrounding area of the booth of not less than 10 
feet. This illumination shall be provided 360 degrees around the 
CAC . ! 

~ / .  

( 2 )  Vehicular and pedestrian circulation areas shall be 
illuminated a minimum of 5 fc and horizontally maintained. 
Perimeter lighting shall be continuous and on both sides of the 
perimeter barriers. 
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H. Landscaping. Landscaping design elements that enhance 
security are desired. A clear zone, free of auxiliary buildings, 
parking, or man-made obstructions, shall be provided, measuring 
15 feet inward from the protected side of the perimeter wall. 
Only the CAC and electrical site transformer utility building may 
be located in this clear zone. In these cases, the clear zone 
shall extend 15 feet inward from the exterior of those buildings. 
Landscaping in theiclear zone shall be limited to items that will 
not over time obscure local guard or camera vision. 

2. General Building Design Criteria 

A. Structusal and Blast Design Protection Guidelines for FBI 
Facilities. 

(1) Setback. A minimum setback distance of 100 feet shall 
be provided for the main facility and annex. However, if given 
the expanse of space and the ability to increase setback, the 
lessor should take every advantage of increasing the setback. 

(2) Windows. All designs shall incorporate a minimalist 
approach for the installation of glazing openings at the lower 
levels of the facility. Windows should be minimized in the lower 
floors of the building on the exterior faces of the building 
where the blast pressures are higher from an external threat. As 
the facility progresses in height, the incorporation of 
additional g1azing"openings may be expanded. 

I :  

(a) Wi$dow Walls or curtain walls shall not be 
included in the design and will not be accepted by the F B I .  
Windows shall be made of tempered glass, laminated glass, or 
glass/polycarbonate security glazing. If the window is designed 
to stay in the frame, loadpath into the structure shall'be 
maintained. All windows in the facility will be non-operating. 

(3) Structure. The design of "U" and "L" shaped 
buildings or buildings with reentrant corners shall be avoided. 
Buildings shall be designed with 3 or more structural bays in 
order to provide additional redundancy and lateral resistance to 
blast loads. 

(4) Materials. Cast in place reinforced concrete is the 
preferred construction material. Other materials that provide 
sufficient ductility are also accepted. Precast and prestressed, 
concrete, unreinforced masonry construction and E F I S  will not be 
permitted. 

! 

, 
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(5) Transfer Beams/Girders. Transfer Beams/Girders shall 
not be designed for use in the facility. The loss of transfer 
beams/girders reduces the redundancy in the system and can lead 
to progressive collapse of the structure. 

(6) Floor Slabs. Two-way floor slab design with 
symmetrical reinforcement shall be designed into the structures. 

(7) Reinforced Concrete Beams. Staggered lap splices 
shall be used to fully develop the capacity of the reinforcement. 
Symmetrical reinforcement to resist load reversals on a beam 
shall be designed into the structure. 

3. Interior Design Criteria 

A. Building Setback. The occupied building is required to 
have a minimum setback (also known as standoff) of 100 feet. 
Setback shall be measured from the exterior of the anti-ram 
barrier to the exterior facade of the office building(s). At the 
vehicle entrance, the 100 foot setback shall be measured from the 
attack side (exterior) of the active anti-ram barrier or 
perimeter wall to the building exterior. The building shall be 
designed and constructed to meet the GSA Progressive Collapse 
linalysis and Design Guidelines dated June 2003. 

B. Blast Criteria. The building exterior (walls and 
windows) shall be designed in compliance with the "Draft 
Inter-Agency Design Criteria dated October 31, 2003". The blast 
load pressures are: 

10 PSI / 89 PSI/MSEC measured at 50 feet. 

(1) There is no blast criteria for equipment mounted on 
the roof of buildings, for unoccupied utility buildings, separate 
loading dock areas, transformer building, separate generator 
building, or CACs. 

( 2 )  The lessor shall hire a blast consultant for the 
duration of the design and construction process. This consultant 
shall submit blast design calculations to validate that i:he 
facility design meets or exceeds acceptable levels of protection 
against blast waves identified above. This includes all exterior 
walls and windows. 

C. Courtyards. A courtyard is considered protected when it 
is surrounded by occupied space where the exterior walls are 
higher than 16 feet above grade or accessible platform. Any 
courtyard that is not protected shall meet the same level of 
blast protection as the exterior walls of the building. 
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4. Dedicated Employee Entrance 

(A)  The building shall provide a separate dedicated employee 
entrance/exit. The dedicated employee entrance/exit shall 
provide for an enclosure foyer that is placed prior to the access 
controls identified below. 

(B) The lessor shall provide electronic access controlled 
full-height revolving doors/portals, allowing access to and 
egress from the main facility. The number of revolving 
doors/portals shall be determined by the lessor based on the 
calculated employee traffic. The lessor shall contract with 
companies that provide revolving door/portals with a nationwide 
maintenance capability. Seenex LLC and SNA Access Control 
Corporation are two; however, others will be considered providing 
they meet this criteria. ACS stations will be provided at all 
perimeter entry/exit points, parking garage, and facility 
entrances. 

( C )  This revolving door/portal system shall work in 
conjunction with the fire/life safety system. In the event of a 
fire emergency, the doors shall fail open. Any fire alarm pull 
box located in an area accessible by non-cleared personnel shall 
not deactivate the doors, but will annunciate the alarm (i.e., 
main lobby of the building) to the local guard control center. 

5. Building Delivery and Loading Docks. Delivery vehicles should 
be routed to the loading dock area in such a manner that the 
vehicle does not pass along the side of the main facility. 
Instead, a direct approach from the rear should be developed. 

(A)  The loading dock area should be designed as a separate 
but attached building to the main facility. The common wall 
shall be reinforced and serve as a shield or buffer to the main 
facility in the event of contamination or blast. As such, it is 
highly recommended that the loading dock not be incorporated into 
the main facility, i.e., share load bearing columns or beams, 
share common walls and have separate HVAC systems. 

(B) CCTV coverage shall be provided to the loadinc; dock 
screening/delivery area. A secondary access door with dual 
access control shall be installed that provides for entry into 
this area from the outside. 
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6. Building Emergency Notification Systems. Building Emergency 
notification systems shall be designed for the facility. The 
issue of providing the system within a SCIF becomes a security 
concern. When required by local/state/federal fire and life 
safety regulations or laws, the following requirements are 
established: 

(A) All incoming wiring shall breach the SCIF at one point. 
In systems that require notification only, the system shall have 
a high gain buffer amplifier. The system shall comply with UFAS 
codes. 

(B) In systems that require two-way communication, the 
system shall have electronic isolation (a fiber optic isolator). 
SCIF occupants should be alerted when the system is activated 
(prominent red light, flashing strobe or similar visual device 
and secondary audio annunciators). The system shall cC;;i;i?ly with 
UFAS codes. 

I. Building Automated Maintenance Systems. Remote access of 
building automated maintenance and environmental control systems 
is not permitted. All monitoring shall be performed on site, 
without any externally connected direct patch remote diagnostic 
connectivity allowed for any BAMS related functions. 

J. Garage Door Specifications. All Garage doors shall be a 
minimum of 22 gauge metal, insulated door with dual heavy duty 
sliding deadbolts at each end. 

K. Access Control System. All controlled doors shall 
utilize motor driven type door latches capable of withstanding 
2000 pounds of brute force entry. 

L. Emergency Generator. The fuel point shall be designed so 
that the delivery vehicle does not have to come closer than 100 
feet of the occupied facility. 
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AMENDMENT NO. 5 

SOLICITATION FOR OFFERS 2TX0254 
FEDERAL BUREAU OF INVESTIGATION 

April 1,2005 

The purpose of this amendment is to provide additional information related to this procurement 

SOLICITATION FOR OF FER PARAGRAPH 1.3 AMOUNT AND TYPE OF S PACF 

.C. PARKINE 
1. Amount and Type. 

a. The Lessor shall provide a minimum of 209 inside secured parking spaces. These spaces shall be 
available on sile and shall be secured as described below. The spaces shall be non-tandem (no 
stacked) parking spaces, capable of accommodating fullsize passenger vehicles, utility vehicles. and 
light Wcks. The Lessor shall provide parking as normally furnished in amrdance with local d e s  
and based on the square footage to be occupied by the Government or the parking requested above 
and in Parking (b) whichever is larger. A minimum of 20 visitor parking spaoes shall be provided. 

One additional reseNed parking space shaii be provided at a separate, servicelnon-public entrance 
for suspect drop-off and for deliveries. This parking space shall be near the building senice elevator 
to facilitate deliveries and the movement of furniture, etc. 

Signs shall be provided and imtalled In the visitors parking area to alert the public to stringent towing 
policies and the removal of unauthorlzed vehicles. Signs shall indicate the following: "A $50 to $300 
fine will be imwsed for violations." 

b. 

c. 

SOLlClTATlO {ION P G H . 4  P CAPAB IL IN  

The Lessor shall be capable of providing no less than 35 percent contiguous enpansion space and 35 percent of the 
total secured parking spaces over the life of the Government's entire lease term. The expansion space shall not compromise 

the estabtshed perimeter security setback. Pmvisian of the expansion space shall be accomplMed with minimal d i i i o n  to 
the tenant. All structural reinforcements required to accommodate the Lessor's expansion proposal must be included in the 

Offeror's initial mst proposal. 

DELETE AMENDMENT 4 ADDITIONAL SECURITY AND REPLACE WITH 
S E ~ ~ ~ I ~  Pages 1 - 6 

I hereby acknowledge receipt of Amenddent No. 5 to SFO 2TX0

Typed Name of Offeror Signature of OfferOF/DiIfe 
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1. Edlaincr aad Site Pmrimetar 

A. PfiriQeteS F-SnCe. The property shall be surrounded by an 
eight-foot high perimeter fence. 
into the anti-ram barrier. 
from the exterior side of the 'fence, going from the ground to the 
top of the fence. Mcal authority having jurisdiction m y  
ultimately define the height reguirement, but, under no 
circ'mstances, shall the fence be less than six feet high. 

This fence may be incorperated 
The fence's height will be measured 

B. Buildin# Setback. A mininnam setback distance of 130 feet 
shall be provided €or the main facility and annex. Bowkver. if 
given the expanse of space and the ability to increase setback, 
the lessor should take every advantage of increasing the setback. 

C .  Mci-Rpra Protection. Anti-ram protection shall be 
provided around the FBI's entire facility. 
protection is required to be placed a minimum of 1 D O  feet from 
the occupied building. Code-required parking need not be located 
within the 100 foot standoff distance. At the vehicle fmtmnce, 
the 200 foot setback shall be measured from the attack side 
(exterior) of the active anti-ram barrier or perimeter Wall to 
the building exterior. 

a 15,000 gound vehicle traveling at 50 miles per hour with a 
penetration of not more than 3 feet of the exterior side of the 
barrier. 

(2) The lessor shall submit final construction 
calculations on all passive anti-ram barriers that have bees 
engineered for anti-ram perimeter protection..i.e., anti-ram knee 
wall or berm, with the 35% construction drawings. Additionally, 
the lessor shall provide adequate drainage, heating, etc. as 
needed to accommodate site-specific needs associated with active 
anti-ram vehicle barriers. 

This anti-ram 

(1) The anti-ram requirement shall be constructed to StOP 

(3) An active vehicular sliding gatetsl or swing gate 
shall be provided at all vehicular access points. These gates 
are not required to meet anti-ram standards. However, if an 
anti-ram gate i s  used, this installation will not preclude the 
installation of an anti-ram barrier. as the sliding gate or swing 
gate will not meet the minimum activation time. 

(4) The vehicle gete. anti-ram barriers, and lighting 
shall be on essentibl power. 

(S)  Controls for the vehicle gate and anti-ram barriers 
shall be located in the Compound Access Control Booth (CAC), with 
override controls located in Room Y91. 

1 
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D. C m m l l U l  Visitor ACCOSE COatrOl  Booth 

( I )  vi#itor CAC Gumr.1 Rermimmanttp. The Visitor 
Compound Access Control Booth (VCAC) shall be a separate 
facility, usually located in pro%imity to the main entrance area 
of the compound and the designated visitor parking lot. This 
booth shall be integrated into the anti-ram pmimeter barrier and 
fence. The lessor shall design the access point in such a way as 
to control the flow of pedestrians while at the same time not 
interfering with vehicular traffic. The windows of the booth 
shall be located so that the guard has direct visual observation 
of the screening process, the entrance gate(s), and an) other 
areas under their control. 

fa) The hoth will house a walk-through metal detector 
(wTMD), a hanaheld metal detector, a package x-ray screening 
machine, a business counter of sufficient size to deal with the 
general public, desk space for a computer syst@m, and holding 
lockers. The booth should also allow for the future installation 
of vcplosive detection technology (The measurements for planning 
purposes will be a 30' X 30' machine set upon a counter not less 
than 30' high.) The equipment housed in the booth will be 
provided by the Government. 

(b) The building's walls, doors, windows. and 
man-passable openings shall provide ballistic (Level 111, SPSA) 
protection. Remaining wells of the pedestrian screening area 
shall be constructed of 'substantial' material, e . g . ,  reinforced 
concrete, masonry. etc. Any portion of the Redestrian screening 
area that constitutes the perimeter wall of the compound shall 
provide anti-ram protection. Laminated glass shall have a 60 m i l  
thick Polyvinylbuterol interlayer. This includes door glazing as 
well as windows. windows are not permitted to be operable. HVAC 
shall be provided. The pedestrian screening area, including 
WAC, security equipment and lighting. shall be on emergency 
power. 

(c) The lessor shall provide a duress alarm and an 
intercomfcommunication link with the main building 
raceptionfeommunication function booth. 
booth shall be on a dimmer switch. 

Lighting in the guard 

ldl The windows of the booth shall be located so that 
the guard has direct 360 degree visual control of the screening 
procegs, the entrance gate(.$), and any other areas under his 
control. 
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E. Vehicle O.tais). A lockable sliding or swinging vehicle 
gate shall be provided at the site perimeter at each vehicle 
entrance. The gate shall be a minimum of eight feet high. The 
vehicle gate shall be electronically controlled at the Vehicle 
Compound Access Control (CAC) guard both, with an override 
control placed within the facility in Room 91. 

P, Facility V.bicle Pubiorr .  Permanent vehicular parking or 
driveway(s) may not be placed closer than.20 feet of any occupied 
building. 

The lessor shall not design 
under building parking. 
building parking due to space considerdtions, local cod@', or the 
area's density, then the lessor shall ensure that the design 
incorporates an ability to vent pressures for an underground 
confined explosion. The lessor shall further ensure that the 
design incorporates sufficient reinforcement to deal with the 
upheaval and failure of the floors caused from the effects Of an 
explosive device and the implications these excess loads would. 
place upon the colwnns and beams'chat could cause progressive 
collapse of the facility. 

foot candle (fc) measured at the cross over mid-point between 
multiple lights. one meter above the ground. 

a m i n i m  of 5 fc illumination that will include the entrylexit 
driveways and a surrounding area of the booth of not less than 10 
feet. This illumination shall be provided 360 degrees around the 

(1) ondot Suildinp. Parking. 
If the design is forced to previde under 

0. Lipatins. General site lighting shall b@ a minimum of 2 

(1) The Compound Access Booth shall be illurninatad with 

CAC . 
(2 )  Vehicular and pedestrian circulation areas shall he 

illuminated a minimum of 5 fc and horizontally maintained. 
Perimeter lighting shall be continuous and on both sides of the 
perimeter barriers. 

X. baXd8CaEbS. Landscaping design elements that.,-enhance 
security are desired. A clear zone, free of auxiliary buildings, 
parking. or man-made obstructions, shall be provided, measuring 
15 feet inward from the protected side of the perimeter wall. 
Only the CAC and electrical site transformer utility building may 
be located in this cl@ar zone. In these cases, the clear zone 
shall extend 15 feet inward from the exterior of those buildings. 
Landscaping in the ckar zone shall be limited to items that will 
not over time obscure'local ward or camera vision. 

3 (b) (6)



2. aensal strf1di.m Design criteria 

A. Structura). and Blast Desi- Protoct5On Du 
?.CilitiOU. 

re6 for FBI 

(1) The building shall be designed and constructed to 
meet the GSA Progressive Collapse Analysis and Design Guidelines 
dated June 2003. 

I P )  Window Walls or curtain walls shall not be includsd 
in the design and will not be accepted by the FBI. 
be &e of tempered glass, laminated glass, or 
glass/polycarbonate security glazing. If the window is$esigned 
to stay in the frame, loaapath into the structure shall be 
maintained. A11 windows in the facility will be non-operating. 
The requirement of only 40% glass per bay includes the lobby of 
the building. 

windows shall 

13) l’ran#€er Baarns/Oirderm. Transfer BeamslGirders shall 
not be designed for use in the facility. 

(4) Floor Slab.. Two-way floor slab design with 
synvnetrical reinforcement shall be designed into the structures. 

(5) Rainforcad Concrete Baame. Staggered lap splices 
shall be used to fully develop the capacity of the reinforcement. 
Symmetrical reinforcement to resist load reversals on a beam 
shall be designed into the structure. 

B. Blast Criteria 

The building exterior (walls and windows) shall be designed 
to meet the following blast load pressures: 

10 PSI I 89 PSIIMSEC 

(1) There is no blast criteria for equipmsnt mounted on 
the roof of buildings, for unoccupied utility buildingtiidseparate 
loading dock areas, transfarmer building, separate generator 
building, or CACs. 

12) The lessor shall hire a blast consultant for the 
duration of the design and construction process. This consultant 
shall submit blast design calculations to the Government to 
validate that the facility design met6 or exceeds acceptable 
levels of protection against blast waves identified above. This 
includes a l l  exterior walls and windows. 

4 INITIALS 

(b) (6)



3. Ddllcbesd Sraployes fzntr.ncs 

(a) The building Shall provide a separate dedicated employee 
entrancelexit. The dedicated mployee entrance/exit shall 
provide for an enclosed foyer that is placed prior to the access 
controls identified below. The dedicated employee entrance must 
be at least 20 feet from the main public entrance. 

(b) The lessor shall provide electronic access-controlled 
full-height revolving doors/portals, allowing access to and 
egress from the main facility. 
doors/portals shall be detemined by the lessor based on the 
calculated employee traffic. The lessor shall contract with 
companies that provide revolving doorfportals with a nqtionwide 
maintenance capability. Seenex LLC and SNA Access Control 
Corporation are two; however, others will be considered providing 
they meet tbis criteria. 
perimeter entry/exit points, parking garage. and facility 
entrances. 

The number of revolving 

Access-control wilL be provided at all 

( c )  This revolving doorlportal system shall work in 
conjunction with the fireflife safety system. In the event of a 
fire emergency, the doors shall fail open. Any fire alarm pull 
box located in an area accessible by non-clearec3 personnel shall 
not deactivate the doors, but will annunciate the alarm (i.e., 
main lobby of the building) to the local guard control center. 
The lessor shall provide a unit price for these doors to be paid 
1- sum by the Government. 

4. SuSlding Dalivsry aad Loading Dock. 

(a) Delivery vehicles should be routed to the loading dock 
area in such a manner that the vehicle does not pass along the 
side of the main facility. 
rear should be developed. if possible. 

but attached building to the main facility. 
shall be reinforced and serve as a shield or buffer to ' the main 
facility in the event of contamination or blast. As such, it is 
highly recommended that the loading dock not be incorporated into 
the main facility. i.e., share load bearing colwnns, beams, or. 
share common walls. 

Instead, a direct approach from the 

(b) The loading dock area should be designee as ia separate 
The common wall 

Separate W A C  systems shall be provided. 

( c )  CCTV coverage shall be provided to the loading dock 
screening/delivery area. 
access control shall be installed that provides for entry into 
this area from the outside. 

A secondary access door with dual 

S 

(b) (6)



5. guildfso smxgency Ilrotification Systura 

designed for the facility. 
within a SCIF becomes a security concern. 
local/state/feBeral fire and life safety regulations or laws. the 
following requirements are established: 

(b) A l l  incornha wiring shall breach the SCIF at one point. 
In systems that require notification only, the system shall have 
a high gain buffer amplifier. The system shall comply with UFAS 
codes. 

system shall have electronic isolation (a fiber optic isblator). 
SCIF occupants should be alerted when the system is activated 
(prominent red light, flashing strobe or similar visual device 
an8 secondary audio annunciators). The system shall comply with 
UFAS codes. 

6 .  a r f l ~ i ~  aut0zut.d Maiatmaacc Suotsme. Remote access of 
building automate8 maintenance and environmental control systems 
is not permitted. All monitoring shall be performed on site, 
without any externally connected direct patch remote diagnostic 
connectivity allowed for any BAMS related functions. 

7. oBrag8 Door SpeaifieatioDe. All Garage doors shall be 
commercial grade. minimum of 22 gauge metal, insulated door with 
dual heavy duty sliding deadbolts at each end. 

8. Access Control Wetea. All controlled doors shall utilize 
mtor driven type door latches Capable of withstanding 2000 
pounds of brute force entry. 

9. Esaetgeacy Generator. The fuel point shall be designed so 
that the delivery vehicle does not have to come closer than 100 
feet of the occupied facility. 

(a) Building Emergency notification systems shall be 
The issue of providing the system 

When required by 

(0 )  In systems that require tWO-WEy communication. the 

6 
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AMENDMENT NO. 6 

SOLICITATION FOR OFFERS 2TX0254 
FEDERAL BUREAU OF INVESTIGATION 

April 8,2005 

The purpose of this amendment is to provide additional information related to this procurement. 

Solicitation fo r Offer R- raph 2.2 H OW TO OFFER 

B. OVERVIEW OF TECHNICAL EVALUATION AND SELECTION PROCESS 

4. In Phase 2, Offerom are required to submit technical proposals (including detailed 
design information) and price proposals. The Phase 2 proposals will be evaluated 
based on the Phase 2 minimum requirements and the Phase 2 technical evaluation 
factors and price. 

Provide six copies in total to the following: 

Daphne Hadley (2 copies) 
GSA 
819 Taylor Street, Rn. 12B100 
Fort Worth, TX 76102 

Tracy Harter (1 copy) 
GSA 
727 E. Durango Blvd,. Rm. 8602 
San Antonio, TX 78206 

Eric Janovsky (1 copy) 
GSA 
Office of Chief Architect 
1800 F street, NW, Rm 3341 
Washington, DC 20405 

Brenda King (2 copies) 
FBI 
1025 F. Street NW, Suite 500 
Washington, DC 20405 

0.6 to SFO 2TX0254 

Typed Name of Offeror 

(b) (6)

(b) (6)



AMENDMENT NO. 7 

SOLICITATION FOR OFFERS 2TX0254 
FEDERAL BUREAU OF INVESTIGATION 

April 19,2005 

The purpose of this amendment is to provide additional information related to this procurement. 

&licit&o n for Offer P m  1.3 AMOU N T AND TYPE OF SPA C E 

E. All space shall be contiguous both horizontally and vertically with a minimum flwrplate of 25,00OANSI/BOMA 
Oflice Area square feet to a maxhnurn flmrphte of 40,000 ANSilBOMA Oflioe Area square feet. Column spacing 
within the office shall be a minimum 30 feet, 0 inches on center (O.C.) each way to a maximum of 40 feet, 
0 inohes O.C. each wav. I 

f 
I hereby acknowledge receipt of Amendment No. 7 to SFO 2TX0254 

Typed Name of Offeror 

(b) (6)

(b) (6)



AMENDMENT NO. 8 

SOLICITATION FOR OFFERS 2TX0254 
FEDERAL BUREAU OF INVESTIGATION 

September 7,2005 

The purpose of this amendment is to provide additional information related to this 
procurement. 

GSA FORM 3517(b) General Clauses (rev 12/03) 

The following changes (in red) to the GSA Form 3517b are open for negotiation. GSA's preference is for the clauses to 
remain as stated on the GSA Form 351713 revised 12/03. The following changes might be acceptable to GSA for a 
reduced rental consideration. Please advise if any of the changes are to be included in your proposal and the amount of 
rental consideration to be offered for using each of the alternate clause changes selected 

2. 552.270-5 - SUBLETTING AND ASSIGNMENT (SEP 1999) 

The Government may sublet any part of the premises but shall not be relieved from any obligations under this 
lease by reason of any such subletting. The Government may at any time assign this lease, and be relieved from 
all obligations to Lessor under this lease excepting only unpaid rent and other liabilities, if any, that have accrued 
to the date of said assignment. Any assignment shall be subject to prior m'tten consent of Lessor, which shall not 
be unreasonably withheld. 

The Government may sublet any part of the premises but shall not be relieved from any obligations under this 
lease by reason of any such assignment or subletting. Any assignment or sublet shall be subject to prior written 
consent of Lessor, which shall not be unreasonably withheld. Should the Lessor not consent to any assignment 
or sublet, said portion of space shall be returned to the Lessor with no rental accruing after its return. 

552.270-10- FAILURE IN PERFORMANCE (SEP 1999) 

The covenant to pay rent and the covenant to provide any service, utility, maintenance, or repair required under 
this lease are interdependent. In the event of any failure by the Lessor to provide any service, utility, maintenance, 
repair or replacement required under this lease the Government may, by contract or otherwise, perform the 
requirement and deduct from any payment or payments under this lease, then or thereafter due, the resulting cost 
to the Government, including all administrative costs. If the Government elects to perform any such requirement, 
the Government and each of its contractors shall be entitled to access to any and all areas of the building, access 
to which is necessary to perform any such requirement, and the Lessor shall afford and faciliate such access. 
Alternatively, the Government may deduct from any payments under this lease, then or thereafter due, an amount 
which reflects the reduced value of the contract requirement not performed. No deduction from rent pursuant to 
this clause shall consti ie a default by the Government under this lease. These remedies are not exclusive and 
are in addition to any other remedies which may be available under this lease or at law. 

15. 

Is modified by the addition of the following: 

'"8efore exercising any right to offset rent or terminate this lease as may be provided for or allowed under the 
lease, the Government shaii provide the Lessor and the first mortgagee with notice and a reasonable opportunity 
to cure given the nature and circumstances of the default. It sheli be the Lessor's responsibility to provide the 
Government with the proper name and address of the first mortgagee. In the event the defauit in question can not 
be cured within a reasonable cure period as determined by the Contracting Office or his designated 
representative, the Lessor or the fist mortgagee shall be entitled to such additional time as may be reasonably 
necessary to cure such defautt, provide the Lessor begins to effectuate such cure during the initial cure period 
and proceeds diligently thereaffer to complete such cure. Notwithstanding the foregoing, the Lessor has a 
maximum cure period of 120 calendar days, provided that such period may be extended in the reasonable 
discretion of the Contracting Officer. lfthe default is not cured within the extended cure period, the Government 
may correct the deficiency and deduct the cost, including administration costs, from the rental due. 

(b) (6)



17. 552.270-7 - FIRE AND CASUALTY DAMAGE (SEP 1999) 

If the entire premises are destroyed by fire or other casualty, this leaee will immediately terminate. in case of 
partial destruction or damage, so as to render the premkes untenantable, as determined by the Government the 
Government may terminate the lease by giving written notice to the Lessor within 15 calendar days of the fire or 
other casualty: if so terminated, no rent will accrue to.the Lessor after such partial destruction or damage; and if 
not so terminated, the rent will be reduced proportionately by supplemental agreement hereto effective from the 
date of such partial destruction or damage. Nothing in this lease shall be construed as relieving Lessor from 
liability for damage to or destruction of property of the United States of America caused by the willful or negligent 
act or omission of Lessor 

If the entire premises are destroyed by fire or other casuaity, this lease wiil immediately terminate. in case of 
partial destruction or damage, so as to render the premises untenanable, as reasonably determined by the 
Contracting Officer or his designated representative. the Lessor or the first mortgagee shall be allowed a 
reasonable amount of time, not to exceed 270 days, from the date of occurrence of the destruction or damage, to 
repair or restore the leased premises to a tenanabie condition. considering the nature and the extent of the partial 
destruction or damage, and provided the Lessor or the fimt mortgagee submits to the Contracting Office or his 
designated representative a schedule showing the work can be completed within reasonable amount of time, not 
to exceed 270 days from the date of occurrence of the destruction or damage. if the Lessor or the iirst mortgagee 
fails to timely submit a schedule for completing the work or fails to diligently pursue such repair or restore the 
lease premises within the scheduled time, or fails to diligently such repair or restoration, the Government may 
terminate the lease by giving wfiten notice to the Lessor and the first mortgagee. Within 30 calendar days of any 
partial destruction or damage to the leased premises, the Lessor or the first moltgagee shall provide the 
Government with its schedule For accomplishing the repair and restoration. The Government shall have the right 
to review and approve such schedule, as well as the plans for repair or restoration of the leased premises, such 
approval not to be unreasonably withheld, conditioned or delayed. Rent for that portion of the leased premises 
which is untenable shaii be reduced by the Government's Unilateral Change hereto effective from the date of 
such partial destruction or damage until such time as the affected space has been repaired or restored. Nothing 
in this lease shall be construed as relieving Lessor from liability for damage to or destruction of propelty of the 
United States of America caused by the willful or negligent act or omission of Lessor. 

Change to Amendment 5 -Additional Security (Reissued from Amendment 4 - Addlional Securtty) 

2. General Building Design Criteria 
A. (3) Structure 
The design of "u" and "L" shaped buildings or buildings wlth reentrant comers shall be avoided. Building 

shali bs designed with 3 or more structural bays in order to provide additional redundancy and lateral 
resistance to blast loads. 

Typed Name of Offeror 

(b) (6)

(b) (6)



AMENDMENT N0.9 

SOLICITATION FOR OFFERS 2TX0254 
FEDERAL BUREAU OF INVESTIGATION 

September 15,2005 

The purpose of this amendment is to provide additional information related to this procurement. 

Solicitation for Offer Para0 ranh 2 . 2 HOW TO OFFFR 

OVERVIEW OF TECHNICAL EVALUATION AND SELECTION PROCESS 

4. In Phase 2, Offerom are required to submit technical proposals (including detailed 
design information) and price proposals. The Phase 2 proposals will be evaluated 
based on the Phase 2 minimum requirements and the Phase 2 technical evaluation 
factors and price. 

B. 

Provide six Copies in total to the following: 

Daphne Hadley (1 copy) 
GSA 
819 Taylor Street, Rm. 12B100 
Fort Worth, TX 76102 

Tracy Harter (2 copies) 
GSA 
ATTN: Diane (FBI) and Ron Lane 
727 E. Durango Blvd,. Rm. 8602 
San Antonio, TX 78206 

Charles Matta (1 copy) 
GSA 
Office of Chief Architect 
1800 F Street, NW, Rm 3341 
Washington, DC 20405 

Brenda King (2 copies) 
FBI 
WB950 
2400 Schuster Drive 
Cheverly, MD 20789 

. 9  to SFO 2TX0254 

Typed Name of Offeror 

(b) (6)
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- VICKREY & ASS( IATES, 1x10. 
C O N S U L T I N G  E N G I N E E R S  

m T E S  & BOUNDS DESCRIPTION 
FOR A 10.00 ACRE TRACT OF LAND 

OUT OF THE ANSELMO PRUE SURVEY No. 20, ABSTRACT 574 
SAN ANTONIO, BEXAR COUNTY, TEXAS 

A 10.00 acre (435,589 square feet) tract of land, out of and a portion of the Anselmo Prue Survey 
No. 20, Abstract 574, Bexar County, Texas; and being out of and a portion of that certain called 
148:086 acre tract of land, as conveyed to K. K. Amini in Deed dated December 23, 1996 and 
recorded May 04, 1998, as recorded in Volume 7451, Page 2087, Bexar County Deed and Plat 
Records, said 10.00 acre tract being more particularly described by metes and bounds as follows 
with all bearings being referenced to Plat of University Heights Unit 4 as recorded in Volume 
9548, Page 210, of the Deed and Plat Records of Bexar County, Texas: 

Beginning: at a set %” iron rod with Vickrey & Associates, Inc. property cap said point being 
on the westerly right-of-way line of University Heights (Variable Width Right- 
of-Way) and being the northwesterly comer of said 10.00 acre tract; said point 
also being the most Northerly Southwest comer of a 20.837 acre tract of land as 
conveyed to Theresa M. Khodr, as recorded in Volume 8238, Page 0513 of the 
Bexar County Official Public Records of Real Property; 

Along the common boundary line of said 20.837 acre tract and the herein 
described tract of land as follows: 

Thence: 

- N 89”23’10”E, 133.35 feet, to a set %” iron rod with V&A property cap 

S OO”O0’01” E, a distance of 475.36 feet, to a set %’ iron rod with V&A 

for the Northeast comer of the herein described tract of land; 

- 
property cap at an angle point for comer; 

S 17”03’58” E, a distance of 306.47 feet, to a set %” iron rod with V&A 
property cap for the Southeast comer of the herein described tract of 
land; 

Thence: N 89’52’01’’ W, Leaving said common boundary line, a distance of 772.79 feet 
to a point lying on the easterly right-of-way line of University Heights (Variable 
Width Right-of-way), for the Southwest comer of the herein described tract of 
land; 

Along the Easterly right-of-way of said University Heights and the West lines of 
the herein described tract of land as follows: 

Thence 

339.83 feet along the arc of a curve to the left having a radius of 2022.00 
feet, a central angle of 09’37’49”, a chord bearing N 00’43’33’’ W, a 
distance of 339.43 feet to a set %” iron rod with V&A property cap for a 
comer, at a point of reverse curvature; 

- 144.33 feet along the arc of a curve to the right having a radius of 178.00 
feet, a central angle of 46”27’32”, a chord bearing N 17O41’20” E, a 
distance of 140.41 feet to a set E’’ iron rod with V&A prope@#yb@ a 
comer, at a point of tangency; &4 

I:\WP51\0591 1D9,104\m&b10.00ac1230~4.doc El 
12940 Country Parkway San Antonio, Texas 78216 210-349-3271 FAX 

(b) (6)



Page Two 
10.00 Acres 

N 40’55’06” E, a distance of 39.28 feet to a set %” iron rod with V&A 
property cap for a comer, at a point of curvature; 

135.90 feet along the arc of a curve to the right having a radius of 188.00 
feet, a central angle of 41”25’06, a chord bearing N 61’37’39” E, a 
distance of 132.96 feet to a set %” iron rod with V&A property cap for a 
corner, at a point of compound curvature; 

56.42 feet along the arc of a curve to the right having a radius of 490.00 
feet, a central angle of 06O35’52”, a chord bearing N 85O38’08” E, a 
distance of 56.39 feet to a set $4” iron rod with V&A pmperty cap for a 
comer, at a point of tangency; 

N 88”56’04” E, a distance of 44.43 feet to a set W iron rod with V&A 
property cap for a comer, at a point of curvature; 

183.85 feet along the arc of a curve to the left having a radius of 230.00 
feet, a central angle of 45”48’40”, a chord bearing N 66”04’24” E, a 
distance of 179.00 feet to a set $4” iron rod with V&A property cap for a 
corner, at a point of tangency; 

N 44O56’04” E, a distance of 86.24 feet to a set $4” iron rod with V&A 
property cap for a corner, at a point of tangency; 

74.54 feet along the arc of a curve to the left having a radius of 230.00 
feet, a central angle of 18”34’06”, a chord bearing N35O39’01” E, a 
distance of 74.21 feet to the POINT OF BEGINNING, containing 10.00 
acres (435,589 square feet) of land, more or less. 

JobNo. 0591-109-104 
m&bIO.OOac.doc 
December 30,2004 

Teias Registration No. 4690 

Vickrey & Associates, Inc. Yp 
r / * G V  - 

HAL I 
Hal B. Lane III, R.P.L.S. 

(b) (6)
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GENERAL CLAUSES 
(Acquisition of Leasehdd Interests in Real Property) 

CATEGORY Clause No. 

DEFINITIONS 
GENERAL 

PERFORMANCE 

INSPECTION 

PAYMENT 

STANDARDS OF 
CONDUCT 

ADJUSTMENTS 

AUDITS 

DISPUTES 

1 
2 
3 
4 

5 
5 
7 
8 
9 

10 
11 

12 13 
14 

15 
16 
17 
18 
19 
M 
21 

22 
23 
24 
25 
26 
27 
28 
29 
30 
31 

32 
33 
34 
35 

36 

48 CFR Ref. Clause Tile 

552.27011 
552.2706 
m.z70- i1  
552.270-23 

552.2’70-24 
552.270-25 
552.270-26 
552.270-27 
552.270-28 

552.270-17 

552.270-1 9 
552.270-27 
552.2706 

552.270-22 
552.270-7 
552.270-8 
552.270-1 2 
552.270-29 

552.270-9 

552.232-75 
552.232-75 
552.232-70 
52.232-23 
552.270-20 

552.203.5 
52.2037 
52.256 

552.203-70 

52.21510 

552.270-13 
552.270-14 
552.21570 
52.2152 

52.233-1 

~52.270-I ti 

m.270-IO 

~ and 

lrdegra$!d Agreqmnt 
Mutuality of btigation 

Delivery and Condition 
Default in Delivery - Time Extensions 

K$%+%e Occupancy 
Effect of Acceptance and Occupancy 
Maintenance of Building and 
Premises-Right of Entry 
Failure in Performance 
Default b Lessor During the Term 
Fire and Zasualty Dams e 
Compljance with Applicatle Law 
Alterations 
Acceptance of Space 

Inspection-Right of Entry 

Prompt Pa ment 
Electronic Funds Transfer Payment 
Invoice Requirements 
Assignment of C!aims 
Payment (Variation) 

Covenant Against Contingent Fees 
Anti-Kickback Procedures 
Drug-Free Workplace 

Price Adjustment for Illegal or $ppy Actjvily 

Pricing Data 
Prooosals for Adiustment 

eduction for Defective Cost or 

Ch&$es (Variation) 
Examination of Records b GSA 
Audit and Records-NegoYation 

Disputes 

GSA FCRM 35176 PAGE 1 (REV rum) 

(b) (6)



LABOR STANDARDS 37 
38 

39 
40 

41 

42 

SUBCONTRACTING 43 

44 
45 
45 
47 

52.222-26 Equal Opportunity 
52.222-24 Preaward On-Site Equal Opportunity 

52.222-21 Prohibition of Segregated Facilities 
52.222-35 

52.222-36 

52.222-37 Employment Reports on Special 

Compliance Evaluation 

Equal Opportunity for Special Disabled 
Veterans, Veterans of the Vietnam Era 
and Other Eligible Veterans 
Affirmative Action for Workers with 
Disabilities 

Disabled Veterans, Veterans of the 
Vietnam Era and Other Eligible 
Veterans 

52.2096 

INITIALS
GSA FORM 35170 PAGE 2 (REV WCQ) 

(b) (6)



GENERAL CLAUSES 
(Acquisition of Leasehold Interests in Real Property) 

I .  562.2704- DEFINITIONS (SEP 1999) 

The following terms and phrases (except as otherwise ex ressly provided or unless the 

hereinafter specified 
wntext otherwise requires) for all purposes of this lease sha P I have the respective meanings 

"Commencement Date" means the first day of the term. 

"Contract" and "Contractor" means "Lease" and "Lessor," respectively. 

"Contracting Officer" means a person with the,authority to enter into. administer? andlor 
terminate contracts and make related determinations and findings. The term. includes 
certain authorized representatives of the Contracting Officer acting within the limits of their 
authority as delegated by the Contracting Officer. 

"Delivery Time'' means the number of days provided by this lease for delivery of  the 
premises to the Government, as such number may be modified in accordance with the 
provisions of this lease. 

"Excusable Delays" mean delays arising without the fault or negligence of Lesvr and 
Lessor's subcontractors and suwliers at anv tier, and shall include. without limitation. (1) 
acts of God or of (he publNc enemy. (2) ack of the Unded States, of America In eilher its 
sovereign or contractual capacit , (3) acts of another wntractor in the performance of a 
contract with the Government, (4rfires. 5) floods, 6) epidemics. (7 quarantine restnctions. 

subcontractors or sup lien at any tier arisin from unforeseeable causes beyond the control 
and without the faulror negligence of bogh the Lessor and any such subcontractor or 

(8) strikes, (9) freight, embargoes, (1 b ) unusualy I severe weat A er, or (11) delays of 

supplier. 

"Lessor" means the sublessor if this lease is a sublease. 

"Lessor shall provide" means the Lessor shall furnish and install at Lessork expense. 

"Notice" means,witten notice sent by certified or registered mail, Ex ress Mail or 
comparable service, or delivered by hand. Notice shall be effective on the &te delivery is 
accepted or refused. 

"Premises" means the space described on the Standard Form 2, U.S. Government Lease 
for Real Property, of this lease. 

"Substantiallv comolete" and '"substantial wmoletion" means that the work. the common 
and~other ar6as~of 'the building, and all other things necessary for the Government's access 
to the premises and occupancy, possession. use and enjoyment thereof, as provided in lhis 
lease. have been coin leted or obtained, excepting only such minor matters as do not 
interfere with or materia& diminish such access. occupancy, posseson. use or enloyment. 

"Work" means all alterations, improvements, modifications, and other things required for the 
preparation or continued occupancy of the premises by the Government as specified in this 
ease. 

2. 552.2705- SUBLETTING AND ASSIGNMENT (SEP 1999) 

....-- 

3. 552.270-11 SUCCESSORS BOUND (SEP 1999) 
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4. 

This lease shall bind, and inure to the benefit of, the parties and their respective heirs, executors, 
administrators, successors, and assigns. 

552270-23 - SUBORDINATION, NONDISTURBANCE AND ATTORNMENT (SEP 1999) 

fa) Lessor warrants that it holds such title to or other interest in the Dremises and other DroDertv ' 
as is necessary to the Government's access to the premises and full use and enjoymeit 
thereof in accordance with the provislons of thts lease Government agrees, In consideration 
of the warranties and cond,ttons set forth in thts clause that this lease is subiecr and .... ~~ . . ~  ~~~ ~ . ~ . . ~ . ~  ~ ~ 

subordinate to anv and all recorded mortaaaes. deeds of trust and other lien; now or 
hereafter existin 'or imposed upon the p?ekises. and to any renewal, modification or 
extension thereof It is the intention of the parties that this provision shall be self operative 
and that no further instrument shall be reauired to effect the Dresent or subseauent 
subordination of this lease. Government agrees, however, within twenty (20) business days 
next following the Contracting Oflicer's receipt of a written demand, to execute such 
mtrumentr as Lessor mav reasonablv reouest to evidence further the subordination of this , .~ ~~~~~ ~~ ~ 

~~~~~ 

lease to any existina or fdure mortrraae. deed of trust or other security interest Dertaininrr to 
the premi&s, and t i  any water. sewer or access easement necessary or desirable to s&e 
the premises or adjoining pro erty owned in whole or in part b Lessor if  such easement 
does not interfere with the fulyenjoyment of any right granted t ie  Government under this 
lease 

Ih) No such subordination. to either existino or future mortoaaes. deeds of trust or other lien or 
I ~ I  

GciLiiy innrument shill operate to aff<ct~ad;eriely ani  {ght of the Government under this 
lease so long as the Government is not in default under this lease. Lessor will include in any 
future mcrtoaoe. deed of trust or other Securilv instrument to which this lease becomes ~~~~~~ ~~~~ . . . ~ . . . ~ y ~ y ~ ,  ~ ~ ~ 

subordinate. or in a separate nondisturbance aareement. a Drovision to the foreaoina effect. 
Lessor warrants that the holders of all note-s or other obligations secured-by >xisting 
mon ages, deeds of trust or other secunty instruments have consented to the provisions of 
this b u s e  and aarees to Drovide true cooies of all such consentsto the Contractmo Officer 
promptly upon desand. ' 

In the event of any sale of the premises or any portion thereof b foreclosure of the lien of 
any such mortga e, deed of trust or other security instrument, or {he giving of a deed in lieu 
of foreclosure, ?he Government will be deemed to have attorned to any purchaser, 
purchasers, transfe!ee or transferees of the premises or any portion thereof and its or their 
succemre and asslgns, and any such purchasers and transferees wll be deemed to have 
assumed all obligations of the Lessor under this lease, so as to essdblish direct pflvity of 
estate and contract between Government and such purchasers or transferees, with the 
same force, effect and relative priority in time and right as if the lease had initially been 
entered into between such purchasers or transferees and the Government; provided, 
further, that the Contracting.Officer and such purchasers or transferees shall, with 
reasonable promptness following any such sale or deed delivery in lieu of foreclosure, 
execute all such revisions to this lease, or other writings, as shall be necessary to document 
the foregoing relationship. 

None of the foregoing provisions may be deemed or construed to imply e waiver of the 
Government's rights as a sovereign. 

(') 

(d) 

552.270-24 - STATEMENT OF LEASE (AUQ 1999) 5. 
The Contracting Officer will, wdhin thirty (30) da s next followin the Contracting Officer's 
receipt of a joint wntten request from Lessor aids prospective fender, or purchaser of the 
building. execute and deliver to Lessor a letter stating that the same is issued subject to the 
conditions stated in this clause and, if such is the case. that (1 the lease is in full force and 
effect, 2) the date to which the rent and other charges have L e n  paid in advance if any; 
(3) vrhAher any notice of defaLlt has been issued 

Letters issued pursuant to this clause are subject to the following conditions 

la) 

(b) 

f l )  That thev are based solelv unon a reasonablv diiiaent review of the Contractina . .  
Officer's lease file as of the.dat6 of issuance, ' - 
That the Government shall not be held liable because of any defect in or wnddion of 
the Dremises or buildina 

" 

(2) 

(3) 

(4) 

Thai the ContraGing afflcer does not warrant or re resent that the premises or 
building comply with applicable Federal, State and locarlaw; and 
That the Lessor, and each prospective lender and purchase! are deemed to have 
constructive notice of such facts as would be ascertainable by reasonable 
prepurchase and precommitment inspection of the Premises and Building and by 
inquiry to appropriate Federal, State and local Government officials. 
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6. 

7. 

8. 

9. 

10 

11 

552.270-25 - SUBSTITUTION OF TENANT AGENCY (SEP 1999) 

The Government may, at any time and from time. to time, substitute any Government agency or 
agenciesfor the Government agency or agencies, if any, warned in the lease. 

552.270-26 - NO WAIVER (SEP1999) 

No failure bv either oartv to insist urmn the strict Derformance of anv Drovidon of this lea= or to 
exercise an; right dr reinedy consequent upon a breach thereof. and no acceptance of full or 
partial rent or other erformance by either party dunng the continuance of any such breach shall 
constitde a waiver orany such breach of sffih provision 

552.270-27 - INTEGRATED AGREEMENT (SEP 1939) 

This Lease, upon execution, contains the entire agreement of the parties and no prior written or 
oral agreement, express or implied, shall be admissible to contradict the provisions of the Lease. 

552.270-28 - MUTUALITY OF OBLIGATION (SEP 1999) 

The obligations and covenants of the Lessor, and the Government's obligation to pay rent and 
other Government obligations and covenants, arisin under or related to this Lease are 
interdeoendent. The Government may. won  issuance ofand deliverv to Lessor of a final deiision 
asseriin a claim against Lessor. set off &ch claim. in whole or in art, asagaimt any payment or 
paymedsthen or thereafter due the Lessor under this lease No sekff pursuant to this clause shall 
constitute a breach by the Government of this lease 

552.270-17- DELIVERY AND CONDITION (SEP 1999) 

(a) Unless the Government elects to have the space occupied in increments, the s ace must 
be delivered ready for occupancy as a complete unit. The Government reserves &e right to 
determine when the space is substantially complete. 

(b) If the premises do not jn every respect corn ly with the rovisions of this lease the 
Contractin Officer may, in accordance with the Failure in Pe&rmance clause of this lease, 
elect to refute the rent payments. 

552.270-18- DEFAULT IN DELIVERY - TIME EXTENSIONS (SEP 1993) (VARIATION) 

(a) With respect to Lessor's obliaation to deliver the Premises substantiallv complete bv the 
delivery date, time is of the-essence If the Lessor fails to work diligently to ensuie its 
substantial completion by the delivery date or fails to Substantially complete the work b 
such date the Government mav bv notice to the Lessor terminate this lease Sucz 
termination is effective when rec6ived by Lessor The Lessor and the Lessor's sureties. if 
any, are joinlly and severally liable for an damages to the Government resultin from such 
termination, as provided in this clauss {he Government shall be entitled to l t e  following 
dam ages 

(1) The Government's a gregate rent and estimated real estate tax and operating cost 
adiustments for the fh term and all option terms of i t s  replacement lease or leases. 
in'excess of the aggregate rent and estimated real estate tax and operating cost 
adjustments for the lerm If the Government procures re lacement premises for a 
term lincludino all ootion terms) in excess of this term t ie  Lessor is not liable for 
exce& Gover@nent bent or adjdments during such ex&% lease term. 
All administrative and other costs the Government incurs in procuring a replacement (2) 
lease or leases. 
Other, additional relief provided for in this lease, at law, or in equity (3) 

(b) Dama es to which the Government is entitled to under this clause are due and payable 
thirty 730) da s following the date Lessor receives notice from the Contracting Officer 
specifying SUCK damages. 

Delivery by Lessor of less than the minimum ANSI/BOMA Office Area square footage 
required by this lease shall in no event be construed as substantial completion, except as 
the Contracting Officer permits. 

The Government shall not terminate this lease under this clause nor charge the Lessor with 
damages under this clause. if 1) the delay in substantially completing the work arises from 

(unless extended in ynting by the Contracting OJicer) provides notice to the Contracting 

(c) 

(d) 

excusable delays and (2) the I essor within.10 da s from the beginning of any such delay 
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12. 

1 3. 

14. 

i' 5. 

16. 

Officer of the causes of delay. The Contracting Officer shall ascertain the facts and the 
extent of delay. If the facts warrant the Contractrng Officer shall extend the delrvery date, to 
the extent of such delay at no additional wsts to the Government. A time extenston is the 
sole remedy of the Lessor. 

sz.nO-19 ~ PROGRESSIVE OCCUPANCY (SEP 1999) 

The Government shall have the rigM to elect to occupy the space in partial inciements prior to the 
substantial corn letion of the entire leased premises, and the Lessor a rees to schedule its work 
so as to deliver rhe yace  incrementally as elected by the Govecnment. ?he Governmen! shall pay 
rent commencin with the first business da following substantial completion of the entire leased 
oremise unless t f e  Government has electedlto OCCUDV the leased premises incrementallv. In case 
of incremental occupancy, the Government shall pay rent pro i t a  upon the first business day 
follovnng substantial completion of each incremental unit Rental payments shall become due on 
the first workday of the montn following the month in which an increment of space is substantiall 
complete, except that should an increment of s ace be substantiaft completed after the fifteen1 
day of the month, the pa ment due date wilt be h e  first workday of tKe secund month following the 
month in which it was suistantially complete The commencement date of the firm lease lerm will 
be a composite determined from all rent commencement dates 

552.270-21 - EFFECT OF ACCEPTANCE AN0 OCCUPANCY (SEP 1999) 

x 

Neither the Government's acceptance of the premises for occupancy, nor the Government's 
occupancy thereof. shall be construed as,a waive! of any requirement of or right of the 
Government under this Lease, or as otherwise prejudicing the Government with respect to any 
such requirement or right. 

552.270-6- MAINTENANCE OF BUILDING AND PREMISES - RIGHT OF ENTRY (SEP 1999) 

Except in case of damage arising out of the willful act or ne ligence of a Government employee. 
Lessor shall maintain the premises, includin the building. jjuilding systems, and. all equipment, 
fixtures, and appurtenances furnished by the Yessor under this lease, in good repair and condition 
50 that they are suitable m appearam and ca able of sup lying such heat, air conditioning, light, 
ventilation, safety systems, access and otf& things 6 the premises, without reasonably 
preventable or recurring disruption, as is requ,red for the Government's access to. occupancy, 
possession, use and enjoyment of the premises as provided in this lease. For the purpose of so 
maintainin the premises, the Lessor may at reasonable times enter the premises with the 
approval o? the authorized Government representative in charge 

552.270-10- FAILURE IN PERFORMANCE (SEP 1999) 

The covenant to pa rent and,the covenant to provide any service, .uiility, maintenance, or repair 
required under this Lase are interdependent. In the event of any failure by the Lessor to provide 
any service utility maintenance. repair or replacement required under this lease the Government 
may, by Antract' or otherwise. perform lhe requirement and deduct from any payment or 
paymentsunder this lease, then or thereafter due, the resulting cost to the Government, including 
all administrative costs If the Government elects to perform any such re uirement, the 
Government and each,of Its contractors shall be entitled to access to any and 31 areas of the 
building, access to which is necessary io perform any such requirement. and the Lessor shall 
afford and facilitate such access. Alternatively. the Government may deduct from any payments 
under this lease. then or thereafter due, an amount which reflects the reduced value of the 
contract requirement not performed. No deduction from rent pursuant to this clause shall constitule 
a default by the Government under this lease. These remedies are not exclusive and are in 
addition to any other remedies which may be available under this lease or at law. 

552.270-22 - DEFAULT BY LESSOR DURING THE TERM (SEP 1999) 

(a) Each of the following shall constitute a default by Lessor under this lease 

111 Failure to maintain. reoair. oDerate or service the Dremises as and when soecified in ' 
this lease, or failure io perform any other requirement of this lease as'and when 
required provided any such failure shall remain uncured for a period of thirty (30) 
davs next followino Lessor's receiot of notice thereof from the Contractina Offlcer or 
an'auihorized repr6sentative 
Re eated and unexcused failure b Lessor to comply vnth one or more requirements 
of phis lease shall wnstituie a devault nowhthstanding that one or all such failures 
shall have been timely cured pursuant to this clause 

If a default OCCUIS, the Government may, by notice to Lessor, terminate this lease for 
default and if 50 terminated the Government shall be entitled to the damages specified in 
the Default in Delivery-Time,€xtensons claue 

._ 

(') 

(b) 
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17. 

18. 

19. 

20. 

21. 

22. 

552 270-7. FIRE AND CASUALTY DAMAGE (SEP 1999) 

552 270-8 ~ COMPLIANCE WITH APPLICABLE LAW (SEP 1999) 

Lessor shall comply with all Federal, state and lot+ laws applicable lo the Lessor as owner or 
Lessor, or both, of the building or premises, including, without limitation. laws a plicable to the 
construction. ownership, alteration or operation of both or either thereof, an8  will obtain all 
neceSSaN oermits. licenses and similar items at Lessor's expense. The Government will comply 
vnth all Fkderal state and local laws applicable to and enforceable against it as a tena,nt under this 
lease; rovided that nothing in this lease shall be construed as a waiver of any sovereign immunity 
of the government This lea= shall be governed by Federal law 

552.270-12 -ALTERATIONS (SEP 1999) 

The Government shall have the right during the existence of this lease to make alterations, attach 
fixtures, and erect structures or signs in or upon the remises hereby, leased, which fixtures, 
additions or structures so placed in, on, upon, or attacheBto the said premises shall be and remain 
the propert of the Government and ma be removed or otherwise disposed of by ihe 
Governmed If the lease contemplates that,txe Government is the so!e occupant of the building, 
for pur oses of this clause, the leased premises include the land on which the building is sited and 
the buiding itself. Otherwise, the Government shall have the right to tie into or make any phyycal 
connection with any structure located on the property as is reasonably necessary for appropriate 
utilization of the leased space. 

552.27029 - ACCEPTANCE OF SPACE (SEP 1959) 

(a) When the Leaor has corn ieted all alterations, improvements, and repairs necessa to 
meet the re uirements of t i e  lease, the Lessor shall noti the Contracting 0fficer.The 
Contracting 8fficer or designated representative shall promp?y inspect the space. 

(b) The Government will accept the space and the !ease term vfill b in after determining that 
the space is substantially com lete and contains the requiredeftNSIIBOMA Office Area 
spare footage as indicated in paragraph of this solicitation entitled "Amount and Type 
o Space." 

552.2709 - INSPECTION - RIGHT OF ENTRY (SEP 1999) 

(a) At any time and from time to time after receipt of an offer (until the same has been duly 
withdrawn or retected). after acceDtante thereof and dunna the term. the aaents. emolovees 
and contractoriof the Governmeht may, upon reasonable prior notice to Offeror o r ' l e b r .  
enter upon the offered premises or the premises and all other areas of the building access 
to which is necessary to accomplish the purposes of entry, to determine the potential or 
actual compliance by the Offeror or Lessor wth the requirements of the solicitation or this 
lease, ,which purposes shall include, but not be limited to: (1) jnspecting, sam iin and 
analyzing of suspected asbestoscontaining materials and air monitoring for asbe$- {hers; 
(2) inspecting the heat;?, ventilation and air conditioning system, maintenance records, 
and mechanical rooms or the offered premises or the remises; 3) inspecting for any 

hazardous or toxic substances: and (4) insoectina for any current or Past hazardous waste 
leaks, spills, or other polerniaily hazardous conditionsv,hicl may invove f tenant exposure to 

operations, to ensure that ,appropriafe mitigative actidns were taken to alleviate any 
environmentally unsound activities in accordance with Federal, State and local law. 

(b) Nothing in this clause shall be construed to create a Government duty to inspect for roxic 
materials or to impose a higher standard of care on the Government than on other lessees 
The oumose of this clause is to Dromote the ease wth which the Government may imoect 

~~~~ 

thkbi;iI&g. Nothing in this clauk shall act to relieve the Lessor of any dufyto ikpe& or 
liability which might anse as a result of Lessor's failure to inspect for or correct a hazardous 
condition. 

552.232-75 ~ PROMPT PAYMENT (SEP 1939) 

INITIALS
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The Government will make payments under the terms and conditions s ecified in this clause. 
Payment shall be wnsidered as beify made on the day a check is daterfor an eiectronic funds 
transfer is made. All days referred to in this clause are calendar days, unless otherwise specified. 

(a) Payment due date. 

(1) Rental payments. Rent shall be paid monthly in arrears and will be due on the first 
workday of each month, and only as provided for by the lease. 

(i) When the date for wmmencement of rent falls on the 15th day of the month 
or earlier, the initial monthly rental payment under this contract shall become 
due on the first workday of the month following the month in which the 
commencement of the rent is effective. 
When the date for wmmencement of rent fails after the 15th da of the 
month, the initial monthly rental payment under thiqcontract shall {ecome 
due on the first workda of fhe sewnd month following the month in which 
the commencement of tKe rent is effective. 

(ii) 

Other 
of the 

0) 
(ii) 

payments. The due date for making payments other than rent shall be the later 
01 owing two events: 

The 32th day after the designated billing office has received a proper invoice 
from the Contractor. 
The 3Gth day after Government acce tance of the work or service. However, 
if the desionated billing office fails E annotate the invoice with the actual 
dale of reczipl, the invice payment due date shall be deemed to be the 3Mh 
day afler the Contractor's Invoice is dared, provided a roper invoicc 15 
received and there is no disaoreement over ouantitv w a f h  or Contracror .. . ~ 

~~ 

wmpliance with wntract requiiements. 

(b) Invoice and inspection requirementsfor payments other than rent. 

(1) The Contraclor shall prepare and submit an invoice to the desi nated billing office 

111 
after completion of the work A pro er invoice shall include the fol B owing ttemS 

Name and address of the (!ontractor 

(vii) 

Invoice date 
Lease number. 
Government's order number or other authorization ~~ ~~~~~~ ~~~~ ~~~ ~ 

Description, price, and quantii of work or services delivered. 
Name and address of Contracyor official 10 whom pa mew is10 be sent (mUst 
be the same as that in the remittance address in theyease or the order.) 
Name iwhere oracticablel. title. Dhone number, and maillnu address of 
person io be notified in the'event'of a defective invoice. 

f a  The Government will insoect and determine the acceotabilitv of the work DerfOrmed l_, ~~~ ~ ~ ~ ~~~ ~ ~ ~ 

or services delivered wiitiin~7 days aher therecei t of'a proper invoice or notification 
of completion of the work or services unless a digrent penod IS speciffed at thetime 
the order 1s nlaced If actual acceolance occurs later. for the oumose of determinino . . ~  ~~~ . ~ . ~ ~ ~ ~ ~  ~~~ 

the oavment due date and calculakon of interest. acceDtance hll be deemed to om* 
on the'last da of the 7-day inspection period If the work or service IS rejected for 
failure lo wn%rm to the technical requirements of the contract, the 7 days wlll be 
counted beainnino wath receiot of a new invoice or nolfication In edher case. the ~~~ ~~~ 

Contractor &'not &titled to a b  payment or interest unless actual acceptance by the 
Government occurs. 

(c) interest Penalty. 

An interest penalty shall be paid automatically by the Government, without request 
from the Contractor, if pa ment is not made by the due date. 
The interest penalty shalrbe at the rate established b the Secreta of the Treasuy 
under Section 12 of fhe Contract Dis Utes Act of 1876 41 US? 611) that, is in 
effect on the day after the due date. This rate is referred to as the "Rene otiation 
Board Interest Rate," and it is ublished in the Federal &g.k&r Fmiannuafy on or 
about January 1 and July 1. T[e interest p e n a l t ~ a c c r u e , d a i l y  on t e  payment 
amount a proved by the Government and be w m  ounded in 3aday increments 
inclusive #om the fir$ day after the due date through h e  pa ment date. 
Interest penalties will not wntinue to accrue after the fiing of a claim for such 
penalties under the clause at 52.233-1, Disputes, or for more than 1 year. interest 
penalties of less than,$l .OD need not be paid. 
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INITIAL 

GSA FORM 35178 PAGE 8 (REV 121m) 

(b) (6)



(4) Interest penalties are not required on ayment delays due to disagreement between 
the Government and Contractor over t i e  payment amount or other issues involving 
contract comnliance or on amounts temoorarilv wthheld or retained in accordance 
with the termf of the contract. Claims inbolving di utes, and any interest that may 
be payable, will be resolved in accordance wth the Tau, at 52.233-1, Disputes. 

23. 552.232-76 - ELECTRONIC FUNDS TRANSFER PAYMENT (MAR 2000) 

(a) The Government will make pa ments under this lease by electronic funds transfer (EFT). 
The Lessor must, no later than $0 days before the first payment: 

Designate a financiat,institution for recei t of EFT payments. 
Submit this designation to the Contrachg Officer or other Government official, as 
directed. 

(b) The Lessor must provide the following information: 

(1) The American Bankers Association ?digit identifying number for Automated Cl*r&l 
House (ACH) transfers of the financing institution receiving payment if the institution 
has access to the Federal Reserve Communications System. 
Number of account to which funds are to be deposited. 
Ty e of depositor account ("C for checkin , "S' for savings). 11 If phe Lessor is a new enrollee to the E fT  s stem, the Lessor must complete and 
submit a "Payment Information Form," SF 3887, before payment can be processed. 

(c) If the Lessor, during the performance of this contract, elects to designate a different 
financial instnution for the receipt of any paymept. the a propriate,Government official must 
receive notice of such chan e and the required mformaion specified above no later than 30 
days before the date such ctange iSt0 become effective. 

The documents furnishing the information required in this clause must be dated and contain 
the: 

11) Sianature. title. and telephone number of the Lessor or the Lessor's authorized 

(d) 

I ,  

representative. 
Lessor's name. {$ Lease number. 

le) Lemr's failure to properly designate a financial institution or lo provide appropriate payee 
bank account information may delay payments of amounts otherwise properly due 

24. 552.232-70 - INVOICE REQUIREMENTS (VARIATION) (SEP 1999) 

(This clause applies to payments other than rent.) 

(a) Invoices shall be submitted in an on inal only, unless otherwise specified, to the designated 
billing office specified in this wntracfor order. 

(b) Invoices must include the Accounting Control Transaction (ACT) number provided below or 
on the order. 

ACT Number (to be supplied on individual orders) 

(c) If information or docurnentation in addition to that required by the Prompt Payment clause 
of this contract is required in connection with an invoice for a particular order, the order will 
indicate what information or documentation must be submitted. 

25. 52.232-23 - ASSIGNMENT OF ClAlMS (JAN 1986) 

(a) The Contractor. under the Assignment of Claims Act, as amended, 31 USC 3727,41 USC 
15 lhereafler referred to as the the Act''). mav assian its riahts to be naid amounts due or to 
bedome due as a result of the erformance'of th& contrzct to a bank trust company, or 
other fmancing institution, inclu8ng any Federal lending agenc The assignee under such 
an assionment mav thereafter further assion or reassion iys rioM under the orioinal 

~ " . ~ .  ~~~~ v .  ~. ~~~~ 

assignment to any i ipe of financing institution described in the preceaing sentence. 

Any assignment or reassignment authorized under the Act and this clause shall cover all 
unpaid amounts payable under this gntract, and shall not be made to more than one party, 
except that an assignment or reassignment may be made to one party as agent or trustee 
for two or more parties participating in the financing of this contract. 

- 
(b) 
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(c) The Contractor shall not furnish or disclose to any aFignee under this wntract any 
classified document (including this contract) or information related to work under this 
contract until the Contracting Officer authorizes such action in writing. 

26. 552.270-20 - PAYMENT (SEP 1999) (VARIATION) 

(a) When space is offered and accepted, the ANSIlBOMA Office Area square footage delivered 
will be confirmed by: 

l l )  the Government's measurement of olans submitted bv the successful Offeror as ~, 
ap roved by the Government, and. an inspection of the space to verify that the 
deiivered spa? is in conformance wth such plans or 
a mutual on-ate measurement of the space, if the Contracting Officer determines that 
it is necessary. 

(2) 

(b) Payment will not be made for space which is in excess of the amount of ANSllBOMA Offlce 
Area square footage stated in the lease. 

(c) If it is determined that the amount of ANSllBOMA Office Area uare footage actually 
delivered is less than the amount agreed to in the lease, !he l e a s e d  be modifled to reflect 
the amount of Usable space delivered and the annual rental will be adjusted as follows 

Usable square feet not delfvered multiplied by the ANSllBOMA Office &ea square,foot 
(USF) rate equals the reductson in annual rent. The rate per USF is determined by divtding 
the total annual rental by the Usable square footage set forlh in the lease 

USF Not Delivered X Rate per USF = Reduction in Annual Rent 

552.2035 - COVENANT AGAINST CONTINGENT FEES (FEB 1990) 

(Applies to leases over $IW,Mx).) 

(a) 

27. 

Tne Cqntractor warrants that no person or agenc has been employed or retained to solicit 
or obtain this contract uoon an agreement or ungerstandtna for a continaent fee. exceot a 
bona fide employee or agency For breach or violation of-this warranty': the Government 
shall have the right to annul this contract without liability or, in 11s discretion, to deduct from 
the wntract price or wnsideratton, or otherwise rewver the full amount of the contingent 
fee 

(b) "Bona fide agenc '' as used in this clause, means an establi+ed wmmercial or selling 
aaencv lincludina tensed real estate aaents or brokers). maintained bv a Contractor for the 
pkpofe'of secuhg business, that neither exerts nor dro oses to exeit im roper influence 
o solicit or obtain Government contracts nor holds itself out as being abk to obtain any 
Government contract or contracts through improper influence 

"Bona fide employee," as used in this clause, means a person employed by a Contractor 
and subject to the Contractor's supervision and wntrol as to h e ,  place, and manner of 
performance, who neither exerts nor propos+is to exert improper influence to solicit or obtain 
Government contracts nor holds out as being able to obtain any Government contract or 
contracts through improper influence. 

"Contingent fee," as F e d  in this clause, means any commission, percentage, brokerage, or 
other fee that is wntingent upon the swcess that a person or mncern has in securing a 
Government contract. 

'Improper influence." as used in this clause, mea? any influence that induces or tends to 
induce a Government employee or officer to give wnsideration or to act regardlng a 
Government contract on any basis other than the merits of the matter 

28. 52.2037 - ANTI-KICKBACK PROCEDURES (JUL 1995) 

(Applies to leases over $IW,Mx) average net annual rental, including option periods.) 

(a) Definitions. 

"Kickback." as used in this clause, means any money, fee, commission, credit, gift, gratuity, 
thing of value, or Compensation of any kind which is provided. directly or indirecll , to any 
orime Contractor onme Contractor emdovee sLbwntractor or subcontractor emofovee for 
the purpose of improperly obtaining o i  reharaing favorable treatment in wnnect;on'with a 
prime contract or in connec}ion with a subcontract relating to a pnme wntract 
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"Person as used in this clause, means a,corporation. partnership, business association of 
any kind, trust, joint-stock company, or individual. 

"Prime co,@act," as used in this clause. m e a p  a contact or co$ractual action entered into 
b the United States for the purpose of obtaining supplies, materials, equipment. or services 
otany kind. 

"Prime Cqntraclor" as used in this clause, means a person who has entered into a prime 
contract with the dnited States. 

"Prime Contractor employee," as used in this clause, means any officer, partner, employee, 
or agent of a prime Contractor. 

"Subcontract," as used in this clause, means a contract or contractual action entered into by 
a prime Contractor or subcontractor for the purpose of obtaining supplies, matenals. 
equipment, or services of any kind under a prime contract. 

"Subcontractor." as used in this clause. (1) means any uerson. other than the prime 

29. 

Contractor, who offers to furnish or furnishes any suppbes, materials, equipmed, or 
Services of any kind under a prime contract or a subcontract entered into in connection with 
such prime contract. and 12) includes anv person who offers 10 furnish or furnishes aeneral 
supplies to the prime Contiactor or a high& tier subcontractor. 

"Subcontractor employee," as used in this clause, means any officer, partner, employee, or 
agent of a subcontractor. 

The Anti-Kickback Act of 1986 (41 U.S.C. 51-58) (the Act), prohibits any person from- 

- 

(b) 
Providing or attempting to provide or offerin to provide any kickback, 
Soliciting, accepting, or anem ting to accepfany kickback; or 11 Including. directly or indirectyy. the amount of any kickback in the coplract price 
charged by a prime Contractor to the Unted States or in the contract price charged 
by a subcontractor to a prime Contractor or higher tier subcontractor 

(') 
(1) The Contractor shall have in place and follow reasonable rocedures designed to 

prevent and detect possible vjolations described in paragrap1 (b) of this clause in its 
own ooerations and direct busmess relatiomhios. 

(2) When'the Contractor has reasonable groundi to believe that a violation described in 
paragraph (b) of this clause may have occurred, the Contractor shall promptly repod 
in wralmo the o-ible wolation Such reoork shall be made 10 the insoector oeneral ~ . .  .~~~~~ ~ ~~~ ...r ~~~~~~~ ~~ ~ 

of the &tractina aaencv. the head of the contractina aaencv if the adencv dEes not 
have an inspect& gEner6l. or the Department of JustiEe ~ 

The Contractor shall cooperate fully with an Federal agency investigating a possible 
violation described in Daraoraoh lb l  of this cLuSe 

. - 
(3) 

(4) The Contracting Offlckr may (I) offset the amount of the kickback against an monies 
owed by the United States under the pr,me contract and/or (11 direct that t i e  Prime 
Contractor withhold from sums owed a subcontractor under tAe mime contract the 

~ ~~~~~~~~ ~ ~~ 

amouht of the kickback. The Contracting Officer mav order that monies wittiheld 
under subdivision (c (4)(ii) of this clause ;e paid over fo the Government unless the 
Government has already offset those montes under subdivision (c)(4)(1) of thrs 
clause In the either case. the Prime Contractor shall notifv the Contractinu Officer 
when the monies are withhld. 

(5) The Contractor a rees to incorporate the substance of this clause, including 
sub aragraph (c)(57 but exce ting subparagraph (@(I), in all subcontracts under this 
conkct which exceed $loO,&. 

- 

52.2256 DRUG-FREE WORKPLACE (MAY mOl) 

(a) 
"Controlled substance" means a controlled substance in schedules I through V of section 202 of 
the Controlled Substances Act (21 U.S.C. 812) and as further defined in regulation at 21 CFR 
1308.11 ~ 1308.15. 

"Conviction" means a findin of guilt (including a plea of nolo contendere) or imposition of 
sentence, or both, by any juc8cial body charged with the responsibility to determine violations of 
the Federal or State criminal drug statutes. 

"Criminal dru statute" means Federal. or non-Federal criminal statute involving the 
manufacture. tstribution. dispensig, possession, or use of any controlled substance. 

Definitions. As used in this clause- 
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"Drug-free workplace" means the site(s for the performawe of work done by the Contractor in 

engaging in the unlawful manufacture, distribution, dispensing, possesson, or use of a controlled 
substance. 

connection with a specific contract w 1, ,ere employees of the Contractor are prohibited from 

"Employee" means an employee of a Contractor directly engaged in the erformance of work 
under a Government contract. "Directly e aged is defined to !nclude,all &red p t  employees 
and any other Contractor employee whoyas other than a minimal impact or involvement in 
contract performance. 

"Individual" means an offerorlcontractor that has no more than one employee including the 
offerorlcontractor. 

(b) The Contractor, if other than an individual, shall. within 30 days after award (unless a longer 
period is agreed to in writin for contracts of 30 days or more performance auration), or as 
soon as possible for contrack of less than 30 days performance duration- 

(1) Publish a statement notifying, its employees that the unlawful manufacture, 
distribution, dispensing, possession, or use of a controlled substance is prohibited in 
the Contractor's workplace and specifying the actions that will be taken against 
employees for violations of such prohibition; 

Establish an ongoing drug-free awareness program to inform such employees about- 

11) 
(iv) 

The dan ers of dru abuse in the workplace; 
The Codractor's Aicy of maintaininfta drugfree workplace; 

yhe penalties that, may be imposed upon employees for drug abuse 
violations occurring in the workplace: 

iii) Any available 8 rug counseling. re abilitation. and employee assistance 
rograms; and 

(3) 

(4) 

Provide all emplo ees engaged in erformance of the contract with a copy of the 
statement requiredyby paragraph (b)f;) of this clause; 

Notify such employees in writing in the statement r uired by paragraph (b)(l) of this 
clause that, as a condition of continued employma on this contract, the employee 
wili- 

Abide b the terms of the statement; and 11) Notify t i e  employer in writing of the employee's conviction under a criminal 
drug statute for a violation occurring in the workplace no later than 5 days 
after such conviction; 

(5) Notify the Contracting Officer in writing within 10 days afler receiving notice under 
subdivision b)(4)(11) of this clause. from an employee or otherwise receivin actual 
notice of suck conviction. The notice shall include the position title of the empyoyee; 

(6) Within 30 days after receiving notice under subdivision (b)(4)(ii) of this clause of a 
conv!ction, take one of the fol1,owing a$iom with res ect to any employee who is 
convicted of a drug abuse violation occurring in the workplace: 

(i) Taking appropriate personnel action against such employee, up to and 
including termination; or 

(ii) Require such employee to satisfactorily participate in a drug abuse 
assistance or rehabilitation program approved for such purposes by a 
Federal. State, or local health, law enforcement. or other appropriate agency: 
and 

(7) Make a good faith effort to maintain a drug-free workplace through implementation of 
paragraphs (b)(l) through (b)(6) of this clause. 

(c) The Contractor, if an individual, agrees by award of the contract or acceptance of a 
purchase order, not to engage in the unlawful manufacture, distribution, dispensing, 
possession, or use of a controlled substance while performing this contract. 

In addition to other remedies available to the Government, the Contractor's failure to 
corn I with the requirements of aragraph (b) or (c) of this clause may, pursuant to FAR 
23.&;, render the Contractor su&ct to suspension of contract payments, termination of 
the contract or default, and suspension or debarment. 

(d) 

30. 552.203-70 - PRiCE ADJUSTMENf FOR ILLEGAL OR IMPROPER ACTIVITY (SEP 1999) 
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(Applies to leases over $IW,OM).) 

31 

If the head of the contracting activity HCA) or his or her des nee determines that there 

amended 141 U S C 4231 as imDlemented in the Federal Acauisition Reaulation. the 
(a) was a violation of subsection 27(a) o 1' the Office of Federal 8rocurement Policy Act, as 

-. . . . . . . . .. ~ 

Governmeht,.at its electiij<'may- ' 

(1) 

- 
Reduce the month1 rental under this lease by 5 pewnt  of the amount of the rental 
for each month of tk remainina term of the lease. including any option periods, and 

(0) Pnor to making a determination as set forth above, the HCA or dewgnee shall provide to the 
Lesvlr a written notice of the action being considered and the basis therefor The Lessor 
shall have a Deriod determined bv the aaencv head or desianee. but not less than ?U 
calendar day; after receipt of such notic< to submit in person in writing, or throu h a 
representative, information and argument in opposition to the proposed reduction %he 
anencv head or desionee may won aood cause shown determine to deduct less than the .~,,  . _1 ...., .. ~ 

above amounts from-payments. 

The rights and remedies of the Government s ecified herein are not exclusive, and are in 
addition to any other rights and remedies piuvr&d by law or under this lease. 

(c) 

52.215-10- PRICE REDUCTION FOR DEFECTIVE COST OR PRICING DATA(0CT 1997) 

(Applies when cost or pricing data are required for work or service over $5M).WO.) 

(1) If any @e, including profit or fee, negotiated in connection with this contract, or any 
cost reimbursable under this wntract, was increased by any Significant amount 
because- 

The Contractor or a subcontractor furnished cost or pricing data that were not 
complete, accurate, and current as certified in its certificate of Current Cost or 
Pricing Data; 
A subcontractor or prospective subcontractor furnished the Contractor cost or pricing 
data that were not complete affiurate, and current as certified in the Contractor's 
Certificate of Current Cost or bricing Data; or 
Any of these alties furnished data.of any description that ware not accurate, the 
price or cost st!ail be reduced accordingly and the contract shall be modified to reflect 
the reduction. 

(2) 

(3) 

(4) 

Anv reduction in the contract orice under oaraaraoh fa) of this clause due to defective data 
fro& a prospective subcontrahor that was nofsibse'quently awarded the subcontract shall 
be limited to the amount plus applicable overhead and profit markup, by which (1) the 
actual subcontract or (2) the actual cost to lhe Contractor, if there was no subcontract, vias 
less than the Drosvective subcontract cosl estimate submitted bv the Contractor. Drovlded 
that the actuarsutkontract price was not itself affected by defwtiGe cost or pricing aata. 

(1) If the Contracting Officer determines under paragraph (a) of this claffie that a price or 
cost reduction should be made, the Contractor agrees not to raise the following 
matters as a defense: 
(i) The Contractor or Subcontractor was a sole source sumlier or otherwise was 

m a superior bar aining position and thus the price of the contracl would not 
have been modized even If accurate, complete. and current cosl or pricing 
data had been submitted 

(11) The Contractin Officer should have known that the cost or pricing data in 
issue were de#ctive even thou h the Contractor or subcontractor took no 
affirmative action to bring the ctaracter of the data to the artention of the #-"",,%-,."" n*,,.ar 
""I I., ""Ill 'y "1 I l Y l l .  

(iii) The contract was based on an agreement about the total cost of the contract 
and there was no agreement about the wst of each item procured under the 
contract. 
The Contractor or subcontractor did not submit a Certificate of Current Cost 
or Pricing Data. 

(iv) 

(2) 
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(I) Except as rohibited by subdivision (c)(Z)(ii) of this clause, an offset in an 
amount dekrmined approprmte by the Contracting Officer based upon the 
facts shall be allowed a ainst the amount of a contract pnce reduction if-. 
IA) The Contractor ceaifies to the Contractina Officer that to the best of the . ,  

Contractor's knowled e and belief, the Ccntractor is entitled to the offset 
in the amount requesfed; and 

(B) The Contractor proves that the cost or pricing data were available before 
the "as of" date specified on its Cert!ficate of Current Cost or Pricing 
Data, and that the data were not submitted before such date. 

An offset shall not be allowed if-- 
(A) The understated data were known by the Contractor to be understated 

before the "as of" date specified on its Certificate of Current Cost or 
Prici Data; or 

(8) The ';Slovernment proves that the facts demonstrate that the co@ract 
pnce would not have increased in the amount to be offset even if the 
available data had been submitted before the "as of" date specified on 
its Certificate of Current Cost or Pricing Data. 

(ii) 

(d) If any reduction in the contract price under this clause reduces the rice of items for which 
payment was made prior to the date of the modification refleoti h e  price reduction, the 
Contractor shall be liable to and shall pay the United States at t h 8 m e  such Overpayment is 
repaid- 

(1) Simple interest on the amount of such overpayment to be computed from the date s) 

Contractor at the ap licable underpayment rate effective for each quarter prescribed 
by the Secretar of tRe Treasury under 26 U.S.C. E621 a)(2), and 
A penalty equarfo the amount of the overpayment, if tke,Contractor or subcontractor 
knowingly submitted cost or pncing data that were incomplete. inaccurate, or 
noncurrent. 

of overpayment to the Contractor to the date the ,Government is repaid by,t !le 

(2) 

32. 552.270-13 ~ PROPOSALS FOR ADJUSTMENT (SEP 1999) 

(a) The Contracting Offi,cer may. from time to time during the term of this lease, require 
changes to be made in the work or seyices to be erformed and in the terms or conditions 
of this lease. Such changes will be required under tEe Changes clause. 

If the Contracting Officer makes a change within the general scope of the lease, the Lessor 
shall submit, in a timely manner, an itemized cost proposal for the work to be accomplished 
or services to be performed when the cost exceeds $100,000. The proposal. including all 
subcontractor work, will contain at least the following details- 

(b) 

Material quaeities and unit costs; 
Labor costs (identified mth specific item or material to be placed or operation to be 
oerformed: 

$1 
kqui ment costs; 
Worlefs compensation and public liability insurance; 

Employment taxes under FICA and FUTA. 

(c) The fol!owin Federal Acquisition Regulation (FAR) provisions also apply to all proposals 
exceeding $&,000 in cost _. 
(1) 

(2) 

The Lessor shall rovide cost or pricing data including subcontractor cost or pricing 
data (48 CFR 15.&3-4) and 
The Lessor's re resentative, all Contractors, and subcontractors whose portion of the 
work exceeds bJ ,W must sign and return the "Certificate of Current Cost or 
Pricing Data" (48 CFR 15.4062). 

Lessors shall also refer to 48 CFR Part 31 Contract Cost Principles, for 
which costs are allowable, reasonable, and adocable in Government work. 

information on 

33. 552.270-14 -CHANGES (SEP 1999) (VARIATION) 

(a) The Contracting Officer may at any time, by written order, make changes within the general 
scope of this lease in any one or more of the following: 

Specifications (including drawings and designs); 
Work or services; 
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(4) Amount of space, provided the Lessor consents to the change. 

I f  any such change causes an increase or decrease in Lessor's cost of or the time required 
for performance under this lease. whether or not changed by the order, the Contracting 
Officer shall modify this lease to provide for one or more of the following 

The Lessor shall assert its nghl to an adjustment under this clause wilhin 30 days from the 
date of receipt of the change order and shall submit a proposal for ad mtment Failure to 
agree to any adjustment shall be a dispute under the Disputes clause kowever, nothing in 
this clause shall excuse the lessor from proceeding with the change as directed 

Absent such written change order, the Government shall not be liable to Lessor under this 
clause. 

34. 552.21!5-70 - EMMINATION OF RECORDS BY GSA (FEB 1996) 

The Contractor aarees that the Administrator of General Services. or anv dub authorized 
representative shaR until the expiration of 3 years after final payment under this contiact, or of the 
time periods for the articular records specified in Subpart 4.7 of the Federal Acquisition 
Regulation (48 CFR 4.6, whichever expires earlier, have access to and the right to examine any 
books, documents, papers, and records of the Contractor involvin transactions related to this 
contract or compliance with any clauses thereunder. The Contractor further agreesto include in all 
its subcontracts hereunder a provision to the effect that the subcontractor a rees that the 
Administrator of General Services, or an duly authorized representatives +all, unt8 the expiration 
of 3 ears after final payment under tt!e subcontract or of the time penods for the particular 
recorKs specified in Subpart 4.7 of the Federal Acquiktion Regulation (48 CFR 4.7), whichever 
expires earlier, have access to and. the right to examine an books, documents, papers, and 
records of such suhntractor, involving transactions related, to !he subcontract or compliance with 
an clauses thereunder. The term "suhntracr as used in this clause excludes (a) purchase 
ode, not exceedino $$W.OW and Ib) subcontracts or ourchase ordersfor oublic utilitv services ~.~~~~ 
at rates establishedTo<unim applidabiiiiy to the generdl public. 

52.215-2 -AUDIT AND RECORDS-NEGOTIATION (JUN 1999) 35. 

As used in this clause, "records" includes books, documents, accounting procedures and 
practices, and other data, regardless of type. and re ardless of whether such items are in 
written form, in the form of computer data, or in any ofher form. 

Examination of costs. If this is a cost-reimbursement. incentive, time-and-matenals, labor- 
hour, or price redeterminable contract. or any combination of these, the Contractor shall 
maintain and the Contracting Officer, or an authorized representatwe of the Contracting 
Officer, shall have the right to examine and audit all records and other evidence sufficient to 
reflect pro erly all costs claimed to have been incurred or anticipated to be incurred directly 
or indire& in oerformance of this contract This rtoht of examination shall include 
inspection i t  all ieasonable times of the Contractor's plznts. or parts of them, engaged in 
performing the contract 

Cost or pricing data. If the Contractor has been required to submit cost or pricing data in 
connection with any pricing adion relatin to this contract, the Contracting Officer, or an 
authorized representative of the Contracflng .Officer, in order to evaluate the accuracy. 
com leteness. and currency of the cost or pricing data, shall have the right to examine and 
audifall of the Contractor's records, including computations and projections, related to-  

The proposal for the contract, subcontract, or modification; 
The discussions conducted on the roposalls), including those related to negotiating; 
Pricing of the contract, subcontractor modification; or 
Performance of the contract, subcontract or modification. 

Comptroller Generai- 

(1) The Comptroller General of the United States, or an authorized representative, shall 
have access !o and the Gght to examine, any of the Contractois directly pertinent 
records involving transactions related to this contract or a subcontract hereunder. 

INITIALS: 
OSA FORM 35178 PAGE 15(REV 42/03) 

(b) (6)



(2) This paragraph may not be construed to require the Contractor or subcontractor to 
create or maintain any record that the Contractor or subcontractor does not maintain 
in the ordinary course of business or pursuant to a provision of law. 

(e) Reports. If the Contractor is reguired to furnish cost funding, or performance re orts, the 
Contracting Officer or an authorized representative oi the Contract!ng Officer shalfhave the 
right to examine and audit the supporting records and materials, for the purpose of 
evaluating- 

The data reported; and 
The effectiveness of, the Contractor's policies and procedures to produce data 
compatible with the objectives of these reports. 

[i] 
(9 Availability. The Contractor shall make available ,at its ofice at all reasonable times the 

records. materials. and other evidence described in Daraaraohs (a). fb). 0. fd). and (a) of 
this clause, for examinaion. audit or reproduct!on, until 5 ears aftei final payment urider 
this wntract or for any shorter period specified in Suipari 4.7, Contractor Records 
Retention of the Federa Acouisition Reoulation (FAR). or for any lonaer Deriod rewired bv 

I - .  ~ ~ ~ .~~~ ~~~~ 

statute or by other clauses of this &ntri&. In addrtion2 

(1) 

(2) 

If this contract is corn letely or partially terminated the Contractor shall make 
available the records regtins to the work terminated &til 3 years after any resulting 
final termination settlement; and. 
The Contractor shall make available records relating to appeals under the Disputes 
clause or to litigation or the settlement of claims arising under or relating to this 
contract until such appeals, litigation, or claims are finally resolved. 

The Contractor shall insert a clause containing all the terms of this clause, including this 
yragaph (9) in all subcontracts under this contract that exceed the simplified acquisition 
hre old, and- 

11) That are cost-reimbursement. incentive. time-and-materials. labor-hour. or Drice- 

(9) 

~, 
redeterminable type or an combination of these. 
For which cost or pricing &a are required, or 
That require the subcontractor to furnish reports as d,scussed in paragraph (e) of this 
clause 

[:] 
The clause may be altered on1 as necessary to identify roperly the contracting parties and 
the Contracting ORicer under t L  Government prime contact. 

36. 52.233-1 - DISPUTES (JUL 2032) 

(a) 

(b) 

This contract is subject to the Contract Disputes Act of 1978, as amended (41 U.S.C. M)1- 
613). 

Except as provided in the Act, all disputes arising under or relating to this contract shall be 
resolved under this clause. 

"Claim " as used in this clause, means a written demand or written assertion by one of the 
contradting parties seeking, as a matter of right, the payment of money in a sum certain. the 
adjustment or interpretation of contract terms, or other relief arising under or relating to this 
contract. However, a written demand or written assertion by the Contractor seeking the 
payment ,of money exceeding $103,030 is not a claim under the Act until certified. A 
voucher, invoice, or other routine request for payment that is not in dispute when submitted 
is not a claim under the Act. The submission may be converted to a claim under the Act, by 
complying with the submission and certification requirements of this clause, if it is disputed 
either as to liability or amount or is not acted upon in a reasonable time. 

(i) 

fii) 

The Contractor shall provide the certification specified in aragraph (d)(2)(iii) 
of this clause when submitting any claim exceeding $100,800. 
The certification reauirement does not aDDlv to issues in controversy that . .  
have not been submitted as all or part of a'claim. 
The certification shall state as follovrs: "1 certify that the claim is made in 
aood faith: that the suoDortino data are accurate and comDlele to the best of 

(iii) 

%Y knowledge and behef; thZt the amount requested accurately reflects the 
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contract adjustment for which the Contractor believes the Government is 
liable: and that I am dub authorized to certifv the claim on behalf of the 
contractor." 

(3) The certtficabon may be executed by any person duly authorized to bind the 
Contractor with respect to the claim 

For Contractor claims of $1OO,WO or less, the Contractmg Officer must. if requested in 
writing by the Contractor, render a decislon within 60 days of the request For Contractor- 
certnfied claims over SlWOW. the Contractina Officer must. within €0 days decide the 
claim or notify the Contractor of the date by whiEh the decision will be made. 

The Contractin Officer's decision shall be final unless the Contractor appeals or files a suit 
as provided in t%e Act. 

If the claim bv the Contractor is submitted to the Contractina Officer or a claim bv the 
Government I; presented to the Contractor, the parties, by m h a l  consent, may a rke to 
use alternative dispute remlution (AOR) If the Contractor refuses an offer for AJR, the 
Contractor shall inform the Contracting Otficer, in wntmg, of the Contractor's specific 
reasons for rejecting the offer 

The Government shall ay interest on the amount found due and un aid from (1) the date 
that the Contractino O#cer receives the claim (certified. if reauired!: or (21 the date that 

ayment otherv*se'lvould be due. iiihat date is later. untiithe date of'paynieht With regard k claims havin defective certifications, as defined in FAR 33.331, interest shall be paid 
from the date tzat the Contractin Officer initially receives the claim. Simple interest on 
claims shall be naid at the rate. z e d  bv the Secretarv of the Treasurv as orovided in the 
Act, which is applicable to the period &ring which the Contractin Officer receives the 
claim and then at the rate applicable for each Emonth penod aslixed by the Treasury 
Secretary during the pendency of the claim. 

The Contractor shall proceed diligently wsth performance of this contract, pendrng final 
resolution of any request for relief. claim, appeal, or action arising under the contract. and 
comply with any decision of the Contractmg Officer 

37. 52.222-'B - EQUAL OPPORTUNIN (APR 2002) 

(a) Definition. "United States," as used in tps clause, means {he 50 States, the District of 
Columbia, Puerto Rtco, the Northern Mariana Islands, American Samoa, Guam, the U.S. 
Virgin Islands, and Wake Island. 

(b) If. dunng any 12-month eriod (including the 12 months preceding the award of this 
contract). the Contractor Ras been or is awarded nonexem t Federal contracts andlor 
subcontracts that have an aaareaate value in excess of S/b.OW. the Contractor shall 
comply with ar raphs (b)(lJ-thr&gh (b) 11) of this clause. except for work performed 

Uoon reauest the Contractor shall orovide information necessarv to determine the 
outside the &id States by employees w !l o were not recruited within the United States 

applicabilhy ofthis clause. 

11) The Contractor shall not discriminate aoainst any emdovee or aoolicant for ~~, ~ ~ , ~ . ~  ~~ 

~ ~ ~ 

, ~ I  

employment because of race: wlor, religion: sex, or national o6gin However it shall 
not be a violation of this clause for the Contractor to extend a ublicly announced 
preference in employment to Indians lwng on or near an InJan reservation. in 
connection with emolovment oooortunities on or near an Indian reservation. as 
emitted by 41 CFR'661.5. 

' ' 

(2) The Contractor shall take affirmative action to ensure that ap licants are employed, 
and that employees are treated during employment, withourre arc! to their race, 
color. reliaion. sex. or national oriain. This shall include. but not bejimited to- 

explain this c l a d .  . 
The Contractor shall. in all solicitations or advertisementsfor em loyees placed bx or 
on behalf of the, Contractor, state that all qualified appicants will receive 

(4) 
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consideration for employment without regard to race, color, religion, sex. or national 
origin. 
The Contractor shall send, to each labor union or representative of workers with 
which it has a collective baroainina aareement or other contract or understandina. the 

38. 

39. 

notice lo be provided by thgContia&ng Offccer advising the labor union or woykers' 
representative of the Contractofs commitments under this clause and post copies of 
the notice in conspicuous places available to employees and applicants for 
employment. 
The Contractor shall com ly with Executive Order 11246, as amended, and the rules, 
regulations, and orders op!he Secretary of Labor. 
The Contractor shall furnish to the contractina aaencv all information rewired bv 
Executive Order ii246, as amended, and by th> des ,  i e  ularions. and orders of thk 
Secretary of Labor. The Contractor shall also file StandarjForm 1W (EEO-I), or any 
successor form. as prescnbed in 41 CFR part 601 Unless the Contractor has filed 
within the 12 months orecedina the date of contract award. the Contractor shall, 
within 30 days after cbntract award a ply to either the re ional Office of Federal 
Contract Compliance Pro rams (OFdCJ) or the local office oythe Equal Employment 
Oooortunitv Cammission yor the necessarv forms 
Thk Contr&t@r shan~permit access to its' remises, during normal business hours, hy 
the contracting a ency or the OFCCf for the purpose of conducting on-site 
mmdiance evaluayiorn and comolaint investioations The Contractor shall oermit the ~ . ~ ~ ~ ~ ~ 

Government to inspect and 'copy any 'books, accounts, records '(including 
computenzed records), and other m.aterial that may be relevant to the matter under 
investigation and pertinent to wmpbance with Executive Order 11246, as amended, 
and rules and regulationsthat implement the Executive Order. 
If the OFCCP determines that the Contractor is not in compliance with this clause or 
any rule, regulation or order of the Secretary of Labor this contract may be 
canceled. terminated or susoended in whole or in Dart and the Contractor mav be ~~~~. ~ 

~~ ~~ ~ 

declared ineli ible for further 'Government contracts, h d e r  the procedures authoked 
in Executive %rder 11246, as amended In addition, sanctions may be imposed and 
remedies invoked a ainst the Contractor as provided in Executive Order 11246, as 
amended. in the rdes. rwulations. and orders of the Secretarv of Labor; or as 
otheiwise'provided by law. ~ 

The Contractor shall include the terms and conditions of paragraphs (b)(l) through 
(11) of this clause in every subcontract or purchase order that is rmt exempted b the 
rules, regulations, or orders of the Secretary of Labor issued under Executive &der 
11246, as amended, so that these terms and conditions will be binding upon each 
subcontractor or vendor. 
The Contractor shall take such action with rewed to any subcontract or purchase 
order as the Contracting Officer may direct as a'means ofenforcing these terms and 
conditions including sanctions for noncompliance, provided that if the Contractor 
becomes involved in or is threatened with litioation wnh a subcontractor or vendor 
i i i  result ofmvbir&on, the Contractor may iequest the United States to enter anto 
the litigation to protect the interests of the United States 

Notwithstanding any other clause in this contract. disputes relative to tnis clause will be 
governed by the procedures in 41 CFR 601 1 

l c  

52.222-24 - PREAWARD ON-SITE EQUAL OPPORTUNITY COMPLIANCE EVALLJATION (FEE 

(Applies to leases over $1 0,OOO.OW ) 

If a contract in the amount of $10 million or more will resLlt from this solicitation, the rospective 

1999) 

Contractor and its known first-tier subcontractors with anticioaled subcontracts of $1 8 milliOn or 
more shall be subject to a reaward compliance evaluation by the Offce of Federal Contract 
Compliance Programs (OFCEP), unless, within the preceding 24 months, OFCCP has conducted 
an evaluation and found the prospective Contractor and subcontractors to be in compliance with 
Executive Order 11246 

52.222-21 -PROHIBITION OF SEGREGATED FACILITIES (FEE 1999) 

Segregated facilities,' as used in this clause. means any waiting rooms, work areas, rest 
rooms and wash rooms. restaurants and other eating areas,, time clocks, locker rooms and 
other storaoe or dressino areas. Darkino lots. drinkina fountains. recreation or entertainment 

Segregated facilities,' as used in this clause. means any waiting rooms, work areas, rest 
rooms and wash rooms. restaurants and other eating areas,, time clocks, locker rooms and 
other storage or dressing areas, parking Jots, drinking fountains, recreation or entertainment 
areas, transportation, and housing facilities rovided for employees, that are segregated by 
ex licit directive or are in fact segregate8on the basis of race, color, religion. sex, or 
naional origin bemuse of written or oral policies or employee custom. The term does not 
include separate or single-user rest rooms or necessary dressing or sleeping areas provided 
to assure pnvacy between the sexes. 

areas, trangportation, acd houskig facilities ' rovided"for employees, that are segregated by 
ex licit directive or are in fact segregate8on the basis of race, color, religion. sex, or 
naional origin bemuse of written or oral policies or employee custom. The term does not 
include separate or single-user rest rooms or necessary dressing or sleeping areas wrovided 
to assure pnvacy between the sexes. 
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lh> The Contactor aarees that it does not and will not maintain or Drovide for its emDlOYeeS any 

40, 

~ ~ ~ ~ ~~~ ,-, 
segregated facil;tTes at any of its establishments. and that it does not and will not perm.1 its 
employees to perform their services at any location under its control where segregated 
faoliiicr i ) r ~  maintained The Contractor aarees that a breach of this clause is a Violation of 
the Equal Opportunity clauee in this contr& 

(c) The Contractor shall include this clause in every subcontract and purchase order that is 
subject to the Equal Opportunity clause of this contract. 

5222-35 - EQUAL OPPORTUNITY FOR SPECIAL DISABLED VETERANS, VETERANS OF 
THE VIETNAM ERA AND OTHER ELlGiBLE VETERANS (DEC 2001 j 

(a) 
"All, employment openin 5" means all positions except executive and top,mamgement, those 

ationsthat will be fiileg from within the Contractor's organization, and positions lasting 3 days or ks, This term includes full-time employment, temporary employment of more than 3 days 
duration, and part-time employment. 
"Executive and top management" means any employee- 

Definitions. As used in this clause- 

Whose primary duty consists of the management .of the enterprise in which the 
individual is employed or of a customarily recognized department or subdivision 
thereof; 
Who customarily and regularly directs the work of two or more other employees; 
Who has the,authority to hie or fire.other employees or whose suggestions and 
recommendations as to the hinng or firing and as to the advancement and promotion 
or any other change of status of other emproyees will be given particular WetgM; 
Who customaril and regularly exercises discretionary powers; and 
Who does not &vote more than 20 percent or, in the case of an em ioyee of a retail 
or service establishment. who does not devote more than 40 percenfof total hours of 
work in the work week to activilies that are not direct1 and closel related to the 
I;erformance of the work described in paragra hs (1) txrough (4) o! this definition. 

his paragraph (5) does not apply in the case o?an emplo ee who is in sole charge of 
an establishment or a physically separated branch e$ailishment, or who owns at 
least a x) percent interest inthe enterprise in whichthe individual is employed. 

"Other,eligible veteran" means any other veteran who served on active duty during a war or in a 
campaign or expedition for which a campaign badge has been authorized. 

"Qualified special disabled veteran" means a special disabled veteran who satisfies the requisite 
skill, experience, education, and other 'ob-related requirements of the em loyment position such 
veteran holds or desires, and who, wid or without reasonable accomm&tion. can perform the 
essential fundions of such position. 

"Special disabled veteran" mean? 
(1) A veteran who is entitled,to compensation (or who but for the receipt of military 

retired pay would be entitled to compensation) under laws adminlstered by the 
Department of Veterans Affairs for a disability- 

Rated at 30 percent or more; or $!) Rated at 10 or 20 percent in the case of a veteran who has been determined 
under 38U.S.C. 31Mi to have a serious employment handicap (1,s.. ,a 
significant impairment of the veteran's abilitgto, prepare for, obtain, or retain 
employment consstent wth the veteran's a tlities. aptitudes, and interests); 
or 

A person who was discharged or released from active duty because of a service- 
connected disability. 

"Veteran of the Vietnam era" means a person who- 
Served on active duty for a $nod of more than 180 daysand was discharged or 
released from active uty w h other than a dishonorable discharge, If any part of 
such active duty occujed- . 

(2) 

(1) 
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(i) 
@as di:harged or released from active duty for a serviceconnected disability if any 
part of the active dut was performed- 

$1) 

In the Republic of Vietnam between February 28, 1961, and May 7, 1975; or 

In the Repubk of Vietnam between February 28, 1961, and May 7, 1975; or 
Between August 5.1964, and May 7, 1975, in all other cases. 

etween August 5,1964, and, May 7,1975, in all other cases; or 
(2) 

General 

(1) The Contractor shall not discriminate aaainst the individual because the individual is 
, I  

a special disabled veteran, a veteran 6f the Vietnam era, or other eligible veteran, 
regarding any position for which the employee or applicanl for employment is 
oualified The Contractor shall lake affirmative action to ernolov advance in 

~ ~ 

6m loyment, and otherwi&e,t[eat qualified special disabled,veterak, veterans of the 
Viernam era, and other eligible veterans without discrimination based upon their 
disability or veterans' status in all em lo ment practices such a s  
ci) Recruitment. advertisina. ancfiog aooiication DrocedUreS 
(ii) 
(iiil 

Hiring, upgrading, prori;otion: awaid of tenure, demotion, transfer, layoff, 
termination, rigH of return from la off and rehiring; 
Rate of m v  or anv other &rm of comcensation and channes in 
CON 
Job 
descriptions lines of pr ression, and seni 
Leaves of absence, scfleave. or any othe 
Fringe, benefits available by virtue c 
admmdered hv the Cnnimctor. 

ipensatiori; 
- 

assignments, job classiftcations, organizational structures, position 
ority lists; 
'r leave: 
If employment. whether or not 

. . .. _. - .. ._ - -. ... , 
Selection arbj financial support for training, includin apprenticeship, and on- 
the-job training under, 38 U.S.C. 3567, ,professions? meetings, conferences, 
and other related activities, and selection for leaves of absence to pursue 
training; 
Activities soonsored bv the Contractor includina social or recreational (viii) 
programs and 

ix) Any other term, condition or privilege of em loyment. 
$he Contractor shall comply with the, rules, regulaions. and relevant orders of the 
Secreta of Labor issued under the Vietnam Era Veterans' Readjustment Assistance 
Act of 1y72 (the Act), as amended (38 U.S.C. 4211 and 4212). 

- 

(c) Listing openings. 

The Contractor shall immediately list all em lo ment 0 enings that exist at the time 
of the execution of this contract and those did occur String the erformance of this 
contract, including those not generated by this contract, and inclt&g those occurring 
at an establishment of the Contractor other than the one where the contract is being 
performed, but excluding those of independent1 operated corporate affiliates, at ,an 
appropriate local public employment service o$ce of the State wherein the opening 
occurs. Listin employment openings with the. US. Department of Labor's America's 
Job Bank sha% satisfy the requirement to list jobs with the local employment service 
office. 
The Contractor shall make the listing of employment openings with the local 
employment service office at least concurrently, with usi any other recruitment 
source or effort and shall involve the normal obligations 2placing a bona fide job 
order, including accepting referrals o f  veterans and nonveterans. This listing of 
employment o nings does not, require hiring any particular 'ob applicant .or bring 
from any pagular group of job applicants,and is not inlended, to relieve !he 
Contractor from any re uirements of Executive orders or regulations concerning 
nondiscrimination in emp?oyment. 
Whenever the Contractor becomes contractually bound to the listing terms of this 
clause, it shall advise the State ublic employment,agency in each State where it has 
establishments of !he name an8location of each hiring location in the State. As long 
as the Contractor is contractual1 bound to these terms and has so advised the State 
agency, It need not advise the &ate agency of subsequent entracts. The Contractor 
may advise the State agency when it is no longer bound by this contract clause. 

(d) AppIicabiMy. This clause does not apply to the listing of employment openings that occur 
and are filled outside the 50 States, the District of Columbia, the Commonwealth of Puerto 
Rico, the Commonweakh of the Northern Mariana Islands, American Samoa, Guam, the 
Virgin Islands of the United States, and Wake Island. 

(e) Postings. 
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The Contractor shall post employment notices in conspicuous places that are 
available to employees and a plicants for employment. 
 he employment notices shalt! 
(i) State the rights of applicants and employees as well as the Contractor's 

obligation under the law to take affirmative action to employ and advance in 
employment qualified employees and applicants who are special disabled 
veterans, veterans of the Vietnam era, and other eligible veterans; and 

(ii) Be in a form rescribed by the Deputy Assistant Secretary for Federal 
Contract CompEance Programs. Department of Labor (Deput Assistant 
Secretary of Labor), and provided by or through the Contracting Officer. 

The Contractor shall ensure that applicants or em loyees who are special disabled 
veterans are informed of the contents of the notice &.g., the Contractor may have the 
notice read to a visually disabled veteran, or may lower the posted notice so that it 
can be read by a person in a wheelchair)., 
The Contractor shall no!fy each labor union or representative of workers with which it 
has a collective bar aining agreement, or other contract understanding, that the 
Contractor is bound %y the terms of the Act and is committed to take affirmative 
action to employ, and advance in employ,ment, qualified special disabled veterans, 
veterans of the Metnam era, and other eligible veterans. 

(I) Noncompliance If the Contractor does not comply with the requirements of this clause, the 
Government may take appropriate actions under the rules, regulations. and relevant orders 
of the Secretary of labor issued pursuant to the Act 

(g) Subcontracts. The Contractor shall insert the terms of this clause in all subcontracts or 
purchase orders of $25,00 or more unless exempted by rules, regulations, or orders of the 
Secretary of Labor. The Contractor shall act as specified b the Deputy Assistant Secretary 
of Labor to enforce the terms, including action for noncomp8ance. 

41. 52.222-36 -AFFIRMATIVE ACTION FOR WORKERS WITH DiSABlLlTlES (JUN 1998) 

(a) General. 

(1) Regarding any position for which the employee or applicant for employment is 
qualified, the Contractor shall not discriminate against any employee or applicant 
becauw of nhvsical or mental disabilltv The Contractor aorees to take affirmatwe r .  -. - ~ 

. . . .. .. .. . . 
action to employ, advance in employdent and otherwise iieat qualified individuals 
with disabilities without discrimination based upon their physical or mental disability in 
all emplo ment practices such as-- 
Ii) $ecmitment. advertisina. and iob aoolication orocedures: 
(ii) 

(iii) 

H&g, upgrading, proii?otion: awaid of teiiure, demoiion, transfer. layoff. 
termination, right of return from la OH, and rehiring 
Rates of pay or any other Yorm of compensation and changes in 
compensation, 

deswptions, hnes cipro ression, and seniority lists, 
Leaves of absence sickyeave or any other leave 

(iv) Job assignments, ob classifications, organizational structures, position 

(VI 
(vi) Fringe benefits available tiy vidue of employment, whether or not 

administered by the Contractor; 
(vii) Selection and financial support for training, including apprenticeships 

profegonal meeti s, conferences, and, other related activities, and 
selection for leaves3 absence to pursue training 

(viii) Activities sponsored by the Contractor, including social or recreational 
oroarams: and 

(b) Postings. 

(1) The Contractor a rees to post employment notices stating (I) the Contractor's 
obligation under 19, law to take affirmative action to employ and advance in 
emolovment aualified individuals with disabilities and 1111 the riahts of aoolimnts and . .  - . .  
empioiees. ' 
These notices shall be posted in conspicuous places that are available to employees 
and anohcants for emolovrnent The Contractor shall ensure that aoolicants and (2) 

~ . 7 F ~  ~~~ ~~ 

employees wdh disibihtie's are informed of the contents of the not;& (e g , the 
Contractor may have the notice read to a visually disabled individual, or may lqwer 
the osted notice so that. it might be read by a person in a wheelchair). The notices 
shalyoe in a 101" pregcribed by the Deputy Assistant Secretary for Federal Contract 
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Compliance of the U.S. Department of Labor (Deputy Assistant Secretary) and shall 
be provided by or through the Contracting Officer. 
The Contractor shall notify each labor union or representative of workers with which it 
has a collective bargainm agreement or other contract understandin , that the 
Contracor is bound by the Terms of Section 503 of the Act and !s commi!ed to take 
affirmative action to em loy and advance in employment, qualified individuals wfth 
physical or mental disabikiei. 

(3) 

(c) Noncompliance. If the Contractor does not comply with the requirements of this clause, 
appro riate actions may be taken under the rules, regulations, and relevant orders of the 
Secrefary issued pursuant to the Act. 

(d) Subcontracts The Contractor shall include the terms of this clause in every subcontract or 
y h a s e  order in excessof $10.000 unless exempted b rules. regulations or orders of the 

ecretary The Contractor shall act as specified by t i e  Director to edorce the terms. 
including action for noncompliance. 

42 52 222-37 - EMPLOYMENT REPORTS ON SPECIAL DISABLED VETERANS. VETERANS OF 
THE VIETNAM ERA AND OTHER ELIGIBLE VETERANS (DEC 2001) 

(a) Unless the Contractor is a State or local government agency, the Contractor shall report at 
least annually. as required by the Secretary of Labor, on- 

(1) The number of special disabled veterans, the number of veterans of the Vietnam era, 
and other eligible veterans in the workforce of the Contractor by job category and 
hiring location; and 

(2) The total number of new employees hired during the period covered b the report 
and of the total. the number of special disabled veterans, the number o?veterans of 
the Vietnam era, and the number of,other eligible veterans; and 

(3) The maximum number and the minimum number of employees of the Contractor 
during the period covered by the report. 

(b) The Contractor shall report the above items by com letin the Form VETS-100, entitled 
Federal Contractor Veterans' Employment Report (V&S-l& Report)". 

(c) The Contractor shall submit VETS-100 Reports no later than September 30 of each year 
beginning September 30, 1988. 

(d) The employment activity repon required by paragraph a)(2) of thls clause shall reflect total 

emolovment oroflle reoori rewired by oaraqraph (a)(l) of this clause Contractors may 
hires during the most recent 12-month period as o f the ending date selected for the 

. . - . . . . . 
iil;ciin ending date- ' 

(1) As of the end of any pay period between July 1 and August 31 of the year the report 
is due; or 

(2) As of December31, if the Contractor has prior written approval from the Equal 
Employment Opportundy Commission to do so for urpffies of submitting the 
Employer Information Report EEO-1 (Standard Form 1 4 .  

The Contractor shall base the count of veterans reported according to aragraph (a) of this 
clause on voluntary disclosure. Each Contractor subject to the repo8n requirements at 
38 U.S.C. 4212 shall invite all special disabled veterans, veterans of theEetnam era, and 
other eligible veterans who wish to beneflt under the affirpa!lve action program at 
38 U.S.C. 4212 to Identify themselves to the Contractor. The invitation shall state that- 

(e) 

The information is voluntarily provided; 
The information will be kept confidential; 
Disclosure or refusal to Drovide the information will not subject the applicant or 

I ,  

employee to any adverse freatment;,and 
The information w~l l  be used only in accordance with the regulations promulgated 
under 38 U.S.C. 4212. 

(4) 

(9 The Contractor shall insert the terms of this clause, in all subcontracts or urchase orders of 
$25,000 or more unless exempted by rules, regulations, or orders of the gcretary of Labor. 

43 52 209-6 - PROTECTING THE GOVERNMENT'S INTEREST WHEN SUBCONTRACTING WITH 
CONTRACTORS DEBARRED SUSPENDED, OR PROPOSED FOR DEBARMENT (JUL 1995) 

(a) The Government suspends or debars Contractors to protect the Government's interests 
Contractors shall not entej into any subcontract in excess of the small purchase limitation at 
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FAR 13.000 with a Contractor that has been debarred, suspended, or proposed for 
debarment unless there is a compelling reason to do so. 

The Contractor shall require each proposed first-tier subcontractor, whose subcontract will 
exceed the small purchase limitation at FAR 13.000, to disclose to the Coptractor in writing, 
whether as of the time of award of the subcontract, the subcontractor, or its prindipals, is or 
is not debarred, suspended, or proposed for debarment by the Federal Government. 

(b) 

11) The name of the subcontractor 
(21 

(3) 

The Contractor's knoviled e of the reasons for the subcontractor being on the List of 
Parlies Excluded from Feierai Procurement and Nonprocurement Programs, 
The cornpelling reason(s) for doing buslness with the subcontractor notviithstandin 
its inclusion on the List of Parties Excluded from Federal Procurement an% 
Nonprocuremenl Programs; 
The systems and procedures the Contractor has established to ensure that it is fully 
protecting the Government's interests when dealing yith such subcontractor in view 
of the specific basis for the party's debarment, suspension, or proposed debarment. 

(4) 

44. 52.215-12- SUBCONTRACTOR COST OR PRICING DATA (OCT 1997) 

(Applies when the clause at FAR 52.215-10 is applicable.) 

fal Before awardino anv subcontract exoected to exceed the threshold for submission of cost or 
I~ I 

pricing data at FAR'15.403-4. on the date of agreement on pr8ce or !he date, of award, which 
ever is later, or before p r r c r y a y  subcontract modhcatton rnvolvrn a pricr ad'ustmem 
exoeded to exceed the thres 01 for submission of cost or D l i C i m  lata at t%R 15.403-4, ~~ ~ 

the Contractor shall require the sub~coniractor to pubmil cost'or ricin data actually or by 
specific identification in writing), unless an exception under FAR 75.408-1 apdies 

The Contractor shall rewire the Subcontractor to certifv in substantiallv the form prescribed fbl , ,  
in FAR 15406-2 that, io  the best of its knowledge and belief, the data submitted urder 
paragraph (a) of this clause were accurate. complete, and current as of the date of 
agreement on the negotiated price of the subcontract or subcontract modification 

(c) In each Subcontract that exceeds the threshold for submission of cost or pricing data at FAR 
15 4034, when entered into. the Contractor shall insert either- 

(1) 

(2) 

The substance of this ciause, including this paragra h (c if  aragraph (a) of this 
clause requires submission of cost or ricin data for &e sukcon!kt or 
The substance of the clause at FAR 82 21213. Subcontractor Cost or Pricing Data -- 
Modifications 

45. 52.219-8 - UTILIZATION OF SMALL BUSINESS CONCERNS (OCT 2OW) 

(Applies to leases over 51W,OW average net annual rental, including option periods.) 

(a) It is the policy of the United States that small business concerns, veteran-owned small 
business concerns, sewice-disabled veteran-owned small business concerns, HUBZone 
small business concerns, small disadvantaged business concerns, andwomen-owned small 
business concerns shall have the maximum oracticable oooortunitv to oarticimte in ~~~ ~~~ ~~ ~ ~ ~ 

performing contracts let by any Federal agenc ,' including cohhacts ahd subcont<acts for 
subsystems, assemblies, components. and relakd services for major systems It IS further 
the policy of the United States that its prime wnlradors establi$ procedures to ensLre the 
timelv aavment of amounts due aursuant to the terms of their subcontracts with small 
busiiess 'wncerns, veteran-owned smail business concerns, service-disabled veteran- 
owned small business concerns, HUBZone small busfness concerns, small d sadvantaged 
business concerns and women-owned small business concerns 

(b) The Contractor hereby agrees to y ry  out this policy in the awarding of subcontracts to the 
fullest extent consistent wth efficient contract performance. The Contractor further 
to cooperate in any studies or surveys as may be conducted by the United States%% 
Business ,Administration or the awarding agency,of the United States as may be necessary 
to determine the extent of the CoMractor's compliance with this clause. 

(c) Definitions. As 
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HUBZone small business concern means a small business concern that appears on the List 
of Qualified HUBZone Small Business Concerns maintained by the Small Business 
Administration. 

Service-disabled veteran-owned small business concern - 
(1) Means a small business concern - 

(i) Not less than 51 percent of which is owned by one 01 more service-disabled 
veterans or, in the case of any publtcly owned business, not less than 51 
oercent of the stock of which is owned bv one or more service-disabled 
ieterans; and 
The management and daily business operations of which are controlled b 
one or more servicedisabled veterans or, in the case of a veteran WitZ 
permanent and severe disability, the spouse or permanent caregiver of such 
veteran. 

(ii) 

(2) Service-disabled veteran means a veteran, as defined in 38 U.S.C. 101(2), with a 
disabilitythat is service-connected, as defined in 38 U.S.C. 101(16). 

Small business concern means a small business as defined pursuant to Section 3 of the 
Small Business Act and relevant regulations promulgated pursuant thereto. 

Smell disadvanfaged business concern means a smali business concern that represents. as 
part of its offer that - 
(1) 

(2) 

It has received certification as a small disadvantaged business concern consistent 
wth 13 CFR part 124 Subpart E, 
No matenal change in disadvantaged ownership and control has occurred since Its 
certification; 
Where the concern is owned bv one or more individuals. the net worth of each 13) . ,  
individual upon whom the certification is based does not exceed $750,002 after 
taking into account the applicable exclusionsset forth at 13 CFR 124 104(c)(2); and 
It is identified. on the date of its representation, as a certified small.disadvama ed 
business in the database maintained by the Small Business Administration d o -  (4) 

Net). 

'Veteran-owned small business concern" means a small business concern - 
(1) 

(2) 

Not less than 51 percent of which is owned b one or more veterans (as defined at 38 
U.S.C. lOl(2)) or, in the case of an pubicly owned business, not less than 51 

?he management and daily busmess operations of which are controlled by one or 
more veterans 

ercent of the stock of which is owned gy onepr more veterans; and 

"Women-owned small business concern" means a small business concern - 
(1) That is at least 51 percent owned by one or more women, or, in the case of any 

publicly owned business, at least 51 percent of the stock of which is owned by one or 
more women; and 

(2) Whose management and daily business operations are controlled by one or more 
women. 

Contra.ctors acting in good faith may rely on written representations by their subcontractors 
regarding their status as a small busmess concern a veteran-owned small business 
concern, a service-disabled veteran-owned Small bukness concern, a HUBZone small 
business concern, a small disadvantaged business concern, or a women-owned small 
business concern. 

(d) 

' 46. 52.219-9 -SMALL BUSINESS SUBCONTRACTING PLAN (JAN M02) 

(Applies to leases over $soO,OW.) 

(a) 

(b) 
"Commercial item" means a product or service that satisfies the definition of commercial item in 
section 2.101 of the Federal Acquisition Regulation. 

This clause does not apply to small business concerns. 

Definitions. As used in this clause- 
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"Commercial Ian" means a subcontracting Ian (including goals) that covers the offeror's fiscal 
year and that applies to the entire produJon of commercial items sold by either the entire 
comoanvor a aortion thereof fe.a.. division. Dlant. or ~roduct line). t~ . - .  . .  
"Individual, contract plan+' means a, subcontracting Ian that covers the entire wntract period (including 
option periods).,applies to a s ecmc contract, a n t  has goals that are based on the offeror's planned 
subcontracting in support of &e specific contract, e w p t  that indirect wsts incurred for common or 
joint purposes may be allmated on a prorated basis to the contract. 

"Master plan" means a subcontracting Ian that contairpj all,the required elements of an individual 
contract plan, except goals, and may f$ incorporated into individual contract plans, provided the 
master plan has been approved. 

"Subcontrad means any a reement (other than one involving an emplo er em loyee relationship) 
entered into by a Federal 8overnment pnme Contractor or sukontrac!or.caIfng for supplies or 
services required for performance of the contract or subcontract 

The offeror, upon request by the Contracting Officer. shall submit and negotiate a 
subcontractina Dlan. where aDDlicable. that seDaratelY addresses subcontracting with small 
business, vet&an-o'wed small business, senhce-diskbled veteran-owned small business, 
HUBZone small business concerns. small disadvantaged bwiness, and women-owned 
small business concerns. If the offeror IS subminina an individual contract olan. the Dlan 
must separately address subwntracting wdh small bhiness veteran-owned small'business 
service-disabled veteran-owned small business. HUBkone small , business, small 
disadvantaged busmess. and women-owned small buslness concerns, with a separate part 
for the basic contract and separate parts for each option (fi any). The plan shall be included 
in and made a part of the resultant contract The subcontracting plan shall be negotiated 
wlthin the time specified by the Contracting Officer. Failure to submit and negotiate the 
subcontracting plan shall make the offeror ineligible for award of a contract. 

(d)  The offeror's subwntracting plan shall include the following: 

(1) 

(2) 

(3) 

(4) 

(5) 
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ownership characteristics for the pu oses of maintaining a Small veteran-owned 
small, setvicedisabled veteran-ownea]Small, HUBZone small, small disadvanta ed, 
and women-owned small business source list. Use of PRO-Net as its source list joes 
not relieve a 8rm of its responsibilities (e.& outreach, assistance, counseling, or 
publicizing subcontracting opportunities) in this clause. 
A statement as to whether or not the offeror included indirect costs in establishing 
subcontracting goals, and a description of the method used to determine the 
proportionate share of indireot costs to be incurred with- 
(i) Small business concern$ pi) Veteran-owned small business concerns; 
ei) 

8) 
VI) Wornemowned small business concerns. 

f he  name of the individual employed by the offero! who will administer the offeror's 
subcontracting pro ram, and a descri tion of the duties of the Individual. 
A description of &e efforts the o&ror will make to assure that small business, 
veteran-owned small business service-disabled veteran-owned Small business 
HUEZone small business, small disadvantaged business, and women-owned small 
business concerns have an equitable op ortunity to compete for subcontracts. 
Assurances that the offeror will include &e clause of this contract entitled "Utilization 
of Small, Business Concerns" in all ybcontracts that offer further subcontractin 
opportunities, and that the offeror will require all subcontractors (exce t sma! 
business concerns) that receive subcontracts in excess of $5M),WO ($1,008,000 for 
construction of any ublic facility) to adopt a subcontracting plan that complies with 
the requirements of phis clause. 

Assurances that the offeror will- 
Cooperate in any studies or surveys as may be required; $1) Submit periodic reports M that the Government can determine the extent of 
compliance by the offeror with the subcontractingjlan; 

(iii) Submit Standard Form (SF) 294, Subcontra ing Report for Individual 
Contracts, andlor SF 295, Summary Subcontract Report in accordan? wth 
uaraorauh (i) of this clause. The reuorts shall uroGde information on 

Service-disabled ve!eran-owned small business concerns; 
HUBZone small business concerns; 
Small disadvantaged business concerns; and 

not, why not; 
(C) Whether service-disabled veteran-owned Small business cowems were 

solicited and, if not. why not; 
(D) Whether HUEZone small business concerns were solicited and, if not, 

why not; 
(E) Whether Small disadvantaged business concerns were solicited and, if 

not, why not; 
(F) Whether wornenawned small business concerns were solicited and, if 

not, wFnot; and 
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(G) If apdicable, the reason award was not made to a small business . .  
conGrn. 

mal l ,  HUBZone mal l .  small 
business sources: and 

gj Veterans GNIE organizations 
ecords of internal guidance and encouragement provided to buyers through- 

Workshops, seminars, training etc , and 
Monitonnq performance to evaluate compliance with the program's . .  . .  
requirem6nts. 

(vi) On a contract-by-contract basis, yecords to support award data submitted by 
the offeror to the Government, including the name, address, and business 
size of each subcontractor. Contractors having commercial plans need not 
comply with this requirement. 

in order to effectively implement this plan to the extent consistent with efficient contract 
performance, the Contractor shall perform the following functions: 

(1) Assist small business, veteran-owned small business service-disabled veteran- 
owned small business, HUBZone small business, small disadvantaged business, and 
women-owned small business concerns by arran in solicitations time for the 

reparation of bids, quantities, specifications, a n i  felivary schedules so as to 
!actlitate the participation by such concer.ns. Where,the Contractor's lists of potential 
small business, veteran-owned small business service-disabled veteran-owned small 
business, HUBZone small business, small disadvantaged business, and women- 
owned small business subcontractors are excessively long, reasonable effort shall be 
made to give all such smali business concerns an opportunity to compete over a 
eriod of time. 
rovide adequate and timely conside!ation of the potentialities of smail business, 

veteran-owned sma!i business, service-disabled veteran-owned small buuness, 
HUBZone small business, m a l l  disadvantaged business, and women-owned small 
business concerns in all "make-or-buy" decisions, , 
Counsel and discuss subcontracting. opportunities with representatives of small 
business, veteran-owned small business, service-disabled veteran-owned small 
business, HUBZone small business, small disadvantaged business, and women- 
owned small businessRrms. 

(e) 

(2) 

(3) 

(4) Provide notice to subcontractors concernin penalties and remedies for 
misre resentatiom of buuness status as ma#, veteran-owned small buuness. 
HUBfone small. small disadvantaaed. or women-owned small business for the ~ 

purpqse of obtainin a suhntract-that is to be included as part or all of a goal 
contained in the Con%actofs subcontracting plan. 

(9 A master plan on a plant or division-wide basis that, contains all the elements required by 
paragraph (d) of this clause, except goals, may be incorporated,by reference as a part of 
he subcontracting plan required of the offeror by this clause; provided- 

The master plan has been a proved; 
The, offeror ensures that tffe master pian is updated as necessary and provides 
copies of the approved master plan, including evidence of its approval, to the 
Contracting Ofticer; and 
Goals and an deviations from the master plan deemed necessary by the Contragin 
Ofticer to sab the requirements of this contract are set forth in the individui 
subcontracting pLn. 

(3) 

(g) A commercial plan is the prefer[ed t pe of subcontracting Ian for contractors furnishing 
commercial items. The wmmerciai d n  shall relate to the o8erork olanned subcontractino ~~~ ~~~~ ~~ ~ ~ ~ 

y e ra l l y ,  for both commercial a id  Government business, rather than sole1 to Ihz 
overnment contract. Commercial plans are also preferred for subcontractors thay provide 

commercial items under a prime contract, whether or not the prime contractor IS supplying a 
commercial item 

(h) Prior compliance of the offeror with other such subcontracting, plam under previous 
contracts will be considered by the Contracting Officer in determining the responsibility of 
the offeror for award of the contract. 

The failure of the Contractor or subcontractor to comply in good faith with- (i) 
The clause of this contract entatled "Utilization Of Small Business Concerns," or 
An approved plan rewired by this clause, shall be a material breach of the contract 
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(if The Contractor shall submit the following reports: 

(1) Standard Form 294, Subco@actin Reportfor individual Contracts. This reprt shall 
be submitted tothe Contracting O#cer semiannually and at contract completion. The 
report covers subcontract award data related to this contract. This report is not 
required for commercial plans. 
Standard Form 295. Summaw Subcontract Remrt This rewrt encornoases all of the (2) . ,  
contracts with the awarding igency It must be submitted hemi-annuilly for contracts 
with the Department of Defense and annually for contracts with civilian agencies If 
the reporting activity is covered by a commercial plan, the reporting acttvity must 
report annually all subcontran awards under that plan. All reports submitted at the 
close of each fiscal year (both individbal and wmmerctal plans) shall include a 
breakout, in the Contractor's format, of subcontract awards, in whole dollars, to small 
disdvantaged business w m r m  by North American Industry Classificaticn System 
(NAICS Industry Subsector For a commercial Ian, the Contractor may obtaln from 
each ot'its subcontractors a predominant NAIZS Industry Subsector and report all 
awards to that subcontractor under its predominant NAICS Industry Subsector. 

47. 52.219-16 LIQUIDATED DAMAGES - SUBCONTRACTING PLAN (JAN 1999) 

(a) Failure to make a ood faith efort to compl with the subcontrecting @an, as used in this 
clause, means a wiful or intentional failure perform in accordance with the requirements 
of the subcontracting plan approved under the ciause in this contract entitled "Small 
Business Subcontracting Plan, or wllful or intentional action to frustrate the plan. 

Performance shall be measured by applying the percentage goals to the total actual 
SUbCOntradinQ dollars or. if a commercial Dlan is involved. to the Dro rata share of actual 

(b) 
subcontractin5 dollars anributable to Government contracts covered by the wmmercial 
plan If, at contract completion or, in the case of e commercial plan, at the close of the fiscal 
year for which the plan is ap licable, the Contractor has failed to meet its subcontracting 
oats and the Contracting Oficer decides in accordance wlh paragraph (c) of this clause 

hat  the Contractor failed to make a good faith effort to comply wth its subcontractmg plan, 
established in accordance with the clause in this contract entdled 'Small Business 
Subcontractiw Plan." the Contractor shall pay the Government lisuidated damaaes in an 
amount stated The amount of probable damages attributable lo t ~ e  Contractor'sfailure to 
comply shall be an amount equal to the actual dollar amount by which the Contractor failed 
lo  achieve each subcontract goal 

Before the Contracting Officer makes a final decision that the Contractor has failed to make 
such good faith effort. the Contracting Officer shall ive the Contractor written notice 
specif ing the failure and permlning the Contractor to fernonstrate what good faith efforts 
have lee, made and l o  discuss the matter Failure to respond to the notice may be taken 
as an admiswon that no valid explanation exists. If, after consideration of all the pertinent 
data, the Contracting OHicer finds that the Contractor failed to make a good faith effort to 
compl with the subcontractin plan, the Contracting Officer shall issue a final decision to 
that ehect and require that tEe Contractor pay the Government liquidated damages as 
provided in paragraph (b) of this clause 

(d) With respect to commercial plans, the Contracting Officer who approved the plan will 
perform the functions of the Contracting Officer under this clause on behalf of all agencies 
with contracts covered by the commercial plan 

(e) The Contractor shall have the ri ht of ap eal, under the clause in this contract entitled 
Disputes. from any final decision 07 the Coneacting Officer. 

(9 Liquidated damages shall be in addition to any other remedies that the Government may 
have. 
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REPRESENTATIONS AND CERTIFICATIONS Solicitation Number 
(Acquisifion of Leasehold Interests in Real Propertv) 

Complete appropriate boxes, sign the form, and affach to offer. 

The Offeer makes the following Representations and Cemcafions. NOTE: The "Offeror," as used on 
this form, is the owner of the property offered, not an individual or agent representing the owner. 

1. 52.219-1 - SMALL BUSINESS PROGRAM REPRESENTATIONS (APR 2002) 

(a) (1) 

(2) 

(3) 

The North American Industry Classificetion System (NAICS) code for this acquisition is 
531 190. 

The small business size standard is $17.5 Million 

The small business size standard for a concern which submits an offer in its OW name, 
other than on a construction or service contract, but which proposes to furnish a product 
which it did not itself manufacture, is 500 employees. 

(b) Representations. 

Dated 

The Offeror represents as pari of its offer that it pb is. [ ] is not a small business 
concern. 

[Comp/ete only if the Offeror represented itself as a small business concern in paragraph 
(bj(I) of this provision.] The Feror  represents, for general statistical purposes, that it 
[ ]is, &$ is not, a smalt disadvantaged business concern as defined in 13 CFR 
124.10 . 

[Complele only if the Ofieror represenfed itself as a small business concern in paragraph 
(bi(7) ofthis provisi0n.l The Offeror represents as part of Its offer that ii [ ] is, M i s  not a _.  .. 
women-ow& small bbsiness concern. 

[Complete only if the Offeror represented itself as a small business concern in aragraph 
fbJ(lJ of this Drovision.1 The Offeror represents as part of its offer thal il [ 1 is, &is not a .. . -  
vebtan-owned small bsiness concem. 

[Complete on/y if the Offeror represenfed itself as a veteran-owned small business 
concern in paragraph (b)(4) of this provision.] The Offeror represents as pari of 'k offer 
that I f  [ 1 is, [ 1 is not a service-disabled veteran-owned small business concern. 

[Complete only if the Offeror represented itself as a small business concern in paragraph 
(b (I) of this provision.] The Offeror represents, as part of its Mer, that- 
(!) It I ] is, @ is not a HUBZone small business concern listed, on the date of this 

represen tion. on the List of Qualified HUBZone Small Business Concerns 
maintained by the Small Business Administration, and no material change in 
ownership and control, principal office, or HUBZone employee percentage has 
occurred since it was ceaed bv the Small Business Administration in accordance 

(ii) 
with $3 CFR oart 126: and - - -  ~~. ~ ~- .. ..~. . - -. . 
It [ ] is, is not a joint venture that complies with the requirements of 13 CFR 
Dart 126, and the representation in paragraph (b)(6)(i) of lhis provision is accurate 
for the HUBZone small business wncem 6r c6ndems that are participating in the 
joint venture. [The Offeror shall enter the name or names of the HUBZone small 
business concern or concerns that are participating in the joint 
venture: .] Each HUBZone small business concern 
oarticioatino in the ioint venture shall submit a seoarate signed copy of the 

(c) Definitions. As used in this provision- 

"Service-disabled veteran-owned small business concern"- 
(I) Means a small business concern- 

(i) Not less than 51 percent of which is owned by one or more service-disabled 
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veterans or, in the case of any publicly owned business, not less than 51 percent 
of the stock of which is owned by one or more servimdisabled veterans; and 
The management and daily business operations of which are controlled by one or 
more sewicediisabled veterans or, In the case of a veteran with permanent and 
severe disability, the spouse or permanent caregiver of such veteran 

(2) Servicedisabled veteran means a veteran, as defined in 38 U.S.C. 101(2), with a 
disability that is service-wnnecfed, as defined in 38 U.S.C. lOl(16). 

"Small business concern" means a concern, including its affiliates, that is independently 
owned and operated, not dominant in the field of operation in which it is bidding on 
Government contracts, and qualified as a small business under the crlteria in 13 CFR part 
121 and the size standard in paragraph (a) of this provision. 

Veteran-owned small business concern" means a small business concern- 
(1) 

(ii) 

Not less than 51 percent of which is owned by one or more veterans (as defined at 
38 U.S.C. lOl(2)) or, in the case of any publicly owned business. not less than 51 
percent of the stock of which is owned by one or more veterans: and 

The management and daily business operations of which are controlled by one or more 
veterans. 

That is at least 51 percent owned by one or more women; or, in the case of any publicly 
owned business, at least 51 percent of the stock of which is owned by one or more 
women; and 

Whose management and daily business operations are controlled by one or more 
women. 

(2) 

'Women-owned small business concern" means a small business concern- 
(1) 

(2) 

(d) Notice 

( 1 )  If this solicitation is for supplies and,has,been se! aside, in ,whole or in part, for small 
business concerns, then the clause in thls solicitation providing notice of the set-aside 
contains restrictions on the source of the end items to be furnished. 

Under 15 U.S.C. 645(d). any person who misrepresents a firm's status as a small, 
HUBZone small, small disadvantaged. or women-owned small business concern in order 
to obtain a conbact to be awarded under the preference programs established ursuant 

law that specifically references section 8(d) for a definition of program eligibilii, shall- 

(2) 

to section 8(a), 8(d), 9, or 15 of the Small Business Act or any other provision o P Federal 

(i) Be punished by imposition of fine, imprisonment, or both; 
to administratiie remedies, including suspension and debarment; and 

for participation in programs conducted under the authority of the Act. 

2. 52.204-5 - WOMEN-OWNED BUSINESS (OTHER THAN SMALL BUSINESS) (MAY 1999) 

(a) Definifion. "Women-owned business concern," as used in this provision, means a concern 
which is at least 51 percent owned by one or more women; or in the case of any publicly 
owned business, at least 51 percent of its stock is owned by one or more women; and whose 
management and daily business operations are controlled by one or more women. 

(b) Representation, [Complete only if the Offeror is a women-owned business concern and has 
not represented itself as a small business concern in paragraph (b)(l) of FAR 52.219-1. 
Small Business Program Representations. of this solicitation.] The Offeror represents that it 
[ 1 is a women-owned business concern. 

3. 52.222-22 -PREVIOUS CONTRACTS AND COMPLIANCE REPORTS (FEB 1999) 

(Applicable to leases over $10,000.) 

The Offeror represents !hat- 
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(a) 

(b) It 

(c) 

It B h a s ,  [ 1 has not participated in a previous contract or subcontract subject to the Equal 
0 p rtunity ciause of this solicitation; 

has, [ ] has not filed all required compliance reports; and 

Representations indicating submission of required compliance reports, signed by proposed 
subcontractors, will be obtained before subcontract awards. (Approved by OMS under 
Control Number 1215-0072.) 

4. 52.222-25 - AFFIRMATM ACTION COMPLIANCE (APR 1984) 

(Applicable to leases over $10,000 and which include the clause at FAR 52.222-26, Equal 
Opportunity.) 

The Offeror represents that- 

(a) It&has developed and has on file, [ ] has not developed and does not have on fila, at each 
e ta Iishment affirmative action programs required by the rules and regulations of the 
Secretary of Labor (41 CFR 60-1 and 60-2). or 

It [ ] has not previously had contracts subject to the written afftrmatiie action programs 
requirement of the rules and regulations of the Secretary of Labor. (Approved by OMB under 
Control Number 121 5-0072.) 

(b) 

5. 52.203-02 -CERTIFICATE OF INDEPENDENT PRICE DETERMINATION (APR 1985) 
(Applicable to leases over $100,000 average net annual rental, including option periods.) 

(a) The Offeror certifies that- 

(1) The prices in this offer have been arrived at independently, without for the purpose of 
restricting competition, any consultation. communication. or agreement with any other 
Offeror or competitor relating to (i) Ulose prices, (ii) the intention to submit an offer, or (iii) 
the methods or factors used to calculate the prices offered 

The prices in this offer have not been and will not be knowingly disclosed by the Offeror, 
directly or indirectly, to any other Offeror or competitor before bid opening (in the case of 
a sealed bid solicitation) or contract award (in the case of a negotiated solicitation) unless 
othewise required by law; and 

No attempt has been made or will be made by the Offeror to induce any other concern to 
submit or not to submit an offer for the purpose of restricting competition. 

(2) 

(3) 

(b) Each signature on the offer is considered to be a certification by the signatory that the 
signatory- 

(I) Is the person in the Offeror's organization responsible for determining the prices being 
offered in lhis bid or proposal, and that the signatory has not participated and will not 
participate in any action contrary to subparagraphs (a)(l) through (a)(3) above; or 

Has been Buthoriied. in writing, to act as agent for the foUowing principals in 
certifying that those principals have not participated, and will not participate in any 

tofjlsubpapgraphs (a)(l) through (a)(3) above 
r r r S  [insert full 

name of person@) in the Offeror's organization responsible for determining the 
prices offered in this bid or proposal, and the title of his or her position in the 
Offeror's organization]; 
As an authorized agent, does cer t i  that the principals named in subdivision 
(b)(2)(i) above have not participated, and will not participate, in any action contrary 
to subparagraphs (a)(?) through (a)(3) above; and 
As an agent, has not personally participated, and will not participate, in action 
contrary to subparagraphs (a)(l) through (a)(3) above. 

(2) ( i )  

(ii) 

(iii) 

( c )  If the Offeror delefes or modifies subparagraph (a)(2) above, the Offeror must furnish with its 
offer a signed statement setting forth in detail the circumstances of the disclosure. 
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6. 

7. 

52.203-1 1 - CERTIFICATION AND DISCLOSURE REGARDING PAYMENTS TO INFLUENCE 
CERTAIN FEDERAL TRANSACTIONS (APR 1991) 

(Applicable to leases over $100,000.) 

(a) The definitions and prohibitions contained in the clause, at FAR 52.203-12, Limitation on 
Payments to Influence Certain Federal Transactions, are hereby incorporated by reference in 
paragraph (b) of this certification 

The Offeror, by signing its offer, hereby certifies to the best of his or her knowledge and 
belief that on or after December 23. 1989. - 
(1) No Federal appropriated funds have been paid or will be paid to any person for 

influencing or attempting to influence an offir  or employee of any agency, a Member of 
Congress, an officer or employee of Congress, or an employee of a Member of 
Congress on his or her behalf in connection with the awarding of a contract. the making 
of anv Federal orant. the makina of anv Federal loan. the enterina into of any wot~efiltive 

(b) 

~~~ ~ 

agFe6ment. andthe extension, &ntintiation. renewal. amendme% or modifhion of any 
Federal contract, grant, loan, or cooperative agreement; 

(2) If any funds other than Federal appropriated funds (including pmfit or fee received under 
a covered Federal transaction) have been paid, or will be paid, to any person for 
influencing or attempting to influence an officer or employee of any agency, a Member of 
Congress, an officer or employee of Congress, or an employee of a Member of 
Congress on his or her behalf in connection with this solicitation, the Offeror shall 
complete and submit, with its offer, OMB standard form LLL, Disclosure of Lobbying 
Activities. to the Contracting officer; and 

He or she will include the language of this certification in all subcontract awards at any 
tier and require that all recipients of subcontract awards in excess of $100,000 shall 
certify and disclose accordingly. 

Submission of this certification and disclosure is a prerequisite for making or entering into 
this contract imposed by section 1352. title 31, Untled States Code. Any person who makes 
an expenditure prohibited under this provision or who fails to file or amend the disclosure 
form to be filed or amended by this provision, shall be subject to a civil penalty of not less 
than $10,000, and not more than $100,000, for each such failure. 

(3) 

(c) 

52.209-5 - CERTIFICATION REGARDING DEBARMENT, SUSPENSION, PROPOSED 
DEBARMENT, AND OTHER RESPONSlBlUM MAlTERS (DEC 2001) 

(Applicable to leases over $100,000 average net annual rental. including option periods.) 

(a) (1) The Offeror certifies. to the best of its knowledge and belief, fht- 

(i) The Offeror and/or any 

debarment, or 
Federal agency; 

Have [ ] have not %within a three-year period preceding this offer, 
been convicted of or ad a civil judgment rendered against them for: 
commission of fraud or a criminal offense in connection with obtaining, 
attempting to obtain, or performing a public (Federal, state, or local) 
contract or subcontract; violation of Federal or state antitrust statutes 
relating to the submission of offers; or commission of embedement, 
theft, forgery, bribery, falsification or destruction of records. making false 

(A) Are [ ] are not debarred, suspended, proposed for 
for the award of contracts by any 

(B) 

stden property; and 
for, or otherwise criminally or civilly 

entity with, commission of any of the offenses 
enumerated in oaraoraoh laM 1 )li#B\ of this orovision 

(ii) The Offeror has [ ] has nor penod preceding this offer. had 
one or more contracts 

(2) “Principals.” for the purposes of this cenification. means ofkers: directors: owners; 
partners: and, persons having primary management or supervisory responsibilities within 

I 

i 
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a business entity (e.9.. general manager; iant manager; head of a subsidiary, division. 
or business segment, and similar positions! 

This Certification Concerns a Matter Within the Jurisdiction of an Agency of the United States 
and the Making of a False, Fictitious, or Fraudulent Certitication May Render the Maker 
Subject to Prosecution Under Section 1001, Title 18, United States Code. 

The Offeror shall provide immediate written notice to the Contracting Officer if, at any time 
prior to contract award, the Offeror learns that its certification was erroneous when submitted 
or has become erroneous by reason of changed circumstances. 

A certification that any of the items in paragraph (a) of this provision exists will not 
necessarily result in withholding of an award under this solicitation. However, the certification 
will be considered in connection with a determination of the Offeror's responsibility. Failure of 
the Offeror to furnish a certification or provide such additional information as requested by 
the Contracting Officer may render the Offeror nonresponsibie. 

Nothing contained in the foregoing shall be construed to require establishment of a system of 
records in order to render, in good faith, the certiication required by paragraph (a) of this 
provision. The knowledge and information of an Offeror is not required to exceed that which 
is normally possessed by a prudent person in the ordinary course of business dealings. 

The certification in paragraph (a) of this provision is a material representation of fact upon 
which reliance was placed when making award. If it is later determined that the Offeror 
knowingiy rendered an erroneous certification. in addition to other remedies available to the 
Government, the Contracting Officer may terminate the contract resulting from this 
solicitation for default. 

8. 52204-3 -TAXPAYER IDENTIFICATION (OCT 1998) 
Definitions. 

"Common parent," as used in this provision, means that corporate entity that owns or 
Controls an affiliated group of corporations that files its Federal income tax returns on a 
consolidated basis, and of which the Offeror is a member. 

"Taxpayer Identification Number (TIN)," as used in this provision, means the number 
required by the Internal Revenue Service (IRS) to be used by the Offeror in reporting income 
tax and other returns. The TIN may be either a Social Security' Number or an Employer 
Identification Number. 

All Offerors must submit the information required in paragraphs (d) through (f) of this 
provision to comply with debt collection requirements of 31 U.S.C. 7701(c) and 3325(d), 
reporting requirements of 26 U.S.C. 6041,6041A, and 6050M, and implementing regulations 
issued by the IRS. If the resulting contract is subject to the payment reporting requirements 
described in Federal Acquisition Regulation (FAR) 4.904, the failure or refusal by the Offeror 
to furnish the information may result in a 31 percent reduction of payments otherwise due 
under the contract. 

The TIN may be used by the Government to collect and report on any delinquent amounts 
arising out of the Offeror's relationship with the Government (31 U.S.C. 7701(c)(3)). If the 
resulting contract is subject to the payment reporting requirements described in FAR 4.904, 
the TIN provided hereunder may be matched with IRS records to verify the accuracy of the 
Offeror's TIN. 

Taxpayer fdentificafion Number (TINJ. 

%:has been aoolied for. 
f i 
[ ] 

TIN is not requiidd because: 
Offeror is a nonresident alien, foreign corporation, or foreign partnership that does not 
have income effectively connected with the conduct of a trade or business in the 
United States and does not have an office or piace of business or a fiscal paying agent 
in the United States; 
Offeror is an agency or instrumentality of a foreign government; [ ] 

i 
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I J Offeror is an agency or instrumentality of the Federal government; 

(e) Type of organization. 

I J Soie proprietorship; 
[ ] Partnership; 

[ ] Corporate ent i i  (tax-exempt); 

[ ] Government entity (Federal, State, or local); 
[ ] Foreign government; 

[ 1 Corporate entity (not tax-exempt); [ ] International 
Other 

(f) Common Parent. 

Offeror is not owned or controlled by a common parent as defined in paragraph (a) of 
this provision. 
Name and TIN of common parent: [ ] 

Name 

TIN 

9. 52.204-6 - Data Universal Numbering System (DUNS) Number (OCT 2003) 

(a) The Offeror shall enter, in the block with its name and address on the cover page of its offer, 
the annotation "DUNS" or "DUNS+4" followed by the DUNS number or "DUNS+.1?' that 
identifies the Offeror's name and address exactly as stated in the offer. The DUNS number is 
a nine-digit number assigned by Dun and Bradstreet, Inc. The DUNS4 is the DUNS number 
plus a 4-character suffix that may be assigned at the discretion of the Offeror to establish 
additional CCR records for identifying alternative Electronic Funds Transfer (Em) accounts 
(see Subpart 32.1 1) for the Same parent concern. 

If the Offeror does not have a DUNS number, it should contact Dun and Bradstreet directly to 
obtain one. 

(b) 

(1) An Offeror may obtain a DUNS number- 
(i) 

(ii) 

If located within the United States, by calling Dun and Bradstreet at 1-866-705- 
571 1 or via the Internet at htto:/iwww.dnb.com; or 
If located outside the United States, by contacting the local Dun and Bradstreet 
office. 

(2) The Offeror should be prepared to provide the following information: 
Company legal business name. ($1 T radestyle, doing business, or other name by which your entity Is commonly 
recognized. 

(ii) Company physical street address. city, slate and zip code. 
liil Comoanv rnailino address. citv. state and z i ~  code (if SeDarate from ohvsical). ~ . .  ~1~ ~ ~ ~I . .  . .  
(vi Company teleph5ne numbkr. 
(vi) Date the company was started. 

Number of eniployees at your location. 
Chief executive officerkey manager. 
Line of business (industry). 
Company Headquarters name and address (reporiing relationship within your 
entity). 

I O .  DUNS NUMBER (JUN 2004) 
Nolwithstanding the above instructions, in addition to inserting the DUNS Number on the offer cover 
page, the Offeror shall also provide its DUNS Number as part of this submission: 

11. CENTRAL CONTRACTOR REGISTRATION (JUN 2004) 

The Central Conbactor Registration (CCR) System is a centrally located, searchable database 
which assists in the development maintenance, and provision of sources for future procurements. 
The Offeror must be registered in the CCR prior to lease award. The Offeror shall register via the 

i 

INITIALS: - GSA FORM 3518 PAGE 6 (REV 70%) 

(b) (6)



internet at httD://www.ccr.aov. To remain active, the OfferorlLessor is required to update or renew 
its registration annually. 

OFFEROR OR 
AUTHORIZED 
REPRESENTATIVE 

Registration is active. Yes [ 1 No [ 1 Will register 1 

NAME, ADDRESS (INCLUDING ZIP CODE) TELEPHONE NUMBER 

A. k.  A C P  i.3 &: ‘O+”Y, L‘= 

/o*m MeOnCr b;de P r .  g48-dBa i 
c c J 4  

sr;./e a00 
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ASSIGNABLE OPTION PURCHASE AGREEMENT 

This Option AbTeement (the "Agreement.') I S  entered In10 efteclivethis 10th day of September, 
2004, by and beween Margaret Amini, Individually and as Independent Executrix of the estate 
of the K.K. Amini. deceased-("Scller") and the United Stales of America, acting by and through 
the General Services Administration ("Government") whose regional address is m, 

WHEREAS, the Government desires to locate certain Fed& agencies and related facilities 
within San Antonio, Texas and thc Seller intcnds to voluntarily grant to the 
Government and its assigns ("Thc successful offerorldeveloper responding a Solicitation for 
Offers") an option to purchase the site located 5542 Hausman Rd. (S) containing appmximately 
10.0840 acres, and more particularly defined by the legal description, Exhibit A. (consisting of 1 
page) "(thc Site)' for such Federal facililies: and "marked Exhibit "A" attached". 

WHEREAS. rho Government rcquires an optiov, to punshase the Site in order to seek to develop 
the site and implement the lease acquisition process; and 

NOW THEREFORE. in consideration of the above recitals. the mutual obligation or the parties 
hcreto for the amount of TEN DOLLARS ($10.00) and other valuable considerations, the receipt 
and svfliciency of which is hereby acknowledged, the parties agree as follows: 

1. GRANT OF OPTION 

1.01. "Grain of Ootion". Tlie Seller hereby grants to the Govenimcnt or its asrig1:lts the 
exclusive righl and option to elect, at any time during the term of the option, as defincd herein, IO 
purchase from the Seller for the approximate cash price of S3.Sl4.072.32 for Approx. 
439,259.04 sq. R. vacant land. 

The actual sales price for the Site the indefeasible Fee Simple Title to the Site with 
improvements and all nphts, hereditaments, casements. and appurtenances thereto, as described 
herein shall be the sum of $8.00 multiplied by the actual number of square feet containcd within 
the Site, as evidenced by the hereinafter described suivey of the Site. If the Option is exercised, 
the Government shall provide within 30 days after the exercise, an ALTA Land Title Suwcy of 
the Silc or equivalent attesting to the actual square footage of tho Site, and the purchase price as 
set out in this agrccment is to be paid to the Seller by Government or the successful offcror 
(assignce of the Govcrnment) in cash at closing. 

2. TERM 

2.01. ''Term of Oution". This option shall commence as or the date of execution of this 
contmt and continue in effect until midnight (Central Standard Time). twelve months from the 
execution date (the "Expiration of the Option") and may be exercised by the Governnient or its 
assigns at any time before the Expiration of the Option hy delivering IO Seller the non-refundable 
cash sum of Twenty Thousand Dollars (S20.000.00 said $20.000.00 is hemin called the 
"Deposit") together with written notice addressed to Seller stating that the Govement  (or its 
assign) is exercising the option to purchase as herein granted. such notice shaU be deemed to have 
been delivered when actually received by Seller. or, regardless of whether or not received, (i) on the 
second day aAer dclivered, postage prepaid to a nationally recognized overnight courier (such as 
Federal Express and AirBorne), or (ii) on the chird day alter having been deposited in the United 

- I -  
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States mail, registered or certified mail, reNm receipt requested. postage pre-paid. and, in eilher 
case, addressed to Seller at the address indicated below. The Deposit shall be applied the 
purchase price of rhe Propmy at closing. The term of This option may be amended by mutual 
agreement of both panies. 

2.02. “Automatic Termination”. If the Government fails to exercisc the option it1 

accordance with the terms or this agreement within the option period, or any extension thereof, 
then rhe option to purchase granted by this agreement shall automatically and immediately 
terminate without notice. 

2.03. “Notices”. Any notice, tender, or delivery to be given by either party to the other 
may be effected by personal delivery in writing or by registwed or certified mail. postage 
prepaid. return receipt requested, and shall be deemed received upon actual receipt of same. Mail 
notices to the Seller and the Government shall bc addressed as sei forth below. Each party may 
change its address by wrincn notice in accordance with this paragraph. 

- Seller: Margaret Amini. Individually and 
as Independent Executrix of  the Estate of K.K. Amini, dec’d 
BOO0 M 10 West, Suite 1040 
San Antonio, Texas 78230-3871 

Government: 

Daphne Hadlcy. Contracting Oflicer (7PWS) 
Gcncral Services Administration 
819 Taylor Street, Room 12- 
Fort Worth. TX 76102 

3. CLOSING CONDITIONS AND DEED 

3.01. “Title Lnsurance”. The Seller agrees to furnish. after the exercise of this option, 
upon the Government or its assigns’ request and at the Seller’s expense, an Owner’s Policy of 
Title lnsurancc issued by a title company approved by the Government or its assigns in the 
amount of the purchase price. such policy to be in lhe customary form prcscribed with respect to 
such policies in the State of Texas. 

3.02. “Closine”. The closing for the conveyance of the title to the Site to the successful 
offeror shall take place no later than 90 days after end of option period, if purchase contract was 
made by the assigned purchaser, who received the Bid for the constnrction of the proposed USA 
Federal Building Facility. The closing shall take place at such rime and place as mutually agreed 
lo by the parties. 

3.0$ 
be prorated. 

3.04. 

“Taxes“. Ad valorem taxes, i f  any, for !he year in which the closing is held shall 

“Conditions”. The conditions to closing are as follows: 

- 2 .  
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(a) The Government or its assigns shall have had a reasonahle time within which to 
secure and examine the evidence oftitle to the land. The Seller shall convey title by delivcring to 
the Government or its assigns a good and sufiicient general warmly deed conveying said land. 
with the hereditaments, easements. and appurtenan- thereunto belonging to the Government OT 

its assigns in indefeasible fee simple title, free from all liens and encumbrances, but subject to 
easements and restrictions of record, and quit claiming to the Government or its assigns all right, 
title, or interest which thc Seller may have in the hanks, beds. or water or any stream opposite to 
or fronting upon said land, and in any alleys. roads, street, ways, strips. gores, or railmad right- 
of-way abutting or adjoining said land, and in any means or ingress or egress appurtenant 
thereto. 

(b) The Seller agrees that all taxes. assessments, and encumbrances which arc a lien 
against the property at the time of the conveyance to the Government or its assignee shall be 
satisfied of record by the Seller at or before the transfer of title and, if the Seller fails to do so. 
the Govcrnment or its assigns may pay taxes. assessments, and encumbrances which are a lion 
against the property; that the amount of such payments shall be deducted froin the purchase price 
of the propcny, 51 the request of the Government or its assigns by its authorized representative 
and upon payment or tender of the purchase price the Seller will execute and deliver the gcneral 
warranty deed hcreinabove provided for conveying lo the Government or its assips lhc property 
herein described; that it will obtain and record such evidence of title as my be required by the 
Government or its assie3s; it being understood the Government or its assigns will pay the fce for 
recording the referenced deeds. 

(c) The property shall be zoned appropriaidy for the cdmmereial facility to bc constructed 
on the site. 

3.05. ”Eminent Domain”. In the cvent any pari ofthe Site i s  taken by the City, County, 
State or Federal Government entity or by any entity or utility company which has the power of 
eminent domain. this Ageement, at the option of the Government or its assigns, may be 
terminated. In the event the Government or its assigns do not terminate this Agreement, either (a) 
the Site shall be reduced by the pottion so taken and the Purchase Price shall he reduccd 
accordingly, or (b) the Purchase Ptice shall remain unchanged and the Government or its assigns 
shall be entitled to retain all of such condemnation proceeds. 

4. POSSESSION 

4.01. “Possession”. The Seller will deliver the Deed to the Site and possession thereof 
to the Government or its assigns at the Closing unless a different possession date is agreed to 
between patties. 

5. WSMQFLO§§ 

5.01. “Risk of Loss”. The Seller agrees that loss or damage to the Site by tire or acts of 
God shall be at the risk of the Seller until the title to the Site and d d  to the Govemmcnt or its 
assigns have been accepted by the United States Government or assigns; and in the event that 
such loss or damage occurs, the Government or its assigns may, without liability, refwe to 
accept conveyance of title to the Site, in which case there shall bc an equitablc adjustment of the 
Purchase Price. 

(b) (6)



6. TESTS AND SURVEYS 

6.01. "Tcsting". The Government, ils assigns. agents. or offemrs participating in the 
leasc acquisition process of thc Government at their sole expense, shall have the right following 
the execution of this Agreement, subject to the rights, interest and uses made of the Property by 
the Seller. to enter upon the Property for the puiposes of inspecting the same, making lest 
horings, plans, topographical and boundary surveys and any other necessary inspections in 
connection with the contemplated use of the site. The Government, its assigns. agents. or offcrors 
participating in the lease acquisition process at their sole expense, shall promptly restore the site 
to its original condition in accordance with good engineering practices. 

7. TERMINATION 

7.01. "Ternination". IF, for any reason beyond the control of the Seller, the 
Government, or its assigns. the parties arc unable to meet (he terms of this Agreement. this 
Agreement may be terminated by either pany upon thirty (30) day written notice to the ollw 
party. It is agreed that, if the Government or ils assigns shall fail to exercise this Agreement on or 
before the datc set forth above, the, amount paid to the Seller for this Option shall be forfeited to 
the Seller. 

8. MISCELLANEOUS 

8.01. "Venue". Thc obligations and undertakings of each of the parties to this 

Agreement shall be perfom& at San Antonio, Bcxar County, Texas. 

8.02 "Assignment". No assignment of this Option shall be binding upon Seller unless 

and until the Government gives written notice of such assignment to Seller. 

8.03 "Effective Date". The Effective Date of this Option shall be the date this Option 

is signed by Seller, as evidenced by lhe datc next to Seller's sipature block bclow. 

9. MODlFICATlON 

9.01 "Modification". This Agreeinent may be amended or modified only by a writing 
signed by both ofthe parries to this Agreement. 

IO. BROKER REGISTRATION FOR SALE 

10.01 The real estate firm of Cruhb & Ellis is Ore "Listing Broker'' for the "Sellers". 
The Co-Broker for the Seller and with Gmbb & Ellis is NAI Rohde. Ottrners & Sicgcl Realty 
Services. They have a separate agreement as to their split of the sales commission in the event il 
sale is made. Seller and Buyer agree that no other brokers arc involved in this transaction other 
than Gntbb & Ellis (Kit Corbin) representing the Seller, and the NAI Rohde, Ottmers & Siege1 
Realty Services, representing the Government (herein called "Buyer"). Provided this transaction 

- 4 -  
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closes. Seller shall pay Grubb & Ellis (Kit Corbin) a commission of six percent (6%) of the 
purchase price. in cash, at closing which commission shall be split 50/50 with the NAI Rohde, 
Ottmers & Siege1 Realty Services. No other commission is payable. IL is agreed between the 
parties hereto that if other claims for rea1 estate brokerage fees or commissions are cver made 
against Seller or Buyer by any other person, firm or corporation in connection with this 
wansaction, all such claims will be handlcd by the party whose actions, or alleged commitments, 
form the basis o f  such claim. Brokers advise the Buyer that it should obtain or be Furnished with 
a policy of title insurance or have thc title examined by an attorney of its own sclection. 

SELLER: 

Date: /& -13 4sl 

IINITED STATES OF AMERlCA 
GENERAL SERVICES ADMINISTRATION 
City, State 

(b) (6)

(b) (6)

(b) (6)



EXHIBIT "A" 
(Legal description amlackti bchind this pave) 

(b) (6)
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ADDENDUM TO ASSIGNABLE OPTION TO PURCHASE AGREEMENT 

The assignable option to purchase agteement signed by Margaret Amini, 
Individually and as Independent Executrix of the Estate of K K. Amini, Deceased, Seller, 
and United States of America, General Services Administration, GovemmenVBuyer, on 
October 18,2004 is hereby amended: 

Paragraph 2. TERM is hereby amended to recite: 

2.01. “Term of &tion.” This option shall commence as of the date of 
execution of this contract and continue in effect until midnight (Central Standard 
Time), January 18, 2006 (the “Expiration of Option”) and may be exercised by 
the Government or its assigns at any time before the Expiration of the Option by 
delivering to Seller the non-refundable cash sum of Twenty Thousand Dollars 
($20,000.00, said $20,000.00 is herein called the “Deposit”) together with written 
notice addressed to Seller stating that the Government (or its assigns) is exercising 
the option to purchase as herein granted, such notice shall be deemed to have been 
delivered when actually received by Seller, or, regardless of whether or not 
received, (i) on the second day after delivered, postage prepaid to a nationally 
recognized overnight courier (such as Federal Express and AirBome), or (ii) on 
the third day after having been deposited in the United States mail, registered or 
certified mail, return receipt requested, postage prepaid, and, in either case, 
addressed to Seller at the address indicated below. The Deposit shalI be applied 
to the purchase price of the property at closing. The term of this option may be 
amended by mutual agreement of both parties. 

The undersigned Seller signatories are successors in title to Margaret Amini, 
Individually and as Independent Executor of the Estate of K. K Amini, Deceased. 

SELLER 

Michael Trustee of the 
Michael -.Trust of 2005 dated 
May 3 1,2005 

Rex Amhi: Trustee of the 
Rex M. Amini Trust of 2005 dated 
May 3 1,2005 INITIALS 
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ADDENDUM TO ASSIGNABLE OPTION TO PURCHASE AGREEMXNT 

The assignable option to purchase agreement signed by Margaret Amini, 
Individually and as Independent Executrix of the Estate of K. K. Amini, Deceased, Seller, 
and United States of America, General Services Administration, Govemment/Buyer, on 
October 18,2004 is hereby amended 

Paragraph 2. TERM is hereby amended to recite: 

2.01. “Term of Oation.” This option shall commence as of the date of 
execution of this contract and continue in effect until midnight (Central Standard 
Time), January 18, 2006 (the “Expiration of Option”) and may be exercised by 
the Government or its assigns at any time before the Expiration of the Option by 
delivering to Seller the non-refundable cash sum of Twenty Thousand Dollars 
($20,000.00, said $20,000.00 is herein called the “Deposit”) together with written 
notice addressed to Seller stating that the Government (or its assigns) is exercising 
the option to purchase as herein granted, such notice shall be deemed to have been 
delivered when actually received by Seller, or, regardless of whether or not 
received, (i) on the second day after delivered, postage prepaid to a nationally 
recognized overnight courier (such as Federal Express and &Borne), or (ii) on 
the third day after having been deposited in the United States mail, registered or 
certified mail, return receipt requested, postage prepaid, and, in either case, 
addressed to Seller at the address indicated below. The Deposit shall be applied 
to the purchase price of the property at closing. The term of this option may be 
amended by mutual agreement of both parties. 

The undersigned Seller signatories are successors in title to Margaret Amini, 
Individually and as Independent Executor of the Estate of K. K. Amini, Deceased. 

SELLER: 

Date: 
Michael Amini, Trustee of the 
Michael Amini Trust of 2005 dated 
May 3 1,2005 

Date: 
Rex Amini, Trustee of the 
Rex M. Amini Trust of 2005 dated 
May 3 1,2005 

-I-.  
c:mswront:Arnini, et al to GSA-Addendum u, Assignable Option to Purchase A m t  

(b) (6)



Date: 
Susan A. Minor, Trustee of the 
Susan A. Minor Trust of 2005 dated 
May 3 1,2005 

Date: 

Date: [ O - / I -  os” 

Ron Amini, Trustee of the 
Ron Amini Trust of 2005 dated 
May 3 1,2005 

G o v E ~ r n / B u y E R .  

UNITED STATES OF AMERICA 
GENERAL SERVICES 
ADMINISTRATION 

-2- 
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TX030003 MOD 5 REVISED 03/04/05 TX3 

******** THIS WAGE DETERMINATION WAS REPLACED ON 03/04/05******** 

General Decision Number: TX030003 12/24/2004 

Superseded General Decision Number: TX020003 

State: Texas 

Construction Type: Building 

County: Bexar County in Texas. 

BUILDING CONSTRUCTION PROJECTS (does not include single family 

homes and apartments up to and including 4 stories). (Use 

current heavy & highway general wage determination for Paving & 

Utilities Incidental to Building Construction). 

Modification Number Publication Date 

0 06/13/2003 

1 02/13/2004 

2 05/14/2004 

3 05/28/2004 

4 10/08/2004 

5 12/24/2004 

ASBEOO87-001 07/01/2003 

Rates Fringes 

Asbestos/Insulator Worker 

http://~.wdol.gov/wdol/scafiies/~chive/davisbacon/203 .r5 

Page 1 of 8 

11/1/2005 
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(Includes application of all 

insulating materials, 

protective coverings, 

coatings, and finishings to 

all types of mechanical 

systems.) ...................... $ 19.08 6.46 

* BRTX0001-004 07/01/2004 

Rates Fringes 

Fringes 

2.95+12% 

Rates 

Cable splicer .................. $ 20.30 

Electrician (Including 

pulling and installing cable 

through conduit for low 

voltage) ....................... $ 20.05 2.95+12% 

ELEV0081-001 08/11/2001 

Rates Fringes 

Elevator Constructor 

MECHANIC .................... $ 22.365 7.455CA 

http://~.wdol.gov/~dol/scafiles/~c~ve/davisb~on~2003/~3 .r5 11/1/2005 
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FOOTNOTE; A = UNDER 5 YEARS EMPLOYMENT, 6% BHR; OVER 5 YEARS 

EMPLOYMENT, 8 %  BHR. PAID HOLIDAYS : New Year's Day, 

Memorial Day, Independence Day, Labor Day, Thanksgiving 

Day, Friday after Thanksgiving Day and Christmas Day. 

ENGI0450-001 04/01/1994 

Rates Fringes 

Power equipment operators: 

Cranes ...................... $ 12.95 3.30 

IRON0066-001 01/01/2003 

Rates Fringes 

Ironworker (Excluding metal 

building erectors) 

Structural .................. $ 16.10 4.65 

MARB0002-001 05/01/2000 

Rates Fringes 

Tile Setter .................... $ 13.79 3.09 

PLUMOl.42-001 07/01/2004 

Rates Fringes 

hnp:/~www.wdol.gov/wdoI/scafiles/archive/davisbaco~2003/~3 .r5 
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Plumbers and Pipefitters 

(Including HVAC WORK) .......... $ 25.39  

Page 4 of 8 

7.72  

SFTX0669-001 04/01/2004 

Rates Fringes 

Rates Fringes 

Sheet metal worker (Including 

HVAC Duct Work) ................ $ 22 .10  

___________________-_--_---------------_-_-_--_-_- 

SUTXl.988-002 11/01/1988 

Rates 

Acoustical Ceiling Installer ... $ 1 2 . 2 6  

Carpenter (Excluding 

Acoustical Ceiling Installer 

& Drywall Hanger) .............. $ 10 .64  

Cement Mason ................... $ 11.46  

Drywall Hanger ................. $ 1 1 . 8 8  

Glazier ........................ $ 1 0 . 7 8  

Ironworker (Excluding Metal 

Building Assemblers) 

Reinforcing ................. $ 10 .19  

8 .59  

Fringes 

h t t p : / / ~ . w d o l . g o v / w d o l / s c a f i l e s / a r c h i v 3  .r5 

1 .40  

3 .57  

11/1/2005 
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Laborers: 

Mason Tenders ............... $ 8.36 

Mortar Mixers ............... $ 8.99 

PLASTERER'S TENDERS ......... $ 8.68 

Unskilled ................... $ 7 . 0 6  

Lather ......................... $ 15.25 

Painter (Excluding 

Tapers/Finishers) .............. $ 8.01 

Plasterer ...................... $ 15.25 

Power equipment operators: 

Front End Loader ............ $ 7.36 

Roofers: 

Kettlemen ................... $ 8.85 

Roofers ..................... $ 8.14 

Waterproofers ............... $ 6.88 

Sheet Metal Worker 

Other Work .................. $ 11.62 

Taper/Finisher ................. $ 7.99 

Truck Driver ................... $ 7.10 

1.78 

WELDERS . Receive rate prescribed for  craft performing 

operation to which welding is incidental . 

Unlisted classifications needed for work not included within 

the scope of the classi.fications listed may be added after 

award only as provided in the labor standards contract clauses 

(29CFR 5.5 (a) (1) (ii)) . 

http://~.wdol.gov/wdol/scafiles/~chive/davisbacon/203 . r5 11/1/2005 
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In the listing above, the "SU" designation means that rates 

listed under the identifier do not reflect collectively 

bargained wage and fringe benefit rates. Other designations 

indicate unions whose rates have been determined to be 

prevailing. 

WAGE DETERMINATION APPEALS PROCESS 

1.) Has there been an initial decision in the matter? This can 

be : 

* an existing published wage determination 

* a survey underlying a wage determination 

* a Wage and Hour Division letter setting forth a position on 

a wage determination matter 

* a conformance (additional classification and rate) ruling 

On survey related matters, initial contact, including requests 

for summaries of surveys, should be with the Wage and Hour 

Regional Office for the area in which the survey was conducted 

because those Regional Offices have responsibility for the 

Davis-Bacon survey program. If the response from this initial 

contact is not satisfactory, then the process described in 2.) 

and 3 . )  should be followed. 

With regard to any other matter not yet ripe for the formal 

http://www.wdol.gov/wdol/scafiles/~chive/davisba~~2003/~3 .r5 11/1/2005 
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process described here, initial contact should be with the 

Branch of Construction Wage Determinations. Write to: 

Branch of Construction Wage Determinations 

Wage and Hour Division 

U.S. Department of Labor 

200 Constitution Avenue, N.W. 

Washington, DC 20210 

2 . )  If the answer to the question in 1.) is yes, then an 

interested party (those affected by the action) can request 

review and reconsideration from the Wage and Hour Administrator 

(See 29 CFR Part 1.8 and 29 CFR Part 7 ) .  Write to: 

Wage and Hour Administrator 

U . S .  Department of Labor 

200 Constitution Avenue, N.W. 

Washington, DC 20210 

The request should be accompanied by a full statement of the 

interested party's position and by any information (wage 

payment data, project description, area practice material, 

etc.) that the requestor considers relevant to the issue. 

http://~.wdol.gov/wdol/scafles/~chive/davisbacon/203 .r5 11/1/2005 
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3 . )  If the decision of the Administrator is not favorable, an 

interested party may appeal directly to the Administrative 

Review Board (formerly the Wage Appeals Board). Write to: 

Administrative Review Board 

U.S. Department of Labor 

200 Constitution Avenue, N.W. 

Washington, DC 20210 

4 . )  All decisions by the Administrative Review Board are final. 

END OF GENERAL DECISION 

hyp://www.wdol.gov/wdol/scafiles/~c~ve/3 .r5 11/1/2005 
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B 
@UNIT COST FOR ASJUS I MENTS 
@Several paragraphs in this SFO specify means for determining quantities 

of materials. These are Government projections to assist the Offeror in 
cost estimating. Actual quantities may not be determined until after the 

ib we is awarded and the space layout completed. To enable an 
ib=quitable settlement if the Government layout departs from the projection, 
athe Offeror must list a unit cost for each of these materials. GSA wiil use 

each unit cost to make a lump sum payment or rental increase if the 
amount of material required by the layout is more than specified or take a 

@credit from rental if the amount is less man specified. Offerors are 
b required to state in the offer or in an attachment the following: 

a 

M.L. Hanis 
kern Size1 Type Company 

1 Cost per linear foot of wall covenng comer guards s 
$ 2 Cost per floor-mounted dedicated duplex electncal outlet 

4 Cost per floor-mounted shielded double duplex electncal 

5 Cost per wall-mounted shielded double duplex electncal 

3 Cost per wall-mounted dedicated duplex electncal Outlet $ 

outlet $ 

outlet $ 

6 Cost per floor-mounted double duplex electncal outlet $ 

; $ 
8iCost per floor-mounted telephone outlet $ 

9JCost per wall-mounted telephone outlet ~ $ 
10 Cost per floor-mounted data outlet $ 
11 Cost per wall-mounted data outlet $ 
12 Cost per combination dataltelephone outlet $ 
13 Cost per interior door, including hardware $ 
14 Cost per 4 foot, 0 inch door, including hardware $ 

$ 

$ 

-

. 15 Cost per standard 3 foot, 0 inch Dutch door, including 
hardware 

16 Cost per 4 foot, 0 inch Dutch door, including hardware 
17 Cost per double intenor door, 6' 0" wide, including hardware 

18 Cost per bullet-resistant door, UL 752, Level 111. SPSA. 
including hardware s; 

19 Cost per laminated wndow (size and pnc8) 6 O W  x $ 

21 Cost per linear foot of slab to slab partltron, painted S 
22 Cost per square yard of carpet I S

24 Cost per linear foot of vinyl wall covenng I ! S

20 Cost per linear foot of office subdividing ceiling high partition. 
painted $ 

23 Cost per square foot of vinyl compositron tile I S

I ,A
. ! . ' " ~ ~ ~ ~ r ~ "  

25 Cost per folding wall partltron 

(b) (6)

(
b
) 
(
6
)

(b) (4)



R 
b ,< 
n structural floor slab to structural ceiling, gypsum board 

extending 3inches above finished ceiling, and 3 112 inch 
sound attenuation blanket extending from structural floor slab 

a 
D to 3 inches above finished ceiling 
a .  271Cost oer linear foot of wall Tvoe 2 aYPsum board extending 

26 Cost per linear foot L. #all Type 1 metal studs extending 

$ 

b 
B 
h .  
0 
b 
b 

from structural floor slab to &ructuA 'ceiling slab with bull& 
resistant material extending from floor slab to 12 inches 
above suspended ceiling 

28 Cost per linear foot of wall Type 3 gypsum board extending 
from structural floor slab to structural ceiling slab with 9 gauge 
expanded metal mesh extending from structural floor slab to 
structural ceiling slab. securely anchored to the metal studs 

I 

5 

b 
b 
b .  
b 
b 
0 
0 
h 
b 
b -  
b 
9 
9 
b 
b 

b 
9 
9 
9 '  

9 -  
3 -  
9 
b 
! 
! 
9 '  

6 

$ 
29 Cost per linear foot of wall Type 4 gypsum board extending 

from structural floor slab to structural ceiling slab 
30 Cost per linear foot of wall Type 5 gypsum board extending 

from structural floor slab to structural ceiling slab with 3 112 
inch sound attenuation blanket extending from structural floor 
slab to structural ceiling slab 

31 Cost per linear foot of wall Type 6 gypsum Type X board 
extending from structural floor slab to structural ceiling slab 
with 2 layers of gypsum board on the outside and 1 layer on 
the inside and 3 112 inch sound attenuation blanket extending 
from structural floor slab to structural ceiling slab 

32 Cost per linear foot of wall Type 7 gypsum board extending 
from structural floor slab to structural ceiling slab with 2 layers 
of gypsum board on the outside and 1 layer on the inside, 9- 
gauge expanded .metal mesh and 3 112 inch sound 
attenuation blanket extending from structural floor slab to 
structural ceiling slab 

33 Cost per linear foot of 1 inch PVC conduit with pull-string 
& Cost per linear foot of 2 inch PVC conduit with pull-string 
35 Cost per linear foot of 3 inch PVC conduit with pull-string 
36 Cost per linear foot of 4 inch PVC conduit with pull-string 
37 Cost per linear foot of 314 inch EMT conduit with pull-string 
38 Cost per linear foot of 1 inch EMT conduit with pull-string 

3 -  39Cost per linear foot of2 i n c h T  conduit with pull-string 
40 Cost per linear foot of 3 inch EMT conduit with pull-string 
41 Cost per linear foot of 4 inch EMT conduit with pull-string 
42 Cost per one 8-pair twisted shielded traveling cable to be 

provided between the elevator cab control panel and the 
elevator machine room. Cable shall be for FBI use only. 

' 

~~~ 

43 Cost per 2' 0 wide x 2' 0 long parabolic lighting fixture 
44 Cost per 2' 0 wide x 4' 0 long parabolic lighting fixture 

$

$

$

$
$

8
$

$
$

$
$

-I- $

s
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@dMP SUM COSTS F-R ADJUSTMENTS 
8 Government may choa~r to 

Lessor by the (30vsmmnt. and tho cosh shall thsrefors Kt be smoriized into the rental rate & Sum PayNm mil be made to the Lesaor for these tim upon lnspeclKvl and acceptance of 
ieased  paw by v ~ r  Gcvemmm h e  offarcf mlgt pmvl(s a separate de(aiied cmt breakdown ip each lndrvldusl Lump Sum Item me Less~ shaU pmnde. 1reta11. and matntatn each item The 

@rnment reserves the ngh! to accept o( repa any or all lump sum ~ m (  nems before w after 

u l ~  i.m, i m  ~tems wrwrt be la^ as being reimbursaMe to 

!iFd 
'LOOR MATERIALS (8) (Price per Square Size/ M.L. Harris 

Type Company 

rtitioning type Wall A-3 Secured Storage'Partition ~ lS lab15'O"HI  $ 
kditional cost to Drovide and install one (1) linear foot of office subdividino 11 I 

B 
lard) 

st to provide and install one (1) square yard of carpet tile, type #I P 

.. 
!artitioning type Wall A-4 Slabto-slab Partition #ISlabISO"H( $ 

bdditional cost to provide and install one (1) linear foot of office subdividina IIl I 

$ , 

I 

rtitioning type Wall A-5 Acoustically Treated Partition 11 Slab 15'0 HI $ 
dditional cost lo  provide and install one (1) linear foot of office subdlvlding HI I 

(b) (6)
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GENERAL SERVICES ADMINISTRATION
PUBLIC BUILOINGS SERVICE

LEASE AMENDMENT

LEASE AMENDMENT NO. 18

TO LEASE NO. GS-078-15901

ADDRESS OF PREMISES: San Antonto Fi€td Offtc€
5740 University Heights Blvd.
san Antonio, Tx 78249.1835

THls AGREEMENT, mado and ent€red hto thb dat€ by and betwe€n USGP SAN ANTONIO Lp

whose addrsss is 2101 L Skssl NW, Ste. 750
Washington, OC 20037-1 659

hereinafler call€d the Lessof, and the UNITED STATES OF AMERICA, heretmftef call6d lh€ covernm€nt.

WHEREAS, tho gartles h€relo deslre lo amend the abovs L€as€,

Now THEREFORE, th€se partles lor the consid€rations heroinafter mentioned covenant and agree that the said
leass is am€nd6d, effsctive uoon executlon bv lhe Govomm€nt, as follows:

The purpose of thls Lease Amsndment (LA) 18 b to provide for altorations in th€ above named lsase soaco.

1. The Lessor shall provlde altorations ln consideratlon of a one llm6 lump sum payrnent not to 6xceod $30,465,83 at
San Antonio Flold Offlcs, 5740 Univsrsity Hoights Blvd., San Antonio, TX. Th6 albratloB shall be provlded in
accordance with scopo o{ uro|k altached as Exhibit A and l6ssor's cost propos€l attached as Exhiblt B, The scope
of $/ork (Exhlbit A) and tho cost proposai (Exhhit B) are h6r6by incorporated into th6 tsas€,

2. Lessor will mainlain all alterations. Lessor her€by waives all rhhts to restoration pe ainlng to th€se alterations.

3. All work will bo comd€l€d wlthin 90 days of Notlce to Proceed. Work wlll be coordinated wlth Joe Cantu st 210"
30$2937.

(Condnued on next page)

All other terms and condltions of the Lease shall remaln ln lorce and effect.

lN WITNESS WHEREOF, lhe partlos subscribgd their names as of the below dato.

FOR THE GOVERNMENT:

Signature:

Name:

WITNESSED FOR THE LESSOR BY:

Signature
Name:
Titl€:
Date:

Entity Name: USGP SA ANTONIO L.P.
ll

Date: b /S / lt {

signatur

Titl6: Leasa Conlracting Oflicor

GSA, Public Buildhgs S€rvic€
.ltoata: b,l b/t'/

L€aE€ Amendmonl Fotfi 07112

(b) (6) (b) (6)

(
b
) 
(
6
)

(b) (6)



Amsndmor{ No. 18 to Lsaae GS-078-{5901
Pagp 2 of 2

4. Full execution of this agreoment will senie as the Government's Notice To Proceed.
ChangE orders must bo approv€d by the Contracting Offics.

5. Paym€nt will b6 made upon completion of lhe work by the Lessor and acceplanco by the
Go\refnment,

6, In order lo receive payment, the L€ssor should create and include a unique invoico number
on the Invoice submltted for papent. The invoice should have the Lessor's name and base
number clt€d exactly how it is stat€d on the l6as€ contract. Th€ invoico should include tlle PDN
numbef PS0029089. Lessor sfould submit invoices electronically on tho GSA Finance Website
at www'tinance.osa.gov (inslructions for submitting in\/oices are found on the !rcbsito). lf
Lassor is unablo to proc€ss the in\oices electronically, lhe Lessor may mail the In\roices to the
following address:

GSA Groat€r Soulhl^,6s] Finance Cent€r
P.O. Box 17181
Fort Worth, TX 76102

7. Use of the GSA Form 276, Supplemsntal Lease Agreement (SLA) has boen
discontinu€d. All ref€renc€s in th€ leas€ to "GSA Fom 276' or'Supplemental Lease

Agre€m€nt" shall b€ norr/ hereby construed to mean "L6as6 Amendment',

ueesw Lease Amendment F{fm 07 l'12
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STATEMENT OF WORK
FOR

REMODELING AND FLOOR WORK
FBI BUILDING

Unlverslty Helghts
SAN ANTONIO, TX

{.0 PROJECT OVERVIEW

Thls lssk o.d€r ls for Inlerlor work In the FBI Bulldlng, located at Unlverslty
flelghts, San Antonlo TX 78206. Th€ prcJ€c{ will r€quire Interior remodellng and
eome concrete floor lrcrk, to Include elecldcat, plumbing and flnlsh urork.

2.0 GENERAL INFORMATION

Speclflc wo* lt€ms are llsted belo$,.

1. New Plumblng work
2. Ne$r Eleclrlcal r,vork

3, Instalhtlon of Nsr/ GFI dugs
4. R & R c€lllng to allow tor plumblng wo*

,. 5. lnstall n6w cov€ bas€
6, Wo* to be done on normal worklng hours, 7 . Add ne$, llghtlng wlth swltch
8. Add new cablnets for all areas

. 9. Halllrash and debrls
10. All eloclrlcal and plurnbing work musl be done accordlng to code

standards.
11, Concrct€ floor $tori(
12. Paint area afler repairs
13.Chlp and draln sloplng
14.Ke6p Ar€as cl€an

3.0 WORK IN OCCUPIED SPACE

Th€ Contractor ls requlred b work In a space that ls curently occupied. lt wltl b€
nocffsary to work around the exlsilng fumiture In the oflce. lf the furnlture
neds lo bo r€localed, lhe contractor wlll be r€sponslble lbr moving ll, When the

Lease No. GS-078-1SS01
tA 18, Exhibit A
Page 1 of 7
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u,ork 16 compl€t€d th6 contraclor wlll be r€sponsible fur ananglng the fumlture In
lhe n€w conflguralion, al the dlrectbn of the occnpant.

4.0 DELIVERY AND STORAGE

Materhls dsliv€r€d to th€ slte shall be Inspected tor damage, unloaded, and
stored In lhe desbnated space provlded by the Gorremment, Al lhe tlme of
lnspeotlon, materlals that are d€brmlnsd to ba damag€d, dofodlve, or othelwis€
fall to rnoel speclflcalion requlromonts shall be removed from the lob slte and
rcplaced, at no addltlonal cost to th6 Governmenl.

5,0 CLEAN.UP

Clean-up shall be performed on a mntlnuous baels, without allorving trash or
constructlon d€bris to plle up in lhe wo* site or any other locatlon lnslde lh€
bulldlr€. On-slt€ dunpsl€rs may bo used for dlsposal of lrash and cln8lruction
d€brls. Th€ contractor shall leave th€ work slte In 'broom-cl€an" conditlon at the
ond of oadr work day.

lf lho contractor falls to comply wilh ths roqulr€ments speclfled h thls paragraph,
the Governm€nt sha$ dhect the cleanlrp conlractor lo clean tho public area, and
all assoclated c'osts wlll be d€duct€d from ths price of the lask order.

Upon complellon of th€ poJ€ct, all trash, dBcardsd materlal, or other refuse shall
be collect€d and removed from lh6 sllo and disposod of as approved by the
COTR.

6,0 SPECIAL REQUIREMENTS

All work shall conform to the contrad sp€cmca ons and lh€ best practlc€s of th€
trades Involwd In lhe work, Atl matorlals used In lhe work shall be free of
defects in workmanshlp orfinlsh, and shall be Installed In accordance wllh the
manufaoture/s soeclflcatlons,

7.0 SUBMITTAL DATA

The contractor shall provlde any necesaary suknltlal$ In accodance with the
base lDlQ contrac{ and/or lt*s Slatement of 'rSo*, prior to orderlng materlals.

)|,rTrA Lease No. GS-078-15901
LA 18, Exhibit A
Page 2 oI7
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The contrador shall submlt a proposed consuudlon schedule for all phases of
work. Th€ schedule ls subiect to review and approval by the Government.

8.0 PERIOD OF PERFORMANC€

The perlod of porfotmance shall begln upon issuance of lhe Nollce lo Prooeed
(NTP) from th€ GSA Contracllng Ofllcer. The contraclor shall order all n€cessary
materials within 2 days upon revl€w and apptoval of any r€qulred submiltab, and
shall begln the wo* wlthin 2 Days. Allwork ard shall bo compleled withln 15
calendar days of lssuance of the NTP;

In the event that the contractor feels the work cannol be complot€d by th€
scheduled date, a written justification shall be submitted to th€ Conhacting
Offlcer as soon practicable, but no later thsn,/!ays prior lo the scheduled
compl€llon dat€, The Contracling Offlcer shalllnake a flnaldet€rmlnallon
whether a llme ext€nslon shall bo grant€d. qo l0A,

O.O PERFORMANCE HOURS OF PERFORMANCE

The contractor shall be roquired to work durlng normal Govemment businoss
hour8, For lhe Brrpose of this lask ordsr, lhese hours are deflned as 8:00 AM
CST through 5:00 PM CST.

The Conlractor shall not bo roqulr€d to work on Gov€rnment holldays. The
followlng are Government hofidays:

New Yea/s Oay
Martln Luther Klng, Jt's Blrthday

' Pr€sid€nts Day
Memorlal Day, Independence Day
Labor Day
Columbus Day
Veierans Day
Thanksglvlng Day
Chrlstmas Day

Work may not disrupt nomal buslnsss operatlons. The occupant of lhe work
spaco may be pr€s€nt durlng the Umo that conlrac{ors ar€ worklng ln th€ spac6,
and etrery effort shall ba made by lh€ conlraotor lo comd€t€ the rirork wllhoul

rxrr Lease No. GS-078-15901
LA 18, Exhibit A
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arry undue disruptlon to the ocatpant. The contrador shall notify the proJeot
Manager for prlor coordldatlon lf lt ls nacessary for the occupanl to.temporarily
vacalo the urork space while certaln dernolltlon or constructlon activity is being
performed.

1O.O PRECONSTRUCTION CONFERENCE

The contractor shall altend and particlpate In a Preconslruction Conference prior
to slarung the work. All work shall be coordinated and sch€duled wilh the GSA
Projoct Manager and/or Property Manager. The constructlon schedule, means of
acc€ss to the work slte, delivery of matedals, safety pr€caullons, securlly
clearances, cleanup preclicos and oth€r toplcs wlll be dtscussod and agre€d to at
thls conf€ronc€.

11,0 WORKMANSHIP

Any damag€ caus€d by tho contractor, to lhe bulHlng or any of lts conlents or to
any t€nanfs property, shall be lhe sole responslblllty of th€ contractor.

Work r6malnlng ln place which is damaged or defacod by reason of work done
lvith this contract ehall be Fstored to lts orlginal cordlflon at the time of the

,, award of thls task ord€r.

, QUALITYASSUMNCE: All @ntractor personnel must possess the approprlate
t€ohnlcal skllls, includlng Joumeynan llcenses or trade c€r ficaflons, as
n€@ss€try to perform tha \iro* belng accompllshed.

12.0 SAFETY AND HEALTH

Th€ contrac{or ls r€sponelble for cornpllance wilh all applloablo l€gula{ons
p€rlalnlng to lh€ heallh and safety of bulldlng ocrupanls and contrac{dr '

personnel durlng the sxecutlon of the work.

Th€ @ntractor shall provlde all nec€ssary safoly equlpment and ensure that such
€gulpm€nt and rohtad 6af6ty procedures are adequate for the work being
perfoffi€d, and that all contractor p€Fonnel are proporly lraln€d In tho use of
such safety equlpment.

nnu,r
Gcyt.
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13.0 SECURIW

The contraotor shall b6 r€sponshle for tho securlty of tho wofk-slto. The
conlraclor shall coordhate the conllnued use of the work space by tho occupant,' and shall provlde ad€quate safety measures such as wamlng slgns, barler,
dust prclsdlon, or othor measur$ as requlred to secure the slte and protoct
bullding occupants from eny hazards assoclated wllh ihe wbrk.

The contractor ls responslbl€ for completlng all the nocessary paperwork to
obtrain s€curlty cl€arancos for contractor personnel who wltl wolk on th€ prol€ct,
Worksrs wlthout complet€d socudly clearsnc€s udll nol be pemltl€d on the work
slls,

14,0 ADDITIONAL REGUIREMENTS

Th€ contractor shall nottiy th6 GSA Prolect Manager and/or Propefi Manag€r of
any condllions that prev€nt the satlsfaciory compl€llon of the work, such as:

1 . Incoffect parts or mat€rlals.
2. The presonce of hazardous matedal.
3. Oth€r safety or procedural lssues lhat mlghl prevent or delay lhe

mmpletlon of lh€ uork.

Th€ contractor must recelve written approval from the GSA Cont.acling Offlc€r,
, prlor to continuatlon of tho work, when any of the above conditlons have been' found.

. 
15.0 INSPECTION AND ACCEPTANCE

Th€ Gov€rnment wlll rovl€w and cornment on all d€llv€rablos wlthln 10 worklng
days of qecelpt. Accoptanoe or relectlon of dellv€rablea shall be made by the
Contracling Offlcer's Technical Repros€ntatlve (COTR), givlng the speclflc
reason(s).for the rejecilon. The Contraclor stlall con€ct lhe rejected d€llverable
and return it on th€ dat€ epeclfled to tho Conhacdng Offlc€/s Technlcal '

R€ presontallw (COTR).

' Upon completion of the work, and as r€qulr€d durlng lhe p€domranc€ of tho
proj€ct, the Gov€mment shall inspect and verifi that the work ls pgrform€d In
accordance wllh lhe base lDlQ contract and thls Statement ol Work. Acceptance
or r€j€clion of allwork sha$ b€ mado by th€ Project Manag€r, glvlng the spec[le
reason(s) for lhe rejectlon. All work found to be unacceplable shall be removsd,
replaced, and relnstalled, at lhe contractods exponso. The Conlractor shall

Lease No. GS'07B-15901
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correct the unaccsptablo work by lhe date speclfled and notlfy the Proioct
Managof of lts complellon.

Flnal paymont wlll not be made unlll all defects and omlsslons have been
mrrected and lhe GSA Projsd ManagEr and/or Property Manager have
Inspected and accspted ths work and filed Form 220, Inspectlon Report with the
Conlractlng Ofilcer.

.'6.0 CONTRACTUAL RELATIONSHIPS

Gontractlnq Offlcer - Only the Contracting Oflicer (CO) has lhe l€gal
authorlty to blnd the Govemment, approve payments, or mako changes to
th6 task order by executlng wdlten modlflcatlons,

Prolect Manaoer - Servlceg ordered by th€ Conhacting Offlcer (CO) wlll
be coordlnated through a dosignated ProJect Manger (PM). Th€
Conlrac{or shalf coordlnate all efforts lhrough ard dhoct all Inquhlos to th€
CO or PM. The Conlractor shall not accepl any dlrec-llon from bullding
occupanls or from bulldlng managemenl.

Govornment Oversioht - Oversight, reviews and approvals performed by
th€ Government in connection with the s€rvices provided by the
Contractor will be performed from the standpoint of the regulatory
responsibllilies of lhe Gov€rnment, and not from the standpolnt of
provldlng managerlal, or technlcal revlerr/s to support the Conlractot's
efforls. The Government reuews will be genoral In nature. Tho
Government will insist on high quality pfofessional psrformance by lhe
Contractor and Conlractor personnol under this contract.

GOVERNMENT CONTACTS

GSA Contractlrq Offlcer
Tracy Haner
General Servlcos Adminlstratlon
727 E. Ciqsat E. Chavoz Bhrd.. Room 9-602
San Antonlo. TX 78206
Phone: 21G.306-2938
Faxi 210472-4046

Lease No. GS-078-15901
LA 18, Exhibit A
Page 6 of 7

;vi;*
Lg;.:i,,r cc ri'

(b) (6)



GSA Propedy Manager
Pstdch Oniz
Goneral SsMcss Adminlslra on
727 E, Cef€r E. Chawz, , Room 8.602
San Anlonio, fi 78206
Phone: 210{00.2942
Fa*2154724046

GSA PruJecl Manager
Jos Canfu
General Serv{ces Adnlnlstration
727 E. C6sar E. Chavez Blvd.,, Room B-@2
San Antonlo, TX 782fti
Phon6: 210-306-2937
Fax 210-472-4045

Lease lrto. GS-078-iS90i
LA 18, Exhibir A
Page 7 d 7

*in rrsr- 
7

(b) (6)



FBI EVIDENCE ROOMS
BID BREAKDOWN

oamolldon

ory$/'ell

Acou3thd
ooonlfarm{s
orot borcs
lnftc & Corre Sasc

f,oo, PEl.h

Drytrall

14't{afl to do*
Plywood

Acorrsllcsl

llaulatloo
Jofht rerhnls
ooors/tr^{w
flnlsh Crrpentry

lmtall drop boxor (31

Palntlnt

vrlur
Fht
VWC Mrterlals
vwc s0b

tloodng
Spedalllo$

Drop box€s 13)
HVAC

Bcclrlcal
Gens'3l Condlthns

Suponblon
Oumpstst
Cleonlng

lv0hrEe
s{blotd
overhord & Prgrlt
su0lotrl
Saleo Tax

lotil
iEOC Superulslon & CM fear
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